
   
 
 
OVPC Policies and Procedures 

7.4.  Custom/ Homebuilt or Modified RV’s (Not Factory Designed) 

Purpose:  To establish criteria for acceptable specification in 

homebuilt or modified recreational vehicles. 

Defined:  Although there may be varied opinions in the definition of 

a homebuilt or modified RV, the following is provided to clarify the 

intent on what is required.  A homebuilt or modified RV is a unit 

that has been customized to suit an individual requirement.  It may 

be a remodeled construction trailer or some other unit with an 

existing frame or it may be a newly constructed frame.  It is not 

factory designed or a factory constructed unit.   

OVPC reserves the right upon receipt of application to move a unit 

on site to determine if the unit falls under the category of homebuilt 

or modified. 

Specifications:  All units under this category must comply with the 

following specifications: 

-Be road worthy for transportation on highways 

-May not exceed box size of 12 feet wide by 40 feet long (corner to 

corner) hitch is not included in this measurement 

-Roof overhang must not exceed 4 inches 

-Neutral colour – once again, definitions for neutral colours are in 

line with the colours available to the majority of factory 

manufactured recreational vehicles.  Note: Motorized RV’s tend to 

be more elaborate and colourful and are not acceptable as a colour 

for towable units.  Factory motorized units will be authorized on the 

grounds with the factory finish. 

-As in the colour choice, the exterior design of the RV must meet 

standard requirements for blending in with other similar units on 

the grounds. 

-Must be constructed with acceptable materials such as commercial 

grade siding 

-Windows of normally accepted size for similar sized RV’s  

-All doors must be located on the deck side of the unit 

-A certificate of inspection will be required for all electrical and 

propane gas installations or modifications 

-Bay windows or extensions shall not exceed 18 inches (deep) x 12 

feet  

-Loft height must not cause roof height to exceed standard total 

height requirements for movement in highways.  Roof pitch and 

design should be discussed with OVPC if there is a variation to a 

generally accepted industry standard for RV’s 

-Drawings, plans, pictures, etc. must be submitted for approval 

before undertaking the construction or modification to any unit 

being considered to be moved on to the grounds. 

 

Note:  Please direct all questions to the RV site supervisor, Grounds/ 

Retreat Centre Supervisor or Camp Administrative Director. 

 

 


