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Inspection Crew 7 So

Muinting  Switch Insuestion Report Sewk-Aunual  Wow fi4 2050 Page ] of 3

Niseen, . W ...@.Efﬂ M.

Date _ 1/- L3 . Inspection Crew T S
Watchman :
| Location A Yaes 22 Standard Joints
28SwitchID.# _ 4/ . ) Y R NA
3 Facing __ __  Trailing X 23 w$ch l:latcl
Rail Points 24 Adjustable Braceg
4 Point to Point __50>% &Y R NA
3 Point Condition 24a Non-Adjus le Braces
& Yt T: Nothing less tham 4 inches or greater tham S inches, S YR
NOT_ 4 _ZL:T_EI. lg f_/l}lgbu on house top point protected 25 Front Rod
6a Point i N Y R NA
N_S%. R S% 26 71 Rod (Basket Rod)
7 Fit YR
YR 27%2 Rod

8 General Condition of the Points YR
@YR 2 83 sodn =
Heel of Switch 29#4Rod
9 Main __ 57,9 S Y R NA>
10 Turnout _ 1.5, ' 30 Closure
11 Gage ahead of Bend  50- e YR

Must not be legs than 56 inches or 31 Surface of Switch

more than 57 inches for “S” Y R

sing 8 62’ cord, not over

\ 12 Heel Spread in Inches
13Main_ ¢, 7y _

14 Bend
® Y.R
IS Condition
®yYR

Bolty

6Loose o  N/A
17 Missing N/A

Rivets (Huck Bolts)

I8 Loose ¢ N.A

19 Missing__ o  NA

20 Cotter Pins Missing — L
21 Jam Nuts L.oose P

2la Washers @ Broken

R a

GALIC 10200

_NA
N/A
.. Missing

1"to11/2" fora Y and no
more tham 1 1/2” ¢o | 3/¢"
For a R, Great than 13/4" is Out
of Service
32 Head Block Tics
YR

33 Switch Adjustments
Yes @

34 Lubrication
Dry
43 Switch Targets, Lamps

Ok Missing "N,
36 Latches @

g)a:k” > Broken Missing
37 Locks
Broken Missing

38Gencral Condition
@Y R

39 Insulated Joints
Y R

39a Regular Joints
é) YR




Mainline ~  Frog Inspection Report Semi-Annyal Bagel of3

50 Location

50a Switch I.D. #

51 Facing Trailing

52FrogTread N (3 Y R
R @ YR

53 Frog#

34/79 Point Condition
@YR
55 Condition of Frog
(SYR
56 Surface of Frog
YR

57 Throat in Inches ___ 3/
72 Flangeway Depth
Flangeway Depth must not be less than 1 %”

N

58 Main Track SLh

59 Tumout Track SGY ..

Gage must not be less than 56” any class

60 Guard Rail Gage N 39 7. R Su'¥%,
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N 352%¢ R 52%,
‘Back to Back Gage must be less than 53 1/8”
62 Condition ' '

SYR
63 Location of Guard Rail (Relation to Point)

YR

64 Main Track
Y R NA
65 Turnout Track
(®Y RNA

Class 1 Gage 56" to 57 %4”
y thap §7 4" Servi
Class 3 Gage 56" to 57"

M h 57 44" down t
Class2 and gets g Y

Remarkg on pa
GM JC 11-10-201)

66 Condition
®Y RNA
67 Rail Movement

Y R N/A

68 Lead
Y RNA
69 Rail Flangeway
AYRN_1 R /%
Guard Rail Flangeway can not be less 1 n”
70 Guard Rail Plates
Y R NA
71 Frog Plates
@ Y R N/A

Bolta

73 Loose 9] N/A
74 Missing © N/A

75 Loose &) N/A
76 Missing > NA
77 Nuts Missing_ ) N/A

78 Cotter Pins Missing __ © N/A
79 Washers Ok  Broken _Missing  N/A

80 Hold Down Devices

®Y RNA
81 Spring Housing

Q Difference

84 Condié;n of Line thru entire turnout
YR




No A/Eu:? DECECTS

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition,
Everything is class 3 for Mainline and class | for the Yard,

S Everything is in Speca.

Y Attention needed.

R Immcdiate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by: % i@’%@D Date / { — k&

11-10-2011
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Muinline  Switch luspegtion Report Semb-Auunal  WOW /48055 Puge ] of 3

Date ;- wP%-13 ..

< - Tuwection Crew " Sousire iy Bewur

Watchman :
| Location NA aen 22 Standard Jonts
25witchID.# 43 Y R NA
3 Facing . Trailing 23 w$ch :latu
Rail Pointg 24 Adjustagz Braccs
4 Point to Point __5) % Y R NA
3 Point Condition 24a Non-Adjustable Braces
2 Y Y T: Nothing less than ¢ inches or greater than 8 inches. S YR &f/
oint row, =
N 4l Min I(’ l/ll,m:lm on house top point protected 25 Front Rod
6a Point _"opm. Y R NA
N_4%7 . R S 26<§l}llod (Basket Rod)
7 Fit ®YR
@ YR 27 #2 Rod
f’ eral Condition of the Points = :odn
YR
S Y R A
Heel of Switch 29 #4 Rod ;
adayb SYR
lﬁ Tumout  :5(.5% 30 Closure
11 lheld of Bend ) Ve
DG‘I.l: not be lega than 56 inches or 3l gjurﬂwa of Switch
more than 57 inches for “S”
llng a 61' cord, not over

12 Heel Spmg;/n Inches
13 Main & Y

|4 Bend
@ YR

| 5 Condition
@ YR

Bolts

16 Loose ¢

17 Missing o
Rivets (Huck Bolts)
I8 Loose 0 N. A
v \fhssmg o N A

20 Cotter Pins Mnssmg —R.
21 Jam Nuts Loose O

21a Washers 0% Broken

R rks on pa
GALIC 11201

. N/A
NI’A

_NA
N/A
.. Missing

"to11/2" for a Y and no
lmu tham 1 1/2” to | 3/4"
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
@ YR
33 Switch Adjustments

Yes o
34 Lubrication

k)

35 Siich Tt L
witch Targets: Lam
Ok Mlssmg &;_A
36 Latchcs

Ok

37-Locks

Broken_ Missing

Broken Vhssing
38 Genceral Condition
YR
39 Tasulated Joints
& Y R
392Regular Joints

@YR




Mainling Erog Inspection Report Semi-Annual Page2 of 3
50 Location
50a Switch L.D. # 66 Condition
51 Facing Trailing Y RNA
52FrogTread N (3 Y R 67 Rail Movement
G YR &Y R NA
53 Frog# (o
54/79 Point Condition 68 Lead
®Y R Y RNA
55 Condition of Frog 69 Guard Rail Flangeway
YR Y RN_/% R 1%
56 Surface of Frog Guard Rail Flangeway can not be less 1 %
@ YR 70 Guard Rail Plates
SY RNA
57 Throat in Inches _ 3/ 71 Frog Plates
72 Flangeway Depth 1 ' S Y R NA
Flangeway Depth must not be less than 1 %”
Bolts

58 Main Track S
59 Turnout Track ¢, ¥
Gage must not be less than 56” any class

60 Guard Rail Gage N S+ % R S+ 7%,
Guard Rall Gage must more than 54 3/3"
61 Back ToBack N S2%, R S2Yy
Back to Back Gage must be less than 53 1/8”
62 Condition '

9 Y R
63 Location of Guard Rail (Relation to Point)

(_S)YR
64 Main Track
Y R N/A

65 Turnout Track
@ Y R NA

Class 1 Gage 56" to 57 %"
y th N Servi
Class 3 Gage 56" to 57"

More than 57" to 57 %" downgrade tq
Class 2 and getsa Y
Remarks on page 3

M JC 11102011

73 Loose & __NA
74 Missing & N/A

75 Loose @) N/A

76 Missing o N/A
77 Nuts Missing  © N/A
78 Cotter Pins Missing - N/A

79 Washers Ok’ Broken__Missing___ N/A

80 Hold Down Devices
Y RNA
81 Spring Housing
S YR
82 Derails

SYRNA
83%
%%!ﬂﬂﬂlh!ﬂﬂmlirgmﬁhg_mgmm

Ok’ Difference

84 Condition of Line thru entire turnout
(YR




No l\/ﬁ*m th PECTT

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition,
Everything is class 3 for Mainline and class 1 for the Yard,

S Everything is in Specs,

Y Attention needed.

R Immcdiate attention needed or Out of Service.

N/A Not applicable or not measurable.

—y \g @%{% e | [= - (R

11-10-2011




. |

Date _ib-2-i3
Watchman
I Location A4 v r 7/

2 Switch1.D. # B
3Facing_ X ___ _ Tniling

Rail Pointg

4 Point to Point

5 Point Condition

S YR Nothing less than 4 inches or greater than § inches.
6 Point Throw. pgip, 3 172 inches on house top point protected
N 4% R 4Y% :
6a Point Opening
N__ %

7 Fit

@®Y R

8 General Condition of the Points

@ Y R

Gage

Heel of Switch

9 Main S

10 Turnout 50 %/¢

11 Gage ahead of Bend  S¢-5%4-
Must not be legs than 56 inches or
more than 57 inches for “S”

12 Heel Spread in Inches
Tumout  (p4;

SV

R 9%,

13 Main G Vb
Stock Rail
14 Bend
©Y R
I5 Condition
@ Y R
Bolts
16 Loose O._. _ N/A
[7 Missing Ko N/A
Rivets (Huck Bolts)
[8Loose . o N.A
[9 Missing 0O NA
20 Cotter Pins Missing o __NA
21 Jam Nuts Loose N/A
2la Washers @ Broken  Muissing

Remarks on page
GAEIC 1)-10-2011

)

Wo# 1249637

Tuspection Crew T~ Sciision W V_..B/il,fnw:

Page 1 of 3

22 Standard Joints

® Y R NA

23 Switch Platcs
Y R

24 Adjustable Braccs

4@ Y R NA
24a’'Non-Adjustable Braces
S YR @Zﬁ)

25 Front Rod
(f) Y R NA
26 #1 Rod (Basket Rod)

Y R
27'%) Rod
S Y R

28'#3 Rod
SYR

29 #4 Rod @
S Y R /N

30 (S‘losune 1]
Y R

31 Surface of Switch

@& Y R

Using a 62’ cord, not over
"to11/2” fora Y and no
more than 1 1/2” to | 3/4”
For a R, Great than 13/4” is Out

of Service
32 Head Block Ties

(g Y R
33 Switch Adjustmcnts
Yes

34 rication
35 Switch T argets/Lamp

Ok Missing‘___@\.‘.
36 Latches

Dk Broken
37 Locks

Missing
Broken Missing
38 General Condition

Y R
39 Insulated Joints

S)Y R
39a Regular Joints

S) Y R



Mainline Frog Inspection Report Semi-Annual Page 2 of 3
50 Location Turnout Ties
50a Switch I.D. # 66 Condition
51 Facing Trailing ® Y RNA
52 Frog Tread N YR 67 Rail Movement
R ©OYR ® YRNA
53Frog# b ie Pl
54/79 Point Condition 68 Lead
S @R O Y RNA
55 Condition of Frog 69 Guard Rail Flangeway
YR @ YRN(7y R—
56 Surface of Frog Guard Rail Flangeway can not be less 1 %4”
®YR 70 Guard Rail Plates
Y R NA
57 Throat in Inches 3% 71'Frog Plates
72 Flangeway Depth (7 Q Y R N/A
Flangeway Depth must not be less than 1 %”
Bolts
58 Main Track SV 73 Loose 0 N/A
59 Turnout Track ¢ % 74 Missing o) N/A
Gage must not be less than 56” any class
Guard Rails Rivets (Huck)

75 Loose @) N/A

60 Guard Rail Gage N_ 54 %, R S«3
Guard Rail Gage must more than 54 3/8”

61 Back ToBack N 52% R _S2%
Back to Back Gage must be less than 53 1/8”
62 Condition

76 Missing © N/A
77NutsMissing .,  N/A

78 Cotter Pins Missing %% N/A

79 Washers Qk Broken___Missing_ N/A

YR
63®Location of Guard Rail (Relation to Point) 80 Hold Down Devices
®YR 8 Y RNA
Guard Rail Clamps 81 Spring Housing
64 Main Track S Y REA
Y R N/A 82 Derails
65 Turnout Track S Y R NA)
(3 Y RNA 83 Maximum difference in any 31" in Cross

Level on the siding from the Frog Point to

30’ beyond the last long ti

Class 1 Gage 56” to 57 %” Ok Difference

More than 57 %4” Qut of Service
Class 3 Gage 56" to 57" 84 Condition of Line thru entire turnout

More than 57” to 57 %” downgrade to @ Y R
Class 2 and getsaY

Remarks on page 3

GM.IC 11-10-2011



Remarks

m BlLow o1 LEQV/(ZX, CF’/;EL‘ Nﬂz.aga_\

_f_‘?f}T{:.‘) FRO & _J"?‘wu?: THeen 7
SiDE_(1lorsy Fesc

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class | for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

%/7/6 B

11-10-2011




Wo# 124784

Page | of 3

Date ’_"" - 13 W Inspection Crew /. A.\.‘TQ!!!E‘:{":M_W_. B_/.Z?/Auf:
Watchman
| Location _w/a Yaro o , 22 Standard Joints
2 SwitchI.D. # 4 B R Y R NA
3 Facing Y Trailing S S 23 Switch Plates
Y R
Rail Pointg 24 Adjustaﬁc Braces
4 Point to Point ¢ ), Y R NA
5 _Point Condition 24a'Non-Adj le Braces
Py Yt Tl]:r Nothing less than 4 inches or greater than 8 inches. S YR R Qv
oin OW. M :
N _—*_Tm R! 1{2 §|ches on house top point protected 25 Front Rod
6a Point Opening . Y R NA
N_ S¥% R 3%, 26 #1 Rod (Basket Rod)
7 Fit Y R
® Y R 27%2 Rod
8 General Condition of the Points é Y R
(s) Y R 28 #3 Rod
Gage SYR®NA
Heel of Switch 29 #4 Rod
9 Main S S YR
10 Turnout __ 5,3 - 30 Closure Rai
11 Gage ahead of Bend S 7, Y R
Must not be legs than 56 inches or 31 Surface of Switch
more than 57 inches for “S” S)Y R

12 Heel Spread in Inches
Turnout (/4

13Main__ (/4
Stock Rail
14 Bend
Y R

I5 Condition

Y R
Bolts
16 Loose o _N/A
17 Missing o N/A
Rivets (Huck Bolts)
I8 Loose o N.A
[9 Missing o NA
20 Cotter Pins Missing ., __NA
21 Jam Nuts L.oos o N/A
2la Washers @ Broken  Mussing »

Remarks on page
G\ IC H-1-2011

sing a 62’ cord, not over
1"to11/2” for a Y and no
more than { 1/2” ¢o | 3/4™
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
SYY R
33 Switch Adjustments
Yes
34 Lubrication
(O Dry
35 Switch Targets/ Lamps

Ok  Missing VALY,

36 Latches

/‘% Broken  Missing
37 ks

Broken Missing
38 General Condition
JY R
30(15;)sulatcd Joints
)Y R
39a Regular Joints
(S Y R



Mainling Frog Inspection Report Semi-Annual Page 2 of 3

50 Location Turnout Tieg
50a Switch I.D. # 66 Condition
51 Facing Trailing ® Y R NA
52FrogTread N ® Y R 67 Rail Movement
R Y R Y R N/A

53Frog# o S T® |
54/79 Point Condition 68 Lead

YR ®©Y RNA

69 Guard Rail Flangeway
SYRN_|"
Guard Rail Flangeway can not be less 1 %4”

55 Condition of Frog
YR
56 Surface of Frog

R—

YR 70 Guard Rail Plates
‘ ®Y RNA
57 Throat in Inches _ 3 %y 71 Frog Plates
72 Flangeway Depth _ ‘7, ® Y RNA
Flangeway Depth must not be less than 1 %”
Bolts
58 Main Track S 73 Loose O N/A
59 Turnout Track __ su.% 74 Missing (&) N/A
Gage must not be less than 56” any class
Gugrd Rails Rivets (Huck)
60 Guard Rail Gage N _S+”%, R Sy% 75 Loose o N/A
Guard Rail Gage must more than 54 3/8” 76 Missing ) NA
61 Back ToBack N_S2'¥%. R S2% 77 Nuts Missing ¢ NA
Back to Back Gage must be less than 53 1/8” 78 Cotter Pins Missing __N/A
62 Condition 79 Washers @ Broken___ Missing_ N/A
@ YR
63 Location of Guard Rail (Relation to Point) 80 Hold Down Devices
YR S YR W)
Guard Rail Clamps 81 Spring Housing
64 Main Track SY REA
Y R N/A 82 Derails
65 Yurnout Track (5) Y R N/A
@ Y RNA 83 Maximum difference in any 31" in Cross
Level on the siding from the Frog Point to
30’ beyond the last long tie
Class 1 Gage 56” to 57 %” @ Difference
More than 57 %” Qut of Service
Class 3 Gage 56" to 577 84 Condition of Line thru entire turnout

More than 57" to 57 " downgrade to DY R
Class 2 and getsa Y ‘

Remarks on page 3

GML.IC 11-10-201 1



7y

Remarks
Page 3 of 3

(JZAVES 1A Pﬁlu'f Aegn — f’"&(" '_HV\LA%

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by: %//{@“‘7{#/%‘\ Date: / ( . g “" / ?
’ .

11-10-2011



Mainling Switch Inspection Report Semi-Annua)

Inspection Crew 7~ Seiigisn 4/ - Besaur

Date _ //-2-i3
Watchman

I Location A/A v/awus

2Switch 1D 4 _Gq |y~

3Facing __x Trailing _L—M

Rail Pointg )
4 Point to Point _ ) ¥ }
5 Point Condition

K] _Y R Nothing less than 4 inches or greater than § inches.
6 Point Throw, Min 3 112 Si‘nches on house top point protected

N_ 8 R s
6a Point Openin
N g‘p Ve R S 34,
7 Fit
Y R
8 General Condition of the Points
& YR

Gage

Heel of Switch

9 Main __S0%

10 Turmout ¢, %4

11 Gage ahead of Bend 57,/
Must not be legs than 56 inches or
more than 57 inches for “S”

12 Heel Spread in Inches
Turnout (o /

13 Main Y

Stock Rail
14 Bend
Y R
|5 Condition
R

Bolts
6 Loose o _ N/A

17 Missing © N/A

Rivets (Huck Bolts)
N. A

I8 Loose o
9 Missing o NA
20 Cotter Pins Missing o __NA

21 Jam Nuts L. o N/A
2la Washers {@) Broken  Mussing B

Remarks on page
CGALIC T]-T0-201 1

Wo# 1247059 Page 1 of 3

22 Standard Joints
® Y R NA
23 Switch Platcs
Y R
24 Adjustable Braces
® Y R NA
24a Non-Adjustable Braces
S Y RN

25 Front Rod
Y R NA

26 #1 Rod (Basket Rod)
Y R

27 #2 Rod

®Y R

28 #3 Rod
SY RWA
29 #4 Rod @
SYR N/A)
30 Closure Rai
YR
31 Surface of Switch
Y R
sing a 62’ cord, not over
1"to11/2" for a Y and no
more than 1 1/2” ¢o | 3/4"

For a R, Great than 13/4” is Out

of Service
32 Head Block Ties
YR
33 Switch Adjustments
Yes
34 Lubrication
Dry

35 Switch Targets/Lam
Ok Missing____@
36 Latches

@ Brokcn Missing
37 Locks

Broken Missing
38 Geheral Condition
Y Y R
39 Insulated Joints
S)Y R
39a Regular Joints
Y R



Mainline
50 Location
50a Switch I.D. #
51 Facing Trailing
52FrogTread N @ Y R
R ®YR
53 Frog #
54/79 Point Condition
YR
55 Condition of Frog
©YR
56 Surface of Frog
YR

57 Throat inInches 3% .
72 Flangeway Depth _ ( %/,

Flangeway Depth must not be less than 1 %”

58 Main Track Stz
59 Turnout Track S ¥y
Gage must not be less than 56” any class

Guard Railg

60 Guard Rail Gage N 5% R Sy

Frog Inspection Report Semi-Annual

Guard Rail Gage must more than 54 3/8”
61 Back ToBack N _ 52% R S1¥y
Back to Back Gage must be less than 53 1/8”

62 Condition
G YR
63 Location of Guard Rail (Relation to Point)
SYR
Guard Rail Clamps
64 Main Track
®Y R NA
65 Turnout Track
@ Y R N/A

Class 1 Gage 56” to 57 %

More than 57 %” Qut of Service
Class 3 Gage 56" to 577

More than 57” to 57 ¥ downgrade to

Class 2 and getsa Y
Remarks on page 3

GM.JC 11-10-2011

Page 2 of 3

Turnout Tieg

66 Condition
® Y RNA
67 Rail Movement
® Y R NA
ie P
68 Lead
®Y RNA
69 Guard Rail Flangeway
® Y RN\ |7 R
Guard Rail Flangeway can not be less 1 %"
70 Guard Rail Plates

Y RNA
71 Frog Plates

§ Y RNA
Bolts
73 Loose o NA
74 Missing ©_ N/A
Rivets (Huck)

75 Loose ) N/A
76 Missing © N/A
77NutsMissing  © N/A
78 Cotter Pins Missing < N/A
79 Washers Broken___Missing_ N/A
80 Hold Down Devices
Y RNA

81 Spring Housing
S Y R(ONA
82 Derails
S Y RNA
83 M[tri—mum difference in

SOjb ond the last long ti
@E Difference

84 Condition of Line thru entire turnout
Y R

31’ in Cross

%
Level on the siding from the Frog Point to



Remarks
Page 3 of 3

- v -
Ewo Fiece o Ronos A D jamouy (Souzi) BAaTmERGH

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service,

N/A Not applicable or not measurable.

Reviewed by: j////((é/% Date: / ( - g = / ?

11-10-2011




oy

Date _ 2!:_1— i3 —_
Watchman
| Location _ pMa qded _

2 Switch 1.D._ # e
3 Facing . Trailing _ B

Rail Pointg -
4 Point to Point _ Si'¥c )
5 Point Condition

S YR Nothing less than 4 inches or greater than 5 inches.
6 Point Throw. pg;, 3 1/2 inches on house top point protected

N _ 4t R =z Yy
6a Point Opening _

N_ 4% R_4",
7 Fit

Y R

8 General Condition of the Points

(®Y R

Gage

Heel of Switch

9 Main S0 e
10 Turnout Vi

I'1 Gage ahead of Bend 5%
Must not be less than 56 inches or
more than 57 inches for “S”

12 Heel Spread in Inches
Tummout (%

i

13 Main b %

Stock Rail
14 Bend

&Y R
15 Condition
@Oy Rr

Bolts
16 Loose .5 NA
17 Missing O N/A

Rivets (Huck Bolts)
N A

18 Loose Q.

[9 Missing —_© NA

20 Cotter Pins Missing o, __NA

21 Jam Nuts Loose P N/A

2la Washers @K Broken _ Missing

Remarks on page
GNEIC 1110201

WOoH 1249045

Inspection Crew 7 SeH IS ise _M.ﬁfé?’ﬂ_ﬂf

Page 1 of 3

22 Standard Joints
@Y R NA

23 Switch Platcs
@ YR

24 Adjustable Braces

S Y R NA
24a Non-Adjustable Braces
S Y RONA)
itch R
25 Front Rod
Y R NA
26 #1 Rod (Basket Rod)
(S') Y R
27%2 Rod
Y R
28°#3 Rod
29 #4 Rod
S'Y RANA
30 Closure Rsi
Y R
31 Stirface of Switch
Y R
sing a 62’ cord, not over
1"t011/2" fora Y and no
more than | 1/2” to | 3/4”
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
YR
33 Switch Adjustments
Yes 0
34 Lubrication
0 Dry
35 Switch T argets/Lamps
Ok Missing  /N/
36 Latches @
) Brokcn
37 Locks

Missing

Broken
38 General Condition
Y R
39 Tnsulated Joints
Y R
39a Regular Joints
Y R

Missing



3

Mainline

50 Location

50a Switch [.D. #

51 Facing Trailing

52 Frog Tread N ® YR
R YR

53 Frog# (p

54/79 Point Condition

SYR
55 Condition of Frog
YR
56 Surface of Frog

(SYR
57 Throat in Inches _ b Ve
72 Flangeway Depth [

Flangeway Depth must not be less than 1 %”

58 Main Track SLYe
59 Turnout Track St Yy
Gage must not be less than 56” any class
Guard Rails
60 Guard Rail Gage N _sy¥%. R sy ¥,
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N 32/« R _S2%
Back to Back Gage must be less than 53 1/8”
62 Condition

YR
63 Location of Guard Rail (Relation to Point)

Y R
Guard Rail Clamps
64 Main Track

Y R NA
65 Turnout Track

@ Y R NA

Class 1 Gage 56” to 57 %”

More than 57 %” Out of Service
Class 3 Gage 56” to 57”

More than 57” to 57 V4" downgrade to

Class 2 and gets a Y
Remarks on page J

GM.JC 11-10-2011

Frog Inspection Report Semi-Annugl

Page 2 of 3

Turnout Ties

66 Condition
® Y RNA
67 Rail Movement
& Y R NA
ie Pl
68 Lead
®Y RNA
69 Guard Rail Flangeway
SYRN_1. R —
Guard Rail Flangeway can not be less 1 %"
70 d Rail Plates
Y R N/A
71 Frog Plates
€Y R NA

Bolts

73 Loose ) N/A
74 Missing o N/A

Riyets (Huck)
75 Loose < N/A
76 Missing © NA
77 Nuts Missing o N/A
78 Cotter Pins Missing _© N/A
79 Washers(Ok  Broken _ Missing__ N/A

80 Hold Down Devices
® Y RNA
81 Spring Housing
S YR
82 Derails
S YR
83 Maximum difference in any 31" in Cros
Level on the siding from the Fro Point to
30" beyond the last long tie
Difference

84 Condition of Line thru entire turnout

(EYR



Remarks
Page3 of 3

Cuevé Woend Cupyeg Cuoswel Quputea 1dwre Fpoe
Hhie Bils (alestreos) Cowiag WP
2 Gace Zops ST (10 Hording Ghce RETER 2% yrs

e POOC LPoinT + THEOAT

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition,
Everything is class 3 for Mainline and class | for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

My / %é,—/ o e

11-10-2011




Muivling  Switch lnspection Report Semi-Anuyy] WO# (223747

o Ji=s-i3 - Mnspection Crew T Sopiscea ) Befaur _

\ Date D Y e
Watchman > Byen .
I Location  Teyps — Soo 4
2SwitchID.#_ (8% g
3 Facina__')(____ . Trailing I

4 Point to Point =7 %%

3 Point Condition
S .Y R Nothing less than 4 inches or greater tham § fuches.
oint Throw. ngip 3 1/ Inghes on house top point protected
N_4% R _q9
6a Point Opening
N 4% R
7 Fit
S R
ll(g)umml Condition of the Points
YR

+%

Heel of Swit%:ly

9 Main_ 527,

10 Turnout _.5, 2 Vg ‘

11 Gage ahead of Bend  50-'
Moust not be legs than 56 inches or
more than 57 inches for “S”

\ 12 Heel Spread in Inches
Tumout (%
13 Main ©_ Y4
14 Bend
Y R
1.5 Condition
YR
Bolts
l6Loose __ p  N/A
17 Missing  © N/A
Rivets (Huck Bolts)
I8 Loose N. A
19 Missing 0 N A
20 Cotter Pins Missing 9. _ _NA
21 Jam Nuts I, o N/A
2la Washcrs Brokcn  Missing .
Remarks on page

GANLIC 1) ae-201)

Page | of 3

22 Standard Jonts
Y R NA
23 Switch Platcs

YR
24 Adjustable Braces

‘:@ Y R NA
24a Non-Adjustable Braces

S YR
25 Front Rod
g)Y R NA
26 #1 Rod (Basket Rod)
S)Y R
27 #2 Rod
YR
2843 Rod
> Y R N/A
4 Rod
Y R N/A
30 Closure Rail

R
31, 5rfacaofSwitch
YR

Using & 62 cord, not over
1"t011/2"fora Y and no
more than 1 1/2” ¢o | 3/4"
For a R, Great than 13/4” is Out
of Service

32 Head Block Ties
S)Y R

33 Switch Adj stments

Yes
34 Lubrication
k Dry
35 Switch Targets, Lamps
Ok Missing
36 Latches '
Broken Missing
37 Locks
Broken Missing
38 General Condition
&Y R

39 Insulated Joints
A,

393 Regular Joints
Y R
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All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition,

Everything is class 3 for Mainline and class | for the Yard.
S Everything is in Specs.

Y Attention needed.

R Immcdiate attention needed or Out of Service.

N/A Not applicable or not measurable.

Date: //’ ?,_/<

Reviewcd by: p}/% U% gﬂ_/ul/ { La’f

11-10-2011
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WOW 122 3744

Page L of 3

Date _ 1i-5-13 . Inspection Crew 7 Seiscen. W, Beynor—
Watchman_ D Byen -
| Location __ Texns Seyii 22 Standard Joints
2Switcht.D W _Q¢, |1 § Y R NA
3 Facing __ __  Tniling o S 23 i;ch:latcs
4 Poi o 24 Adjustablc Braces
4 Point to Point __S'1 38 Y R NA
L Pjoint Condition ZﬁsNtnyn-.;dj@c Braces
Y R Nothing less than 4 inches or greater than 8 inches. ¢
oint Throw, Switch Rods i
N 4%, Ein ﬂ’ f_ﬂ ;%u on house top point protected 25 Fromt Rod
6a Point Opening . (f) Y R NA
N_ S4 R_O% 26 #1 Rod (Basket Rod)
7 Fit Y R
YR 27 #2 Rod
8 General Condition of the Points YR
YR 28 43 Rod
Y R NA
Heel of Switch & 29 #4 Rod
9 Main S ™%, Y R N/A
10 Turnout 557, %o 30 Closure Rail
11 Gage ahead of Bend 50>, Y R
Moust not be legs than 56 inches or 3 I' Surface of Switch
more than 57 inches for “S” ¥ R
\ 12 Heel Spread in Inches sing & 62’ cord, not over
Tumout (o 1"to11/2" for a Y and no
13 Main @ % more than 1 1/2” to | 3/4"
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
14 Bend Y R
Y R 33'Switch Adjustments
|5 Condition Yes
(9 YR 34 Lubrication
(o) Dry
Bolty 35 Switch Targetss Lamp
l6Loose _ o NA Ok Missing N,
17 Missing ¢ N/A 36 a(\chcs
(:Sk Broken Missing
Rivets (Huck Bolts) 37 Locks
I8 Loose (o) N.A Ok Broken  Missing
[9 Missing O N.A 38 Gencral Condition
20 Cotter Ping Missing __ o _NA S)Y R
21 Jam Nuts Loose © N/A 39 Insulated Joints
2la Washers @ Broken Missing S)Y R
39 Regular Joints
Remarks on pa YR

GNLIC 110201




Maipling

50 Location
50a Switch I.D. #
51 Facing Trailing
52 Frog Tread N ®Y R
R @Y R
53 Frog# _|o
54/79 Point Condition
YR
55 Condition of Frog
®YR
56 Surface of Frog
YR

57 Throat in Inches 3 /4
72 Flangeway Depth __ 1
Flangeway Depth must not be less than 1 %”

58 Main Track N, Yo
59 Turnout Track 5, Ve

Gage must not be less than 56” any class

60 Guard Rail Gage NS4 % R 543
Guard Rail Gage must more than 54 3/3”

61 BackToBack N 92% R $y/,
Back to Back Gage must be less than 53 1/8”
62 Condition

YR
63 Location of Guard Rail (Relation to Point)

YR

64 Main Track
Y R NA
65 Turnout Track
(3 Y RNA

Class 1 Gage 56” to 57 4"
More than 57 %" Out of Servi
Class 3 Gage 56” to 57"

More than 57" to 57 4" downgrade to
Class 2 and gets o Y

Remarks on page 3
GM JC 11-10-2011

Frog Inspection Report Semi-Annual

66 Condition
Y R NA
67 Rail Movement
®YRNA

68 Lead
® Y R NA
69 Guard Rail Flangeway i
BYRN 1% R_'7%
Guard Rail Flangeway can not be less 1 %"
70 Guard Rail Plates
@AY R NA
71 Frog Plates
(Y R NA

Bolts

73 Loose D N/A
74 Missing 0 N/A

75 Loose C N/A
76 Missing © _NA
77Nuts Missing  ©  N/A
78 Cotter Pins Missing o N/A
79 Washers O Broken  Missing  N/A

80 Hold Down Devices
Y R N/A
81 Spring Housing
SYR
82 Derails
S Y RNA
BBMHMMMM“
Level on the siding from the Frog Point to
50’ beyon last long ti
OK  Difference

84 Condition of Line thru entire turnout
YR




Remarkyg
Paged of3
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All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition,
Everything is class 3 for Mainline and class 1 for the Yard,

S Everything is in Specs.

Y Attention needed.

R Immcdiate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed b_y:; F//6!//

U @/7//[25‘-_- Date: ZZ“” f _ /fg

11-10-2011
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Mainline

Date ji-g-/13 =
Watchman__ D 3ven |

| Location o [EXAS.—~ Sovura

2 Switch |.D. #_6S8-3 o
3 Facing __ __ Tniling N

4 Point to Point &/ §
3 Point Condition
6? _Y 1: Nothing less than ¢ inches or greater than § iuches,
oint Throw. nin 3 1/2 inch h ¢ int protected
N .___ff.'ft.-.__ nli'_ _.4% es on house top point protec
6a Point Opening
N__ 9%
7 Fit
YR
8 General Condition of the Points

YR

RS,

Heel of Switch ,

9 Main __ 5L %

10 Tumout St 4 y

11 ahead of Bend e %
Si‘u‘l: not be lesa than 56 inches or
more than 57 inches for “S”

\ 12 Heel Spread in Inches

Tumout _ ([, %

13Main_ G %"

|4 Bend
Y.R
IS Condition

p Y R
Bolty .

16 Loose €
I7 Missing

Riv uck Bolt

I8 Loose 7 N A
9 Missing _"zz N, A
20 Cotter Pins Missing_ o
21 Jam Nuts L.oo °
2la Washers Broken

- N/A
N/A

_NA
N/A
.. Missing

R rks on pa
GALIC 111201

WO _122 3e5p

Page 1 of 3

22 Standard Joints
Y R NA

23 Switch Platcs
Y R
24 Adjustable Braces

&)Y R NA
24a Non-Adjustable Braces
S Y R QA

25 Front Rod
Y R NA

26 #1 Rod (Basket Rod)
Y R

2742 Rod
YR
28 #3 Rod

S)Y R N/A
29g4)kod

()Y R NA
30 Closure Rail
YR
1S of Switch
R
'Using a 62’ cord, not over
1"to11/2"fora Y and no
more than 1 1/2” to | 3/4"
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
Y R
33 Switch Adjustments
o

oX
34 Lubrication

éjg Dry
35 Switch Targets: Lam

Ok Missing @

3 %ﬁch cs
Brokcn

Missing
37 Locks
Broken Vhssing
38 Genceral Condition
YR
39 Insulated Joints
&Y R

39a Regular Joints
OV r




Mainline

50 Location
50a Switch I.D. #
51 Facing Trailing
52 Frog Tread N £Y R
R ®YR
53 Frog# /5
54/79 Point Condition
®YR
55 Condition of Frog
SYR
56 Surface of Frog
(SYR

57 Throat in Inches __ 1%
72 Flangeway Depth __ 2
Flangeway Depth must not be less than 1 %”

58 Main Track Sl Vs :
59 Tumout Track 5277

Gage must not be less than 56” any class

60 Guard Rail Gage N_S« = R sy ¥
! Guard Rail Gage must more than 54 3/8”
61 Back ToBack N S22 R 52%
Back to Back Gage must be less than 53 1/8”
62 Condition

(S§YR
63 Location of Guard Rail (Relation to Point)

YR
64 Main Track
®Y R NA

65 Turmout Track
@ Y R N/A

Class | Gage 56" to 57 %"
More than 57 %” Out of Servi
Class 3 Gage 56" to 57"

More than $7” to 57 4" downgrade tg
Class 2 and gets aY

Remarks on page 3

GM IC 11-10-2011

Frog Inspection Report Semi-Annual

66 Condition
®Y RNA
67 Rail Movement

Y R N/A

68
. Y RNA
69 Guard Rail Flangeway .
YRN Iaf“g/‘,« R_["%
Guard Rail Flangeway can not be less 1 %"
70 Guard Rail Plates
R N/A

71 Frog Plates
( s} Y R NA

Bolts
73 Loose
74 Missing o

-3 N/A
N/A

75 Loose o N/A

76 Missing ¢ _N/A

77 Nuts Missing__ ©  N/A

78 Cotter Pins Missing 2 N/A

79 Washers O Broken___Missing  N/A

80 Hold Down Devices
Y R NA

81 Spring Housing

SYR
82 Derails

S YR

83 i i i 31
Lev idin Frog Poi
50’ beyo last long ti
Difference

84 Condit'@-n of Line thru entire turnout
YR

r




“lw

Remarks

LA SesirCm k’lw; ALER — [ Inzaea

All rules come out of the MTA Ficld Guide for Track Inspectors updated April 2006 edition,
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immcdiate attention necded or Out of Service.

N/A Not applicable or not measurable.

Reviewed by: V\\%W\‘L@ Date: \\ — W ~|3

11-10-2011
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Mainling Switch luspection Report Semj-Annug]
Date _1i-$-(3 .. .. Inspection Crew T S

Watchman__ » Biwen

WO 1223752

Page 1 of 3

22 Standard Joints

I Location _7zyAs — Noary
28witchI.D. # =7y . S .Y R NA
3 Facing = Trailing 7& o 23 Switch Platcs
Y R
i 24 Adjustable Braces
4 Point to Point __52 %, YR N/A
5 Point Condition 24a Non-Adjustable Braces
p 3 Y T: Nothing less than 4 inches or greater tham § inches, S YR QW
'oint Throw,

N_ 4% Eln li’ sz-i;lc’l‘l:a on house top point protected 75 é"’"’ Rod
6a Point Opening Y R NA

N 4-Y4 R 4 26 #1 Rod (Basket Rod)
7 Fit ® YR

SYR 27 #2 Rod
8 General Condition of the Points ® YR

S YR 28 #3 Rod
Gage Y R NA
Heel of Switch 29 ,\4 Rod
9 Main _ 5b% SY R NA
10 Turnout 2% 30 Closure Rail
11 Gage ahead of Bend 51,/ Y R

31 Surface of Switch

Must not be legs than 56 inches or
more than 57 inches for “S”

12 Heel Spread in Inches
Tumout _ ¢ 7+

I3Main___ 6%

14 Bend
Y .R
15 Condition

® Y R
Bolts

16 Loose __ o
17 Missing 0

Rivets (Huck Bolts)

I8 Loose 9 N A

19 Missing 0 N A
20 Cotter Pins Missing o
21 Jam Nuts Loose 2
2la Washcrs @ Broken

Remarkg on page 3}
GALIC 10200

_N/A
N/A

_NA
N/A
.. Missing

@ Y R
sing & 62’ cord, not over
1"to11/2" fora Y and no
more than 1 1/2” ¢o | 3/4"
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
YR
33 Switch Adjustments
Yes N
34 Lubrication
Ok
35 Switch Targets, Lamps
Ok  Missing_ N/A
36 Latchcs
Broken

37 Locks

% Broken

38 Gencral Condition
)Y R

39 Insulated Joints
YR

39a Regular Joints

C)YR

Missing

Missing




Mainli Frog Inspection Report Semi-Annug] Page2 of 3

50 Location

50a Switch I.D. #

51 Facing Trailing

52FrogTread N @ Y R
R @ YR

53 Frog #
54/79 Point Condition
(SYR
55 Condition of Frog
YR
56 Surface of Frog
(YR

57 Throat in Inches _ 3 /4
72 Flangeway Depth
Flangeway Depth must not be less than 1 %”

38 Main Track SV
59 Tumout Track ¥
Gage must not be less than 56” any class

60 Guard Rail Gage N_S%¥ %. R _S59%
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N_523% R_52%4
Back to Back Gage must be less than 53 1/8”
62 Condition
®YR
63 Location of Guard Rail (Relation to Point)
@YR

64 Main Track
YR NA
65 Turnout Track
® Y R NA

Class 1 Gage 56" to 57 %"
More than 57 %4” Out of Servic
Class 3 Gage 56" to 57"

More than 87" to 57 4" downgrade to
Class 2 and getsa Y

Remarks on page 3

GM JC 11-10-2011

66 Condition
@ Y R NA
67 Rail Movement
Y R N/A

68 Lead
(® Y RNA
69 Guard Rail Flangeway
YRN_2. R_L
Guard Rail Flangeway can not be less 1 %4”
70 Rail Plates

E@

Bolts
73 Loose 0 N/A

74 Missing 9 N/A

75 Loose 0 N/A
76 Missing @ __N/A
77NutsMissing o N/A
78 Cotter Pins Missing__ » N/A
79 Washers Ok) Broken _Missing__ N/A

80 Hold Down Devices
®Y RNA
81 Spring Housing
S Y RNA
82 Derails
S Y R@UA
83 i i

L idi Frog Poin
50° on last | ti
DifYference

84 Condition of Line thru entire turnout
@ YR




-G Porred

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class | for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immcdiate attention needed or Out of Service,

N/A Not applicable or not measurable.

Reviewcd by: /Z//gfba’\if/& Date: 7( S

11-10-2011




s‘. - I
;“ B

hr-d

Muinling  Switch luspection Report Sewi-Anuugl  WO# 122 325 Puge 1 of 3
Date  )j-s-i3 = Inspection Crew 'T.S?G;Hts.qez__ W, _‘Bﬁr_n_y:v.' .
Watchman_ D> Byaepn .
I Location - 7%xas _ A/ OLTH 22 Standard Joints
28witch I DA gj1-3 " §)Y R NA
3 Facing Trailing _ 23 Switch Platcs
Y R
i 5 24 Adjustagc Braccs
4 Point to Point ___ 51 3, ; Y R NA
3 Point Condition 24a Non-Adjustable Braces
6 S Y 'l: Nothing less than 4 inches or greater than § inches, S YR @
omnt Throw,
N _‘_E_Vfi__ln ﬁ‘ ﬂlg_—‘l%chu on house top point protected 3 Front Rod
6a Point Opening ) (Y R NA
N 3 R S 26 #1 Rod (Basket Rod)
7 Fit (Y R
@G YR 27 #2 Rod
8 General Condition of the Points YR
5’ YR 28 @ Rod
Y R NA
Heel of Switch 29 #4 Rod
9 Main Y SY R NA
10 Turnout __ 53,7, 30 Closure Rail
S)Y R

11 Gage ahead of Bend  5U /¢
Must not be legs than 56 inches or
more than 57 inches for “S”
\ 12 Heel Spread in Inches
Tumout (%

I3Main__— GY,

14 Bend

® Y.R
15 Condition
(9 YR

Bolty

16 Loose  ©
|7 Missing ©

Rivets (Huck Bolts)

I8 Loose N A

19 Missing o _NA

20 Cotter Pins Missing o _NA

21 Jam Nuts Loos o N/A

Zla Washers () Broken  Missing

- N/A
N.r".r“

R rks on pa
GALIC TL-100-2000 ]

31 Surface of Switch

S)Y R

Ujllnl a 62’ cord, not over
1"to11/2" fora Y and no

more than 1 1/2” to 1 3/4"

For a R, Great than 13/4” is Out
of Service

32 Block Ties
Y R
33% witch(ﬁustmcms

Yes (N
34 Lubricati
Ok

35 Switch Targets/ Lam
Ok  Missing 5 N/A)
; hes N

Brokcn Missing

Broken Vhissing
iencral Condition

Y R

nsulated Joints

Sy R

3%-Regular Joints
G




Mainline

50 Location
50a Switch LD, #
51 Facing Trailing
52FrogTread N G Y R
R ®Y R

53 Frog# _ |5
54/79 Point Condition

®YR
55 Condition of Frog

YR
56 Surface of Frog

YR

57 Throat in Inches 2
72 Flangeway Depth 1
Flangeway Depth must not be less than 1 %”

58 Main Track 2%
59 Turnout Track 6 Y.
Gage must not be less than 56” any class

60 Guard Rail Gage N_ S5¢% R S« %

. Guard Rail Gage must more than 54 3/8”

61 Back ToBack N_Sz'%. R _S2B/,

Back to Back Gage must be less than 53 1/8”

62 Condition ' '
SYR

63 Location of Guard Rail (Relation to Point)
FYR

64 Main Track
Y R NA
65 Tumout Track
@ Y R NA

Class 1 Gage 56” to 57 %4”
More than 57 %" Qut of Servi
Class 3 Gage 56" to 57"

More than S7" tg 57 4" downgrade tg
Class 2 and getsa Y

Remarks on page 3
GM JC 11-10-201 1

Frog Inspection Report Semi-Annual

79 Washers Qb

66 Condition
®Y RNA
67 Rail Movement

Y R NA

68 Lead

SYRN . R [
uard Rail Flangeway can not be less 1 4"
70 Rail Plates
Y R NA
71 Frog Plates
® Y R NA

Bolts
73 Loose 0 N/A
74 Missing © N/A

75 Loose o N/A
76 Missing O _N/A
77 Nuts Missing  © N/A

78 Cotter Pins Missing © NA
Broken__ Missing_ N/A

80 Hold Down Devices
S Y RNA
81 Spring Housing

S Y R N/A
82 Derails ﬁJ

S Y RNAB
83 Maximum difference in any 31’ in Crosg

Level on the siding from the Frog Point to

50" beyo last long ti

(QD Difference

84 Condition of Line thru entire turnout

®YR




Remarilg

HiiTes Freoo J%mu'q STALTWG TD BATTe 1L

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immcdiate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by: / %K&/?A&a Date: / / - 7 “/,;7

[1-10-2011




Mainling  Switch nspection Report Sewmi-Anuuy]

Date = |i-5-13
Watchman 2 _Bveo .

| Location _

2 Switch I.D. ﬂ'?[ _-3- ‘ lfj__' Magkep Ti3
3 Facing Trailing =y

4 Point to Point __ <1/,
5 Point Condition

_Y R Nothing less than ¢ inches or
6 Point Throw. i 3 1/2 Inches on house to

N__d4% R_
6a Point Opening 5
) R _»©
7 Fit
@ YR

8 General Condition of the Points
S YR

Gage

Heel of Switch

9 Main 6%

10 Turnout _ 57,7, i

11 Gage ahead of Bend .57 e
Must not be legs than 56 inches or
more than 57 inches for “S”

12 Heel Spread in Inches

Tumout (v,
I3Main__ ¢, 7
14 Bend

YR
15 Condition
(9 Y R
Bolty

16Loose o0  N/A
17 Missing O N/A

Rivets (Huck Bolts)

I8 Loose o N.
[9 Missing N
20 Cotter Pins Missing —..© NA
21 Jam Nuts Log o N/A
2la Washers d:)

A
A

Remarky on pa
GALIC 1) -0 200)

greater than § iaches,
P point protected

Broken Missing

Wow 12299, Page | of 3

Inspection CWWT.S(&HJSLE’L_ W ./3:.‘@%!3 v

22 Standard Joints
©Y R NA
23 Switch Platcs
YR

24 Adjustablc Braccs

Y R NA
248 Non-Adjustablc Braces
S Y R/NA

25 Front Rod
®Y R NA
26 #1 Rod (Basket Rod)
Y R

27 #2 Rod

Y R
28 #3 Rod

Y R NA
29'#4 Rod

Y R NA
30 Closure Rail

Y R
3 I'Surface of Switch

@ YR

sing & 62° cord, not over
i1"to11/2" for a Y and no
more than 1 1/2” ¢o | 3/
For a R, Great than 13/4” is Out
of Service

32 Head Block Ties
S)Y R

33 Switch

djustments

No)
34 Lubricatig

35 Switch Targetss Lm?_ _
Ok  Missing  /NA)
- ~_/

@ Broken M ISsing
37 Locks
(6_{5 Broken Vhssing

38 Genceral Condition
YR
39 Tnsulated Joints
ORA

39a Regular Joints
® Y R




Mainlige I i i
50 Location i
50a Switch I.D. # 66 Condition
51 Facing Trailing ® Y RNA
52 Frog Tread N YR 67 Rail Movement
R Y R ® YRNA
53 Frog# {0 Tie Plates
54/79 Point Condition 68 Lead
YR (8 Y RNA
55 Condition of Frog 69 Guard Rail Flangeway
YR . B YRN_ /"% R_/ 7%
56 Sﬁu_ of Frog Guard Rail l“lmgeway can not be less 1 %"
R 70
é; R NIA
57 Throat in Inches 3 71
72 Flangeway Depth (F Y R NA
Flangeway Depth must not be less than 1 %”
58 Main Track LYy 73 Loose N/A
59 Turnout Track __ 2,3 74 Missing o NA
Gage must not be less than 56” any class
60 Guard Rail Gage N S¢% R 5¢% 75 Loose o N/A
- Guard Rail Gage must more than 54 3/8” 76 Missing N/A
61 BackToBack N _S1'% R 3.'% 77 Nuts Missing N/A
.Back to Back Gage must be less than 53 1/8” 78 Cotter Pins Mnssmg o N/A
62 6ondmon 79 Washers Ok) Broken _ Missing__ N/A
SYR
63 Location of Guard Rail (Relation to Point) 80 Hold Down Devices
Y R § Y RNA
81 Spring Housing
64 Main Track SY (E{A
Y R N/A 82 Derails
65 Turnout Track S YR
® Y RNA 83
Lev iding fr Frog Poi
50" beyo last long ti
Class 1 Gage 56” to 57 4" Ok  Difference

More than 57 4" Out of Servic
Class 3 Gage 56" to 57"

More than 57" to 57 4" downgrade to
Class 2 and getsa Y

Remarks on page 3
GM IC 11102011

84 Conditign of Line thry entire turnout
SSYR




No New Dicects Korzp

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class | for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immcdiate attention needed or Out of Service.

N/A Not applicable or not measurable,

t’i

Reviewed by: /( - pare: Ml =¥
A ﬁ%& . (197

11-10-2011




N
Mainline  Switch Inspection Report SewiAnngyl  Wow _122305), Page | of 3

o

Date ji-5-i3 =
Watchman _ p  pwes .

Inspection Crew _Y;CH(S}__E,I_Z_ /[/ . 52,7;44/7. —_

22 Standard Joints

I Location __ —7zync _ alopra
2 Switch I D # =(11 3.18) Y R NA
3 Facing Trailing . o . 23 'Switch Platcs
Y R
4 Pai 24 Adjustable Braces
4 Point to Point __S| ' Y R NA
5 Point Condition 24a Non-Adjustable Braces
YR Nothing less than 4 inches or greater than § inches. S Y R
6 NOT_'Z{%L!h Ii’ '_ﬁf_';'/:f"“ on house top point protected 33 Rod
6a Point Opening Y R NA
N_§% R_S'z 26 #1 Rod (Basket Rod)
7 Fit YR
S)Y R 27 §2 Rod
8 General Condition of the Points Y R
S)Y R 28 ¥3 Rod
S)Y R NA
Heel of Switch 29 #4 Rod
9 Main Sbe Y R NA
10 Turnout Ve 30 Closure Rail
11 Gage ahead of Bend D¢ 7/ Y R
Must not be legs than 56 inches or k]| of Switch
more than 57 inches for “S” S)Y R
sing & 62' cord, not over

12 Heel Spread in Inches
Tumout __ (/'/u

I3Main___ (%

14 Bend
Y R
15 Condition
® YR

Bolty
16 Loose 0
17 Missing

Riv uck Bolt

IR Loose O N. A
19 Missing ¢ ~NA
20 Cotter Pins Missing __ ¢
21 Jam Nuts L.oose o
21la Washers Broken

- N/A
N/’A

_NA
N/A
.. Missing

Remarkyg on page

GALIC 1) te-200

1”t011/2"fora Y and no

more than | 1/2” tg | 3/4"

For a R, Great than 13/4” is Out
of Service

32 Block Ties
Y R
33 Switch Adjustments

Yes (No
34 Lubrication

Ok>  Dry

35 Switch Targets, Lamp.
Ok Missing____@
36 Latches :

Broken
37 Lacks

Ok’ Broken

38 General Condition
@Y R
39 Insulated Joints
S)Y R
39a Regular Joints
@ Y R

Missing

Missing




Mainli L g Page2 of 3
50 Location i
50a Switch I.D. # 66 Condition
51 Facing Trailing SY RNA
52 Frog Tread N ®Y R 67 Rail Movement
R (YR & YR NA
53 Frog# 10 Tie Plates
54/79 Point Condition 68 ‘
()Y R 9@}: R N/A
55 Condition of Frog 6 d Rail Flangeway
SYR @YRN_1 % R v,
56 Surface of Frog Guard Rail Flangeway can not be less 1 %4”
YR 70 Rail Plates
" Y RNA
57 Throat in Inches ___ 3 /4 71 Frog Plates
72 Flangeway Depth ___ 1 (Q) Y R NA
Flangeway Depth must not be less than 1 %” 4
Bolts
58 Main Track Y 73 Loose O___NA
59 Tumout Track Sb¥%. 74 Missing © NA
Gage must not be less than 56” any class
60 Guard Rail Gage N_S+'¥. R 59 ¥ 75 Loose ©__ NA
Guard Rail Gage must more than 54 3/8” 76 Missing o N/A
61 BackToBack N _S2% R 51'%, 77 Nuts Missing__©  N/A
Back to Back Gage must be less than 53 1/8” 78 Cotter Ping Missing © _NA
62 Condition | - - 79 Washers (Ok> Broken _Missing__ N/A
YR
63 Location of Guard Rail (Relation to Point) 80 Hold Down Devices
QYR ©Y R NA
i 81 Spring Housing

64 Main Track
SYRNA

65 Turnout Track
@ Y R NA

Class 1 Gage 56 to 57 4"
More than 57 %" Qut of Servic
Class 3 Gage 56” to 57"

More than 57" to 57 4" downgrade tg
Class 2 and getsg Y

Remarks on page 3

aM Jc t1-10-2011

SY
82Derail@‘
S Y RNA
83 Maximum difference in any 31" in Crog
idi Frog Point t

A4 1din

5%‘ beyond the last long tie
y Difference

84 Condition of Line thru entire turnout

@YR




AA M&Z} bé'f-'.t.i?'.rs‘ A/ém

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition,

Everything is class 3 for Mainline and class | for
S Everything is in Specs.

Y Attention needed.

R Immcdiate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by: //f /){@Vf%;

the Yard.

Date:l//“’ ?'/f

Y=

11-10-2011




LA

Mainline

Pa of J

Inspection Crew T ScHistgn. w BefauT

Date  si-5.ja . . Inspection Crew T S
Watchman d B8vy2p

I Location junecesw np
25witch I D # eY: N S

3 Facing Trailing %

Rail Pointg
4 Point to Point __ 52 “
5 Point Condition
S) ] Y R Nothing less than 4 inches or greater than § inches,
6 Nomt 11“'0“'~ Min li‘ ”‘; inches on house top point protected
6a Point Opening
N 4l
7 Fit
® YR
8 General Condition of the Points

® YR

Gage

Heel of Switch

9Main __ 5Ly

10 Turnout 569/,

11 Gage ahead of Bend St 7,
Must not be legs than 56 inches or
more than 57 inches for “S”

12 Heel Spread in Inches
Tumout (Y4

13 Main G

R_44%

Stock Raijl
14 Bend
® Y.R
15 Condition
§ Y R

Boltg
6 Loose _ © N/A

17 Missing ©  N/A

Riv Huck Bolt

I8 Loose o N,
[9 Missing o N,
20 Cotter Pins Missing o _NA
21 Jam Nuts Loos o N/A
21a Washers Broken  Missing

A
A

Remarks on page
GNLIC )20

22 Standard Jots
® Y R NA
23 Switch Platcs
Y R

24 Adjustable Braces

£Y R NA
24a Non-Adjustable Braces
S Y R/NA

25 Front Rod
¥ Y R NA
26 #1 Rod (Basket Rod)
S YR
27'#2 Rod

S)Y R
28 43 Rod
Y R NA

29 #4 Rod
SYR@® A
30 Closure Raj
Y R
31 Surface of Switch
®Y R
Using & 62’ cord, not over
[("to11/2" for s Y and no
more than | 1/2” ¢o | 3/4"
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
)Y R
33 Switch Adjustments
Yes Q)
34 Lubrication
Ok Dry
35 Switch T argets Lamps
Ok Missing  (N;
36 Latches
Broken Missing
37 Locks
Ok Broken Missing
38 General Condition
©Y R
39 Insulated Joints
G Y R
3Ya Regular Joints
G Y R



s

Mainline

50 Location
50a SwitchID.#
51 Facing Trailing
52 Frog Tread N GYR

R O YR

53 Frog# o
54/79 Point Condition
®YR
55 Condition of Frog
YR
56 Surface of Frog
SYR

57 Throat in Inches A Y
72 Flangeway Depth [ ‘%
Flangeway Depth must not be less than 1 %”

58 Main Track SU*y
59 Turnout Track S ¥
Gage must not be less than 56 any class

60 Guard Rail Gage NS4 % R 3¢ ¥,
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N 5% R S1¥
Back to Back Gage must be less than 53 1/8”
62 Condition
SY R
63 Location of Guard Rail (Relation to Point)
SYR
Guard Rail
64 Main Track
YR NA
65 Tumout Track
S Y RNA

Class 1 Gage 56” to 57 %"
More than 57 %" Out of Servic

Class 3 Gage 56” to 57
More than 57" to 57 V" down rade t

Class 2 and gets a Y
Remarks on page 3

GMIC 11-10-2011

Frog In ion R i-Ann

Page2 of 3

Turnoyt Ties

66 Condition
® Y RNA
67 Rail Movement
§ YRNA

68 Lead
Y R NA
69 Guard Rail Flangeway .5-
SYRN_jv R /"
Guard Rail Flangeway can not be less 1 %4”
70 Guard Rail Plates
Y RNA
71 Frog Plates
Y R NA

Bolts
73 Loose
74 Missing

©°  NA
2 N/A

75 Loose 2] N/A
76 Missing > N/A
77NutsMissing o N/A
78 Cotter Ping Missing < N/A
79 Washers Ok’ Broken__ Missing_ N/A

80 Hold Down Devices
§Y RNA

81 Spring Housing
S Y RMNA

82 Derails

S Y R KA

83 Maxi difference in 31" in Cro

Level on the siding from the Frog Point to
50" beyond the last long tie

Ok’ Difference

84 Condition of Line thru entire turnout

@YR




e

Remarkg

NO alew Detscrs wloren

All rules come out of the MTA Ficld Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immcdiate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed b_».': MKDJ#J_ _ Date: 5 \f q B
F { /

11-10-2011




WO# 121 5¢5%¢,

Page 1 of 3

Mainline
Date  y-s-13 Inspection Crew T Schiseey y) Brfant
Watchman_ ® Byes
I Location ==~ - 22 Standard Joints
2S8witchID.# _ 723 I Y R NA
3 Facing Trailing X . 23@witch Platcs
Y R
Rail Pointg 24 Adjustable Braccs
4 Point to Point __ 174 ®©Y R NA
5 Point Condition 24a Non-Adjustable Braces
@ YR Nothing less than 4 inches or greater than S inches, S Y R NAK
6 Point Throw. Min 3 1/2 inches on house top point protected w
N_4% R _q_-,‘?‘?g . 25 Front Rod
6a Point Opening ‘ Y R NA
N S R S 26 #1 Rod (Basket Rod)
7 Fit 8 v R
SY R 27 #2 Rod
8 General Condition of the Points Y R
® YR 2843 Rod
(g Y R NA
Heel of Switch 29°%4 Rod
9Main_s57.% Y R NA
10 Turnout Ve 30 Closure Rail
11 Gage ahead of Bend S1,% Y R

Must not be legs than 56 inches or
more than 57 inches for “S”
\ 12 Heel Spread in Inches

Tumout  G*%

13 Main [
Stock Rail
14 Bend

Y R
15_Condition

Y R
Boltg
16 Loose . N/A
|7 Missing o N/A
Rivets (Huck Bolts)
|18 Loose Y] N A
(Y Missing 9 NA
20 Cotter Pins Missing o _NA
21 Jam Nuts Loose ) N/A

2la Washers @ Broken  Missing

Remarks on page
GALIC 1102001

}

31 Surface of Switch
Y

R
ﬁlill. & 62’ cord, not over
1"to11/2" fora Y and no
more than 1 1/2” to | 3/4"
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
Y R
33 Switch Adjustments
Yes 0
34 Lubrication
Ok Dry
35 Switch Targets/ Lamps
Ok Missing  CN/A
16 Latches @
Ok Broken
37 Locks

Missing
Broken Vlissing
A8 General Condition
Y R
39 Tnsulated Joints
> Y R
39a Regular Joints
(S)Y R




Mainline

50 Location
50aSwitchID.#
51 Facing Trailing
52 Frog Tread N YR
R Y R
53 Frog# |0
54/79 Point Condition
YR

55 Condition of Frog

SYR
56 Surface of Frog

SYR

57 Throat in Inches 34
72 Flangeway Depth 1.
Flangeway Depth must not be less than 1 %”

58 Main Track 2L,
59 Turnout Track _S7./,
Gage must not be less than 56” any class

60 Guard Rail Gage N_S4%, R sy
Guard Rail Gage must more than 54 3/8”
61 BackToBack N 5% R 91%
Back to Back Gage must be less than 53 1/8”
62 Condition

QYR
63 Location of Guard Rail (Relation to Point)

SYR

rd Rai

64 Main Track

S/Y R N/A
65 ?gmout Track

Y R NA

Class | Gage 56” to 57 4"
More than 57 %4” Qut of Servic
Class 3 Gage 56" to 57"

More than 57" to 57 %" downgrade to

Class 2 and gets aY
Remarks on page 3

GM JC 11-10-2011

Frog Inspection R i-~Ann

Turnout Tieg

66 Condition
@Y RNA

67 Rail Movement
S YRNA

68 Lead
® Y RNA
69 Guard Rail Flangeway )
YRN_3 R _/'%
Guard Rail Flangeway can not be less 1 N
70 Guard Rail Plates
Y R NA
71 Erog Plates
( Y R NA

Bolts
73 Loose (&) N/A
74 Missing ) N/A

Ri
75 Loose %) N/A
76 Missing 0 _N/A
77 Nuts Missing __ » N/A
78 Cotter Pins Missing J __N/A
79 Washers @k) Broken__Missing_ N/A

80 Hold Down Devices
S)Y RNA
81 Spring Housing
S Y RNA
82 Derails )
S Y R A)
83 Maxi difference in any 31" in Cros

Level on the siding from the Frog Point to
J0” bevond the last long ti

OE) Difference

84 Condi&i§n of Line thru entire turnout
YR




Remark

Mo New Delecty sorei

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition,
Everything is class 3 for Mainline and class 1 for the Yard,

S Everything is in Specs.

Y Attention needed.

R Immcdiate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by: {////y 2 Date: //v QQ \' B

11-10-2011




Mainline
Date  {j-5-i3__ Inspection Crew IS

Watchman_ D Byes =~

Pa of 3

eriSter, W . Bkﬂom o

22 Standard Joints

I Location (yAmpenw Rob
2SwichID. #7505 ~ Y R NA
3 Facing Trailing X 23 Switch Platcs
Y R
Rail Pointg ‘ 24 Adjustable Braces
4 Point to Point _5/ % )Y R NA
3 Point Condition 24a on-Adjustable Braces
‘ I;Q.Y T'IT ' Nothing less than 4 inches or greater than § inches, S YR wﬁ)
ij_ "L_r;?lf_h_rin li, __/zl}/'z'fh” on house top point protected 25 Front Ro
6a Point Opening . (S) Y R NA
‘N__ 4% R_4% 26 #1 Rod (Basket Rod)
7 Fit @ Y R
S YR 27 #2 Rod
8 General Condition of the Points r\@ Y R
Y R 28 #3 Rod
Y R NA
Heel of Switch _ 29 #4 Rod
9Main_ S p Yo SY R NA
10 Turnout %, 7, , 30 Closure
34 S)Y R

11 Gage ahead of Bend
Moust not be legs than 56 inches or

more than 87 inches for “S”
\ 12 Heel Spread in Inches
Tummlt . L!"K‘

I3Main__ (v,

S
14 Bend
§ YR
15 Condition
YR

Bolts

16 Loose _ © ]
17 Missing

Riv Huck Bolts

I8 Loose N A

[9 Missing .. NA

20 Cotter Pins Missing ~
21 Jam Nuts Loose O
2la Washers @ Broken

N/A
N/A

_NA
N/A
.. Missing

Remarks on page
GNEIC 110201

!

3l §5|rface of Switch

(isj YR
sing a 62 cord, not over
"to11/2" fora Y and no
more than 1 1/2” to 1 3/4"
For a R, Great than 13/4" is Out
of Service
32 Head Block Ties
Y R

33 Switch Adjustments

Yes q\Jo‘

34 Lubrication
Ok)  Dry

3:1(3'5;»":!1 Targets: Lamps
Ok Missing NiA

36 Latches

Ok Broken Missing
37 Locks
(0)( Broken Vhissing

38 Gencral Condition
S)Y R
39 Insulated Joints
©vr
39a Regular Joints
Oy r




rog In ion R

Mainling

50 Location

50a Switch I.D. #

51 Facing Trailing

52 Frog Tread N SYR
R (g YR

53 Frog# _%)
54/79 Point Condition
®YR
55 Condition of Frog
SYR
56 Surface of Frog
YR

57 Throat in Inches 3% ‘
72 Flangeway Depth __/ /57,
Flangeway Depth must not be less than 1 %”

58 Main Track st
59 Turnout Track Ve
Gage must not be less than 56” any class

60 Guard Rail Gage N S+ "9 R s4/%
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N 5:% R s2%.
Back to Back Gage must be less than 53 1/8”
62 Condition
AOYR
63 Location of Guard Rail (Relation to Point)
YR
il Cl
64 Main Track
S Y R NA
65 éumout Track
Y R NA

Class 1 Gage 56 to 57 %"
More than 57 %" Qut of Servic
Class 3 Gage 56" to 57”

More than 57" to 57 " downgrade to

Class 2 and gets aY
Remarks on page 3

GM JC 11-10-2011

Page2 of 3

i-Ann

T
66 Condition
S Y RNA
67 Rail Movement
‘é}mYl R N/A
Tie Plates
68 Lead
8§ Y RNA
69 Guard Rail Flangeway
) Y R N_I”7 R
Guard Rail Flangeway can not be less 1 %”
70 Guard Rail Plates
SY RNA
71 Frog Plates
8 Y R NA

[ e

Bolts
73 Loose
74 Missing

0 N/A
- N/A

75 Loose O N/A

76 Missing o N/A
77NutsMissing  » N/A

78 Cotter Pins Missing 2 N/A
79 Washers ((5}) Broken___Missing__ N/A

80 Hold Down Devices
Y RNA
81 Spring Housing
SYR
82 Derails
S YR @
83 imum difference in an 31'in Cro

Level on the siding from the Frog Point to

50° beyond the last long ti
QK Difference

84 Conditiqn of Line thru entire turnout
®Y R




NI

No Jew Neeerrc

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard,

S Everything is in Specs.

Y Attention needed.

R Immcdiate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed b_y-': LJM (%I@./

_ owe [/~ 7= 13

11-10-2011




WO# 1231695 Page 1 of 3

Date _|i-G-13 ___ _ Inspection Crew 7 SeHisEr 4‘._/__/32&74,1/7? _
Watchman___ & By ppn 7 |
| Location __ QeMIMNAR [ 22 Standard Joints
2 Switch1.D. # 535 mt__f‘_‘_"ﬁ_ ©Y R NA
3 Facing Triling _ v 23 Switch Plates
Y R

Rail Pointy ~ _
4 Point to Point S!”78
5 Point Condition

24 Adjustable Braccs

Y R NA
24a Non-Adjustable Braces

Y R Nothing less than 4 inches or greater than § inches. ' 3 Y R .NM_‘

6 Point Throw. pgip Ig 172 inches on house top point protected

Nﬁ_._.j_zﬁ__ S AN
6a Point Openin =
N - '/4. : R ‘OK.
7 Fit
YR

8 General Condition of the Points

Q YR

Heel of Switch

9Main __St7%

10 Turnout  5&%, y

11 Gageahead of Bend S04
Must not be legs than 56 inches or
more than 57 inches for “S”

12 Heel Spread in Inches
Tumout ¢/ ~

13 Main ©Y%

Stock Rail
14 Bend

Y R
15 Condition
@ Y R

Bolts
16 Loose _ o _N/A

|7 Missing o N/A

Rivets (Huck Bolts)

I8 Loose o N. A
[9 Missing —0 . NA
20 Cotter Pins Missing . _NA

21 Jam Nuts Loo > N/A
2la Washers @ Broken  Missing

Remarks on page
GNEIC TT-10-201]

25 Front Rod
®Y R NA
26 é Rod (Basket Rod)
YR

27 #2 Rod
Y R
28 #3 Rod
Y R N/A
29 #4 Rod
Y R N/A
30 Closure Rail
®Y R
31 Surface of Switch
(Y R
Using a 62’ cord, not over
1"to11/2" for a Y and no
more than 1 1/2” to 1 3/4"
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
1LY R
33 Switch Adjustments
Yes o
34 Lubrication
(Ok)  Dry
35 Switch Targets/Lam
Ok Missing  (
36 Latches

@ Broken  Missing
37 Lacks
Ok

@ Broken Missing
38 General Condition
fS) Y R
39 Insulated Joints
Y R
39a Regular Joints
@ Y R



Mainline

50 Location
50a Switch .D. #
51 Facing Trailing
52FrogTread N © Y R
R M YR

53 Frog# {©
54/79 Point Condition

YR
55 Condition of Frog

R

56 Surface of Frog
YR

57 Throat in Inches 7 Yy

72 Flangeway Depth 2
Flangeway Depth must not be less than 1 %”

58 Main Track 5074
59 Tumnout Track _ 52, %%
Gage must not be less than 56” any class
Guard Rails _
60 Guard Rail Gage N _5¢%8 R S¢ 7
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N 32%. R 52'%,
Back to Back Gage must be less than 53 1/8”
62 Condition

BSYR
63 Location of Guard Rail (Relation to Point)

Y R

Guard Rail Clamps
64 Main Track

Y R N/A
65 Turnout Track
@ Y R N/A

Class 1 Gage 56” to 57 v
More than 57 %” Out of Service
Class 3 Gage 56” to 57”

More than 57” to 57 V" downgrade to
Class 2 and gets a Y

Remarks on page 3

GM.JC 11-10-2011

Frog Inspection Report Semi-Annual

Turnout Ties

66 Condition
OY RNA
67 Rail Movement
® Y R NA
Tic Plates
68 Lead
B Y RNA
69 Guard Rail Flangeway
AYRN_ /% R |%
Guard Rail Flangeway can not be less 1 4"
70 Guard Rail Plates

&Y R NA

71 Frog Plates
Y R N/A
Bolts
73 Loose o N/A
74 Missing o N/A
Rivets (Huck)
75 Loose o N/A

76 Missing fa) N/A
77Nuts Missing o N/A

78 Cotter Pins Missing o N/A
79 Washers gk) Broken___Missing_ N/A

80 Hold Down Devices
®Y RNA
81 Spring Housing
S Y R
82 Derails
S Y RN
83 imum difference in any 31° in Cros

Level on the siding from the Frog Point to
50" beyond the last long tie

Difference

84 Condition of Line thru entire turnout
5Y R



Remarks
Page 3 of 3

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by: \N\%ML@ Date: \(V H\ - \3

11-10-2011



Mainline
Date (|- (-13 o
Watchman > Byep

I'Location MU UASHINGTON
28witch.D. # 342 353 )
3 Facing X Trailing L

Rail Pointg

4 Point to Point _S7/ %

5 Point Condition
' _Y R Nothing less than 4 inches or greater than § inches.
oint Throw. nin 3 172 inches on house top point protected

N_ 4% "R _43%
6a Point Opening
N s R_S )
7 Fit
Y R
8 General Condition of the Points
Y R

Gage

Heel of Switch

9 Main 50"

10 Turnout _ 352 %, .

11 Gage ahead of Bend S0 %2
Must not be legs than 56 inches or
more than 57 inches for “S”

12 Heel Spread in Inches
Tumnout G/%

3Main___ %

Stock Rail
14 Bend
Y R

I5 Condition

§ v R
Bolts
16 Loose O N/A
17 Missing O NA
Rivets (Huck Bolts)
18 Loose 0 N A

[9 Missing 2 NA

20 Cotter Pins Missing % NA

21 Jam Nuts Loose 0 N/A

2la Washers @ Broken  Missing

Remarks on page
GNLIC 1] -10-201)

WO# i23 195

Page 1 of 3

tnspection Crew T~ Zerssece |if. BRIAVT

22 Standard Joints
Y R NA

23 Switch Platcs
Y R

24 Adjustable Braces

Y R NA
24a Non-Adjustable Braces
S YR NA
a0
25 Front Rod
Y R NA
26 #1 Rod (Basket Rod)
Y R

27 #2 Rod
Y R
283 Rod

2J§4 l‘!(odR A
Y R N/A

30 Closure Rail
S Y R

3|-Surface of Switch
YR
Using a 62’ cord, not over
1"to11/2” for a Y and no
more than 1 1/2” ¢to 1 3/4"

For a R, Great than 13/4” is Out

of Service

32 Head Block Ties
Y R

33 Switch Adjustments
Yes 0

34 Lubrication
é;s Dry
35 Switch Targets/Lai
Ok Missing N/
36 Latches
QP« Brokcn

37 Locks
@ Broken
38 Gencral Condition

S Y R
39'Insulated Joints

S)Y R
39a’Regular Joints

@YR

Missing

Missing



Mainline
50 Location
50a Switch I.D. #
51 Facing Trailing

52FrogTresd N (Y R
R (YR
53 Frog# D
54/79 Point Condition
®YR
55 Condition of Frog
Y R
56 Surface of Frog
YR

57 Throat in Inches 3%
72 Flangeway Depth 3

Flangeway Depth must not be less than 1 %”

age =0

58 Main Track ol e

59 Turnout Track  S¢ Y%.

Gage must not be less than 56” any class

Guard Railg
R ¢ %

60 Guard Rail Gage N S¢ Y&

Frog Inspection Report Semi-Annual

Guard Rail Gage must more than 54 3/8”
61 Back To Back

N S1'%. R _S2'%,

Back to Back Gage must be less than 53 1/8”

62 Condition
YR
63 Location of Guard Rail (Relation to Point)
O YR
Guard Rail Clamps
64 Main Track
Y R NA
65 Turnout Track
Y R N/A

Class 1 Gage 56” to 57 %4”

More than 57 44” Out of Service
Class 3 Gage 56” to 57”

More than 57” to 57 4" downgrade to

Class 2 and gets a Y
Remarks on page 3

GM.IC 11-10-2011

Turnout Ties

66 Condition
Y R NA
67 Rail Movement
S)Y R NA
1
68 Lead
(S Y R NA
69 Guard Rail Flangeway i
S)Y RN_j»% R _|%
uard Rail Flangeway can not be less 1 14"
70 Guard Rail Plates
Y R NA
71 Frog Plates
R N/A

Bolts
73 Loose 0 N/A
74 Missing O NA

Rivets (Huck)
75 Loose ~ N/A
76 Missing N/A
77 Nuts Missing o N/A
78 Cotter Pj Missmg N/A
79 Washers 65 Broken Mlssmg N/A

80 Hold Down Devices
Y R N/A
81 Spring Housing
S YR @
82 Derails
S YR QQIA}
83 Maximum difference in

Level on the siding from the Frog Point to

50 beyond the last long ti
()Q Difference

84 Conditign of Line thru entire turnout
Y R

31’ in Cros.



Remarks
Page 3 of 3

No New DEfECTs WoTen

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable,

Reviewcd by: /{/g//gmdﬂﬁ’ﬁ Date:J (“ !L ) l Lg

11-10-2011



