


Date _/i-i49-20i35
Watchman D Byen

I Location _£L £ispiesm's Vinvecae
28witchl D #  23¢ e

3Facing Trailing _-‘_ X
Rail Pointg
4 Point to Point __ 512

5 Point Condition

€ Y R Nothing less than 4 inches or greater than § inches.
6 Point Throw, Minﬁ! l/‘fs}pches on house top point protected
= e R

N_4°4 _
6a Point Opening
N__ 4"  R_4%%
7 Fit
CR'!
8 General Condition of the Points
SYR

GLage

Heel of Switch

9 Main____ 5L/

10 Turnout 5% 374,

11 Gage ahead of Bend 50, Y/c.
Must not be legs than 56 inches or
more than 57 inches for “S”

12 Heel Spread 1} Inches
Tumout Ch

I3Main___ . %~

Stock Rail
14 Bend

® Y R
15 Condition
®Y R

Bolts
16 Loose ©  NA

I7 Missing 5 N/A

Rivets (Huck Bolts)
N. A

I8 Loose
19 Missing <2 NA
20 Cotter Pins Missing o __NA

21 Jam Nuts Loose O N/A
2la Washers ‘a)_k_) Broken  Missing

Remarks on page
GALIC 102011

WO# 125 i4i2 Page 1 of 3

Iuspection Crew 7~ sciiisiee _._u[.aﬁyaw*_ =

22 Standard Joints
Y R NA

23 Switch Platcs
Y R

24 Adjusta@c Braccs

Y R NA
24aNon-Adjustable Braces

S Y R@ES

25 Front Rod
@ Y R NA
26 #1 Rod (Basket Rod)

7(? Y R
27 #2 Rod
S)Y R
28 #3 Rod
(S Y R N/A
29 #4 Rod
@) Y R NA
30 Closure Rail
S)Y R
31 "/Surf‘ace of Switch
©Y R
Using a 62’ cord, not over
1"to11/2” for a Y and no
more than 1 1/2” to | 3/4»
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
(S)Y R
33 Switch Qcijustmcnts

Yes Q?
34 Lubrication_

Ok  Ory
35 Switch Targets/Lam
Ok  Missing  (N/A
36 Latches '
(Ok)  Broken Missing
37 Locks
Ok Brokcen Missing
38 General Condition
DY R
39 Insulated Joints
(Y R
393 Regular Joints
Y R



Mainline

50 Location

50a Switch [.D. #

51 Facing Trailing

52 Frog Tread N @ YR
R @®YR

53 Frog# @

54/79 Point Condition

(YR
55 Condition of Frog
(S YR
56 /§urface of Frog

(JTK

57 Throat in Inches 3%

72 Flangeway Depth /'

Flangeway Depth must not be less than 1 %”
a

58 Main Track SL Y

59 Turnout Track S,

Gage must not be less than 56” any class
Guard Rgils T
60 Guard Rail Gage N _54¥¥ R 544
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N SZ'%_ R 32%.
Back to Back Gage must be less than 53 1/8”
62 Condition

®YR
63 Location of Guard Rail (Relation to Point)

S YR
Guard Rail Clam
64 Main Track

(YR NA
65 Turnout Track

Y R N/A

Class 1 Gage 56” to 57 %”
More than 57 %” Out of Service
Class 3 Gage 56” to 57”

More than 57” to 57 \,” downgrade to
Class 2 and gets a Y

Remarks on page 3

GM.JC 11-10-2011

Frog Inspection Report Semi-Annual

Turnout Ties

66 Condition
Y R NA
67 Rail Movement
S°Y R N/A

68 Lead
S Y R NA
6§ Guard Rail Flangeway ;
'S)Y R N/% R )"
Guard Rail Flangeway can not he lags 1 147
70 Guard Rail Plates
Y R N/A
71 Frog Plates

$£Y R NA

Bolts
73 Loose ) N/A
74 Missing ©  NA

Rivets (Huck)
75 Loose [2) N/A
76 Missing o N/A
77 Nuts Missing > N/A
78 Cotter Pins Missing > N/A
79 Washers 0K) Broken _ Missing__ N/A

80 Hold Down Devices
(S%YY R N/A

81 Spring ing
82 Derails
®) Y RNA
83 Maximum difference in any 31" in Cros:

Level on the siding from the Fro Point to
30" beyond the last long tie
Ok  Difference

84 Condition of Line thru entire turnout
(SY R




Remarks
Page3 of 3

/- BAag 8L
7 — Mowvgwscat T/(_Eg—/l-}-'
TMBC2S

Fite Hnzons - (énves P ARen
Yl 'f"Gf)D'w‘ d _S7eniérr Fr

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by: N%&j«t{o __ Date: ] L”" ﬂ S = { ,%

11-10-2011




Mainline wo# 12319 Page 1 of 3
Date  //=/9-2003 Inspection Crew T Scriscee )/ BRyaur _
Watchman__ » Byap
I Location _ =~ . 22 Standard Joints
2Switchl.D. # 342 5 o Y R NA
3 Facing Trailing X 23 Switch Platcs

&Y R
Rail Pointg o, 24 Adjustable Braccs
4 Point to Point _S/% ®Y R NA

5 Point Condition

SD_Y R Nothing less than 4 inches or greater than § inches.
6 Point Throw, g J 1/Zinches on house top point protected
N__ S TR 5
6a Point Openin
N gv ® RSV,
7 Fit
@Y R
8 General Condition of the Points
Y R

Heel of Switch

9 Main SG 72

10 Turnout 5 +/,

11 Gage ahead of Bend S%.7%_
Must not be legs than 56 inches or
more than 57 inches for “S”

12 Heel Spread in Inches
Tumout (Y

13 Main G %
Stock Rail
14 Bend
® Y R
15 Condition
@ Y R
Bolts
6 Loose _ o _N/A
17 Missing ) N/A
Rivets (Huck Bolts)
18 Loose ¢ N.A
[9Missing o NA
20 Cotter Pins Missing v NA
21 Jam Nuts Logse 0 N/A
2la Washers ?o()k Broken  Missing _

Remarks on page
GNIC ) -10-201

24a Non-Adjustable Braces

SYR@
witch R ’

25 Front Rod
Y R NA
26 #1 Rod (Basket Rod)
SSYR
27 #2 Rod
(YR
28 #3 Rod
Y R NA
29 #4 Rod
S)Y R N/A
30 Closure Rail
Y R
31 Surface of Switch
Y R

Using a 62’ cord, not over
1"to11/2” for a Y and no
more than 1 1/2” to 1 3/4”
For a R, Great than 13/4” is Out
of Service

32 Head Block Tics

Y R

33 Switch Adjustments
Yes @

34 Lubrication
Ok Dry

35 Switch Targets/ Lamp
Ok Missing\____@/f\ )
36 Latches ~=

Ok Broken  Missing
37 Locks

70k Broken
38 General Condition

S)Y R

39 Tnsulated Joints
SY R

39a-Regular Joints

(S$)Y R

Missing



Mainline

50 Location
50a Switch [.D. #
51 Facing
52 Frog Tread N
R
53 Frog# _|©
54/79 Point Condition
®YR
55 Condition of Frog
Y R
56 ,§urface of Frog

3 YR

Trailing

=<
~

57 Throat in Inches Y
72 Flangeway Depth 1
Flangeway Depth must not be less than 1 %”

a
58 Main Track ST
59 Tumnout Track <Su v

Gage must not be less than 56” any class
Guard Rails ‘
60 Guard Rail Gage N_S¢¥% R su W
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N s5,'%. R suU%,
Back to Back Gage must be less than 53 1/8”
62 Condition
S YR
63 Location of Guard Rail (Relation to Point)
YR
Guard Rail Clamps
64 Main Track
Y R NA
65 Turnout Track
® Y RNA

Class 1 Gage 56” to 57 »”
More than 57 %” Out of Service
Class 3 Gage 56” to 57"

More than 57” to 57 V" downgrade to
Class 2 and gets a Y

Remarks on page 3

GM.IC t1-10-2011

Frog Inspection Report Semi-Annual

Page 2 of 3

Turnout Ties

66 Condition
Y R NA
67 Rail Movement
@ Y R N/A
Tic Plates
68 Lead
® Y R NA
69 Guard Rail Flangeway .
Y RN_ /% R_I%
Guard Rail Flangeway can not be loss 1 147
70 Guard Rail Plates
Y R NA
71 Frog Plates
® Y R NA

Bolts
73 Loose
74 Missing

Rivets (Huck)

75 Loose _ 9 NA
76 Missing v __N/A
77 Nuts Missing o N/A

78 Cotter Pins Missing o N/A
79 Washers@ Broken__Missing_ N/A

0 N/A
- N/A

80 Hold Down Devices
® Y RNA

81 Spring Housing
S Y R(NA

82 Derails ~
S YR

83 Maximum difference in any 31" in Cross
Level on the siding from the Frog Point to

59‘ beyond the last long tie
Q[; Difference

84 Condi&ign of Line thru entire turnout
Y R



Remarks
Page 3 of 3

Fiee Hazaea ( (A Jax) Pr_ARrer

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard,

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service,

N/A Not applicable or not measurable.

Reviewed by: M \é;w"fb Date: J [ =25 AL

11-10-2011




Date  f-i9- zos3
Watchman D Biyrpd

I Location MT WASHIKRGTON

28witch 1D # _342  |p L
3 Facing Triling _y

Rail Pointg
4 Point to Point S/ %4
5 Point Condition

‘Y R Nothing less than 4 inches or greater than § inches.
6 Point Throw. Min Ii, l/‘Z( ig/ches on house top point protected

N_4% T

6a Point OPcm'ng '
N__S% R SK&
7 Fit
®YR
8 General Condition of the Points
Y R

Gage

Heel of Switch

9 Main _ 51/

10 Turnout _ 5¢,,v,

11 Gage ahead of Bend .52 %,
Must not be legs than 56 inches or
more than 57 inches for “S”

12 Heel Spread in Inches
Tumout _ (-7

I3Main__ (%

Stock Rail
14 Bend

® Y R
15 _Condition
Y R

Bolts
16 Loose O NA

17 Missing ¢ N/A

Rivets (Huck Bolts)
N A

I8 Loose  ©

[9 Missing O NA

20 Cotter Pins Missing ¢ __NA
21 Jam Nuts Loo o N/A
21a Washers @

Remarks on page
GNEICT]-10-2001

Broken Missing

WOo# i231823 Page 1 of 3

fnspection Crew T~ Seriscen. |y Bemur

22 Standard Joints
Y R NA

23 Switch Platcs
Y R

24 Adjustable Braces

Y R NA
24a Non-Adju ble Braces
S Y R®NA)
1
25 Front Rod
®Y R NA
26 #1 Rod (Basket Rod)
S)Y R

27 #2 Rod
SYR

28'#3 Rod
S)Y R NA

29¥4 Rod

Y R NA

30 Closure Rail
SYR

31 Surface of Switch
SY R
Using a 62’ cord, not over
I"to11/2” foray and no
more than | 1/2” to | 3/4”
For a R, Great than 13/4” is Out
of Service

32 Head Block Ties
SY R

33 Switch Ad ustments
Yes @
34 Lubrication

O Dry
35 Switch Targets/Lam <
Ok Missing  CN/A
36 Latchcs =
Brokcn Missing

37 gxks
Ok)  Broken Missing

38;&,'lwral Condition
S

S8y r

39 Insulated Joints

3‘(3)YR

a Regular Joints
®v R



Mainline

50 Location

50a Switch I.D. #

51 Facing Trailing

52 Frog Tread N % Y R
R Y R

53 Frog# _ic

54/79 Point Condition

©YR

55 Condition of Frog
&Y R
56 %ﬁace of Frog

(a/! K
57 Throat in Inches 3 Ve

72 Flangeway Depth 2
Flangeway Depth must not be less than 1 %”

Gage .
58 Main Track SL"%
59 Turnout Track S,V .

Gage must not be less than 56” any class
Guard Railg _— _
60 Guard Rail Gage N 55 71 & R,.5% g
Guard Rail Gage must more tham 34 3/8”

61 Back ToBack N 528 R S2'%,.
Back to Back Gage must be less than 53 1/8”
62 Condition

QYR
63 Location of Guard Rail (Relation to Point)
YR
Guard Rail Clamps
64 Main Track
Y R N/A
65 Turmout Track
Y R N/A

Class 1 Gage 56” to 57 %4”

More than 57 %” Qut of Service
Class 3 Gage 56" to 577

More than 57" te 57 V" downgrade to

Class 2 and gets a Y
Remarks on page 3

GM.IC 11-10-2011

Frog Inspection Report Semi-Annual

Turnout Ties

66 Condition
S’Y R NA

67 Rail Movement
€ YR NA
Tie Plates
68 Lead
® Y RNA
69 Guard Rail Flangeway 3
YRN /Y% R/%
Guard Rail Flangeway can not he logs 1 147

70 Guard Rail Plates

QY RNA
71 Frog Plates

@ Y R NA
Bolts
73 Loose [®) N/A
74 Missing o N/A
Rivets (Huck)

75 Loose o) N/A

76 Missing o N/A
77 Nuts Missing  ©  N/A

78 Cotter Pins Missing N/A
79 Washers @ Broken__ Missing_ N/A

80 Hold Down Devices
Y R NA
81 Spring Housing
S Y R\W
82 Derails
S YR
83 Maximum difference in any 31" in Cros

Level on the siding from the Frog Point to

30" beyond the last long ti
Difference

84 Condition of Line thru entire turnout
YR



Remarks
Page 3 of 3

Fiee  Havars - Ceaves w1 Area

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by: \M@\?&W\’{@ Date: ( 1’15} ~ / ik

11-10-2011




Date _ 7/-1%~ 2013

Watchman > 8iro

| Location _ Coadr. .
2 Switch.D. # | 24 18
3Facing % Triling -

Rail Pointg
4 Point to Point 3V
5 Point Condition

S 'Y R Nothing less than 4 inches or greater than § inches.
6 Point Throw. nvin 3 172 inches on house top point protected

N__ A% R 4y,
6a Point Opening

N S R 3
7 Fit

SYR

8 General Condition of the Points
® Y R

Gage

Heel of Switch _

9 Main %

10 Tumout  57,%

11 Gage ahead of Bend <0,/
Must not be legs than 56 inches or
more than 57 inches for “S”

12 Heel Spread in Inches
Tumout __ (/%4 -

I3Main___ G4

Stock Rail

14 Bend
Y R

15 Condition

ORA
Bolts
6 Loose @  N/A
17 Missing © N/A
Rivets (Huck Bolts)
I8 Loose &  NA
|9 Missing _N/A
20 Cotter Pins Missing _ © _N:A
21 Jam Nuts Loose ) N/A
2la Washers  Qk)  Broken . Missing

Remarks on page
GNEIC 1110201

wou_ 1251424

Inspection Crew 7 ;y/g,ééjg N M-E@;’AA/Z’ o

24 Adjusgt?

Page 1 of 3

22 Standard Joints
) Y R NA

23 Switch Platcs

) Y R

le Braccs

@) Y R NA

24a Non-Adjus_@Me Braces
S Y R@_@;
i

25 Front Rod
(®Y R NA
26 #1 Rod (Basket Rod)
(Y R
27 #2 Rod
S)Y R
28 #3 Rod
)Y R N/A
29 #4 Rod
Y R NA
30 Closure Rail
Y R
3I' Surface of Switch
SYR
Using a 62’ cord, not over
1"to11/2” for a Y and no
more than | 1/2” to | 3/4"

For a R, Great than 13/4” is Out

of Service
32 Head Block Ties
SSY R

33 Switch Adjustments
Yes (No)

34 rication
6‘5 Dry

45 Switch Targets/Lamps
Ok  Missing __(N/A)

36 Latches “"
(Qil’ Broken

37 Locks
@ Broken

38 General Condition
()Y R

39 Insulated Joints

S/Y R

39a Regular Joints

/Y R

Missing

Missing



Mainline

50 Location
50a Switch [.D. #
51 Facing Trailing
52 Frog Tread N ®©Y R
R @YR
53 Frog# v
54/79 Point Condition
(SYR

55 Condition of Frog

YR
56 Surface of Frog

VoD

o
o N
4

57 Throat in Inches 3%

72 Flangeway Depth 2 —

Flangeway Depth must not be less than 1 %”
a

58 Main Track SL%e
59 Turnout Track _<s7.Ya
Gage must not be less than 56” any class
Guard Rails _ _
60 Guard Rail Gage N 5S¢ % R S5¢%
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N Sy% R 517%
Back to Back Gage must be less than 53 1/8”
62 Condition
G YR
63 Location of Guard Rail (Relation to Point)
S©Y R
Guard Rail Clamps
64 Main Track
Y R N/A
65 Turmout Track
Y R NA

Class 1 Gage 56” to 57 %
More than 57 44” Qut of Service

Class 3 Gage 56” to 57”
More than 57" to 57 4" downgrade to

Class 2 and gets a Y
Remarks on page 3

GM.JC 11-10-2011

Frog Inspection Report Semi-Annual

Page 2 of 3

Turnout Ties

66 Condition

QY RNA
67 Rail Movement

® Y R NA
Tic Platey
68 Lead

Y R NA

69 Guard Rail Flangeway

G(S) Y R N /7 R %
uard Rail Flangeway can not be less 1 A
70 Guard Rail Plates
S)Y R N/A
71 Erog Plates
S/ Y R NA

Bolts
73 Loose
74 Missing

Rivets (Huck)
75 Loose (o) N/A

76 Missing O NA
77 Nuts Missing  © N/A

78 Cotter Pins Missing o N/A
79 Washers Broken___Missing_ N/A

0 N/A
o__ NA

80 Hold Down Devices
Y R NA

81 Spring Housing

SY
82 Derails .

Y R@

83 imum difference in 31" in Cros
Level on the siding from the Fro Point to

50” beyond the last long tie
(OE) Difference
84 Cond@of Line thru entire turnout
SXR




Remarks

Page 3 of 3

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class | for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immcdiate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by: \\\\ ‘
WS

*W\\ |

11-10-2011

e\l -2 - 12




WO# 1231693 puget of3

e 2003 . Tnspection Crew 7 Scrsiz, W Begnur _
Watchman_ D Byprp
I Location _Av7T p/ASKImETOR _ 22 Standard Joints
2 Switch I.D. # _342 3n — (® Y R NA
3 Facing _x Trailing . 23 Switch Platcs
Y R
Rail Pointg 24 Adjustable Braces
4 Point to Point _ 5/, Y R NA
5 Point Condition 24a Non-Adjustable Braces
Y R Nothing less than 4 inches or greater than § inches. S Y R @
6 Point Throw, i Switch Rodg
N ““—‘_}:m_iﬁnlg _!_f2§inches on house top point protected 25 Front Rod
6a Point Opening gy ®Y R NA
N s7% R_S%& 26 #1 Rod (Basket Rod)
7 Fit (§ Y R
Y R 27 #2 Rod
8 General Condition of the Points Y R
v R 2893 Rod
Y R NA
Heel of Switch 29-#4 Rod
9 Main__ St7% SY R NA
10 Turnout 3¢, Y 30 Closure Rail
11 Gage ahead of Bend <79, Y R
Must not be legs than 56 inches or 3 N\Surface of Switch
Y R

more than 57 inches for “S”
12 Heel Spread in Inches

Tumout _ (/% .
13 Main G

Stock Rail
14 Bend

® Y R
|5 Condition
®© v r

Bolts
[6Loose O  N/A

I'7 Missing O N/A

Rivets (Huck Bolts
9

I8 Loose N A
19Missing 9 N;A
20 Cotter Pins Missing % NA
21 Jam Nuts Loose © N/A

21a Washers (3% Broken Missing

Remarks on page
GNEIC 110201

Jsing & 62’ cord, not over
1"to11/2” for a Y and no
more than | 1/2” to | 3/4®
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
S Y R

33 Switch Adjustments
Yes (o)
34 Lubricati

Ok
35 Switch Targets/Lamps
Ok Missing _ (N/AD
36 Latches
Broken ~ Missing
37 Locks
Broken  Missing
38 General Condition
Y R
39 Insulated Joints
Yy Y R
39a Regular Joints
®v R



Mainline

50 Location
50a SwitchLD. # w®
51 Facing Trailin
52 Frog Tread N 8 Y
R Y
53 Frog# _jo
54/79 Point Condition
YR
55 Condition of Frog
SY R
56 #:rf‘ace of Frog

w-r ws

W T K

57 Throat in Inches 3
72 Flangeway Depth 7

o xm

Flangeway Depth must not be less than 1 %”

58 Main Track S0
59 Turnout Track SGCYe

Gage must not be less than 56” any class

Guard Rails _
R S%¥%4

60 Guard Rail Gage N 3¢

Frog Inspection Report Semi-Annual

Guard Rail Gage must more than 54 3/8”
61 Back ToBack N S2"% R Sp¥,

Back to Back Gage must be less than 53 1/8”

62 Condition
®Y R
630Location of Guard Rail (Relation to Point)
SYR

Guard Rail Clamps

64 Main Track
(Y R NA
65 Turnout Track
(Y RNA

Class 1 Gage 56” to 57 4

More than 57 %” Qut of Service
Class 3 Gage 56" to 57”

More than 57” to 57 V. downgrade to

Class 2 and gets a Y
Remarks on page 3

GM.JC 11-10-2011

Turnout Ties

66 Condition
©Y RNA
67 Rail Movement
® Y R N/A
ie Pl
68 Lead
®Y R NA
69 Guard Rail Flangeway
®Y RN % R_L
Guard Rail Flangeway can nat he lags 1 147
70 Guard Rail Plates

(DY R NA
71 Frog Plates
S’Y R N/A
Bolts
73 Loose © N/A
74 Missing o N/A
Rivets (Huck)
75 Loose o N/A
76 Missing el N/A
77 Nuts Missing o N/A

78 Cotter Pins Missing o N/A
79 Washer@ Broken___Missing_ N/A

80 Hold Down Devices
Y RNA
81 Spring Housing
S Y RX/A
82 Derails

S Y RK/A

83 Maximum difference in any 31" in Cros

Level on the siding from the Frog Point to
30’ beyond the last long tie
Z ')-l? Difference

84 Condition of Line thru entire turnout
YR



Remarks

BaTreREn v TuponT APEA © F E¥DL
—Fee Hiawnep - Sw Pr Auen

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class | for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by: W(\%Lﬁ’?p Date: “ 'Z/ - [ S

11-10-2011




Date _ ji—z0.2043 o
Watchman 2 MiLiEp

I'Location _(Pepypn)c
2SwitchlD. # |24 3B _
3 Facing Trailing )( T

Rail Pointg N
4 Point to Point __ 5, %,
5 Point Condition

£Y R Nothing less than 4 inches or greater than 5 inches.

6 Point Throw, Min 3 1/2 inches on house to oint protected
N 4 ;,é‘ R 4 7 PDp p

6a Point Opening
N_ 4% R_4% _
7 Fit
&Y R
8 General Condition of the Points

Y R
Heel of Switch ~
9 Main SL*%
10 Turnout 37.¥, .,
11 Gage ahead of Bend __ 57, /4

Must not be legs than 56 inches or
more than 57 inches for “S”
12 Heel Spread in Inches

Tumout (/%

13 Main C7,
Stock Rail
14 Bend

QS? Y R
15 Condition

YR
Bolts
[6Loose S  N/A
I7 Missing o N/A
Rivets (Huck Bolts)
I8 Loose  © N A
[9Missing _ ~  NA
20 Cotter Pins Missing .S NA
21 Jam Nuts Loose N N/A
2la Washers @, Broken  Missing

Remarks on page
GALIC1T-10-2011

WO#_I251422

Inspection Crew 7:.591“4_!,5.9;&@ w _B.R?mm"f %

Page | of 3

22 Standard Joints

(S‘ Y R NA

23 Switch Plates
Y R

24 Adjustable Braccs

S8’Y R NA
24a Non-Adjustable Braces
S Y R(N
S Y R(NA
25 Front Rod
S Y R NA
26 #1 Kod (Basket Rod)
Y R
27 ¥2 Rod
B YR
28 #3 Rod
@Y R NA
29 #4 Rod
(Y R NA
30 Closure Rail
‘S YR
31 Surface of Switch
Y R
sing a 62’ cord, not over
1”to11/2” for a Y and no
more than { 1/2” to | 3/4"
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
Y R
33 Switch Adjustments
Yes (No )
34 Lubrication
Ok’ Dry
35 Switch T argets/Lamps
Ok  Missing A
36 Latches »

Ok)  Broken Missing
37 Locks

/0 Brokcen Missing
38'General Condition

®Y R
39 Insulated Joints

$)Y R
39 "gcgular Joints

P



Mainling Frog Inspection Report Semi-Annual Page 2 of 3

50 Location Turnout Ties
50a Switch I.D. # 66 Condition
51 Facing Trailing @® Y R NA
52 Frog Tread N A YR 67 Rail Movement
R ©®OYR & Y RNA
53 Frog# 1o Tie Plates
54/79 Point Condition 68 Lead
®Y R (S Y R NA
55 Condition of Frog 69 Guard Rail Flangeway '
S YR S YRNIv R
56 gurface of Frog Guard Rail Flangeway can not he less 1 14»
P YR 70 Guard Rail Plates
| )Y R NA
57 Throat in Inches 5 %, 71 Frog Plates
72 Flangeway Depth 2 S) Y R N/A
Flangeway Depth must not be less than 1 %” ’
Bolts
58 Main Track 3% 73 Loose / N/A
59 Turnout Track _ SGY « 74 Missing o NA
Gage must not be less than 56” any class
Guard Railg - Rivets (Huck)
60 Guard Rail Gage N _354¥% R Su% 75Loose @  N/A
Guard Rail Gage must more than 54 3/8” 76 Missing o _NA
61 Back ToBack N 523 R $2'% 77 Nuts Missing N/A

Back to Back Gage must be less than 53 1/8” 78 Cotter Pins Missing __ o N/A
62 Condition 79 Washers” Ok) Broken___ Missing N/A

©®YR
63 Location of Guard Rail (Relation to Point) 80 Hold Down Devices
$Y R (Y Y RNA
Guard Rail Clamps 81 Spring Housing
64 Main Track S Y RN/A
Y R N/A 82 Derails
65 Turnout Track S Y RN
8 Y RNA 83 Maximum difference in any 31 in Cros
Level on the siding from the Frog Point to
30” beyond the last long tie
Class 1 Gage 56” to 57 %” Ok  Difference
More than 57 %” Qut of Service
Class 3 Gage 56” to 57” 84 Condition of Line thru entire turnout

More than 57” to 57 ¥ downgrade to (9YR
Class 2 and gets a Y

Remarks on page 3

GM.IC 11-10-2011



Remarks

Page 3 of 3
[ =2 BOLT Cuost =

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class | for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

Mgw\\@ A 2213

H-10-2011




Date /(/-20.2003
Watchman R tricidn_

| Location _ (o, Al . . _

2 Switchi.D # 124 B

3 Facing __X___Triling *_ o

Rail Pointg p
SI1%

4 Point to Point
5 Point Condition

@_Y R Nothing less than 4 inches or greater than § inches.
6 Point Throw. g, 3 172 Jr%ghes on house top point protected

N_g%
6 i enin,
aNPDmta'qz "R %
7 Fit o
S R
8 General Condition of the Points
S YR

Heel of Switch

9 Main SCYic

10 Turnout  <¢ %, N

11 Gage ahead of Bend ¢, 7e
Must not be legs than 56 inches or
more than 87 inches for “S”

12 Heel Spread in Inches
Tumout Y%

13 Main G 7%

Stock Rail
14 Bend

Y R
15 Condition
@ Y R

Bolts
6 Loose __©  N/A

17 Missing v N/A

Rivets (Huck Bolts)
2 N.A

I8 Loose o
[9Missing 0 NA

20 Cotter Pins Missing 0 NA
21 Jam Nuts Loose B) N/A

2la Washers L(Jk) Broken  Missing

Remarks on page
CGALIC 1T-10-201 )

WO#_12S 1418 Page 1 of 3
Inspection Crew T_?SM[S'LQQ_ L(/_ [5.21444/ .

22 Standard Joints
®Y R NA

23 Switch Plates
DY R

24 Adjustable Braces

Y R NA
24a on-Adjustable Braces
1A
iS YR R (Q;' /)
25 Front Rod
®Y R NA
26 #1 Rod (Basket Rod)
S$Y R
27 #2 Rad
SYY R
28 #3 Rod
$HY R NA
29 #4 Rod
Y R NA
30 Closure Rail
S)Y R
31 Surface of Switch
SYR
Using a 62’ cord, not over
1"¢t011/2" fora Y and no
more than 1 1/2% to 1 3/4"
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
Y R
33 Switch Adjustments
Yes NG
34 Lubrication

N
35 SWitch T argets/Lamps

Ok Missing __(f:hf\ )

36 Latchcs B
dk)  Broken Missing

37 Locks

Ok Broken Missing
38 General Condition

®Y R
39 Insulated Joints

$)Y R
39a Regular Joints

(9 Y R



Mainline

50 Location
50a Switch [.D. #

51 Facing Trailing
52 Frog Tread N S YR
R QYR

53 Frog# v

54/79 Point Condition
OYR

55 Condition of Frog
Y R

56 Surface of Frog

\L? Y R
57 Throat in Inches 3 %
72 Flangeway Depth _ =
Flangeway Depth must not be less than 1 %”
58 Main Track Se%
59 Tumnout Track __ 5, v/
Gage must not be less than 56” any class
Guard Raily
60 Guard Rail Gage N 5¢% R sv%
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N S2%% R Ve
Back to Back Gage must be less than 53 1/8”
62 Condition
§'YR
63 Location of Guard Rail (Relation to Point)
$YR

Guard Rail Clamps
64 Main Track

8 YRNA
65 Turnout Track

Y R NA

Class 1 Gage 56” to 57 %”
More than 57 %” Out of Service
Class 3 Gage 56” to 577

More than 57” to 57 ,” downgrade to
Class 2 and gets a Y

Remarks on page 3

GM.JC 11-10-2011

Frog Inspection Report Semi-Annual

Page 2 of 3

Turnout Ties

66 Condition
(&Y RNA
67 Rail Movement
(S) Y R N/A
Tie Plates
68 Lead
8 Y RNA
69 Guard Rail Flangeway y
S)YRN_/% "R 1%,
nat ha laas 1 1/9

Lgl s
Guard Rail Flangewav san not ba loss 1 14

70 Guard Rail Plates

§Y R NA
71 Frog Plates

@’,.} Y R NA
Bolts
73 Loose o) N/A
74 Missing o NA
Rivets (Huck)

75 Loose 2 N/A

76 Missing Q2 __NA
77 Nuts Missing 0 _NA

78 Cotter Pins Missing > N/A

79 Washers O Broken__Missing_ N/A

80 Hold Down Devices
(S)Y R N/A
81 Spring Housing
S Y RQNA
82 Derails
S Y RN/A
83 Maximum difference in any 31’ in Cross

Level on the siding from the Frog Point to
50” beyond the last long tie

(Ok) Difference

84 Condition of Line thru entire turnout

CS)YR



Remarks
Page 3 of 3

Ty AEAC OF EPnt Oa S FRBAENT MaVE LEAR /e [{AED

Ve 6;];. 1V {%\m:r; S TEALENT feins 7

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard,

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by: \Q\Q)\/\\/M\\ - . Date: M %gmfh@

[

11-10-2011



Date //-30_ 2003
Watchman_ R #tieizp

| Location Lowenrg o

2SwitchID.# 124 3n ~
3Facing__ __ Tniling s

Rail Pointg
4 Point to Point <7%
5 Point Condition

)_Y R Nothing less than 4 inches or greater than § inches.
6 Point Throw, Minﬁ! lﬁ?ches on house top point protected
el W

N_ A%

6a Point Opening
N_ 34 R St4

7 Fit
S YR

8 General Condition of the Points
&Y R

Gage
Heel of Switch
9Main __ 5.7,
10 Turnout =g, '/,
11 Gage ahead of Bend S,
Must not be legs than 56 inches or

more than 57 inches for “S”
12 Heel Spread in Inches

Tumout (%
I3Main____ &Y%

Stock Rail
14 Bend

Y R
5 Condition
®YR

"~ Bolts
16 Loose ~ ~N/A

17 Missing N/A

Rivets (Huck Bolts)

I8 Loose 0. NA
9 Missing  ©  N/A

20 Cotter Pins Missing __ , _NA
21 Jam Nuts Loose o N/A

2la Washers @E Broken  Missing

Remarks on page
GALIC 1) -10-201

WO#_12S5 1420 Page 1 of 3
Inspection Crew f&wbu:LU/ Beawy

22 Standard Joints

S)Y R NA

23 Switch Plates
Y R

- ®
24 Adjustq_blc Braccs

Y R NA
24a Non-Adjustable Braces

S Y R (NA

25 Front Rod \
® Y R NA
26 #1 Rod (Basket Rod)
Y R

27 #2 Rod

Y R
28743 Rod
\S Y R NA
29 #4 Rod

Y R N/A
30 Closure Rail

Y R
31 Surface of Switch

Q.SJJ Y R
sing & 62’ cord, not over

1"to11/2” for a Y and no

more than { 1/2” ¢to | 3/4”

For a R, Great than 13/4” is Out

of Service
32 Head Block Ties

@ YR
33 Switch Adjustments

Yes
34 Lubrication
Qk  Dry

35 Switch Targets/ Lamps

Ok Missing
36 Latches @\

@ Broken_ Missing
37 Locks

Q} Broken Missing
38 General Condition

©Y R
39 Insulated Joints

QY R
39a Regular Joints

®Y R



Mainline

50 Location

50a Switch I.D. #

51 Facing Trailin

52 Frog Tread N Y
R Y

~ o®r

53 Frog# IC
54/79 Point Condition
®YR
55 Condition of Frog
SYR
56 i§\urface of Frog

¥Y KR
57 Throat in Inches 3%
72 Flangeway Depth )
Flangeway Depth must not be less than 1 %”
Gage
58 Main Track 9 Wre
59 Turnout Track Sty
Gage must not be less than 56” any class
Guard Rails - 4
60 Guard Rail Gage N 5v'"%. R S¢%
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N $2% R 32'%.
Back to Back Gage must be less than 53 1/§”
62 Condition
SY R
63 Location of Guard Rail (Relation to Point)
®YR
Guard Rail Clamps
64 Main Track
SY R NA
65 Turnout Track
(Y RNA

Class 1 Gage 56” to 57 %”
More than 57 %” Qut of Service
Class 3 Gage 56” to 57”

More than 57 to 57 ¥, downgrade'to
Class 2 and gets a Y

Remarks on page 3

aM.JC 11-10-2011

Frog Inspection Report Semi-Annugl

Page 2 of 3

Turnout Ties
66 Condition
)Y RNA
67 Rail Movement
& YR NA
Tie Plates
68 Lead
S$37Y R NA
69 Guard Rail Flangeway —
SSYRN /% R @
Guard Rail Flangeway can not ba 1oss 1 147
70 Guard Rail Plates
S)Y R NA
71 Frog Plates
&Y R NA

Bolts
73 Loose
74 Missing

Rivets (Huck)
75 Loose £

76 Missing P2 N/A

77 Nuts Missing ¢ N/A

78 Cotter Pins Missing _ < N/A

79 Washers Ok) Broken__ Missing__ N/A

o N/A
N N/A

N/A

80 Hold Down Devices

® Y RNA
81 Spring Housing

SY RN
82 Derails ™

S Y RYJA)

83 Maximum difference in an 31’ in Cros

Level on the siding from the Fro Point to

30 beyond the last long ti

(OkK  Difference

84 Condition of Line thru entire turnout
S R



Remarks
Page 3 of 3

6 Cap ST r Quur

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class | for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service,

N/A Not applicable or not measurable.

Reviewed by: \\ Mb Date: H i 92/“ } j)
XA |

\\)\‘

11-10-2011



Switch Inspection Report Semi-Annugl

Wou [R4ecso

Page 1 of 3

Inspection Crew 7~ Sewiscee [ Bep . _

Date _ /,-20- 2013
Watchman__ R Av/eeen
| Location N@aTﬁ/ AVvE_ 22 Standard Joints
2 Switch 1.D. # < 83-3 (e -.3)_ Y R NA
3 Facing _Trailing %~ 23 Switch Platcs
@ YR
Rail Pointg ; 24 Adjustable Braces
4 Point to Point _:51 "3 Y R NA
5 Point Condltion 244 Non-Adjustable Braces
E) Nothing less than 4 inches or greater than § inches. S Y R A
6 °"‘t Throw Min 3 1/2 mches on house top point protected itch R
d4¥ R 4N 25 Front Rod
6a Point Onenma Y K NA
N_4% R_4 ’?’fe, 26 #1 Rod (Basket Rod)
7 Fit (S YR
®YR 27 #2 Rod
8 General Condition of the Points g) Y R
S YR 28 #3 Rod
Gage Y R N/A
Heel of Switch 29 #4 Rod
9 Main __ 50" @Y R NA
10 Turnout __ ST, v, 30 Closure Rail
11 Gage ahead of Bend 3¢ ©YR
Must not be legs than 56 inches or 31 Surface of Switch
S YR

more than 57 inches for “S”
12 Heel Spread in Inches
Tumout _G/)y

13 Main L%

Stock Rail

14 Bend
S)Y R

15 Condition
S Y R

Bolts
6 Loose _ O N/A

|7 Missing N/A

Rivets (Huck Bolts

|8 Loost A NA

9 Mlssmg . N/A ,

20 Cotter Pins Mlssmg ____NA

21 Jam Nuts Loose c’) N/A

21a Washers @ Broken  Missing

Remarks on page
GARIC 102011

Using a 62’ cord, not over
1”to11/2” for a Y and no
more than 1 1/2” to 1 3/4»
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
Y R
33 Switch Adjustments

Yes qg
34 Lubrication

Soitch Tar
35 Switch Targets/Lamps
Ok  Missing_ (N/A

36 Latches
O Broken_ ~ Missing
37 Locks
Broken  Missing
38 General Condition
®»Y R

39 lnsulatcd Joints
Qv R

39a Regular Joints
CRA



Mainline

50 Location
50a Switch I.D. #
51 Facing Trailing
52 Frog Tread N S)Y R
R &Y R
53 Frog#
54/79 Point Condition
S YR

55 Condition of Frog

SYR
56 Surface of Frog

®YR

57 Throat in Inches 3V

72 Flangeway Depth v

Flangeway Depth must not be less than 1 %”
Gage ,.

58 Main Track  __ S /2.

59 Turnout Track _ <7, ¥«

Gage must not be less than 56” any class
Guard Rails -
60 Guard Rail Gage N 3¢ ¥y R3¢
Guard Rail Gage must more than 54 3/8”
61 BackToBack N _352% R 32%
Back to Back Gage must be less than 53 1/8”
62 Condition

@®YR
63 Location of Guard Rail (Relation to Point)

YR

Guard Rail Clamps
64 Main Track

S Y R NA
65 Turmout Track

® Y R NA

Class 1 Gage 56” to 57 4

More than 57 %” Out of Service
Class 3 Gage 56” to 57"

More than 57" to 57 %" downgrade to

Class 2 and getsa Y
Remarks on page 3

GM.JC 11-10-2011

Frog Inspection Report Semi-Annual

Page 2 of 3

Turnout Ties

66 Condition
&Y RNA
67 Rail Movement
S Y R NA
Tie PI
68 Lead
SY RNA
69 Guard Rail Flangeway )
§YRN_/% R_/'%
Cuard Rail Flangeway cain noi be less 1 %7

70 Guard Rail Plates

§Y R NA
71 Frog Plates

Y R NA
Bolts
73 Loose ¢ N/A
74 Missing ¢ N/A
Rivets (Huck)

75 Loose o N/A

76 Missing ~__ N/A
77NutsMissing o N/A

78 Cotter Pins Missing o N/A

79 Washers O) Broken  Missing__ N/A

80 Hold Down Devices
® Y RNA
81 Spring Housing
S Y R/
82 Derails
SY R/

83 Maximum difference in any 31’ in Cross
Level on the siding from the Frog Point to
50” beyond the last long tie

- gk Difference

84 Condition of Line thru entire turnout
YR



Remarks
Page3 of 3

) . / Y .
- Nb Juginpee Praces — ACey o Refdnce
NibE WEML S FHR0E

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class | for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

MV\\M\J&{T/ e L= J0 (3

11-10-2011



Mainline
Date _ /1-20-20i8
Watchman &£ m~icccn

| Location Neo2Z7H avE
28witchID. # 23 (R
3 Facing X __ _Tniling

Rail Pointg ]
4 Point to Point _ 5/ %

5 Point Condition

CS) _Y R Nothing less than 4 inches or greater than & inches.
6 Point Throw. nin 3 12 inches on house top point protected
N__d7e "R gy
6a Point Opening
N 4% R__# ¥
7 Fit
® Y R
8 General Condition of the Points
3 YR
Gage
Heel of Switch
9 Main _ SL%
10 Turnout __5), 7«

11 Gage ahead of Bend __5¢, /1

Must not be legs than 56 inches or
more than 57 inches for “S”

12 Heel Spread in Inches
Tumout &%

13 Main & Y

Stock Rail
14 Bend
S Y R
| 3. Condition
‘S Y R
Bolts
6 Loose ¢ N/A
17 Missing  © N/A
Rivets (Huck Bolts)
18 Loose = «© N A
[9Missing O N/A
20 Cotter Pins Missing @ __NA
21 Jam Nuts Loose / N/A
2la Washers  (Ok)  Broken Missing
Remarks on page

GNEIC 1) -10-201)

WO# 1246018

Tuspection Crew 7 Serisscon 1) ____'.3_?%.7_/‘14'/('_

Page | of 3

22 Standard Joints
Y R NA

23"Switch Plates
Y R

24 Adjustable Braccs

S) Y R NA

24@ Non-Adjustable Braces
S Y R(NA
itch Rodg ™

25 Front Rod

- v n Al A
lS} i N VA

26 #1 Rod (Basket Rod)
®YR
27 #2 Rod
S Y R
28 #3 Rod
(8)Y R NA
29 #4 Rod
S§)Y R NA
30 Closure Rail
SYR
31 Surface of Switch
(Y R
Using a 62’ cord, not over
1"to11/2" fora Y and no
more than 1 1/2” to 1 3/4»
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
5Y R
33 Switch Adjustments
Yes (_@
34 Lybrication
Ok Dry
35 Switch Targets/Lamps
Ok Missing
36 Latchcs )
Ok}  Broken
37 Locks
/ 0 Broken
38'General Condition
S Y R
3%Insulated Joints
S Y R
395Regular Joints
' Y R

Missing

Missing



Mainline

50 Location
50a Switch I.D. #
51 Facing

52 Frog Tread N 8
R @ YR

53 Frog# <&
54/79 Point Condition
SYR
55 Condition of Frog
®YR
56 Surface of Frog
(YR

57 Throat in Inches 2 Ve
72 Flangeway Depth ;| ¥/,
Flangeway Depth must not be less than 1 %”

a ..
2%

58 Main Track

59 Turnout Track __ 50.%y

Gage must not be less than 56” any class
Guard Rails
60 Guard Rail Gage N 5¢% R sy™
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N 52, R _S21%
Back to Back Gage must be less than 53 1/8”
62 Condition
YR
63 Location of Guard Rail (Relation to Point)
YR
Guard Rail Clamps
64 Main Track
&Y R N/A
65 Furnout Track
Y R N/A

Class 1 Gage 56” to 57 ”
More than 57 %” Qut of Service
Class 3 Gage 56" to 57”

More than $7” to 57 4" downgrade to
Class 2 and getsa Y

Remarks on page 3

GM.JC 11-10-2011

Frog Inspection Report Semi-Annual

Page 2 of 3

Turnout Ties
66 Condition

(9 Y RNA
67 Rail Movement
S Y R NA
Tic Plates
68 Lead
Y R NA
69 Guard Rail Flangeway
Y RN_ R__ i
Ci¥ard Rail Flangeway can not be fess i %7
70 Guard Rail Plates
Y R N/A
71 Frog Plates
§)Y R NA

Bolts
73 Loose (4] N/A
74 Missing o N/A

Rivets (Huck)
75 Loose 2 N/A
76 Missing o) N/A
77 Nuts Missing  ©  N/A
78 Cotter Pins Missing  © N/A

79 Washers (OE Broken__ Missing_ N/A

80 Hold Down Devices
‘S'Y RNA

81 Spring Housing
S Y R(N/A

82 Derails =
SY R’/ﬁfA\

83 Maximum difference in any 31’ in Cross

Level on the siding from the Frog Point to

50’ beyond the last long tie
Ok Difference

84 Cond%n of Line thru entire turnout
YR



Remarks

Page 3 of 3
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All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

\

11-10-2011



WO# 124 6010

Page 1 of 3

Date li=zo-zot3 Inspection Crew I:?Ui_/.s_c_e‘_k_kf[,_l_sepuf, S —
Watchman R Milige
I Location Morriv Ava 22 Standard Joints
2Switch!.D. 4 __ @3 (A Y R NA
3 Facing __ x _Triling _ 23 Switch Platcs
Y R
Rail Pointg 24 Adjustable Braccs
4 Point to Point .S/ %%, B Y R NA
5 Pomt Condltlon 24a Non- -Adjustable Braces
§ Nothing less than 4 inches or greater than § inches. S Y R
6 °""t Throw Min 312 }r%ghea on house top point protected 3% ;"rontRR od
6a Point a;emng _ {T‘;\ YR NA
N 5 R & 26 #1 Rod (Basket Rod)
7 Fit oY
® YR 2742 Rod
8 General Condition of the Points @Y R
®Y R 2843 Rod
Gage S v R(NA
Heel of Switch 29 #4 Rod
9 Main 0% S YR yrm)
10 Tumout _ St % N 30 Closure
11 Gage ahead of Bend __:30> 7/ SY R
Must not be legs than 56 inches or 31 Surface of Switch
Y R

more than 57 inches for “S”
12 Heel Spread in Inches

Turmnout _ G. /fu

I3Main ___ (> %
Stock Rail
14 Bend

®vy R
|5 Condition

@ Y R
Bolts
16 Loose O  N/A
I7 Missing o N/A
Rivets (Huck Bolts)
I8 Loose @‘ N.A
{9 Mlssmg e N/A
20 Cotter Pins Mlssmg ____NA
21 Jam Nuts L. ° N/A
2la Washers O@B Broken  Missing

Remarks on page
CAIC 111022011

sing a 62’ cord, not over
1”to11/2” for a Y and no
more than 1 1/2” to 1 3/4”
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
®Y R
33 Switch Adlustmcnts
Yes 0

34 rication
0) Dry
35 Switch Targets/Lam

Ok Missing | N/

3 6@0!103
! Brokcn

37 Locks
_Ql{ Broken
38 Genceral Condition
Y R
39 Insulated Joints
S YR
393 Regular Joints
Y R

Missing

Missing



Mainline Frog Inspection Report Semi-Annual Page 2 of 3

50 Location

50a Switch I.D. #

51 Facing Trailing

52FrogTread N (/S Y R
R @ Y R

53 Frog# 0’

54/79 Point Condition

@ YR
55 Condition of Frog
YR
36 Surface of Frog

_@YR

57 Throat in Inches %
72 Flangeway Depth 2
Flangeway Depth must not be less than 1 %”
58 Main Track S0
59 Turnout Track 5. %
Gage must not be less than 56 any class
Guard Rails _ )
60 Guard Rail Gage N 3%% R 5<%
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N 32% R $2'4
Back to Back Gage must be less than 53 1/8”
62 Condition
Y R
6?@Location of Guard Rail (Relation to Point)
YR
Guard Rail Clamps
64 Main Track
(Y R NA
65 Turnout Track

@Y R N/A

Class 1 Gage 56” to 57 4”

More than 57 %" Out of Service
Class 3 Gage 56" to 57”

More than 57" to 57 %" downgrade to

Class 2 and getsa Y
Remarks on page 3

GM.JC 11-10-2011

Turnout Ties
66 Condition

(® Y RNA
67 Rail Movement

Y R N/A
Tic Plates
68 Lead

Y R NA

Guard Rail Flangeway =~

(OYRN /% R/
Guard Rail Flangeway can noi be fess 1 %7

70 Guard Rail Plates

Y R N/A
71 Frog Plates
&Y RNA

Bolts

73 Loose © N/A
74 Missing O NA
Rivets (Huck)

75 Loose © N/A

76 Missing o _NA

77 Nuts Missing __ & N/A

78 Cotter Pins Missing  © N/A

79 Washers @ Broken __Missing_ N/A

80 Hold Down Devices
S$ Y RNA
81 Spring Housing
S Y REN/A)
82 Derails
S Y RN/A)
83 Maximum difference in any 31’ in Cross

Level on the siding from the Frog Point to
50’ beyond the last long tie
_(E }3 ) Difference

84 Condit<i§n of Line thru entire turnout
Y R




Remarks
Page 3 of 3
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All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class | for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by: M\%M\J‘;ﬁ@ Date: L/ . :Z/Z ~ (%

11-10-2011




Wo# _124 64 Page 1 of 3

Date /1 -2 2015 Inspection Crew T _Scuisien iy Brgwr
Watchman R_Mictei
| Location _ Aloe.sn Ay 22 Standard Joints
28witchlD.# _ &€ 2p § S Y R NA
3Facing__ X _ Trailing 23 Switch Platcs
Y R
Rail Pointg _ 24 Adjustablc Braces
4 Point to Point _ 5[ % Y R NA
@im Condition 24a Non-Adjustable Braces
& Po'Yt TIIE o Nothing less than 4 inches or greater than § inches. 'S YR R
int Throw, .
N _u_l\-fl_in li‘ -l:'2 ‘g}’ches on house top point protected 25 Front Rod
6a Point Opening S Y R NA
N_T™7. _ R_4) 26 #1 Rod (Basket Rod)
7 Fit Y R
(YR 2742 Rod
8 General Condition of the Points S) Y R
(S)Y R 28%3 Rod
Gage Y R WA
Heel of Switch 29 #4 Rod
9Main___ X% Y R NA
10 Turnout = 5. - 30 Closure Rail
11 Gage ahead of Bend 5076 Y R
Must not be legs than 56 inches or 31 Surface of Switch
more than 87 inches for “S” Y R
12 Heel Spread in Inches Using a 62’ cord, not over
Tumout G}y I"to11/2" for a Y and no
13 Main Gl more than | 1/2" to 1 3/4»
For a R, Great than 13/4” is Qut
of Service
Stock Rail 32 Head Block Ties
14 Bend é Y R
® YR 33 Switch Adjustments
15 Condition Yes (No»
(® v R 34 Lubrication
Dry
Bolts 35 Switch Targets/Lamps
16 Loose _ “  N/A Ok Missing____@
36 Latchcs

17 Missing < N/A
Broken ~ Missing

Rivets (Huck Bolts) 37 Locks
Broken  Missing

I8 Loos¢e &  NA
[9 Missing < N/A 38 Genceral Condition

20 Cotter Pins Missing _ . _NA Y R
21 Jam Nuts Logse © N/A 3Nnsulated Joints
2la Washers Broken  Missing @ Y R

‘ 392 Regular Joints

Remarks on page 3 @ Y R

GNLIC 11-10-2011



Mainling

50 Location
50a Switch I.D. #
51 Facing
52 Frog Tread N
R ® YR
53 Frog# <
54/79 Point Condition
YR

55 Condition of Frog

®YR
56 Surface of Froa

@ YR

57 Throat in Inches 3%
72 Flangeway Depth | Y&
Flangeway Depth must not be less than 1 %”

58 Main Track SL %
59 Turnout Track St/
Gage must not be less than 56” any class
Guard Rails
60 Guard Rail Gage N 5¢% R S¢/,
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N Sz3% R S %
Back to Back Gage must be less than 53 1/8”
62 Condition
®YR
63 Location of Guard Rail (Relation to Point)
YR
Guard Rail Clamps
64 Main Track
Y R NA
65 Turmout Track
Y R NA

Class 1 Gage 56” to 57 »”

More than 57 %4” Out of Service
Class 3 Gage 56” to 57

More than 577 to 57 %" downgrade to

Class 2 and gets a Y
Remarks on page 3

GM.JC 11-10-2011

Frog Inspection Report Semi-Annual

Page 2 of 3

Turnout Ties
66 Condition

® Y RNA
67 Rail Movement
® YRNA
ie Pl
68 Lead
Y R NA
69-Guard Rail Flangeway 9
YRN /% R %
Guard Raii Flanigeway can noi be iess i %™
70 Guard Rail Plates
Y RNA
71 Frog Plates
@ Y R N/A

Bolts
73 Loose G N/A
74 Missing < N/A

Rivets (Huck)
75 Loose % N/A

76 Missing ‘3 N/A

77 Nuts Missing v N/A

78 Cotter Pins Missing ®) N/A

79 Washers @ Broken___Missing__ N/A

80 Hold Down Devices
§)Y R NA

,,,,,

82 Derails

S Y R A
83 Maximum difference in any 31’ in Cross
Level on the siding from the Frog Point to

50’ beyond the last long tie
Z‘_ SE Difference
84 Condition of Line thru entire turnout

®YR




Remarks
Page3 of 3
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All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class | for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

o[~ 22 - [ 3

Reviewed by: \E\/\UWD Q

2

11-10-2011



Mainline WO 1246658 page | of 3
Date _ /(-20-2013 __ Inspection Crew 7 Scuirsize M__E@7AMI_ I
Watchman_ R Miccce
I Location Mewjm Ave 22 Standard Joints
2$witch 1D #_ 28 ag Y R NA
3Facing _X_ _ Trailing 23 Switch Platcs
® Y R

Rail Pointg o 24 Adjustablc Braccs
4 Point to Point 5/ Y« ®Y R NA
5 Point Condition 24a Non-Adjystable Braces
. Y _[: ~ Nothing less than 4 inches or greater than S inches. S YR R (MA

No.l.'_]f_ 4_-,21”‘ _l\r'l-in Ig l—g‘i/,:;ches on house top point protected = ;F{ont oy

3 Y R NA

6a Point Opening
N_ 4%,
7 Fit

SSY R

8 General Condition of the Points

Y R

Heel of Switch

9 Main ___ 50.%

10 Tumout _ 5., _

11 Gage ahead of Bend  -50 %
Must not be legs than 56 inches or
more than 57 inches for “S”

12 Heel Spread in Inches
Turmout Q'{f o

13 Main Y

R_4Ye

Stock Rail

14 Bend
Y R

15 _Condition

Qv r
Bolts

16 Loose _ ¢ N/A

17 Missing () N/A
Rivets (Huck Bolts)

I8 Loose o N A

[9Missing O N/A
20 Cotter Pins Missing & NA
21 Jam Nuts Loog ) N/A
21a Washers @ Broken  Missing

Remarks on page
J GNIC 110201

26 #1 Rod (Basket Rod)
® vy R
27 #2 Rod
SS YR
2893 Rod
Y R NA
29 #4 Rod
(Y R NA
30 Closure Rail
Y R
31 Surface of Switch
(S) Y R
Using a 62’ cord, not over
I"to11/2” fora Y and no
more than | 1/2” to | 3/4”
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
YR
33 Switch djustmcnts
Yes @p)

34 Lubrication
Ok/ Dry

35 Switch Targets/Lamps
Ok Missing__d;/@
36 Latchcs o

@ Broken ~ Missing
37 Locks
Brokcn Missing
38 Cieneral Condition
Y R

39 Insulated Joints
@Y R

393 Regular Joints
Y R



Mainline

50 Location
50a Switch I.D. #
51 Facing A Trailing
52FrogTread N  §)Y R
R (;S) Y R
53 Frog# _9
54/79 Point Condition
®YR

55 Condition of Frog

SYR
56 Surface of Frog

(§YR

57 Throat in Inches 54
72 Flangeway Depth 7/ %
Flangeway Depth must not be less than 1 %”
Gage )
58 Main Track SU
59 Turnout Track  S¢., %
Gage must not be less than 56” any class
Guard Railg
60 Guard Rail Gage N _S5¢% R 54
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N_32% R _ 2U%
Back to Back Gage must be less than 53 1/8”
62 Condition
®YR

63 Location of Guard Rail (Relation to Point)

B YR

Guard Rail Clamps
64 Main Track

® Y R NA
65 Turnout Track
® Y R NA

Class 1 Gage 56” to 57 '4”
More than 57 %” Out of Service
Class 3 Gage 56” to 57”

More than 57” to 57 V4" downgrade to
Class 2 and gets a Y

Remarks on page 3

GM.JC 11-10-2011

Frog Inspection Report Semi-Annual

Page 2 of 3

Turnout Ties
66 Condition
S Y RNA
67 Rail Movement
§ Y R NA
Tic Plates
68 Lead
‘S’ Y RNA
69 Guard Rail Flangeway
SYRN /% R_/%
Cuard Rail Flangeway can noit be fess i 737

70(C Rail Plates

§$'Y R NA
71 Frog Plates

§? Y R N/A
Bolts
73 Loose c N/A
74 Missing 2 N/A
Rivets (Huck)

75 Loose v N/A

76 Missing 0 N/A
77 Nuts Missing > N/A

78 Cotter Pins Missing o N/A

79 Washers (99 Broken__ Missing  N/A

80 Hold Down Devices
(3 Y RN/A
81 Spring Housing
S Y RQVA
82 Derails
S Y REA
83 Maximum difference in any 31" in Cross

Level on the siding from the Frog Point to
50’ beyond the last long tie

(O)t Difference

84 Condité?n of Line thru entire turnout
YR



Remarks
Page3 of 3
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LLAVES 1) T AREA = [ir ng_n iy

MISMATENES o 7 022 Ereo (Mame 0e Sue) Aese Cars res
SUBE LS e EitoG # FTNL"@;:TJ ’

rred Eree Vo

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class | for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

11-10-2011




Mainline Switch Inspection Report Semi-Annuyl
Date _//-20-2013

Watchman R rmiticy

| Location _ AMoezir AV

2Switch 1D # G —/) L

3Facing __x  Tniling

Rail Pointg

4 Point to Point S| % i
5 Pomt Condition

6a Pcn nt Opcnl n}z—

7 F|t 5 #_ RS

©Y R
8 General Condition of the Points

Y R
G@

Gage

Heel of Switch

9 Main_ 5L %

10 Turnout S¢ % .

11 Gage ahead of Bend 32, %
Must not be legs than 56 inches or
more than 57 inches for “S”

12 Heel Spread in Inches

Tumout _ ¢V,

13 Main G Yy
Stock Rail
14 Bend

S Y R
I5 Condition

S)Y R
Bolts
6 Loose _ @  N/A
17 Missing = N/A
Rivets (Huck Bolts)
I8 Loosc ¢ N. A
[OMissing_ O N/A
20 Cotter Pins Mlssmg L NA
21 Jam Nuts L. o N/A
21a Washers Broken _ Missing

., Remarks on page
CGNEIC TE-10-201

\P Nothing less than 4 inches or greater than § inches.
6 0"“ 11'99"" Min 3 172 m)es on house top point protected

WOH 1251420  pyye | of 3

Inspection Crew Z:—?’cfﬂs;f.&@ W _'13_.'%7_«w_"._. _

22 Standard Joints
® Y R NA
23 Switch Plates
SYR
24 AdJusta%lc Braces
) Y R N/A
24% Non-Adjustable Braces
S Y R NA
tch Rods
25 Front Rod
(g/ Y R NA
26 #] Rod (Basket Rod)
Y
27 2Rod
YR
28 %3 Rod
Y R NA
9#4 Rod

({? Y R NA
30Closure Rail

Y R
31 Surface of Switch
)Y R
[fsing a 62’ cord, not over
1"to11/2” for a Y and no
more than 1 1/2” to | 3/4%
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
S; Y R
33 Switch Adjustments
Yes
34 Lubrication
(OK  Dry
35 Smtch Fargcts/Lamps
Missing

L ches
_ﬁ Brokcn

37 Locks
Broken

2
38 General Condition

Y R
39 Insulated Joints
£y R
39a Regular Joints
QY R

Missing

Missing



Mainline

50 Location

50a Switch I.D. #

51 Facing Trailing

52 Frog Tread N YR
R ®Y R

53 Frog #
54/79 Point Condition
‘\S)’Y R
55 Condition of Frog
(’QS/ YR
56 Surface of Frog
(YR

57 Throat in Inches 3 /%
72 Flangeway Depth _ / *<.,
Flangeway Depth must not be less than 1 %
Gage §
58 Main Track 5C Y,
59 Turnout Track 3. %,
Gage must not be less than 56” any class
Guard Rails
60 Guard Rail Gage N S¢ %
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N 35:% R S.%
Back to Back Gage must be less than 53 1/8”
62 Condition

SYR
63 Location of Guard Rail (Relation to Point)

S YR
Guard Rail Clamps

64 Main Track

'S YR NA
65 Tumout Track

Y R N/A

RS« %

Class 1 Gage 56” to 57 4"

More than 57 %" Out of Service
Class 3 Gage 56” to 57”

More than 57” to 57 4" downgrade to

Class2 and getsa Y
Remarks on page 3

GM.JC 11-10-2011

Frog Inspection Report Semi-Annual

Page 2 of 3

Turnout Ties
66 Condition

Y R NA
67 Rail Movement
(S Y R N/A
Tie Plates
68 Lead
Y R NA
69 Guard Rail Flangeway
(DY RN (Y R_/%
Guard Rail Flanigeway can noi be iess i %7

70 Guard Rail Plates

)Y R N/A
71 Frog Plates
Y R NA
Bolts
73 Loose (o] N/A
74 Missing 0 N/A
Rivets (Huck)
75 Loose ) N/A
76 Missing o N/A
77 Nuts Missing ¢ N/A

78 Cotter Pins Missing (0 N/A
79 Washers Ok Broken i | Missing_ N/A

80 Hold Down Devices
(S)Y RNA
81 Spring Housing
S Y R/N/A
82 Derails
S Y R(N/A)

83 Maximum difference in any 31" in Cross
Level on the siding from the Frog Point to
50’ beyond the last long tie

(Ok  Difference

84 Conditign of Line thru entire turnout
YR



Remarks
Page 3 of 3
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All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class | for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable,

Reviewed by: w\i{\é}%@t’? Date: J/ ij 7 //_S

11-10-2011




Mainline
Date /i-30-2013
Watchman 2 ticcse

WO#_125i429

Tuspection Crew 7 Scrisize i _B,.@y_ewr_ _

Page 1 of 3

22 Standard Joints

| Location _ Mowrtr AvE
2Switch D A _ @[3 (Y R NA
3Facing __ ___ Tniling MU s gaosae. 23 Switch;Iatcs
)Y
Rail Pointg . 24 Adjustag'sé Braces
4 Point to Point _51%/% §)Y R NA
5 l:oint Condition 24a Non-Adjustable Braces
6\.25' Y; T: Nothing less than 4 inches or greater than 5 inches. S Y R (NM )
oint Throw, : ~
N .__5&/_%_&'“*3.2?;?;{'::“ on house top point protected 25 Front Rod
6a Point Opening i S/Y R NA
N_ & R S 26 #1 Rod (Basket Rod)
7 Fit (S)Y R
‘'S Y R 27#2 Rod
8 General Condition of the Points (s) Y R
S Y R 2843 Rod
Gage $'Y R NA
Heel of Switch 29#4 Rod
9 Main St Y R NA
10 Turnout __ -3 %. 30 Closure Rail
11 Gage ahead of Bend __577, % {? Y R
Must not be legs than 56 inches or 31 Surface of Switch
more than 87 inches for “S” SY R

12 Heel Spread in Inches
Turnout (> /¢

13 Main © Vo
Stock Rail
14 Bend
L’S‘J’ Y R
15 Condition
@ Y R
Bolts
16 Loose ¢  N/A
7 Missing o N/A
Rivets {Huck Bolts)
I8 Loose O N.A
[YMissing o N/A
20 Cotter Pins Missing__ ¢ N.A
21 Jam Nuts Logse o NA
2la Washers E()k,_,_‘_ Broken  Missing

Remarks on page
SGARIC T1-T0-201)

sing a 62’ cord, not over
1"to11/2"fora Y and no
more than 1 1/2” to 1 3/4"
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
S)Y R
33 Switch Adjustments
Yes /No
34 Lubric%tibn
Dry
35 Switch Targets/Lamps
Ok  Missing __(N/A)
36 Latches o
0k
37 Locks
(Ok)  Broken
38 General Condition
&Y R
39 Insulated Joints
Sy R
39a Regular Joints
AA

Broken  Missing

Missing



Mainline
50 Location
50a Switch L.D. #
51 Facing Trailing
52 Frog Tread N Y R

R Y R
53 Frog# _ ¢
54/79 Point Condition
®YR

55 Condition of Frog
©YR

56 Surface of Frog
©YR

57 Throat in Inches _ 3 ¥,
72 Flangeway Depth / %,
Flangeway Depth must not be less than 1 %”

Gage
58 Main Track S0 /5.

59 Turnout Track _37 %,
Gage must not be less than 56 any class
Guard Rails
60 Guard Rail Gage N s+ R 3%,
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N 327 R s27%,
Back to Back Gage must be less than 53 1/8”
62 Condition

®YR
63 Location of Guard Rail (Relation to Point)

®YR
Guard Rail Clamps
64 Main Track

Y R NA
65 Tumout Track

(Y RNA

Class 1 Gage 56” to 57 4

More than 57 %” Out of Service
Class 3 Gage 56" to 57"

More than 57" to 57 %" downgrade to

Class 2 and getsa Y
Remarks on page 3

GM.JC 11-10-2011

Frog Inspection Report Semi-Annual

Page 2 of 3

Turnout Ties
66 Condition

Y R N/A
67 Rail Movement

(S Y R N/A
Tie Pl

68 Lead
§Y RNA
69 Guard Rail Flangeway .
OY RN/Y% R_i%
Cuard Rail Flangeway can noi be jess i 137
70 Guard Rail Plates
Y R NA
71 Frog Plates
)Y R N/A

Bolts
73 Loose O N/A
74 Missing O N/A

Rivets (Huck)
75 Loose 0 N/A
76 Missing ) N/A
77 Nuts Missing _ » N/A
78 Cotter Pins Missing S N/A
79 Washers(Ok) Broken__ Missing__ N/A

80 Hold Down Devices
8 Y RNA
81 Spring Housing
S Y R/N/A
82 Derails
S Y Rau

83 Maximum difference in any 31’ in Cross

Level on the siding from the Frog Point to

50. bevond the last long ti
§)a Difference

84 Condition of Line thru entire turnout

@YR




e

Remarks
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Page 3 of 3
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All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class | for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immcdiate attention needed or Out of Service.
N/A Not applicable or not measurable.

1

Reviewed by: \ME}LM—J(O

11-10-2011

Date: }/ﬂﬁ/ - [%




Date _ji-20-2013
Watchman 2 #/cisn
I Location A/owrp ave

WO# 124 65

Tnspection Crew 7~ Scriscee fif BRpwr— . _

Page 1 of 3

22 Standard Joints

28witchlD.#_&&-( Y R NA
3Facing __ __ Tnrailing R 23 Switch Plates
S YR
Rail Pointg , 24 Adjustable Braccs
4 Point to Point _ 5/ ¥, ®Y R NA
5 Point Condition 24a Non-Adjustable Braces
(\S) Y R Nothing less than 4 inches or greater than 5 inches. S Y R (Pz:;
6 ; Oi‘ig;;j;fin RBKZ ﬂ.-',/cl'jes on house top point protected 55 ;"rontRR od
6a Point Opening & Y R NA
N  4Ve R 4% 26 ?4/1 Rod (Basket Rod)
7 Fit Y R
®Y R 27 %2 Rod
8 General Condition of the Points &Y R
c(s) Y R 28 #3 Rod
Gage S)Y R NA
Heel of Switch 29 #4 Rod
9 Main o S Y R NA
10 Turnout _ 52,34, ' 30 Closure Rail
L1 Gage ahead of Bend __=5¢,%, Y R
Must not be legs than 56 inches or 31 Stirface of Switch
SYR

more than 57 inches for “S”
12 Heel Spread in Inches
Tumout _C%

13 Main © %

Stock Rail

14 Bend

S YR

15 Condition

YR
Bolts

6 Loose o N/A

I'7 Missing (5 N/A
Rivets (Huck Bolts)

I8 Loost N.A

19 Missing > N/A
20 Cotter Pins Missing __©o _NA
21 Jam Nuts Logse Q N/A
21a Washers @ Broken Missing .
Remarks on page

) GNIC 12010

Using a 62’ cord, not over
1”to11/2" for a Y and no
more than | 1/2" to 1 3/4»
For a R, Great than 13/4” js Out
of Service
32 Head Block Ties
Y R
33 Switch Adjustments
Yes (No)
34 Lubrication
Ok  Dry
35 Switch Targets/Lamps
Ok Missing____@,fﬂjﬁ
36 Latches
(Qb Broken ~ Missing
37 Locks
(Qk Broken
A8 General Condition
S Y R
39 Insulated Joints
¥ Y R
39a Regular Joints
® v R

Missing



Mainline

50 Location
50a Switch L.D. #
51 Facing Trailing
52FrogTread N & Y R
R ® YR
53Frog# _©
54/79 Point Condition
S YR
55 Condition of Frog
SYR
56 Surface of Frog
QYR

57 Throat in Inches 3/
72 Flangeway Depth | %,
Flangeway Depth must not be less than 1 %”

a
58 Main Track (Ve
59 Turnout Track _ ¢,
Gage must not be less than 56” any class
Guard Raily .
60 Guard Rail Gage N 4% R S4%
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N 2%, R _323%
Back to Back Gage must be less than 53 1/8”
62 Condition

SYR
63 Location of Guard Rail (Relation to Point)

YR
Guard Rail Clamps
64 Main Track

8 YRNA
65 Tumnout Track

S Y RNA

Class 1 Gage 56” to 57 "

More than 57 %” Out of Service
Class 3 Gage 56" to 57

More than 57” to 57 ¥” downgrade to

Class 2 and gets a Y
Remarks on page 3

GM.JC 11-10-2011

Frog Inspection Report Semi-Annual

Page 2 of 3

Turnout Ties

66 Condition

S Y RNA
67 Rail Movement

S Y RNA
Tic Plates
68 Lead

Y R NA

69 Guard Rail Flangeway

$/')Y R N /7% R /%
Card Rall Flonzeway-cannocDeiess %"

70 Guard Rail Plates

Y R NA
71'Frog Plates
Y R N/A
Bolts
73 Loose o N/A
74 Missing 2 N/A
Rivets (Huck)
75 Loose G N/A
76 Missing o) N/A
77 Nuts Missing ) _N/A

78 Cotter Pins Missing . N/A
79 Washers( Ok) Broken__ Missing__ N/A

80 Hold Down Devices
(S Y RNA
81 Spring Housing
S Y RN/A
82 Derails
S Y RN/A
83 Maximum difference in any 31’ in Cros

Level on the siding from the Frog Point to
30° beyond the last long tie

Ok Difference

84 Condition of Line thru entire turnout
(SY R



Remarks
Page 3 of 3
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All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class | for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable,

Reviewed by: \\}\ @&-ﬂfk) Date: ” “’ZZ 15

11-10-2011




