Switch Inspection Report / Semi-Annual

1 9 Yard

Page 1 of 3

Wo# 1(S57544

Mate: Jo/ L“?/ 2.0 14

Inspection Crew ™~ Scvi i cp, |)) BETANT & [Buus ks

1 Location Qﬂ RRoL
2 Switch |.D. # j
3 Facing hd Trailing

Rall Pointg y
4 PointtoPoint S 1%

5 Point Condition
(YR

6 Point Throw Nothing lass than 4" or greater than 5"
Min31/2" g/n house top point protector

N 4—’/% R_4'
7 Paiint Opening
N S R 9
it
YR
9 General Condition of the Points
®YR
Gage
10 Heel of Sw%h
a) Main__ =%
a) Turnout S(gaiﬁ fo
" Gage ahead of Bend__5is /¢

.dust not be less than 58" or more than 57" for "S"

12 Heel Spread in Inches

22 Standard Joints
G YRNA

23 Switch Plates
8)Y R NA

24 Adjustable Braces
@Y R N/A

25 Non-Adjustable Braces
SY R@

Switch Rodg
26 Front Rod

$9YRNA
27 #1 Rod (Basket Rod)
@Y R NA
28 #2 Rod
@Y R NA
29 #3 Rod
@Y R N/A
30 #4 Rod
Y R NA
31 Closure Rall
Y R N/A
32 Surface of Switch
S)Y R N/A
sing a 62' cord

a) Tumnout_L>%. S= Up to 1" Max allowed Speed
a) Main_{> /4 Y= 1" to 1 1/2" 40 MPH
R=11/2" to 1 3/4" 12 MPH

Stock Ral| Greater than 1 3/4" = Out of Service
13 Bend 33 Head Block ties
@YR SXY R
14 Condition 34 Swi djustments
@ YR Yes

35 Lubrication
Bolts OK/ Dry
15 Loose__ N/A 36 Switch Target / Lam
18 Missing__p» N/A OK Missing ;NIBJ

37 Latches
Rlvets (Huck Bolts) ©K Broken__Missing___
17 Loose Q N/A 38 Locks
18 Missing N/A % Broken___Missing___
19 Cotter Pins m|ssmg O ___NA 39 General Condition
20 Jam NutsLoose____ © __N/A S)YR

‘Vashers @) Broken____Missing 40l@n)sulated Joints
YR

Remarks on Page 3
JBW/WEM Mod. 09-15-08



Frog Inspection Report / Seml-Annual

Mainline 1 2 Yard

Page 2 of 3

WO # [ S 7548

Date: \0\15] | |4 Inspection Crew:

1 Location
2 Switch I.D. #
3 Facing Trailing
44FrogTread N (SY R
R (9YR
45 Frog # _|0
486 Frog Point Condition
G YR
47 Condition of Frog
YR
48 Surface of Frog

@ Y R
49 Throat in Inches e

50 Flangeway Depth 1o
Flangeway Depth must not be less than 1 1/2"

Gage ,
51 Main Track 5L Yy

52 Turnout Track___S( 7y
Gage must not be less than 56" for any Class

Guard Rallg o »
53 Guard Rall Gage N_S %3¢ R S4¥%

Guard Rall Gage must be less than 54 3/8"
54 BacktoBack N__D2%« R 32%
Back to Back must be less than 53 1/8"
54 Condition
@Y R
55 Location of Guard Rail (Relation to Point)
YR
Guard Rall Clamps
56 Main Track
©YR N/A
57 Turnout Track
@Y R N/A

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

More than 57" to 57 1/4" downgrade to

Turnout Tieg

58 Condition
©¥ R

59 Rail Movement

®YR

Tle Plateg
60 Lead

YR
61Gurad Rail Flan%/away
YR N_/% R /3%
Guard Rall Flangeway can not be lass 1 1/2"
62 Guard Ralil Plates
YR
63 Frog Plates
@ YR

Bolts

64 Loose o N/A
65 Missing © N/A
Rivets (Huck)

686 Loose < N/A
67 Missing < N/A
68 Nuts Missing o) N/A

69 Cotter Pins Missing o NA
70 Washers@ Broken Missing

————

71 Hold Down Devices
(5 Y R NA

72 Spring ing
SYRWA

73 Derails

SYR@

74 Maximum difference In any 31' in Cross
Level on the siding from the Frog Point to
50’ beyond last long tle

Difference

75 Condition of Line thru entire turnout
®)YR

Class Zandgetsa Y
R .‘Jiarks on page 3




» A rew’ P

Remarks Page 3 of 3

Switch Date WO# (5 7549

LiEAves IV f%w*r Bree — Fire H Bzzngd
ATeD Frog Ruur

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks

S All items inspected are in compliance

Y Attention needed

R Immediate attention required or of SBNEZ
Reviewed by: M / : Date: //) ~ j/ & / ¢
) / ¢ (




Switch Inspectlon Report / Semi-Annual Page10f3

WO# /(5 7eti

Mainlin 1 2 Yard

Nate: )0/ 2-“)/ 2014 Inspection Crew " 7~ Sci1siizR W BRIANT R E}J\}LJSKA
7

1 Location D

2 Switch I.D. # 20718
3 Facing Trailing _ x

Rall Pointg
4 Point to Point __ <5( %

5§ Point Condition

( E ¥ R, ., .

6 Point Throw Nothing less than 4" or greater than 5"

Min 3 1/2 " on house top point protector
S

—

N E R
7 Point Opeiiing _

N ) ‘:‘L:',}q R S Yy
8 Fit

YR

9 General Condition of the Points

@ YR
Gage
10 Heel of Switch

a) Main Q‘Tp"’/g,

a) Turnout_ 507

" Gage ahead of [ Bend__S5%7 GV {»

_.«ust not be less than 56" or more than 57" for "S"

12 Heel Spread in Inches
a) Tumout__t/d__

22 Standard Joints

©Y R NA

23 Switch Plates
(®Y R NA

24 Adjustable Braces
@Y R NA

25 Non-Adjustable Braces
SY R(@

Switch Rodg
26 ,Eront Rod

SY R NA
27 #1 Rod (Basket Rod)
Y R NA
28 #2 Rod
Y R NA
29 #3 Rod
@Y R NA
30 #4 Rod
Y R N/A
31 Closure Rall
®Y R NA
32 Surface of Switch
Y R N/A
sing a 62' cord
S= Up to 1" Max allowed Speed

a)Main___ 7« Y= 1" to 1 1/2" 40 MPH
R=11/2"to 1 3/4" 12 MPH
Stock Rall Greater than 1 3/4" = Out of Service
13 Bend 33 Head Block ties
SYR ©YR
14 Condition 34 Switch Adjustments
QYR Yes
35 Lubrication
Bolts Dry
15Loose__ ) N/A 36 Switch Target / Lamps
16 Missing__ 0 N/A OK Missing @
tches
Rlvets (Huck Bolts) Broken___Missing___
17 Loose 0 NA 38 Locks
18 Missing___ 0 N/A Broken____Missing___
19 Cotter Pins missing__© N/A 39 General Condition
20 Jam Nuts L.epse 0___NA SYR
2” "Nashers @ Broken______Missing 40 Igéulated Joints
Y R

Remarks on Page 3
JBW/WEM Mod. 09-15-08



Frog Inspection Report / Semi-Annual

—

Page 2 of 3

WO# | (5494

—Mainline” 1 2 Yard

Date: ol-pq \ 4 Inspection Crew:

1 Location
2 Switch I.D. #
3 Facing Trailing L
44 Frog Tread N O YR
R @®YR
45Frog# _1©O
486 Frog Point Condition
YR
47 Condition of Frog
YR
48 Surface of Frog
(o)

Q\v N

v "

49 Throatin Inches___ 3 /4
50 Flangeway Depth =
Flangeway Depth must not be less than 1 1/2"

Gage
51 Main Track :;Qsﬁb

52 Tumout Track____SC T,
Gage must not be less than 56" for any Class

Guard Rallg -
53 Guard Rall Gage N_S+% R S¢%%
Guard Rall Gage must be less than 54 3/8"
54 BacktoBack N_S2'%. R 31¥%,
Back to Back must be less than 53 1/8"
54 Condition
YR
55 Location of Guard Rail (Relation to Point)
SYR
Guard Rail Clamps
58 Main Track
@ YR N/A
57 Turnout Track
®@YR N/A

Class 1 Gage 56" to 57 1/2"
More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

Turnout Tleg
58 Condition

YR
59 Rail Movement
®Y R
Tlo Plates
60 Lead
S)YR
61Gurad Rail Flangeway
YR N_I"% R (%
Guard Rall Flangeway can not be less 1 1/2"
62 Guard Rail Plates

YR
63 Frog Plates
®YR

Bolts

64 Loose o N/A
65 Missing o N/A
Rivets (Huck)

66 Loose ) N/A
67 Missing e N/A
68 Nuts Missing @) N/A

89 Cotter Ping Missing [®) N/A
70 Washers @ Broken____Missing

71 Hold Down Devices
®Y R NA

72 Spring Housing
SYR

73 Derails

S Y R A

74 Maximum difference In any 31' in Cross
Level on the siding from the Frog Point to
50° beyond last long tie

m Difference

75 Condition of Line thru entire turnout

S)Y R

More than 57" to 57 1/4" downgrade to
Class 2and getsa Y :

R__arks on page 3




Remarks Page 3 of 3

Switch Date Wo# |[L57940

—eaves W Sw, Hentep Ares - For 2bp zina

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks

S All items inspected are in compliance

Y Attention needed

R Immediate attention required/

Reviewed by:

Date: /i /‘Y/"”/{é/




Switch Inspection Report / Seml-Annual

Page 1 of 3

WO # 575350

@‘) 7 2 Yard
Date: _)O [26]14 InspectionCrew | <oy
1 Location Cappac
2Switch1LD.# = 2073g
3 Facing Y Trailing
Rall Points ,
4 Point to Point S/
5 Point Condition
S/Y R.

6 Point Throw Nothing Iess than 4" or greater than 5"

Min 3 1/2 " on house top polint protector
N S R >
7 Pcint Opsiiing -
N___S™% R__S%
8 Fit
JY R

eneral Condition of the Points

@ YR
10 Heel of Switch
a) Main___ St o
a) Turnout___ St
*+ Gage ahead of I Bend__ 501 i s
.ust not be less than 56" or moro than 87" for "S"

12 Heel Spread in Inches

ce L(/Bevaur B Ruucca

22 Standard Joints
Y R N/A
23 Switch Plates
Y R N/A
24 Adjustable Braces
&)Y R NAA
25 Non-Adjustable Braces

SYRWA

Switch Rods
26 Front Rod

SY R NA
27 #1 Rod (Basket Rod)
®YR NA
28 #2 Rod
Y R N/A
29#3 Rod
S)Y R N/A
30 #4 Rod
Y R N/A
31 Closure Rail
©YRNA
32 Surface of Switch
Y R N/A
Using a 62' cord

a) Tumout__> Y« S= Up to 1" Max allowed Speed
a)Main___ (V¢ Y= 1" to 1 1/2" 40 MPH
R=11/2" to 1 3/4" 12 MPH
Stock Rall Greater than 1 3/4" = Out of Service
13 Bend 33 Head Block ties
()Y R ®YR
14 _Condition 34 Switch Adjustments
é)Y R Yes
35 Lubrication
Boits Dry
15 Loose N/A 36 Switch Target / Lamps
18 Missing__ o N/A OK Missing (Jﬁ_m
37 Latches
Rivets (Huck Bolts) , Broken___Missing___
17 Loose .c N/A 38 Locks
18 Missing N/A QK Broken___Missing___
19 Cotter Pms missing___ o N/A 39 General Condition
20 Jam Nuts Loose ' N/A SYR
2 *Mlasherg OK ) Broken___ Missing 40 Insulated Joints
QYR

Remarks on Page 3
JBW/WEM Mod. 09-15-08



Frog Inspection Report / Seml-Annual

Malinline 1 2 Yard

Page 2 of 3

Wo# |5 75350

Date: iol24( 14 Inspection Crew:

1 Location

2 Switch I.D. #

3 Facing X Trailing
44 Frog Tread N S)Y R

R YR
45Frog#__ \ O

486 Frog Point Condition
®)Y R
47 Condition of Frog
YR
48 Surface of Frog

EYR

49 Throat in Inches 3;1/«1-
50 Flangeway Depth [ Yy
Flangeway Depth must not be less than 1 1/2"

Gage
51 Main Track S,
52 Turnout Track___ S %
Gage must not be less than 56" for any Class

Guard Rallg o .
53 Guard Rail Gage N_S+>& R_S¢ ¥,

Guard Rall Gage must be less than 54 3/8"
54 BacktoBack N_ 5234 R S2V.
Back to Back must be less than 53 1/8"

54 Condition
Y R
55 Location of Guard Rail (Relation to Point)
QYR

Guard Rall Clamps

56 Main Track

QYR N/A
57 Turnout Track

@Y R N/A

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

More than 57" to 57 1/4" downgrade to

Turnout Tleg
58 Condition

®YR
59 Rail Movement

oY R
Tlg Plates
60 Lead

®@YR
61Gurad Rail Flangeway .

®YR N_I% R 1%

Guard Rall Flangeway can not be less 1 1/2"

62 Guard Rail Plates

@Y R
63 Frog Plates

®YR
Bolts
64 Loose 0 N/A
65 Missing Q N/A
Rivets (Huck)
66 Loose Q N/A
67 Missing o) N/A
68 Nuts Missing P N/A

689 Cotter Pins Missing Q N/A
70 Washers@ Broken Missing

71 Hold Down Devices
@Y R NA
72 Spring Housing
S Y RN/
73 Derails

SYR@/}D

74 Maximum difference In any 31'In Cross
Level on the siding from the Frog Point to
50’ beyond last long tle

@ Difference

75 Condition of Line thru entire turnout

@ YR

Class Zand gets a Y
Re _irks on page 3




Remarks Page 3 of 3

Switch Date WO# |LS 7530

—Leaks 00 Ror Bers PRoonsy Sio Hearear

All rules comply with the MTA Field Guide for Track Inspections updated April 2008
All rules are class 3 for Mainline track and class 1 for Yard tracks
S All items inspected are in compliance

Y Attention needed

R Immediate attention required or?—ut of Seyvice
Reviewed by: Date: / ﬂ ’;7 / _’/ ép
/




Switch Inspection Report / Seml-Annual Page 10f 3

Wo# 1L57522.

1 2 Yard

nate:  )0)29/i4

1 Location Cmm..ot.
2 Switch I.D. # 20)°
3Facing __ Trailing A
Rall Points
4 PointtoPoint <172
5 Point Condition
@"y R
6 Point Throw Nothing Ian than 4" or greater than 5"

4% R___ 4%
N 3 RS

©YR
9 General Condition of the Points
@Y R
Gage .
10 Heel of Switch
a) Main__3LV (.,
a) Turnout__ SL'o
' Gage ahead of Bend__ Sz %

#ust not be less than 56" or more than 57" for "S"

12 Heel Spread in Inches

Min 3 1/2" on house top polint protector

Inspection Crew | SQHLSLEE: Ry / BR:(’A_A/T B pﬂ NUSKED

22 Standard Joints
©Y R NA

23 Switch Plates
(Y RNA

24 Adjustable Braces
@Y R NA

25 Non-Adjustable Braces

SYR

Switch Rogg
26 Front Rod

§/Y R N/A
27 #1 Rod (Basket Rod)
Y R N/A
28 #2 Rod
(8 YRNA
29 #3 Rod
Y R N/A
30 #4 Rod
Y R N/A
31 Closure Rall
Y R N/A
32 Surface of Switch
@Y R N/A
Using a 62' cord

Remarks on Page 3
JBW/WEM Mod. 09-15-08

a) Turnout__(, /i S= Up to 1" Max allowed Speed
a)Main___ 0% Y= 1" to 1 1/2" 40 MPH
R=11/2" to 1 3/4" 12 MPH
Stock Rall Greater than 1 3/4" = Out of Service
13 Bend 33 Head Block ties
S YR ®YR
14 Condition 34 Switch Adjustments
@'Y R Yes (N
35 Lubrication
_Bolts OK/ Dry
15loose___ 0 N/A 36 Switch Target / Lamp:
16 Missing_> __N/A OK Missing___(N/A
37 Latches
Rivets (Huck Bolts) @ Broken___Missing___
17 Loose 2 N/A 38 Locks
18 Missing__» N/A Broken___Missing___
19 Cotter Pins missing ; ; N/A 39 General Condition
20 Jam Nuts L ) ©  NA S YR
Washers @i) Broken _____Missing 40 Insulated Joints
e@ YR



Frog Inspection Report / Seml-Annual

Mainline 1 2 Yard

Page 2 of 3

wo# |(-S1s2 7

Date: i [s) [ pre | 14 Inspection Crew:

1 Location
2 Switch I.D. #
3 Facing Trailing '
44 Frog Tread N %Y R
R YR
45Frog#__| ©
46 Erog Point Condition
ESSY R
47 Condition of Frog
YR
48 \urfaco of Frog

Cals

49 ThroatinInches 3/

50 Flangeway Depth "'
Flangeway Depth must not be less than 1 1/2"

Gage ~
51 Main Track S Ve,

52 Tumout Track__ S
Gage must not be less than 56" for any Class

Guard Railg
53 Guard Rail Gage N__ 334 R Sy3%
Guard Rall Gage must be less than 54 3/8"
54 BacktoBack N__52% R 2. Vi
Back to Back must be less than 53 1/8"
54 Condition
®@YR
55 Location of Guard Rail (Relation to Point)
QYR
Guard Rail Clamps
56 Main Track
S)YR N/A
57 Turnout Track
®YR N/A

Class 1 Gage 56" to 57 1/2"
More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

Turnout Tleg

58 Condition
YR
59 Rail Movement
®Y R
Tle Plateg
60 Lead
®YR
61Gurad Rail Flangeway
YR N_{'"% R |
Guard Rall Flangeway can not be less 1 1/2"
62 Guard Rail Plates

®YR

Ggrog Plates
YR

Boits
64 Loose © N/A

65 Missing [ N/A

Rivets (Huck)

66 Loose

67 Missing N/A

68 Nuts Missing N/A

69 Cotter Fir&fasing Q N/A
®)

N/A

Dop

70 Washers Broken Missing

71 Hold Down Devices
@Y R NA
72 Spring Housing
S Y RQ//
73 Derails

S Y R

74 Maximum difference In any 31' in Cross
Level on the siding from the Frog Point to
50' beyond last long tie

COK>  Difference

75 Condition of Line thru entire turnout

(SY R

More than 57" to 57 1/4" downgrade to
Class Zand getsa Y :

N .Aarks on page 3




Remarks Page 3 of3

. Switch Date Wo# S T7S522

Qu\ )T (fnw TM\ B‘W’EA

LEAVES 13 SWwiTCeH Pczud“i‘ AREH - ﬂwﬂzﬂxgn

All rules comply with the MTA Field Guide for Track Inspections updated April 2008
All rules are class 3 for Mainline track and class 1 for Yard tracks

S All items inspected are in compliance

Y Attention needed

R Immediate attention requi

Reviewed by: /Z

L=

Date: /d ~ 5/‘/ /(z/




Switch Inspection Report / Seml-Annual Page 1 of 3

WO# (15763

< @alﬂllﬂ&? 1 2 Yard

Nate: 16,35 114

1 Location O } >£Q

2 Switch I.D. #

3 Facing Tralling X
Rail Points

4 Pointto Point S/ 'y
5 Point Condition
YR

6 Point Throw Nothing Iess than 4" or greater than 5"
Min 3 1/2" on house top point protector

N__ 47 R
7-Ralint CPUHIHU

N__ <2 R

8

S

eneral Condition of the Points
YR

Gage .
10 Heel of Switch

a) Main__ S, %,

a) Turnout /4 ‘
“* Gage ahead of Bend___ S>3

:ust not be less than 56" or more than 57" for "S"

12 Heel Spread in Inches
a) Tumout__ =%
a) Main__ (7%

Stock Ral|
13 Bend

YR
14 Condition

©®YR

Boits
15 Loose o NA

16 Missing_ > N/A

Rivets (Huck Bolts)

17 Loose b N/A
18 Missing N/A
19 Cotter Plns missmg <> NIA

InspectionCrew | Seuiciicp | " g—g\( AT B TRuvs kA

22 Standard Joints
&)Y R N/A
23 Switch Plates
&Y R NA
24 Adjustable Braces
Y R N/A
25 Non-Adjustable Braces
SYRNA
Switch Rods
26 Front Rod
()Y R N/A
27 #1 Rod (Basket Rod)
Y R N/A
Rod
Y R N/A
Rod
(9 Y RNA
#4 Rod
@ Y R N/A
31 Closure Rall
Y R N/A
32 Surface of Switch
®Y R NA
Using a 62' cord
S= Up to 1" Max allowed Speed
Y= 1" to 1 1/2" 40 MPH
R=11/2"to 1 3/4" 12 MPH
Greater than 1 3/4" = Out of Service
33 Head Block ties
@YR
34 Switch Adjustments
Yes
35 Lubricafion
OK (Dry
36 Switch Target / Lamps
OK Missing (N/A
37 Latches =
@K Broken__Missing__
38 Locks
(OR Broken___Missing___
39 General Condition

20 Jam Nuts Loose 2 NA
2° “Vashers @_5/ Broken Missing

Remarks on Page 3
JBW/WEM Mod. 09-15-08

(YR
40 Insulated Joints
(YR



Frog Inspection Report / Seml-Annual

Mainline 1 2 Yard

Page 2 of 3
WO # l 70201

Date: Inspection Crew:

1 Location
2 Switch I.D. #
3 Facing Trailing
44 Frog Tread N @Y R
R (®YR
45 Frog# _ &3
486 Frog Point Conditlon
YY R
47 Condition of Frog
©YR
48 Surface of Frog

CRE
49 Throat in Inches 57

50 Flangeway Depth Z
Flangeway Depth must not be less than 1 1/2"

Gage
51 Main Track 507
52 Turnout Track___ S /¢
Gage must not be less than 56" for any Class

Guard Ralls
53 Guard Rall Gage N_S4'4, R_S4 7.

Guard Rall Gage must be less than 54 3/8"
54 BacktoBack N__52%; R S2%
Back to Back must be less than 53 1/8"

54 Condition
YR
55 Location of Guard Rail (Relation to Point)
Y)Y R
Guard Rall Clamps
58 Main Track
@YR N/A
57 Turnout Track
/Y R N/A

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

More than 57" to 57 1/4" downgrade to

Turnout Tleg

58 Condition
s®R
59 Rail Movement
@ YR
Tle Plateg
60 Lead
YR
6 urad Rail Flangeway
SYR N_I% R L
Guard Rall Flangeway can not be less 1 1/2"
62 Guard Rail Plates

SY R
érog Plates
Bolts -
64 Loose L N/A
65 Missing < N/A
Rivets (Huck)
66 Loose Qo N/A
67 Missing (= N/A
68 Nuts Missing e N/A

69 Cotter Pins Missing ¢ N/A
70 Waaha@Bmken Missing

71_Hold Down Devices
R N/A
72 Spring Housing
SY R(N!A >

73 D%@“’b

74 Maximum difference In any 31'in Cross
Level on the siding from the Frog Point to
50’ beyond last long tie

Difference

75 (gondmon of Line thru entire turnout
)Y R

Class Zandgetsa Y
R_ _arks on page 3




Remarks Page 3 of 3

Switch Date WO # 170361

EOTTE D \5(4_1 T;L/ B(__:%S - MOVFM(.’AJ‘,\ 77”“’”6'475* __ -n"ﬁo ol CUT
—Dé,E.Ru_, I—A)O}L\fﬁkﬁﬂu/&— /{/é]f_,) Fix O4 ‘QGE(;.&CC—

All rules comply with the MTA Field Guide for Track Inspections updated April 2008
Alll rules are class 3 for Mainline track and class 1 for Yard tracks

S All items inspected are in compliance

Y Attention needed

R Immediate attention required or Out of Service

/ i Date: / / ~ 5= / <7/

Reviewed by:




Switch Inspection Report / Seml-Annual

Yard

WO# bS5 745¢,

Page 1 of 3

Inspectlon Crew | Zeopq(sy o (A'BQJHUT'—% Sf\—ﬁ’ﬁuﬁiéﬁ

rw tolailia
1 Location Chsioai Sione
2 Switch I.D. # e
3 Facing _x Trailing
Rall Points }
4 Point to Point Si¥
5 Point Condition
Y R.

oint Throw Nothing less than 4" or greater than 5"
i Min 3 1/2 " on house top point protector
N She R__S%
7 Point Opening
N S Y% R S%

8 Fit
S)YR
9 General Condition of the Points

(.SYR
Giége

10 Heel of Switch
a) Main S
a) Turnout__ S %,
*  Jage ahead of Bend__.3C3%
1=.Ust not be less than 56" or more than 57" for "S"

12 Heel Spread in Inches

22 Standard Joints
@®Y R N/A
23 Switch Plates
Y R N/A
24 Adjustable Braces
®Y R NA
25 Non-Adjustable Braces

S YREA>

Switch Rods
26 Front Rod

SYREA
27 #1 Rod (Basket Rod)
®YRNA
28 #2 Rod
(9Y R NA
29#3Rod -
S Y R(N/
30 #4 Rod
SYR QA
31 Closure Rall
Y R N/A
32 Surface of Switch
Y R N/A
sing a 62' cord

a) Tumout_(%, S= Up to 1" Max allowed Speed
a)Main___ (%% Y= 1" to 1 1/2" 40 MPH
R=11/2"to 1 3/4" 12 MPH
Stock Rall Greater than 1 3/4" = Out of Service
13 Bend 33 Head Block ties
®YR Y R
‘gj;ondiﬁon 34 Switch Adjustments
S'Y R Yes( N
35 Lubrication
Bolts OK
15Loose___ 0 N/A 36 Switch Target / Lamps
18 Missing__ p _ N/A QKD Missing N/A
37 Latches
Rlvets (Huck Bolts) _ @ Broken___Missing___
17 Loose___ O N/A 38 Locks
18 Missing N/A Broken___Missing___
19 Cotter Pins missing__ 0 N/A 39 General Condition
20 Jam Nuts Loose ?___NIA (§)Y R
27 ﬂashers Broken Missing 40 Insulated Joints
/ YR

Remarks on Page 3
JBW/WEM Mod. 09-15-08



Frog Inspection Report / Seml-Annual

Malnline 1 2 Yard

Page 2 of 3

WoR | pS45e

Nate: Inspection Crew:

1 Location
2 Switch 1.D. #

3 Facing A Trailing
44 Frog Treaé‘-‘ N ®YR
R @ YR
45Frog# _ (>
486 Frog Point Condition
@YR
47 Condition of Frog
®YR
48 Surl'aoe of Frog

\yv

49 Throat in Inches 3
50 Flangeway Depth___ 2 -
Flangeway Depth must not be less than 1 1/2"

Gage ;
51 Main Track S0%

52 Tumout Track  <3¢-7>
Gage must not be less than 56" for any Class

Guard Rallg _- e
53 Guard Rall Gage N_54%2. R S4 %

Guard Rall Gage must be less than 54 3/8"
54 BacktoBack N_ 33 R_S2%
Back to Back must be less than 53 1/8"

54 Condition
®YR

55 Location of Guard Rail (Relation to Point)
QYR

Guard Rall Clamps

56 Main Track

®OYR N/A
57 Tumout Track

@ YR N/A

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

More than 57" to 57 1/4" downgrade to

Turnout Tleg
5&\§0nchtlon

59 Rall Movement
YR

Tle PI
60 Lead

@Y R
61Gurad Rail Flangeway ..

©YR N_I% R_[%

Guard Rall Flangeway can not be less 1 1/27

62 Guard Rail Plates

S YR
63 Prog Plates

@Y R
Boits
64 Loose &2 N/A
65 Missing o N/A
Rivets (Huck)
68 Loose 0 N/A
67 Missing a N/A
68 Nuts Missing A N/A

68 Cotter Pins Missing ) N/A
70 Washer(} Broken_____ Missing____

71 Hold Down Devices
SYR

72 Spring Housing
S Y REA

73 Derails

SYR®A
74 Maximum difference In any 31' in Cross
Level on the siding from the Frog Point to
50’ beyond last long tle
(OK  Difference

75 Condition of Line thru entire turnout

(§YR

Class 2and gefs a Y
Re._..ﬁurks on page 3




Remarks Page 3 of 3

Switch Date WO # LSS 74 S

| Loceyr BRACE

oup PeR (40f —=<puiTeH

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks

S All items inspected are in compliance

Y Attention needed

R Immediate attention required or Out of Service

Reviewed by: ///% ﬂy\ﬁ% Date: / / _5 — |4




Switch Inspection Report / Semi-Annual Page1of3

Mainling 1 2 Yard

WO# L5 7400

nate: ol |4

1 Location ——
2Switch|D.# = 124 n
3 Facing Traiing X

Rall Pointg
4 PointtoPoint S

5 Point Condition
S\Y)R.

6 Polnt Throw Nothing Iess than 4" or greater than 5"
Min 3 1/2" on house top point protector

N < RS
7 Foint Openin

N ;?’g RO
8 Fit

SYR
9 General Condition of the Points

YR

Gage .

10 Heel of Switch
a) Main__5% '/
a) Tumout__SL 5%
" * Gage ahead of Bend \2«

Aust not be less than 56" or moro than 57" for "S"

12 Heel Spread in Inches
a) Tumout__ 3/
a)Main__ S 7.

Inspection Crew |_<cinsir ) BR/ANT B Eanyskp

22 $tandard Joints
éY R N/A
23 Switch Plates
Y R N/A
24 Ad]ustable Braces
§e Y R N/A
25 Non-Adjustable Braces
SYRNA)

Switch Rods
26 Front Rod

(8)Y RNA
27 #1 Rod (Basket Rod)
©Y R N/A
28'%2 Rod
S)Y R N/A
29#3Rod
SYR®A>
30#4Rod
S Y RNA
31 Closure Rall
Y R NA
32 Syrface of Switch
S/Y R N/A
Using a 62' cord
S= Up to 1" Max allowed Speed
Y= 1" to 1 1/2" 40 MPH
R=11/2"to 1 3/4" 12 MPH

Stock Ral] Greater than 1 3/4" = Out of Service
13 Bend 33 d Block ties
®YR @ R
14 Condition 34 Switch Adjustments
§YR Yes o)
’ 35 Lubrication
Bolts OK
15Loose___ 2o N/A 36 Switch Target / Lamps___
16 Missing_2__N/A OK Missing___(N/A)
37 Latches
Rlvets (Huck Bolts) ~ OK Broken__Missing__
17 Loose____ N/A 38 Locks
18 Missing__; __N/A (OK Broken___Missing__
19 Cotter Pins missing__ ¢ N/A 39 General Condition
20 Jam Nuts Loose o NA (9YR
2" ‘Nashers OIS) Broken Missing 40 ésulated Joints
YR

Remarks on Page 3
JBW/WEM Mod. 09-15-08



Frog Inspection Report / Semi-Annual

Page 2 of 3

WO# (05 740LC

Mainline 1 2 Yard

Date: Inspectlon Crew:
1 Location

2 Switch I.D. #

3 Facing Trailing X
44 Frog Tread N gY R
YR

R
45Frog#_ ¢
48 Frog Point Condition
YR
47 Condition of Frog
(YR
48 Surface of Frog

Ly

BV R

49 Throatin Inches___ 2./ ?
50 Flangeway Depth 2.4
Flangeway Depth must not be less than 1 1/2"

Gage .
51 Main Track_____ <5C /&

52 Turnout Track____ S Se.
Gage must not be less than 56" for any Class

Guard Rallg ; _
53 Guard Rail Gage N_5¢y R St¢3y
Guard Rall Gage must be less than 54 3/8"
54 BacktoBack N__Sz2/. R S3
Back to Back must be less than 53 1/8"
54 Condition
(SYR
55 Location of Guard Rail (Relation to Point)
Y R
Guard Rall Clamps
56 Main Track
é YR N/A
57 Turnout Track
®)Y R N/A

Class 1 Gage 56" to 57 1/2"
More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

Turnout Tieg
58 Condition
€YR
59 Rail Movement
@Y R
Tle Plateg
60 Lead
YR
61Gurad Rail Flangeway ,
(8YR N 2% R 3%
Guard Rall Flangeway can not be less 1 1/2"
62 Guard Rail Plates

®YR

63 Frog Plates

(9YR
Boits
64 Loose ! N/A
65 Missing o N/A
Rivets (Huck)
66 Loose ¢ N/A
67 Missing A N/A
68 Nuts Missing © N/A
69 Cotter Pins Missing A N/A
70 Washers OK Broken Missing____

71 Hold Down Devices
(8)Y R(NIA) T+
72 Spring Housing
SYR (NI
73 Derails
S Y R(NA)

74 Maximum difference In any 31' in Cross
Level on the siding from the Frog Point to
0' beyond last long tle

@ Difference

75 éondition of Line thru entire turnout
YR

More than 57~ to 57 1/4" downgrade to
Class Zandgefsa Y :

R__sarks on page 3




Remarks

: Switch Date WO #

Rowt (W RALL Cripbin RAck 4., Y. Deep

{8 S0

Page 3 of 3

“ LwO0Sé BRACES

2- Loose RBilocik Bods W), PAIC

| coosg Bod jw W RAe Gounsun ponic

oo PRR 130 PS  Switer

All rules comply with the MTA Field Guide for Track Inspections updated April 2006

All rules are class 3 for Mainline track and class 1 for Yard tracks
S All items inspected are in compliance
Y Attention needed

R Immediate attention required or Out of Service

Reviewed by: %flf /18 497743——_2‘* Date:

//- 5= )Y




Switch Inspection Report / Semi-Annual

Mainline 1 2 Yard WO# ((LS773
reo ol Inspection Crew | oo |1 ) PRYANT B (Buusks
1 Location Cageaiy S DI 22 Standard Joints
2 Switch |.D. # 121 S YR NA
3 Facing Trailing _ {/ 23 Switch Plates
SYRNA
Rall Pointg 24 Adjustable Braces
4 Pointto Point __ Si % S YRWNA
5 Point Condition 25 Non-Adjustable Braces
’SY R L (&Y R NA
6 Point Throw Nothing less than 4" or greater than 5" :
- Min 3 1/2" on house top point protector Switch Rods
N__ 4% R_4% 26 Front Rod
7 Point Opening .y S YRNA
N___A%he R4 Ve 27 #1 Rod (Basket Rod)
8 Fit S Y R N/A
YR 28 #2 Rod
9 General Condition of the Points ©)Y R NA
YR 29#3Rod
Gage svn@@
10 Heel of Switch 30#4 Rod =~
a) Main__ 52, % S Y R/NA
a) Turnout__52, % - 31 Closure'Rall
1 age ahead of Bend__S & & ®Y R NA
wmust not be less than 56" or more than 57" for "S" 32 Surface of Switch
Y R N/A

12 Heel Spread in Inches

sing a 62' cord

a) Tumo Yy S= Up to 1" Max allowed Speed
a) Main___O ¥ Y= 1" to 1 1/2" 40 MPH
R=11/2"to 1 3/4" 12 MPH
Stock Rall Greater than 1 3/4" = Qut of Service
13 Bend 33 Head Block ties
g@ YR Y R
14 Condition 34 Switch Adjustments
SYR Yes (N
35 Lubrication
Boits OK
15Loose___(D N/A 36 Switch Target / Lamps
16 Missing___ O N/A 0OK) Missing N/A
37 Latches
Rivets (Huck Bolts) . @K Broken___ Missing___
17 Loose (0  NIA 38 Locks
18 Missing____ ¢ _N/A Broken___Missing___
19 Cotter Pins missing___ (7 N/A 39 General Condition
20 Jam Nuts Loose ¢ __NIA SYR

27 'ashers@ Broken

Remarks on Page 3
JBW/WEM Mod. 09-15-08

Missing

40 Insulated Joints
@Y R

Page 1 of 3



Frog inspection Report / Semi-Annual

Page 2 of 3

Wo# _|\(5775]

Mainline 1 2 Yard
Date: Inspection Crew:
1 Location
2 Switch I.D. #
3 Facing _ Trailing x
44 Frog Tread N Y R
R g)Y R
45Frog#__ ©
46 Frog Point Condition
47 Conditlon of Frog
YR
48 Strface of Frog
Ca/;,, Y R

49 Throat in Inches____ 3 %ﬁ
50 Flangeway Depth 2 Y
Flangeway Depth must not be less than 1 1/2"

Gage .
51 Main Track 34
52 Turnout Track___ 5% Y&
Gage must not be less than 56" for any Class

Guard Rallg 3 )
53 Guard Rail Gage N_S% % R S¢Yr
Guard Rall Gage must be less than 54 3/8"
54 BacktoBack N_S2'%. R _3S2%
Back to Back must be less than 53 1/8"
54 Condition
YR
55 Location of Guard Rail (Relation to Point)
YR
Guard Rall Clamps
56 Main Track
QYR N/A
57 Tumout Track
€Y R N/A

Class 1 Gage 56" to 57 1/2"
More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

Turnout Tleg
58 Condition

®YR
59 Rail Movement
YR

Tle Plates

60 Lead
S)YR
61Gurad Rail Flangeway

YR N_{% R_["
uard Rall Flangeway can not be less 1 1/2"
62 Guard Rail Plates

YR
63 Frog Plates

YR
Boits
64 Loose o N/A
65 Missing Q N/A
Rivets (Huck)
66 Loose < N/A
67 Missing Q2 N/A
68 Nuts Missing < N/A

69 Cotter Pins Missing e N/A

70 Washers @ Broken Missing

71 Hold Down Devices
@Y R NA

72 Spring Housing
SYR

73 Derails
S YR KA

74 Maximum difference In any 31' In Cross
Level on the siding from the Frog Point to
50° beyond last long tie

(OR  Difference

75 Condition of Line thru entire turnout

(®YR

More than 57~ to 57 1/4" downgrade to
‘Class Zandgefsa Y

Rs...ﬁrks on page 3




Remarks Page 3 of 3

Switch Date Wo# \(x57743\

No rew Dereers NoED

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks

S All items inspected are in compliance

Y Attention needed

R Immediate attention required or Out of Service
Reviewed by: /%&Wé:’“—b Date: / / -S- / C{




Switch Inspection Report / Seml-Annual Page 1 of 3

Yard Wo# L1033

Nate: IS EX l \4 Inspection Crew | o) (<o i: Ve | BEYANT 23 7’?’-} N USKD
1 Location 22 Standard Joints
2 Switch |.D. # 124 3R S'Y R N/A
3 Facing Trailing i 23 Switch Plates
Y R NA
Rall Pointg 24 Adjustable Braces
4 Point to Point S/ 3%, &)Y R N/A
5 Point Condition 25 Non-Adjustable Braces
Y R P SY I@ ‘
8 Point Throw Nothing less than 4" or greater than 5" - '
, Min 3 1/2 " on house top point protector Switch Rods
N___4% R_ 4% 26 Front Rod
7 Point Opening Y R N/A
N =) R S 27 #1 Rod (Basket Rod)
8 Fit @Y R N/A
YR 28 #2 Rod
9 General Condition of the Points (53 Y R N/A
3)Y R 29 #3 Rod
Gage Y R N/A
10 Heel of Switch 30#4 Rod
a) Main__ %4 Y R N/A
a) Turnout__St, 31 Closure Rail
“ “age ahead of Bend__3(-/% S’Y R N/A
.-.ust not be less than 56" or more than 57" for "S" 32 Surface of Switch
Y R N/A
12 Heel Spread in Inches sing a 62" cord

a) Turmout gq% b
74

a) Main

S= Up to 1" Max allowed Speed
Y= 1" to 1 1/2" 40 MPH

YR

R=11/2" to 1 3/4" 12 MPH
Stock Rall Greater than 1 3/4" = Out of Service
13 Bend 33 Head Block ties
Y R YR
14 Condition 34 Switch Adjustments
YR Yes
35 Lubrication
Bolts OX Dry
15 Loose___ 9 NA 36 Switch Target / Lam 3
18 Missing__ () N/A OK Missing @J
37 Latches
Rivets (Huck Bolts) OK’ Broken___Missing___
17Lloose___ ¢ NIA 38 Locks
18 Missing___ 0 N/A OK Broken___Missing___
19 Cotter Pins missing_p __ N/A 39 General Condition
20 Jam Nuts [agse g ___NA @ YR
2° 'iashersd—)}) Broken Missing 40 &ulated Joints

Remarks on Page 3
JBW/WEM Mod. 09-15-08



Frog inspection Report / Seml-Annual

Mainline 1 2 Yard

Page 2 of 3

Wo# (L1023

Date: Inspection Crew:

1 Locatlon

2 Switch I.D. #

3 Facing Trailing

44 Frog Tread N ®YR
R ®YR

45Frog# _{ C

46 Frog Point Condition
YR

47 Condition of Frog
YR
48 /p{.\lrfaoe of Frog

&V r

49 Throatin Inches____ > *&
50 Flangeway Depth 22
Flangeway Depth must not be less than 1 1/2"

Gage
51 Main Track ST
52 Tumout Track__ St e
Gage must not be less than 56" for any Class

Guard Ralls .
53 Guard Rail Gage N_5% 72 R S« %%
Guard Rall Gage must be less than 54 3/8"
54 BacktoBack N_>%%. R S2%
Back to Back must be less than 53 1/8"
54 Condition
YR
55 Location of Guard Rail (Relation to Point)
YR
Guird Rall Clampsg
56 Main Track
YR N/A
57 Tumout Track
@Y R N/A

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

More than 57" to 57 1/4" downgrade to

| urnout T !g!

58 Condition
(®Y R
59 Rail Movement
S)Y R
T
60 Lead
YR
61Gurad Ralil Flangeway
YR N_[% R_i™
Guard Rall Flangeway can not be leas 1 1/2"
62 Guard Rail Plates

YR
63'Erog Plates
R
Bolts
64 Loose o N/A
65 Missing o N/A
Rivets (Huck)
66 Loose ) N/A
67 Missing 2 N/A
68 Nuts Missing C _ NA
T NA

69 Cotter Pins Missing
70 Washers (OK) Broken Missing

71 Hold Down Devices
Y R NA
72 Spring Housing
SY RN
73 Derails
S Y RQUW

74 Maximum difference In any 31' In Cross
Level on the siding from the Frog Point to
50° beyond last long tie

@ Difference

75 gondition of Line thru entire turnout
(S YR
-

Class Z and getsayY
Re__drks on page 3




Y R

Remarks Page 3 of 3

| Switch Date wo# [LT1023(,

FROG STARTING 10 PiT

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks

S All items inspected are in compliance
Y Attention needed

R Immediate attention required or Out of Service

Reviewed by: / /. {%@7%7) Date: / — 5 - f L(




@\ 1 2 Yard

Switch Inspection Report / Semi-Annual Page 1 of 3

WO# [1032%,

nate: lo l 2j / 4. Inspection Crew | <,
1 Location
2 Switch I.D. # 124 3B
3Facing __ Trailing é
Rall Pointg =13
4 Pointto Point ol 7%
5 Point Condition
SYR.

6 Point Throw Nothing less than 4" or greater than 5"
Min 3 1/ 7:1 house top point protector

N__ 4%
7 Point Opening
N S >

R

8 Fit
X R

9 General Condition of the Points
G YR
Gage .
10 Heel of Switch

a)Main___ Sb'4

a) Turnout__ St
“ 3age ahead of Bend__o0 /&

..«Ust not be less than 56" or more than 57" for "S"

12 Heel Spread in inches
a) Tumout__ oV

22 Standard Joints
R N/A
23 Switch Plates
S)Y R N/A
24 Adjustable Braces
Y R N/A
25 Non-Adjustable Braces

SYR@

Switch Rods
26 Front Rod

(S)Y R N/A
27 #1 Rod (Basket Rod)
R N/A
28 #2 Rod
S)YY R N/A
29% Rod
S'Y R N/A
30 #4 Rod
@)Y R N/A
31 Closure Rail
R N/A
2 Surface of Switch
S YRNA
Using a 62' cord
S= Up to 1" Max allowed Speed

a)Main_ (/s Y= 1" to 1 1/2" 40 MPH
R=11/2"to1 3/4" 12 MPH
Stock Ral| Greater than 1 3/4" = Qut of Service
13 Bend 33 Head Block ties
S)Y R S)YR
1 ndition 34 Swi djustments
Y R Yes (No
35 Lubrication
Boits Dry
1S5Lloose___ N/A 36 Switch Target / Lam
16 Missing o—N/A OK Missing @
37 Latches
Rlvets (Huck Bolts) OK) Broken___Missing___
17 Loose_____ ¢ N/A 38 Locks
18 Missing___© NI/A p Broken__ Missing___
19 Cotter Pins missing__ <7 __N/A beneral Condition
20 Jam Nuts Loose e _NA (S YR

2’ ‘lashers QK> Broken Missing____

Remarks on Page 3
JBW/WEM Mod. 09-15-08

40 Jngulated Joints
R



Frog Inspection Report / Seml-Annual

Malinline 1 2 Yard

Page 2 of 3

wor \7H338

Date: inspection Crew:

1 Location

2 Switch I.D. #

3 Facing Trailing
44 Frog Tread N YR

R S)Y R
45Frog#__{0O
48 Frog Polnt Condition
€Y R
47 Condition of Frog
YR
48 Surfaoo of Frog

@Y R

49 Throat in Inches 3%,
50 Flangeway Depth L
Flangeway Depth must not be less than 1 1/2"

Gage ; )
51 Main Track e,
52 Tumout Track___SG3/«¢
Gage must not be less than 56" for any Class

Guard Rallg ]

53 Guard Rail Gage N_34.94 R S4¢¥y
Guard Rall Gage must be less than 54 3/8"

54 BacktoBack N_52Ye R Sz¥%
Back to Back must be less than 53 1/8"

54 Condition
@Y .
55 Location of Guard Rail (Relation to Point)
3)Y R
Guard Rall Clamps

56 Main Track

SYR N/A
57 Turnout Track

@Y R N/A

Class 1 Gage 56" to 57 1/2"

More than 57 1/2” Out of Service
Class 3 Gage 56" to 57"

More than 57" to 57 1/4" downgrado to

Turnout Tles
58 Condition

S)YR
59 Rail Movement
®YR

Tle Pla
60 Lead

®)Y R
61Gurad Rail Flangeway e
@YR N_1% R_|'%
Guard Rall Flangeway can not be leas 1 1/2"
2 Guard Rail Plates

FS

§rog Plates
Bolts
64 Loose e N/A
65 Missing 2 N/A
Rivets (Huck)
66 Loose ) N/A
67 Missing Q N/A
668 Nuts Missing o) N/A

69 Cotter Pins Missing Q N/A
70 Washers OB Broken____Missing____

71 Hold Down Devices
@ Y R NA

72 Spring Housing
SYR

73 Derails
SYR

74 Maximum difference In any 31' in Cross
Level on the siding from the Frog Point to

50" beyond last long tie
@ Difference

75 Condition of Line thru entire tumout
S)YR

Class Zandgetsa Y
Re Jrks on page 3

oz




Remarks Page 3 of 3

‘Switch Date wo# (5763382

Fece nT STAPTING To SHECG
)8! GAP PR STRAIGAT (Biwp

QHELEA P STRALGHT l»%;@r

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks

$ All items inspected are in compliance
Y Attention needed

R Immediate attention required or Out of Service

Reviewed by: . 1// e &%ﬁ* Date: [/ — 5/ — / 4% )




Switch Inspection Report / Semi-Annual

Yard

Page 1 of 3

WOo# (L0346

"ate: _I'D_/.'_’n’/}‘f-

1 Location
2 Switch I.D. # 124 10
3 Facing X Trailing

Rall Pointg
4 Point to Point

5 Point Condition
®YR
8 Point Throw Nothing less than 4" or greater than 5"
Min 3 1/2 " on house top point protector
N A%  R__4%
7 Point Opening .
N S o R 57
8 Fit
QY R
9 Genaral Condition of the Points
S)Y R
Gagg
10 Heel of Switch
a) Main_Slt;
a) Turnout__<S¢,'/
” GageaheadofBend___ G5
--«ust not be less than 56" or more than 57" for "S"

51 %

12 Heel Spread in Inches
a) Turnout__ & /«
a) Main__© .

Stock Rall
13 Bend

(YR
14 Condition
®YR

Bolts
15Loose O N/A

18 Missing__ © _ N/A

Inspection Crew | S i (5.cR f/ BR[L/M /1 Huysia

22 Standard Joints
Y RNA
23 Switch Plates
Y R NA
24 Adjustable Braces
S Y RNA
25 Non-Adjustable Braces

S Y RWNA

Switch Rods
26 Front Rod

S)Y R N/A
27 #1 Rod (Basket Rod)
Y R N/A
28 #2 Rod
® Y RNA
29 #3 Rod
&Y R NA
30 #4 Rod
Y R NA
31 Closure Rall
Y R N/A
32 Surface of Switch
S YR NA
Using a 62" cord
S= Up to 1" Max allowed Speed
Y= 1" to 1 1/2" 40 MPH
R=11/2" to 1 3/4" 12 MPH
Greater than 1 3/4" = Qut of Service
33 Head Block ties
®YR
34 Switch Adjustments
Yes
35 Lubrication

36 Swﬂc‘EIZ?get / Lamps

OK Missing 7 A)

37 Latches
Rlvets (Huck Bolts) @Broken Missing___
17 Loose___y N/A 38 Locks
18 Missing__n  N/A OK Broken___Missing___
19 Cotter Pins missing_o N/A 39 General Condition
20 Jam Nuts Loose____ (> N/A (9YR
2° '_ashe@ Broken Missing 4ﬁsulated Joints

YR

Remarks on Page 3
JBW/WEM Mod. 09-15-08



Frog Inspection Report / Seml-Annual

Malinline 1 2 Yard

Page 2 of 3

Wo# \(570340

Date: Inspection Crew:

1 Locatlon
2 Switch I.D. #
3 Facing Trailing
44 Frog Tread N YR
R S YR
45Frog#_ 10 '
486 Frog Point Condition
®YR
47 Condition of Frog
S)Y R
48 Surface of Frog

&Y R
49 Throatininches 37«

50 Flangeway Depth 2
Flangeway Depth must not be less than 1 1/2"

Gage Y
51 Main Track___SC 74
52 Tumout Track____ (. ¥y
Gage must not be less than 56" for any Class

Guard Rallg .
53 Guard Rail Gage N__ S~ % R S¥¥¢
Guard Rall Gage must be less than 54 3/8"
54 BacktoBack N__S2% R _S1%,
Back to Back must be less than 53 1/8"
54 Condition
Y R
55 Location of Guard Rail (Relation to Point)
Y R

Guard Rall Clamps
56 Main Track
S/Y R N/A

57 Turnout Track
@Y R N/A

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

More than 57" to 57 1/4" downgrade to

Turnout Tieg
58 Condition

59 Rail Movement

S)Y R
Tie PI
60 Lead

YR

61Gurad Rail Flangeway )

SYR N_/% R__[ %

Guard Rall Flangeway can not bhe leas 1 1/2"

62 Guard Rail Plates

YR
63 Frog Plates
@Y R

Boits

64 Loose (€] N/A
65 Missing () N/A
Rivets (Huck)

66 Loose 0 N/A
67 Missing 1o N/A
68 Nuts Missing D) N/A

68 Cotter Pins Missing 2 NA
70 Washe ‘_0 Broken Missing

71 Hold Down Devices
Y R N/
72 Spring ing
SYR
73 Derails

SYR @
74 Maximum difference In any 31' in Cross
Level on the siding from the Frog Point to

50' beyond last long tie
09 Difference

75 gondition of Line thru entire turnout
/s YR

Class Zand gets a Y
Re Jrks on page 3




Remarks Page 3of 3

'Switch Date WO# (70340

PI'TTL%(\ Eioge Pocn 1
\Jusr STHRTING TO GET AL TTeeE BT TERED o/  EROG 4,14-;_7

All rules comply with the MTA Field Guide for Track Inspections updated April 2008
All rules are class 3 for Mainline track and class 1 for Yard tracks

S All items inspected are in compliance
Y Attention needed

R Immediate attention required or Out of Service

Reviewed by: /// / / B 5—«/4@'\ Date: / Z ~ 5 - [ (,ﬂ




Switch Inspection Report / Semi-Annual

Yard

wo# 15103 L3

Page1of 3

12

mate: jol3i]ig

Inspection Crew

1 Location Couenie Jae,
2SwitchI.D.# = i2¢
3 Facing Traling __ v
Rall Points
4 Pointto Point i«
5 Point Condition

Y R

8 Point Throw Nothing less than 4" or greater than 5"

Revant R% NUS B

22 Standard Joints
Y R N/A
23 Switch Plates

?Y R N/A
24 Adjustable Braces
Y R N/A
25 on-AdjustabIa Braces

SYRU

3, Min 3 1/2" on house top polint protector Switch Rodg
N 4% ‘1' R_A4% 26 Front Rod
7 Point Opening . B YRNA
N 5 R > 27 #1 Rod (Basket Rod)
8 Fit @Y RNA
SYR 28 #2 Rod
9 General Condition of the Points ®Y R NA
YR 29 #3 Rod
Gage . (Y R N/A
10 Heel of Switch _ 30 #4 Rod
a) Main__ 6%, Y R N/A
a) Tumout__ S'% 31 Closure Rall
“ 3age ahead of Bend__S"/+ ©Y R NA
...ast not be less than 58" or more than 57" for "S" 32 Surface of Switch
9 Y R N/A
12 Heel Spread in Inches Using a 62' cord
a) Tumout__ (L% S= Up to 1" Max allowed Speed
a)Main___ (/4 Y= 1" to 1 1/2" 40 MPH
R=11/2"to 1 3/4" 12 MPH
Stock Rall Greater than 1 3/4" = Out of Service
13.Bend 33 Head Block ties
Y R &Y R
14 Condition 34 Switch Adjustments
SYR Yes Ho
35 Lubricaﬁon
Bolts OK (Dry
15 Loose__ <> _ N/A 36 Switch Target / Lamps
16 Missing__ & N/A OK Missing (E IA>
37 Latches
Rivets (Huck Bolts) Broken___Missing___
17 Loose 2 NIA 38 Locks
18 Missing N/A Broken___Missing___
19 Cotter Pins missing N/A 39 General Condition
20 Jam Nuts Loose ©___NA YR
2’ ‘ashers OR Broken____ Missing______ 40 Insulated Joints

Remarks on Page 3
JBW/WEM Mod. 09-15-08

@YR



L o 7

Frog Inspection Report / Semi-Annual

Page 2 of 3

WOo# V703153

Mainline 1 2 Yard

Nate: Inspection Crew:
1 Location

2 Switch I.D. #

3 Facing Trailing A
44 Frog Tread N YR
R @Y R
45Frog#_@ -
46 Frog Point Condition
DY R

47 Condition of Frog

@Y R
48 Surface of Frog

v R
49 Throat in Inches 3 Y

50 Flangeway Depth =
Flangeway Depth must not be less than 1 1/2"

Gage _
51 Main Track__ 502
52 Tumout Track_ & Y&
Gage must not be less than 56" for any Class

Guard Railg ) .
53 GuardRailGage N_S 4% R Su Vi

Guard Rall Gage must be less than 54 3/8"
54 BacktoBack N__327 R 527
Back to Back must be less than 53 1/8"
54 Condition
S/Y R
55 Location of Guard Rail (Relation to Point)

@Y R
Guard Rall Clamps

56 Main Track
YR N/A
57 Turnout Track
(SYR N/A

Class 1 Gage 56" to 57 1/2"
More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

Turnout Tleg

58 Condition
R
59 Rail Movement
®YR
Tlo Plateg
60 Lead
®Y R
61Gurad Rail Flangeway .
R N_r R /i'Ve
Guard Rall Flangeway can not be less 1 1/2"
62 Guard Rail Plates

YR
63 Frog Plates
@®YR

Bolts

64 Loose 8] N/A
65 Missing /) N/A
Rivets (Huck)

66 Loose Q N/A
67 Missing © N/A
68 Nuts Missing o N/A

69 Cotter Pins Missing D _N/A
70 Washers Broken Missing

71 Hold Down Devices
'Y R NA
72 Spring Housing
SY RWNA
73 Derails

SYR@

74 Maximum difference In any 31' In Cross
Level on the siding from the Frog Point to
50" beyond last long tie

ép Difference

75 Condition of Line thru entire turnout

More than 57~ to 57 1/4" downgrade to

Class Z and getsaY
Re. _Jrks on page 3

@YR




Remarks Page 3 of 3

Switch Date wo# \LbTD3(L3

STRAICHT CloSuge . STAERLG T Scle v sledn oz £k

CCALED f_\Paﬂ-‘eA oK CIROG

Al rules comply with the MTA Field Guide for Track Inspections updated April 2006
Alll rules are class 3 for Mainline track and class 1 for Yard tracks

S All items inspected are in compliance

Y Attention needed

R Immediate attention required or Out of Service

Reviewed by: //% WfK ﬂ%—_\) Date: Z/ —S—/ L()




Switch Inspection Report / Seml-Annual Page 10of3

Mainline 1 2 Yard

Wo# (L1035

“ate: kﬂ%m4

1 Location
2 Switch I.D. # W7 S -
3 Facing Trailing by

Rall Points .
4 Pointto Point < [ Y«
5 Point Condition

BY R

8 Point Throw Nothing less than 4" or greater than 5"
Min 3 1/2 " on house top point protector

N 4% R__4Y%
7 Point Opening .
N__S% R S
8 Eit
SYR

YR

9 General Condition of the Points

Gage .

10 Heel of Switch

a) Main__5¢%

a) Tumnout__32, 3% )
Gage ahead of Bend__S1,%

wiust not be less than 58" or more than 57" for "S"

12 Heel Spread in Inches

Inspection Crew | <CHie £ED Ld 'R)?L(@é[ B :mh" =7

22 Standard Joints
Y R N/A

23 Switch Plates
Y R N/A

24 Adjustable Braces
Y R N/A

25 Non-Adjustable Braces
SYRNAS

Switch Rods
26 Front Rod
Y R N/A
27 #1 Rod (Basket Rod)
@Y R N/A
28 #2 Rod
Y R N/A
29 #3 Rod
Y R N/A
30 #4 Rod
S'Y R N/A
31 Closure Ralil
Y R N/A
32 Surface of Switch
SYRNA
Using a 62" cord

a) Tumout___ %o S= Up to 1" Max allowed Speed
a) Main___ ('« _ Y= 1" to 1 1/2" 40 MPH
R=11/2" to 1 3/4" 12 MPH
Stock Ral| Greater than 1 3/4" = Out of Service
13 Bend 33 Head Block ties
QYR §YR
14 Condition 34 Switch Adjustments
(YR Yes
35 Lubrication
Bolts Dry
15 Loose___n __N/A 36 Switch Target / Lamps
16 Missing__ »___N/A OK Missing_{@
37 Latches
Rivets (Huck Bolts) _ @ Broken___Missing___
17 Loose 0 _NA 38 Locks
18 Missing__» __N/A JK) Broken___Missing____
18 Cotter Pins missing__ o N/A 39 General Condition
20 Jam Nuts Loose a___NA (ODYR
¢ Vasherg O Broken Missing 40 <l%s}.ulated Joints
- Y R

Remarks on Page 3
JBW/WEM Mod. 09-15-08



Frog Inspection Report / Seml-Annual

Malnilne 1 2 Yard

Page 2 of 3

WO# 1570265

Nate: Inspection Crew:

1 Location
2 Switch I.D. #
3 Facing Trailing
44 Frog Tread N QYR
R Y R
45Frog#_ 5,
486 Frog Point Condition
QYR
47 Condition of Frog
YR
48 Surface of Frog

‘1—

&Y R

49 Throat in Inches____3%
50 Flangeway Depth Z
Flangeway Depth must not be less than 1 1/2"

Gage .
51 Main Track Sb"2

52 Turnout Track____ St *4,
Gage must not be less than 56" for any Class

Guard Rallg

53 Guard Rall Gage N__ 94 R S4'%e
Guard Rail Gage must be lm than 54 3/8"
54 BacktoBack N__S52% R S2Y%e
Back to Back must be less than 53 1/8"
54 Condition
®Y R
55 Location of Guard Rail (Relation to Point)
YR
Guard Rall Clamps
58 Main Track
YR N/A
57 Turnout Track
@ Y R N/A

Class 1 Gage 56" to 57 1/2"
More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

Turnout Tieg
58 Condition

YR
59 Rail Movement

YR
ri Platn

G%ead

61Gurad Rail Flangeway
YR N_i% R v
" Guard Rall Flangeway can not be leas 1 1/2"
62 Guard Rail Plates

YR
63 Erog Plates
R

Boits

64 Loose © N/A
65 Missing Q N/A
Rivets (Huck)

66 Loose ) N/A
67 Missing ) N/A
68 Nuts Missing D) N/A

69 Cotter Pins Missing €  N/A
70 Washers (QK Broken Missing

71 Hold Down Devices

72 Spring Housing
S Y REA

73 Deralls
()Y R NA

74 Maximum difference In any 31' in Cross
Level on the siding from the Frog Point to
50" beyond last long tie

Difference

75 Condition of Line thru entire turnout

More than 57" to 57 1/4" downgrade to

Class Zandgetsa Y
R. _.)arks on page 3

/SYR
=




Remarks Page 3 of 3

Switch Date WO# 1,10266

i Ce, 'fb'p._";f Scp STAND &2

F2 LT Do Reor

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks

S All items inspected are in compliance

Y Attention needed

R Immediate attention required or Out of Service

Reviewed by: /g//g%#” Date: / / — S - / CP




Switch Inspectlon Report / Semi-Annual Page 1 0of 3

WO # ‘h [LO367

C@ 1 2 Yard

~te:  jo/3i4

)

1 Location
2 Switch I.D. # 124 (R
3 Facing X Trailing

Rall Pointg
4 Pointto Polnt SO Y

5 Point Condition
Y R,

8 Point Throw Nothing Iess than 4" or greater than 5"
Min3 1/ "7/on house top point protector

N__ 4% R_4 7%
7 Point Opening .
N ',Egr?‘/r‘;_ R O ?/Q,
8 Fit
SYR
9 General Condition of the Points
YR
Gage .

10 Heel of Switch
a) Main__ Sb%
a) Turnout_556 2
Bage ahead of Bend___:51.5// .

«ust not be less than 56" or more than 57" for "S"

12 Heel Spread in Inches

Inspection Crew | i1y 1) RRYANT B TRuvers

22 Standard Joints
Y R N/A

23 Switch Plates
SY R NA

24 Adjustable Braces
Y R NA

25 Non-Adjustable Braces
SYRMNA

Switch Rodg
26 Front Rod
{SY R N/A
27 #1 Rod (Basket Rod)
Y R NA
28 #2 Rod
®Y R NA
29 #3 Rod
@ Y R N/A
30#4 Rod
R N/A
31 Closure Rall
R N/A
32 Surface of Switch
Y R N/A
sing a 62' cord

a) Tumout___ (> V4 S= Up to 1" Max allowed Speed
a)Main__ (%, Y= 1" to 1 1/2" 40 MPH
R=11/2" to 1 3/4" 12 MPH
Stock Ral] Greater than 1 3/4" = Out of Service
end 33 Head Block ties

R §)Y R

14 Condition 34 Switch Adjustments
YR Yes \No
35 Lubrication
Boits OK (Dry)
15Loose__pn  N/A 36 Switch-Target / Lamps
16 Missing__O _ N/A OK Missing N/A
37 Latches _D
Rivets (Huck Bolts) - (©K) Broken ___Missing__
17 Loose 0 N/A 38 Lacks
18 Missing p  NA @ Broken___Missing___
19 Cotter Pins missing ;‘2 N/A 39 General Condition
20 Jam Nuts Loose N/A (SYR
2 'fashersé@) Broken ____Missing 40 Insulated Joints
YR

Remarks on Page 3
JBW/WEM Mod. 09-15-08



Frog Inspection Report / Semi-Annual

Malinline 1 2 Yard

Page 2 of 3

wo# (703157

Nate: Inspection Crew:

1 Location
2 Switch I.D. #
3 Facing Trailing
44 Frog Tread N SYR
- R ®YR
45Frog#_1©
48 Frog Point Condition
®YR
47 Condition of Frog
®YR
48 Surface of Frog

v o
W N

49 Throat in Inches__ 3 %«
50 Flangeway Depth___ 2
Flangeway Depth must not be less than 1 1/2"

Gage
51 Main Track__ 3%,
52 Turnout Track__ 7. %/«
Gage must not be less than 56" for any Class

Guard Rallg

53 Guard Rall Gage N_ 34% R S¢ 34

Guard Rall Gage must be less than 54 3/8"
54 BacktoBack N__O2% R S2%
Back to Back must be less than 53 1/8"
54 Condition
YR
55 Location of Guard Rail (Relation to Point)
YR
Guard Rail Clamps
56 Main Track
S/)Y R N/A
57 Turnout Track
@, YR N/A

Class 1 Gage 56" to 57 1/2"
More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

Turnout Tleg
58 Condition

®YR
59 Rail Movement
®YR
Tle Plateg
60 Lead
YR
61Gurad Rail Flangeway .
YR N /7% R | %
Guard Rall Flangeway can not be less 1 1/2"
62 Guard Rail Plates

)Y R
63 Plates

YR
Bolts
64 Loose O N/A
65 Missing © N/A
Rivets (Huck)
66 Loose 0 N/A
67 Missing Q N/A
68 Nuts Missing O N/A

69 Cotter Pins Missing £ N/A
70 Washers @ Broken Missing

71 Hold Down Devices
&Y R NA

72 Spring Housing
SYR

73 Derails

SYR@

74 Maximum difference In any 31' in Cross
Level on the siding from the Frog Point to

50’ beyond last long tie
O_IS> Difference

75 Condition of Line thru entire turout
(YR

More than 57" to 57 1/4" downgrade to
Class 2andgetsa Y :

R. ..)arks on page 3

¥




Remarks

Page 3of 3

. Switch Date WOo# |/03(0]

SMALL GAP  LH STAleUT Punt ¥.”

All rules comply with the MTA Field Guide for Track Inspections updated April 2008

All rules are class 3 for Mainline track and class 1 for Yard tracks
S All items inspected are in compliaﬁce

Y Attention needed

R Immediate attention required‘ r Out of Service

2L f

Reviewed by: Date




Switch Inspectlon Report / Seml-Annual Page 1 of 3

wo# ]34z

_Mainline)__1 2 Yad

~te: 1031 )14

1 Location
2 Switch 1.D. # i

3 Facing Trailing é

Rail Pointy
4 Pointto Point &/ 'Y,

oint Condition
Y R

8 Polint Throw Nothing "Iess than 4" or greater than 5"
Min 3 1/2 " on house top point protector

N 4% R___ A%
7 Poini Opening —

N ) R S
8 Fit
®YR
9 General Condition of the Points
YR
Gage

10 Heel of Switch

a) Main__ S¢ Y«

a) Tumout__ 504

“  Sage ahead of Bend__S5t%.

wiUst not be less than 56" or more than 57" for "S"

12 Heel Spread in Inches

InspectionCrew | Scivsice LW Bevant P (BDuusvh

22 Standard Joints

(Y RNA
23 Switch Plates
S)Y R NA
24 Adjustable Braces
QYR NA
25 Non-Adjustable Braces

SYR@

Switch Rodg
26 Front Rod

(S YR NA

27 #1 Rod (Basket Rod)
(S)Y R N/A

28 #2 Rod

Y R N/A

29 #3 Rod
SY R NA

30 #4 Rod
@Y RNA

31 Closure Rall
S)Y R N/A

32 Surface of Switch
@Y R N/A
Using a 62' cord

a) Tumout__¢ /e S= Up to 1" Max allowed Speed
a)Main_ %@ Y=1"to 1 1/2" 40 MPH
R=11/2"to1 3/4" 12 MPH
Stock Ral| Greater than 1 3/4" = Qut of Service
13 Bend 33 Head Block ties
(SYR 3)Y R
14 Condition 34 Switch Adjustments
®YR Yes
35 Lubrication
Bolts ?9_& Dry
15Loose__ o  N/A 36 Switch Target / Lamps
16 Missing__e __ N/A OK Missing___( ﬂ@
37 Latches '
Rivets (Huck Bolts) _ Broken___Missing___
17 Loose o N/A 38 Locks
18 Missing___ @ N/A Broken___Missing___
19 Cotter Pins missing__> N/A 39 General Condition
20 Jam Nuts Loose O N/A (YR

2° ‘ashers @_) Broken Missing

—

Remarks on Page 3
JBW/WEM Mod. 09-15-08

40 Insulated Joints
(OYR



Frog Inspection Report / Seml-Annual

Page 2 of 3

Malinline 1 2 Yard Wo# |(-70342
Pate: Inspection Crew:
1 Location Turnout Tleg
2 Switch I.D. # 58 Condition
3 Facing Trailing YR
44 Frog Tread N @Y R ail Movement
(®YR @ YR
45 Frog # E Tie Plateg
486 Frog Point Condition 60 Lead
&Y R &Y R
47 Condition of Frog 61Gurad Rail Flangeway ,
YR YR N_1% R _[%
48 /§\ur|'aee of Frog Guard Rall Flangeway can not be less 1 1/2"
&Y R 62 Guard Rail Plates
YR
49 Throat in Inches___3 ¥/, 63 Frog Plates
50 Flangeway Depth____ % é YR
Flangeway Depth must not be less than 1 1/2" -
Bolts
Gage o 64 Loose @) N/A
51 Main Track__S¢ % 65 Missing (@) N/A
52 Tumnout Track___ T 3%,
Gage must not be less than 56" for any Class Rivets (Huck)
66 Loose o) N/A
Guard Rallg » ‘ 67 Missing ) N/A
53 Guard Rall Gage N_3S Y38 R S« 'Y 68 Nuts Missing O NA

Guard Rall Gage must be less than 54 3/8"
54 BacktoBack N_52%, R_52'Yy
Back to Back must be less than 53 1/8"
54 Condition
WYR
55 Location of Guard Rail (Relation to Point)
YR

Guard Rall Clamps
S@am Track
N/A

urnout Track
YR N/A

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

More than 57~ to 57 1/4" downgrade to

69 Cotter Pins Missing [®) N/A
70 Washers Broken Missing

71 Hold Down Devices
S)Y R NA

72 Spring Hous!ng
SYRMNA)

73 Derails
S Y R (A

74 Maximum difference In any 31’ in Cross
Level on the siding from the Frog Point to
' beyond last long tie
OK,/ Difference
=%
ondition of Line thru entire turnout
/Y R

Class Zandgetsa Y
Rs...zrks on page 3




Remarks Page 30of 3

Switch Date woz 170342

P RwT  GETTING SHARY

All rules comply with the MTA Field Guide for Track Inspections updated April 2008
All rules are class 3 for Mainline track and class 1 for Yard tracks

S All items inspected are in compliance

Y Attention needed

R Immediate attention required or Out of Service

Reviewed by: 1“ + E)/Cb/f:)é_/:) Date: LL' §’ / LF




