
This Clearvu Pro camera is a high quality high-
resolution (420 TV lines) CCD camera. The camera's

stylish housing is weather resistant anodized aluminum
that will not rust. This camera can be easily
connected to your TV, VCR, computer or DVR
through its RCA connection. The 24 infrared LEDs
illuminate objects up to 45 feet away in the dark. The
built-in light sensor (CDS Sensor) turns on the infrared
LEDs when it gets dark out that saves on energy
costs. The mounting bracket has a large range of
motion so you can monitor a large perimeter. 

MONITOR YOUR BUSINESS MONITOR VANDALISM
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OUTDOOR CCD
SECURITY CAMERA  WITH  NIGHT VISION



OUTDOOR CCD SECURITY CAMERA WITH NIGHT VISION

FEATURES
• Durable anodized aluminum casing
• Easy do-it-yourself setup and installation
• Mount to any surface with metal bracket
• Reduced lens glare with housing sun shade 
• Infrared LEDs let you see in the dark up to 45ft 
• High resolution camera for great image quality 

APPLICATIONS
• Keep watch of your business or employees
• Use to monitoring your home office
• Catch theft or vandalism to your property
• Use for loss prevention

WEIGHT & DIMENSIONS & UPC
•   Camera - 7.25" X 2.75" X 1" •   Camera - 3" x 2.75" x 2.3"
•   CV31: 871363001214 •   CV32: 871363001221
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Niagara Falls, ON L2H 1J9
Toll Free: 1.866.946.7828

WHAT’S INCLUDED
• 1 Outdoor CCD Security Camera  
• 1 Camera Wall-Mount
• 1 AC/DC Power Adapters
• 60 Feet of Connecting Wire
• 2 Window Warning Stickers
• Instruction Manual
• One Year Warranty
• Toll Free Tech Support

SPECIFICATIONS
Horizontal Resolution: 420 Lines
Min. Illumination: 0.8 Lux/F1.2 (CV31)

0.5 Lux/F1.2 (CV32)
Video Output: 1.0Vp-p.75ohm
Electronic Shutter: Auto: 1/50 (1/60) to 

1/100.00sec
Power Supply: DC12V 400mA
Infrared Range: Up to 45ft
IR LED Control: Photo Conductor (CDS)
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Metal Mounting Bracket

Anodized Aluminum Casing

CDS Sensor
(turns on infrared LEDs when it gets dark out)

24 Infrared LEDs
(for night viewing)

Sun Shade

Camera Lens


