
88 svconline.com M AY  2 0 0 2

video productsWhat’s New

Plasma Display

Hitachi hitachi.com

Hitachi’s CMP4121HDU is a 42-inch plasma
display that delivers lifelike color featuring
black framing for deeper blacks and a
Dynamic Color Balance circuit to enhance
color balance at all brightness levels. This
model also features a thinner bezel and

tinted faceplate and color-temperature adjustment capability.
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Enclosures

Extron Electronics extron.com

Extron’s Hideaway HSA 400 enclosure is
a tilt-up architectural solution for inconspicuous computer-video
interface connector access and control. The unit mounts on vir-
tually any table surface; because it sits flush with the tabletop,
connectors are stored out of sight. 
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As Seen at NSCA!

Projectors

Barco Projection Systems
barco.com/projection_systems

The IQG300 is the first in a new series of Barco
projectors offering advanced picture-in-picture, true seamless
switching, dual-lamps and an advanced modular design. The IQ
offers high-brightness and high
picture quality for applications
such as meeting rooms, video-
conferencing centers, training
facilities and auditoriums.
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Pick Hit of NAB!

Digital Cinema Projectors

Christie Digital christiedigital.com

The DCP-H, for large exhibitions, and the DCP-I, for small-screen
applications, are Christie’s newest DLP Cinema projectors. Both
products use Texas Instruments’ DLP cinema technology that
includes four new utilities: link encryption, image management,
color management and contrast management. The DCP-H is for
screens up to 50 feet wide; the DCP-I, which presents equal
power in a smaller package, is for screens as wide as 40 feet. 
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Scan Converter

Focus Enhancements Inc focusinfo.com

Focus Enhancements’ Pro AV 1280 PC-to-TV scan converter
accepts high-resolution computer images (as high as 1280-by-
1024) and converts them to TV video for recording, displaying,
broadcasting or transmitting across a videoconferencing link.
The unit comes in two versions: a 19-inch rackmount and a desk-
top configuration. Both models employ the company’s 2D Auto
Flicker Filter technology, which reads video pixels horizontally
and vertically and adaptively sharpens the video image for fine
font-point content. Adjustments can be made from the backlit
keypad controls, the optional IR remote control or the RS232/422
interface.
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Video 
Projection System

Integra
integrahometheater.com

The Integra DLV-100FP1 is a HDTV-ready video projection system
that produces high-definition images of 200 inches (measured
diagonally). The unit’s compact Integra DLV-100 Digital Light Pro-
cessing video projector (9.5 inches wide, 7.75 inches deep and
2 inches tall) can be mounted on a table or wall or hung upside
down from the ceiling. The Integra DLV-100 has an XGA native res-
olution of 1024-by-768 and accepts composite, S-Video and RGB
inputs. A USB port allows for direct connection of a mouse to
onscreen menus.
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DVD Players

Panasonic panasonic.com

The DVD-XP30 and the DVD-XP50 are only 1.7 inches high,
among the slimmest DVD players available. Made to match Pana-
sonic’s SA-XR10 digital A/V receiver, the players come in a silver-
colored housing with half-mirror front-panel finish. Each model
offers playback of multiple digital formats. Each features pro-
gressive scan, Advanced Virtual Surround Sound, Bass Plus, Cin-
ema Mode and Dialogue Enhancer. 
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Front Projection Material

Da-Lite Screen Company da-lite.com

Silver Matte, the newest front projection material from Da-Lite
has a gain of 1.1 and a 30-degree viewing angle. It is specially
designed for 3-D projection applications. Polarization of the pro-
jected image is preserved by the unique properties of the screen
surface, and Silver Matte is available on a variety of manual wall
and ceiling screens and tripod screens in sizes up to 8 feet high. 
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Rear-Projection System

NEC nectech.com

The RT50X is a compact rear-projection system usable in data
and video applications that are only 18 inches deep. A 50-inch, 4:3
display, the RT50X is ideal where space is limited or excessive
ambient light is present. 
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Plasma Stands

Premier Mounts premiermounts.com

Avecta, Omega and Plenith floor stands, primarily designed for
the home theater enthusiast, are each designed for seated view-
ing. Each model has optional equipment shelves for VCR, DVD or
satellite receiver and allows for cable routing within the lower
shroud or tube. The Avecta comes in gray, the Plenith in high-
gloss silver and the Omega in ebony.
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Lens Control System

ESI esi-inc.com

Model 280 pan and tilt lens control system features video preview
and sync distribution to address NTSC video switching needs
for small broadcast facilities. It has four RS-422 connectors at the
back of the unit to interface with each of four remote camera
sites. It also has a 9-pin D connector for RS-232 serial interface
for computer input/output.
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Automated Video Monitor

Magni Systems magnisystems.com

The AVM-510A has Incidental Carrier Phase Modulation, differ-
ential gain and differential phase monitoring for NTSC and PAL
environments. This product is a rasterizing waveform monitor and
vectorscope with automated measurement screens that provide
numerical values for all important video signal parameters. 
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Cinema Projectors

Barco Projection Systems
barco.com/projection_systems

Based on the Kinoton lamp console, Barco’s D-Cine Premiere
DP50 and DP40 digital cinema projectors feature sealed digital
engines, dust-proof digital heads and Texas Instruments’ m15
engine. The engine’s CineLink security management system sup-
ports the encryption of a local link between the server and the
projector for greater security, watermarking and fingerprinting.
The projectors’ active liquid cooling systems provide auto shut-
down protection, which sounds an alarm and stops the projector
head if the units overheat. 
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HDTV Antenna

Gemini
gemini-usa.com

Gemini has two new digital-HDTV ant-
enna systems, one indoor and one
outdoor. The indoor version is the 
Silver Sensor, a highly directional and
flexible derivative of the Log Periodic
antenna design. It delivers an even
response across the UHF range and
is designed to work in all primary
reception areas. The outdoor HDTV antenna is called the Digital
EM. This antenna is an evolution of the classic UHF Yagi design
and includes cylindrical parabolic reflectors with integrated multi-
path rejection. The parabolic reflectors reflect the desired signal
from behind and from the sides of the antenna in addition to focus-
ing the desired signal to the antenna’s bow-tie collectors. 
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Speakers

Wharfedale Professional wharfedalepro.com

The VS Series now includes new trapezoidal enclosures with a
Dual Electro-Dynamic Driver elliptical wave guide/horn high-
frequency section. The range includes the VS-10, VS-12, VS-12M
monitor, the VS-15 and the VS-153 three-way system, in addition
to the VS-15B and VS-18B subwoofer systems with internal low-
pass crossovers and high output. 
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Speaker

Tannoy tannoy.com

Designed for high-quality music and speech reproduction, the
T8 can be used as a primary sound reinforcement product and as
a ministage monitor. The T8’s wide conical coverage pattern and
halogen protection system come inside a rugged, multiply hard-
wood cabinet with recessed carrying handle and integral stand-
mount. Flying points are provided by M10 inserts, and bracket
mount M8 inserts are also included on the rear of the cabinet. 
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Software

Voyager
Sound Inc. 
voyagersound.com

GraphiMix 01 is the first
in Voyager’s new mix
sof tware products to
e n h a n c e  c o n t ro l  o f
MIDI-compatible hard-

ware. It employs a user-definable onscreen mix surface with
image or text icons to represent individual sound elements. It
uses the position or state of the graphic icons to set gain, pan and
effects controls. Using Windows-compatible GraphiMix allows 16
MIDI-compatible audio mixers to be linked together and appear
to the user on a single device. 
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Sound and 
Motion Controller

Simon-Kaloi Engineering skeng.com

The MS-2 plays back synchronous hi-quality digital audio and
control information. The MS-2 has a polyphony feature that allows
multiple sounds to play on either channel, and the unit has no
tape or disk drive, which means that no moving parts wear out.
Audio and control information is formatted as WAV files and
recorded directly into the MS-2’s nonvolatile SMART Media mem-
ory. As many as 256 messages can be stored and played; the
Windows-based SKE software allows the MS-2 to be used for
programming control, animation, lighting, kiosks, theme parks
and event timers. 
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Switcher

Altinex altinex.com

For switching between more than one DVI signal, the SW1000DV
DVI + stereo audio switcher allows manual control through the

front panel and remote
operation. This 2-in, 1-out
switch can also select the
active input automatically.
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Mixer

Crest Audio crestaudio.com

The XR-M compact rackmount monitor mixer offers professional
desktop mixing performance in control applications, fixed instal-
lation systems and more. It can provide 12 independent mono
mixes or six stereo mixes for stereo in-ear monitoring systems.
The XR-M includes a 20-input microphone splitter system with
groundlift switches on each input channel, 12 mix bus outputs with
highpass filters, insert system and balanced XLR outputs. 
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Speakers

Hafler hafler.com

The TRM8.1 is a biamped, two-way system with a free-field frequency
response of 45 Hz to 21 kHz. The peak acoustic output per speaker pair (using music as a sound
source) is 123 dB or greater. The TRM6.1 is a biamped, two-way system with free-field frequency
response of 55 Hz to 21kHz (±2 dB) with peak acoustic output per speaker pair at one meter is 120 dB
or greater. Both are magnetically shielded and can be mounted in two different positions by using
Omnimount parts.
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As Seen at NSCA!
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Digital Console

Yamaha yamaha.com

The successor to the 02R digital mixer, the 02R96 has five times the pro-
cessing power of its forebear and provides 56 channels of 24-bit, 96kHz
audio, surround monitoring, studio manager and digital audio workstation
control. The control surface and user interface allow for analog-style 
operation, and the work surface houses 16 user-defined keys for assign-
able functions. The 02R96 also has 32-bit internal processing, a compre-
hensive range of 96kHz-compatible stereo effects and 58-bit accumulators.
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Amplifiers

Crown International
crownaudio.com

T h e  C row n
CTs series of amplifiers includes the
two-channel CTs 600, 1200, 2000
and 3000, the four-channel CTs
4200 and the eight-channel CTs
8200. Each model in the series has
direct constant voltage outputs and
low-impedance outputs and comes
housed in an all-steel 2U frame,
except for the 8200, which has a 3U
chassis. A switch mode power supply
reduces the amplifiers’ weight and
allows them the benefit of being
able to use a standard 15A IEC
power connector.
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As Seen at NSCA!

Soundfield Amplification System

Sennheiser sennheiserusa.com

The DirectEarSAS system
ensures that every student in a lecture hall or class-
room hears all of a presentation. It comes with a SK
500 wireless transmitter and headset for the speaker’s
freedom of movement and an ME 3 head-worn mic
with adjustable microphone boom. A wireless trans-
mitter sends its radio signal to a Sennheiser EMP
2015 receiver/amplifier, which accommodates as
many as three transmitters and additional multime-
dia inputs. The receiver/amplifier powers two easily
positioned DAD Factor-5W loudspeakers. 
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As Seen at NSCA!

Software 
Enhancement

Symetrix symetrixaudio.com

Version 1.1 of SymNet Designer enhances the SymNet DSP system. 
A Windows application, it configures and controls the SymNet Audio Matrix hardware system for
modular, easy-to-use audio routing and digital signal processing. The updated 1.1 version sup-
ports two new hardware items, a CobraLink breakout box (for use with CobraNet) and an adap-
tive remote control box. It also has several operational upgrades based on user feedback.
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As Seen at NSCA!

Loudspeaker

Community
Professional
loudspeakers.net

Capable of delivering 90-by-40-
degree coverage between 65 Hz
and 16 kHz with a maximum output
of 118 dB SPL at one meter, the
MVP35 loudspeaker uses a single
15-inch low frequency driver and
Community’s new LM20 nonmetal-
lic, ferro fluid-cooled high frequen-
cy transducer. The two-way, full-
range device posts power handling
figures of 200W RMS, 500W pro-
gram. The MVP35 is built to survive
the demands of constant use.
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Expansion Kit

Integra integrahometheater.com

The AKN-1 A-Bus expansion kit enables a
single Integra A-Bus receiver to provide high-
quality audio to as many as four additional
rooms in a home. The kit provides four in-
wall amplified keypads, a power supply unit
and an infrared remote control unit. Each 
KP-AB1 keypad functions as an all-in-one
remote-zone volume control, infrared receiver
and stereo amplifier.
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Surge Suppressor

SurgeX surgex.com

The SX1120 RT Series Mode Pro provides surge suppression and
power conditioning for audio, video and computer equipment. The
single-space rackmount 20A unit features Impedance Tolerant
EMI/RFI filtering circuitry and Inrush Current Elimination (ICE). It has
eight standard grounded AC receptacles on the rear panel, with six
switched, two always on and a front panel courtesy outlet. 
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Home Networking

OnQ onqtech.com

OnQ’s HMS Model 800 provides security, energy management,
lighting control and low-voltage control for smaller applications,
while also integrating OnQ Advance Lighting Control support.
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Strut Clamp

Erico erico.com

Fast assembly of back-to-back half-slot strut for new or retrofit
applications is possible with the Caddy STS strut clamp from
Erico. The Caddy STS gives an alternative for welded strut and
eliminates the need for bolts, washers and nuts. The design
allows dissimilar half-slot channels to be joined, regardless of
profile size or finish. 
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Fiber Optic Connectors

Telecast Fiber Systems telecast-fiber.com

Telecast Fiber Systems’ 4-channel, hermaphroditic fiber optic
connectors used with Telecast’s Viper system have met the
SMPTE standard. The connectors are manufactured by Delphi
Connection Systems and employ both male and female compo-
nents in the same fiber optic assembly.
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CAT5 Extenders

Gefen gefen.com

Two new ex-tend-it CAT5 extenders enable a single CAT5 cable
to carry signals for both USB and monitor peripherals. CAT5-
1000 consists of a sender unit, a receiver unit and a CAT5 cable
as long as 330 feet. CAT5-5000 can support two dual-monitor
workstations. Users can work on two dual-screen workstations
remotely and locally using one computer. 
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Horizontal Rackmount

Geist Mfg. Inc. 
geistmfg.com

Available in 15- and 20A models with
surge suppression or nonsurge, the
Flexiduct Horizontal Rackmount line
features a digital current meter to display
your amp readout from 0 to 19.99 A. The
sampling rate is 2.5 per second with an accu-
racy of ±0.1 A. Ten receptacles on rear and circuit breakers, a
power switch and green power on and red surge LEDs appear
on the front. It comes with a standard 10-foot power cord with
straight blade or twist-lock plug.
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Catalog

Interlogix interlogixinc.com

Interlogix’s new product catalog includes a full complement of
security products from Caddx, ESL, ITI, Osborne-Hoffman and
Sentrol. The new color-coded, fully indexed catalog makes the
purchasing process easier for dealers.
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Connectivity Products

ADC adc.com/broadcast

ADC has made recent additions to its Bantam and Video Modules
for the UniPatch series. As many as 32 mules plug in to the Uni-
Patch chassis to provide a 4-row, 32-across configuration when
fully loaded, for a total of 64 circuits.
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Power Distribution System

Pulizzi Engineering Inc. pulizzi.com

The TPC4100 series provides main disconnect circuit breaker
protection to UL-489 requirements and includes EMI-RFI filtering
and surge suppression. It is designed for either zero-U or 1U rack-
mounting and provides 20A or 30A 3-phase WYE power input
with distribution to 12 single-phase outlets rated 15A or 20A at
either 120 or 240 V, or a combination of the two. 
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Cable

Extron Electronics extron.com

Rugged and flexible, the BNC-6 RC flat
cable is designed to lie flat beneath carpet in areas with sub-
stantial foot traffic. The cable consists of six color-coded coaxial
conductors with 75Ω BNC connectors for an RGBHV signal; the
sixth conductor can be used for composite video or as a spare.
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As Seen at NSCA!
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Audio Toolbox/Software

TerraSonde terrasonde.com

The Digital Audio Toolbox expands the
multifunction test and analysis capabilities
of the Audio Toolbox. Combining more than
25 digital audio test, analysis and utility
functions in one portable device, the DSP-
powered DAT has four main sets of I/O con-
nectors, Word Clock in and out and a seri-
al port. Supported digital formats include
AES, S/PDIF, Toslink and ADAT, at depths of
24 bits and sample rates to 96kHz. Also

only, step-up version of the Microsoft Visio-
based program. D-Tools’ Si Basic Txt and Si
Standard Txt allow various users access
to the D-Tools databases to develop proj-
ects on a text-only basis and collaborate
with other D-Tools projects.
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recently released is version 3.0 of Terra-
Sonde’s Contractor’s Software. It adds func-
tions such as a noise dosimeter, rapid
speech transmission index, %Alcons meas-
ure and a real-time analyzer.
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Software 

D-Tools d-tools.com

Constantly upgrading and expanding its
D-Tools Si system integration software,
D–Tools announced that there is a text-

Line Drivers

Altinex altinex.com

The DA20 0 0TM and the DA30 0 0TM
video-plus-stereo audio line drivers are
designed to fit under a table, podium shelf
or on a table leg. They are inconspicuous
yet allow for active components necessary
to amplify the signals over long cable runs.
DA2000TM offers connectors for a com-
puter’s audio and 15-pin HD video output
and supports  resolut ions f rom VGA
through QXGA. DA3000TM has three RCA
jacks for the standard connection of a com-
posite NTSC, PAL or SECAM video source
with stereo audio.
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Cable

Leviton & 
Superior Essex 
levitonvoicedata.com; superioressex.com

NextLAN is an integrated, end-to-end
structured cabling system that combines
Leviton connectors, patch cords, patch
panels and workstation components with
Superior Essex copper and fiber cables.
NextLAN Cat5e, Cat6 and fiber perform-
ance cabling systems have passed a rig-
orous testing program that measures total
throughput under real network conditions. 
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Power Distribution Models

ETA Systems etasys.com 

Both of the two new CE-compliant, rack-
mounted, conditioned Power Distribution
models from ETA have spike and surge
protection, EMI/FRI filtering and IEC 320
power connectors. One model features
dual, swivel, rack illuminators. Both mod-
els include eight protected and switched
power outlet connectors activated from a
front-panel power switch. Total unit elec-
trical capacity is 2300 W and 10 A, using
230V, 50Hz single phase. 
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