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RentalPro 210PC 
Electric Airless Sprayers
For professional use only.
Not approved for use in explosive atmospheres or hazardous locations.
For portable airless spraying of architectural paints and coatings.
Model: 17C303
3000 psi (207 bar, 20.7 MPa) Maximum Working Pressure

Important Safety Instructions
Read all warnings and instructions in this manual and related manuals. Be familiar with 
the controls and the proper usage of the equipment. Save these instructions.

Related Manuals
Gun - 3A6285 (Contractor PC) Pump - 334599

Use only genuine Graco replacement parts. 
The use of non-Graco replacement parts may void warranty.
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Component Identification
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A ON/OFF Switch
B Pressure Control
D Prime Valve
F Tip Guard
G Spray Tip
H Gun
J Airless Hose
K Power Cord

L Trigger Lock
M Drain Tube
N Fluid Intake
P Pump
R Fluid Outlet
V Finger Guard / TSL Fill Point

Model/Serial Tag (Not shown, located 
on bottom of unit.)
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Pressure Relief Procedure
Follow the Pressure Relief 
Procedure whenever you see this 
symbol.

1. Turn the ON/OFF switch to the OFF 
position. Wait 7 seconds for power to 
dissipate.

2. Engage the trigger lock.

3. Turn pressure control to the lowest 
setting. Disengage trigger lock.

4. Hold a metal part of the gun firmly to a 
grounded metal pail. Trigger the gun to 
relieve pressure.

5. Engage the trigger lock.

This equipment stays pressurized until 
pressure is manually relieved. To help 
prevent serious injury from pressurized 
fluid, such as skin injection, splashed fluid 
and moving parts, follow the Pressure 
Relief Procedure whenever sprayer is 
stopped and before sprayer is cleaned or 
checked, and before equipment is 
serviced.
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6. Turn prime valve down. Put drain tube in 
a pail. Leave prime valve in the down 
(drain) position until you are ready to 
spray again.

7. If you suspect the spray tip or hose is 
clogged or that pressure has not been 
fully relieved:

a. VERY SLOWLY loosen the tip 
guard retaining nut or the hose end 
coupling to relieve pressure 
gradually.

b. Loosen the nut or coupling 
completely.

c. Clear hose or tip obstruction.

Trigger Lock
Always engage the trigger lock when sprayer
is stopped to prevent the gun from being
triggered accidentally by hand or if dropped
or bumped. 
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Startup

1. Perform Pressure Relief Procedure, 
page 9.

2. Turn pressure control to lowest 
pressure.

3. Turn ON/OFF switch to ON position.

4. Place fluid intake in paint pail. Place 
drain tube in waste pail.

5. Increase pressure 1/2 turn to start motor. 
Allow paint to circulate through sprayer 
until paint flows out the drain tube.

6. Turn prime valve horizontal. Disengage 
trigger lock.
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7. Hold gun against grounded metal waste 
pail. Trigger gun until paint appears.

8. Move gun to paint pail and trigger for 20 
seconds. Release trigger and allow 
sprayer to build pressure. Engage 
trigger lock. 

9. Inspect for leaks. If leaks occur, perform 
Pressure Relief Procedure, page 9, 
then tighten all fittings and repeat 
Startup procedure. If there are no leaks 
continue with the next step.

10. Screw tip assembly onto gun and 
tighten. See Spray Tip Installation, 
page 16. For gun assembly instructions, 
see separate gun manual.

High-pressure spray is able to inject toxins 
into the body and cause serious bodily 
injury. Do not stop leaks with hand or rag.
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Operation

Spray Tip Installation

1. Perform Pressure Relief 
Procedure, page 9.

2. Use spray tip (A) to insert 
OneSeal™ (B) into tip guard (C).

2. Insert Spray Tip.

3. Screw assembly onto gun. Tighten.

Spray
1. Spray test pattern. Adjust pressure to 

eliminate heavy edges.
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2. Use smaller tip size if pressure 
adjustment cannot eliminate heavy 
edges.

3. Hold gun perpendicular, 10-12 in. (25-30 
cm) from surface. Spray back and forth; 
overlap by 50%. 

4. Trigger gun after moving. Release 
trigger before stopping. For additional 
spraying information, see separate gun 
manual.

Clear Tip Clog

1. Release trigger. Engage trigger lock. 
Rotate Spray Tip. Disengage trigger 
lock. Trigger gun at waste area to clear 
clog.

2. Engage trigger lock. Return Spray Tip to 
original position. Disengage trigger lock 
and continue spraying.
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Cleanup

1. Perform Pressure Relief Procedure, 
page 9.

2. Remove tip guard and Spray Tip. For 
additional information, see separate gun 
manual.

3. Remove fluid intake and drain tube from 
paint, wipe excess paint off outside. 

4. Place fluid intake in flushing fluid. Use 
water for water base paint and mineral 
spirits for oil-based paint. Place drain 
tube in waste pail.

5. Turn prime valve horizontal. 

6. Increase pressure 1/2 turn to start motor. 
Hold gun against paint pail. Disengage 
trigger lock. Trigger gun and increase 
pressure until the pump runs steady and 
flushing fluid appears.
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7. Stop triggering gun. Move gun to waste 
pail, hold gun against pail, trigger gun to 
thoroughly flush system. 

8. While continuing to trigger gun, turn 
prime valve down. Then, release gun 
trigger. Allow flushing fluid to circulate 
until fluid comes out of drain tube clear.

9. Raise fluid intake above flushing fluid.

10. Turn prime valve horizontal. Trigger gun 
into flushing pail to purge fluid from hose.

11. Engage trigger lock.

12. Perform Pressure Relief Procedure, 
page 9, to verify that there is no residual 
pressure in the system.

13. Turn pressure control knob to the lowest 
pressure setting and turn ON/OFF 
switch to OFF position. Disconnect 
power to sprayer.

ti24714a

ti25294a

a


	Warnings
	Component Identification
	Grounding
	Power Requirements
	Extension Cords
	Pails

	Pressure Relief Procedure
	Setup
	Startup
	Operation
	Spray Tip Installation
	Spray
	Clear Tip Clog
	Cleanup

	Maintenance
	Troubleshooting
	Mechanical/Fluid Flow
	Electrical

	Sprayer Parts
	Sprayer Parts List

	Control
	Control Parts List

	Wiring Diagram
	Technical Specifications
	Graco Standard Warranty
	Graco Information

