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1 Prerequisites

An Internet connection is required to connect the Flashforge Inventor II 3D
printer to the Polar Cloud. Additionally, the Inventor may only be connected
to your local network by means of a WiFi connection as the Inventor does
not support ethernet. Without a WiFi connection, the Inventor cannot be
connected to the Polar Cloud.

To connect the Inventor to the Polar Cloud you must supply the e-mail
address of a Polar Cloud account and that account’s PIN code. If you do
not already have a Polar Cloud account, you can create one by going to
https://polar3d.com and login in via Google, Facebook, or Microsoft Live.
Once logged in, click on your profile image — possibly a stylized white “P”
in a blue circle — near the page’s upper right corner as seen in Figure 1
below.

Figure 1: Profile settings

From the menu which appears, select “Settings”. Scroll down to the
bottom of the resulting page to find your account’s PIN number as shown in
Figure 2.

Should you decide to change your PIN, be sure to click the “SAVE”
button at the top of the page.
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Figure 2: Locating your PIN code

2 Powering On

After connecting the Flashforge Inventor to the mains power, you are ready
to turn it on. Do so by first setting the mechanical rocker switch on the
backside of the printer to the ON (1) position. You should find that switch
located next to the power inlet to the printer. Second, you need to power
on the printer’s electronics by briefly pressing and releasing the small square
switch on the upper front of the Inventor. It is located next to the display
above the printer’s front door.

Once the printer has powered up, you’re ready to configure the printer’s
WiFi connection.

3 WiFi

The Inventor must connect to the Internet in order to communicate with
the Polar Cloud. This connection can only be established using the printer’s
built in WiFi support.

To configure the Inventor’s WiFi, select the “Tools” item on the main
menu as shown in Figure 3.
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Figure 3: Main Menu

On the “Tools” menu, then select the “Setting” item seen in the lower
left of Figure 4.

Figure 4: Tools Menu

Finally, in the settings page, select the “WiFi” item by touching it. This
is the second item listed in Figure 5.

To enable and configure the printer’s WiFi, touch to the immediate right
of the white circle above the phrase “No connect” as seen in Figure 6 be-
low.
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Figure 5: Settings Menu

Figure 6: WiFi screen

4



You are “sliding” the circle to the right to “enable” the WiFi as seen in
Figure 7.

Figure 7: WiFi network listing

Once the WiFi is enabled, the printer will scan for nearby WiFi networks
and present a list of those which it finds. If a password is required for the
network, you will be asked to enter it using the touchscreen.

After the network is selected and any necessary password entered, the
printer will then connect to the network. If it is successful, it will then
display a WiFi icon across the top of the screen. Touch the “Back” icon to
return to the prior menu. The back icon is the arrow which turns to the left
and is suggestive of “return”.

When the printer is successfully connected to your network and you have
returned to the “Setting” menu, your screen should appear as shown in Figure
8. That figure shows the WiFi icon circled in red: if you see that icon, then
your printer is connected to your network. If you do not see it, then the
printer is unable to connect to your network.

4 Polar Cloud

With your printer connected to your network, you are ready to connect it to
the Polar Cloud. On the Settings screen, Figure 5, select the “Polar Cloud”
item. This will produce the screen seen in Figure 9.
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Figure 8: WiFi connected

Figure 9: Polar Cloud controls
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Begin by selecting “Setup Cloud Connection” which presents the screen
of Figure 10.

Figure 10: Polar Cloud account information

First select “Account” and input the e-mail address associated with your
Polar Cloud account. The result of entering an e-mail address is shown in
Figure 11.

Figure 11: Account e-mail address

The at-sign, @, is had by touching the key with the two chevrons on the
keypad (bottom row, second from the left; next to the “go back” key).
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Once the e-mail address is entered, press the “OK” button and next enter
the PIN number. An example of entering a PIN is shown in Figure 12.

Figure 12: Account PIN number

When both the e-mail address and PIN have been entered, press the
“SAVE” button as seen in Figure 13.

Figure 13: Save your Polar Cloud account settings

Finally, slide the white circle of Figure 14 to the left to enable the Polar
Cloud connection.

If you have mistyped your e-mail address or PIN number, the printer
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Figure 14: Enable the Polar Cloud connection

will be unable to connect to the cloud. Figure 15 shows the resulting error
screen.

Figure 15: Polar Cloud connection error

If you encounter such an error, just click the “OK” button and go back
and check the e-mail address and PIN number, correcting any mistakes. Once
any mistakes are corrected, as in Figure 16, again try enabling the connection
by sliding the white circle to the left.

When a successful connection is made, a cloud icon as seen in Figures 17
and 18 will appear.
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Figure 16: Corrected account settings

Figure 17: Successfully connected
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Figure 18: Main menu with WiFi and Polar Cloud connections indicated

The printer will remember the connection settings and connect to the
Polar Cloud each time you power it on

5 You’re ready to print

Your Flashforge Inventor II printer will automatically be tied to your Polar
Cloud account. From the Polar Cloud you will now see the printer in your
listing of printers. It will have a serial number beginning with the letters
“FF”; see Figure 19.
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Figure 19: Polar Cloud printers list showing a FlashForge Inventor II

From the “SETTINGS” tab of the printer’s management page you may
give your printer a more friendly and recognizable name; see Figure 20. Be
sure to click the “SAVE” button (in red) after making any changes, such as
changing the printer name!
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Figure 20: Polar Cloud printer “SETTINGS” screen: changing the name of
the printer

Clicking the “DASHBOARD” button at the upper right of the “SET-
TINGS” screen, see Figure 21, will take you to the printer dashboard screen,
see Figure 22.
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Figure 21: Polar Cloud printer SETTINGS screen: DASHBOARD button
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Figure 22: Polar Cloud dashboard screen for FlashForge Inventor II printer
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