
Product selection

Part No. Trade Size T OD ID L 

49011-010 2” 0.154” 2.375” 2.021” 120”

49015-010 4” 0.237” 4.500” 3.961” 120”

49017-010 6” 0.280” 6.625” 5.986” 120”

Note: Product must be installed in accordance with applicable 
national and local electrical codes.

—
Product selection and dimensions:

IDOD

T
(min dim.)

L

—
Features:
• UL Listed 651
• Nema TC 2
• Sunlight Resistant
• NEMA TC 18
• 90˚C Wire

—
Options:
• Sizes 2”, 4”, and 6”

—
Applications:
• See NEC article 352 for usage.

Non-metallic conduit in 10’ and 20’   
pieces which provides protection 
for cables and conductors.

Certifications / Standards:

—
We reserve the right to make technical 
changes or modify the contents of this 
document without prior notice. With re-
gard to purchase orders, the agreed par-
ticulars shall prevail. ABB Inc. does not ac-
cept any responsibility whatsoever for 
potential errors or possible lack of infor-
mation in this document.

We reserve all rights in this document and 
in the subject matter and illustrations con-
tained therein. Any reproduction – in whole 
or in parts – is forbidden without prior writ-
ten consent of ABB Inc. Copyright© 2018 
ABB Inc.
All rights reserved
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ABB Inc.
Electrification products
Memphis, Tennessee
USA 

Let’s write the future.
Together. abb.com

1

—
TECHNICAL DATA SHEET

PVC Conduit
Schedule 40


