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ThANk YOU FOR ChOOSINg kALLISTA

We appreciate your commitment to Kallista quality products. Please take a moment to review this manual 
before you install your Kallista product. If you encounter any installation or performance problems, please do 
not hesitate to contact us at the phone number listed at the bottom of the page.

BeFORe YOU BegIN

Shut off the main water supply. �
Observe all local plumbing and building codes. �
Before installation, unpack the components and inspect them for damage. If the product is damaged,  �
please contact Kallista immediately at the phone number listed at the bottom of the page. Return the 
components to the carton until you are ready to install. 
If needed, complete the finished wall before beginning this installation. �
Kallista reserves the right to make revisions in the design of products without notice, as specified in the  �
Price Book.

TOOLS ANd MATeRIALS

ScrewdriverHacksawMeasuring Tape Pencil

Silicone
Sealant

Socket Wrench
W/Sockets

Adjustable
Wrench
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PRePARe The SITe1. 

 1-5/8” (4.1 cm) Dia. Hole, 
Centered over Valve Stem

8” (20.3 cm)
Center to Center

 Valve Stems

If necessary, finish the wall. �
Ensure that the holes in the finished wall are 1-5/8” in diameter and are centered over the valve stems. �

hANdLe ASSeMBLY2. 

 Sleeve

 Collar

 Stem Extension
 Spline Adapter

 Washer
 Screw

 Gasket

 Handle Assembly

 Valve Stems

 Handle Escutcheon 

Remove the sleeve and collar from the handle assembly. �

NOTe: Use caution to avoid dropping the sleeve behind the finished wall.
Thread the sleeve all the way onto the valve. �
Install the spline adapter onto the end of the stem extension. Attach the stem extension to the valve stem  �
with the washer and screw.
Place the handle assembly over the stem extension as far as it will go. If the handle escutcheon is not flush  �
against the wall, the stem extension and screw will need to be cut. To determine how much to cut off of the 
stem extension, measure the distance between the handle escutcheon and the wall. Cut this amount off of 
the male spline end of the stem extension and the screw.
Remove the handle assembly, screw, washer, and stem extension from the valve stem. �
If it is necessary to cut the stem extension and screw, remove the spline adapter and do so now. �
Repeat procedure with other sleeve, stem extension, spline adapter, washer and screw. �
Re-install the spline adapters onto the ends of the stem extensions. �
Re-install the stem extensions onto the valve stems. �
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hANdLe ASSeMBLY (CONT’d)

Ensure that both valves are turned off (hot = counterclockwise to close, cold = clockwise to close). �
With the handle positioned horizontally, engage the internal spline in the handle assemblies with the spline  �
adapter on the valve stem or stem extensions.
Check the handles for proper horizontal orientation. If necessary, remove handle assemblies, stem  �
extensions and/or spline adapters. Rotate stem extensions and/or spline adapters slightly and re-install. 
Re-install handle assemblies and check for proper orientation. Repeat until proper orientation is achieved.
When proper orientation is achieved, remove the handle assemblies and set aside. �
Secure the stem extensions to the valve with the washer and the screw. �
Thread the collars onto the sleeves until they are flush against the wall. �
Thread the handle assemblies onto the collars by holding the handle with one hand and tightening the  �
escutcheons with the other.

NOTe: A rubber glove can be worn to achieve a better grip while tightening and to prevent damage to the finish.
If desired, apply a bead of silicone sealant or caulk around the handle escutcheon, where it meets the wall. �


