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We recommend always to use a Frigidaire sleeve.

When units are shipped with a sleeve:

When units are shipped without a sleeve:
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FOR DUCTED INSTALLATIONS ONLY
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NOTE: Upward air direction should only be used on ducted installations.
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/Energy Saver: Cooling
/Energy Saver: Heating

4

1.

2.
The dip adjust  accordingly in order to

allow the wall t  control of the unit. When in wall  mode, the control panel will be disabled.
3*4.Energy Saver ip Switches

/Energy Saver

This is the most efficient mode for electrical usage.
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SYSTEM CONFIGURATION

KEYPAD CONFIGURATION
Keypad Configuration
You can customize your unit additionally using the keypad configuration options.
To enter Keypad configuration

Connect the unit to power. Press and hold the "fan speed" and the "V " for 5 continuous seconds, within 
30 seconds of the unit being powered up. If the unit has had power for more than 30 
continuous seconds, keypad configuration cannot be made.

To scroll through the Keypad Configuration Options

Press and release the "fan speed"  to select the keypad configurations. 
The stored value will be displayed.
To modify configuration settings

Press and release the Setpoint " " or Setpoint " " buttons.
To exit Keypad Configuration

Keypad Configuration will end on its own 30 seconds after the last button press or when the "mode"  on the
 Keypad is pressed. 

There are 4 configuration options
1. Fahrenheit/Celsius Display Switch:
Change between degrees Fahrenheit and Celsius on the display. An “F” indicates Fahrenheit display and
'C' indicates Celsius. Default is degrees “F”.
2. Indoor Air Temperature Sensor Biasing for Cooling mode:
Sometimes known as an anticipator, the air temperature sensor bias is used to adjust the room air 
temperature reading when in cooling mode. (Not normally required.)
3. Indoor Air Temperature Sensor Biasing for Heating mode:
Sometimes known as an anticipator, the air temperature sensor bias is used to adjust the room air 
temperature reading when in heating mode. (Not normally required.)

4. Indoor Temperature Display:
Change between showing the setpoint or desired temperature during heating and cooling modes (SP) 
or displaying the actual room temperature during heating and cooling modes (AA). SP mode is the 
default mode.

If SP is selected the desired setpoint temperature will be displayed during heating and 
cooling modes, regardless of what the actual temperature is in the room.
If AA mode is selected, the room temperature will be displayed during heating, 
cooling and fan only modes.

—  If the mode button has been changed to either heating or cooling modes, setpoint will be displayed 
for 10 seconds. After the 10 seconds, the room temperature will again be displayed.

—  If the on/off button is depressed (when the unit is off ) and the last mode was either cooling or 
heating mode, the setpoint will be displayed for 10 seconds before displaying room temperature.

—  During heating and cooling modes, if either the up or down setpoint key is depressed, the display 
will show the setpoint for 10 seconds. Then the room temperature will be displayed again.

Switchover between Emergency Auto Cooling Allowed and Emergency Auto Cooling Rejected:

Press " " or " V " to switch between the display of Emergency Auto Cooling

Allowed and Emergency Auto Cooling Rejected. 
Emergency Auto Cooling Allowed: the diode displays CA. 
Emergency Auto Cooling Rejected: the diode displays CD.

10 2010 Electrolux Home Products, Inc. All rights reserved.
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Table 5—STATUS LED Indicator Definitions
1 Indoor air temp sensor open/short 8-segment display ‘F1’, with STATUS light flash 1 times and off 3 sec, repeat
2 Indoor coil sensor open or short 8-segment display ‘F2’, with STATUS light flash 2 times and off 3 sec, repeat
3 Outdoor coil sensor open/short 8-segment display ‘F4’, with STATUS light flash 3 times and off 3 sec, repeat
4 Freeze Guard protection 8-segment display ‘FP’
5 Indoor coil freeze protection STATUS light flash 5 times and off 3 sec, repeat
6 Outdoor coil high temp protection STATUS light flash 6 times and off 3 sec, repeat
7 Defrost (heat pump type) STATUS light flash 7 times and off 3 sec, repeat
8 Indoor coil high temp protection STATUS light flash 8 times and off 3 sec, repeat
9 Thermostat wiring error STATUS light flash 9 times and off 3 sec, repeat

NOTE: When status
light is flashing, it will
be ON for 1 seconds
and OFF for another
1 seconds. 
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SAFETY PRECAUTIONS

SAFETY PRECAUTIONS 

DANGER!  Avoid Serious Injury or Death

1. Do not attempt to install air conditioner by yourself.
2. This air conditioner contains no user-serviceable parts. Always call an authorized

Electrolux servicer for repairs.
3. When moving the air conditioner, always call an authorized Electrolux servicer for

disconnection and re-installation.
4. Do not insert or place fingers or objects into the air discharge area in the unit.
5. Do not start or stop the air conditioner by unplugging the power cord or turning

off the power at the electrical box. 
6. Do not cut or damage the power cord.
7. If the power cord is damaged it should only be replaced by an authorized

Electrolux servicer.
8. In the event of a malfunction (sparks, burning smell, etc.) immediately stop the

operation, disconnect the power cord, and call an authorized Electrolux servicer.
9. Do not operate the air conditioners with wet hands.
10. Do not pull on the power cord.
11. Do not drink any water that is drained from the air conditioners.

CAUTION!  Avoid Injury or damage to the unit or other property

1. Provide occasional ventilation during use. Do not direct airflow at fireplaces or
other heat related sources as this could cause flare ups or make units run
excessively.

2. Do not place containers containing water on unit.
3. Turn off the air conditioner at the power source when it will not be used for an

extended period of time.
4. Periodically check the condition of the unit’s installation base for any damage.
5. Do not apply heavy pressure to the radiator fins of the units.
6. Operate the unit with air filters in place.
7. Do not block or cover the intake grille, discharge area and outlet ports.
8. Ensure that any electrical/electronic equipment is one yard away from the unit.
9. Do not use or store flammable gases near the unit.

INSTALLATION WARNINGS

1. Carefully read the installation section of this manual before beginning.
2. Follow each step as shown.
3. Observe all local, state, and national electrical codes and by qualified, licensed,

authorized personnel only.
4. Pay attention to danger and safety notices. 




