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If you’d like professional-grade punch 
with all the amenities, Tornado II will 
be your best-kept secret, with powerful 
blower combinations and an optional 
adjustable-depth liner for more flexible 
installations. A stylish and discreet 

wireless remote puts you in control. 
Dual-level halogen lights illuminate the 
surface below. Choose the ventilation 
level that’s right for you along with an 
optional, easy-to-install stainless steel 
liner to complement your kitchen’s style.
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Cabinet Bottom Cut-Out Size (W x D): AK8200AS:  26 1/16” x 14 3/4”; AK8300ASX:  34 11/16” x 14 3/4”  
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Includes Wireless Remote Control
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MODEL
Stainless Steel

Size
Blower CFM (Min. - Max.) 
Sones (Min. - Max.)

FEATURES
Controls
Speed Levels
Auto Delay-Off
CleanAir Function 
Lighting
Dual-Level Lighting
Wireless Remote Control 
Filters
Recirculating Option
ADA Compliant

DUCT SPECIFICATIONS
Vertical Internal Blower 
Horizontal Internal Blower
AC POWER

OPTIONAL ACCESSORIES 
36” Liner (20-1/2” - 23-1/2” Depth)

42” Liner (20-1/2” - 23-1/2” Depth)

Bloom™ GU10 LED

MOUNTING HEIGHT RANGE**

WARRANTY

AK8200AS

29” (29-13/16”)
500 - 1000 (Dual Internal)
3.5 - 8

Electronic Touch
3
Yes
Yes
Halogen, 35W x2
Yes
Yes 
Pro Baffle x2
No
Yes

8” Round
NA
120V, 60Hz at Max. 6A

AK0806AS
AK0842AS
Z0B0040

26” - 36”

10 years parts, 1 year labor

*Mounting height refers to distance between top of a 36” tall cooking surface and bottom of hood.


