
TC-1 Automatic Timer Kit—
(Part No. 113210)
To increase the overall efficiency of a hot water
recirculation system, the TC-1 timer control kit can
be installed for use on any B&G NBF circulator. The
TC-1 timer control is programmable to turn the cir-
culator ON and OFF automatically at preset times.
This permits the user to have the pump circulate
hot water only during those times when high usage
can be expected throughout the day.

AQS-1/2 (Part No. 113223) and 
AQS-3/4 (Part No. 113224) Aquastat—
are designed to thermostatically turn any B&G NBF
circulator ON and OFF. The AQ-1/2 or AQ-3/4 will
switch the pump OFF at 120ºF
(48.9ºC) and ON at 100ºF (37.8ºC).
The aquastats are available in separate
models that will sense the temperature
for either 1/2” or 3/4” copper pipe.
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Operating Data
Maximum working pressure  . . . . . . . . . . . . . . .150 psi (10 bar)
Maximum operating temperature  . . . . . . . . . . . . . 225°F (107°C)

LR-20WR
LR-15BWR

106507
106514 6-3/8 (162) 6 (152) 5-3/8 (137) 125 1 115 1.10 2950 10.4 (4.7)

Standard 60Hz
Motor Characteristics*

Watts Volts F.L. Amps RPM lbs (Kg)

Approx.
Shpg. Wt.

Dimensions
Inches (mm)Model 

Number
Part
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Cast Iron
Bronze
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Material

Flange
Sizes

Inches-NPT
3/4, 1, 1-1/4, 1-1/2
3/4, 1, 1-1/4, 1-1/2

A
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