
	  

2015 Subaru WRX/STI 
Adjustable Sway Bar Kit  

DISCLAIMER	  PLEASE	  READ	  –	  We	  (RaceComp	  Engineering)	  are	  not	  responsible	  for	  any	  defect	  
resulting	  from	  improper	  installation.	  Removal	  and	  installation	  of	  suspension	  components	  may	  

be	  dangerous	  as	  parts	  may	  be	  under	  compression	  and	  are	  likely	  to	  "jump"	  unexpectedly,	  
causing	  serious	  injury	  or	  death.	  Installation	  should	  be	  performed	  by	  an	  ASE	  certified	  Subaru	  
technician.	  Unless	  you,	  by	  trade,	  are	  a	  technician,	  you	  should	  not	  attempt	  installation	  of	  this	  
part.	  Please	  use	  caution	  when	  driving	  your	  vehicle	  after	  installation	  as	  handling	  characteristics	  

have	  changed	  dramatically. 

Package Contents:	  
1x Adjustable Front Sway Bar 

2x Front Sway Bar Mount Bushings 
1x Adjustable Rear Sway Bar 

2x Rear Sway Bar Mount Bushings 
1x Container of Lubricant 

 

Installation Instructions for Front Sway Bar:  

STI ONLY – Remove the 6 plastic push clips, 2 large clips and 3 x12mm bolts to remove the 
under panel. Proceed to step 5.	  

1) Jack up front of vehicle and place on jack stands or ramps. 
2) Remove the clips, bolts and plastic rivets that secure the front splash shield, remove the 

splash guard.   
3) Remove the screw that secure the metal engine cover, remove the cover.  



4) Remove the screw that secures the secondary metal cover, remove the cover(See Figure 
1 & 2) 

  (Figure 1) 

 
      (Figure 2) 
 

5) Remove the nuts that secure the end links to the end of the front sway bar on both sides  
of the vehicle (See Figure 3)   

 
  (Figure 3) 
 



6) Remove sway bar bushing mounts on each side of the vehicle (See Figure 4) 

 (Figure 4) 
 

7) Remove sway bar and set aside.  
 

8) Install the front RCE Sway bar (carefully making sure it is in the correct orientation) 
 

9) Bolt end links to sway bar in the desired position.  
Position A is the soft setting.  
Position B is the hard setting.  
Torque end link nuts to 33ft-lb (See Figure 5)  

      
  (Figure 5)      
 
 

10) Lubricate the supplied sway bar mount bushings and install them onto the new RCE bar. 
(See Figure 6) 



 
  (Figure 6) 
 

11) Install sway bar mount. Torque sway bar mount bolts/nuts to 18.1ft-lb.(See Figure 7 & 
8) 

           
  (Figure 7)     (Figure 8) 

12) Secure the end links to the RCE sway bar. (See Figure 9) 

 
  (Figure 9) 
 



13) Verify that the finished installation looks correct, and that the bar fully clears the cross-
member and suspension components  

14) Reinstall both metal covers. (See Figure 10 & 11) 

 
  (Figure 10) 

 
  (Figure 11) 

15) Reinstall plastic splash guard.  
 

 
 
 
 
 
 
 
 
 
 



 
Installation Instructions for Rear Sway Bar (Both WRX & STI)  

1) Jack up the rear of the vehicle and place on jack stands or ramp. 
2) Unbolt end links from the rear sway bar by inserting a 5mm hex key into the end of the 

end link stud, then turning the 14mm nut with a wrench. (See Figure 1) 

 
       (Figure 1) 

3) Remove the sway bar bushing mounts (2x 12mm bolts on each side). (See Figure 2)  

 
       (Figure 2) 

4) Remove rear sway bar. 
5) Thoroughly lubricate inside of RCE urethane sway bar bushings and slide them into place 

on RCE rear sway bar. (See Figure 3) 

 
       (Figure 3) 

6) Maneuver RCE sway bar into place.  
7) Install sway bar bushing mounts. (See Figure 4) 

Torque sway bar mounts to 18.1 ft-lb.  



 
    (Figure 4) 

8) Bolt end links to sway bar in the desired position (See Figure 5)  
Position A is the soft setting 
Position B is the hard setting 
Torque end link nuts to 33 ft-lb.  

 
      (Figure 5) 

9) Verify that the finished installation looks correct, and that the bar fully clears the muffler 
and other suspension components.  
 

10)  Remove car from jack stands.  

REMINDER:	  
	   DISCLAIMER	  PLEASE	  READ	  –	  We	  (RaceComp	  Engineering)	  are	  not	  responsible	  for	  
any	  defect	  resulting	  from	  improper	  installation.	  Removal	  and	  installation	  of	  suspension	  
components	  may	  be	  dangerous	  as	  parts	  may	  be	  under	  compression	  and	  are	  likely	  to	  
"jump"	  unexpectedly,	  causing	  serious	  injury	  or	  death.	  Installation	  should	  be	  performed	  
by	  an	  ASE	  certified	  Subaru	  technician.	  Unless	  you,	  by	  trade,	  are	  a	  technician,	  you	  should	  
not	  attempt	  installation	  of	  this	  part.	  Please	  use	  caution	  when	  driving	  your	  vehicle	  after	  
installation	  as	  handling	  characteristics	  have	  changed	  dramatically.	  

For	  technical	  support,	  please	  call	  us	  at	  (410)	  846-‐5407	  
 

 



 
 

	  
	  
 
 
 


