
 
 

Rear Group-N Top Mount Modification Instructions 
For Use With Tarmac Zero and Tarmac 2 Coilovers 

2002-2007 Subaru Impreza WRX and STi 
 

Your Racecomp Engineering Tarmac Zero or Tarmac 2 coilovers use 60mm I.D. linear springs on the front and 
rear. The easiest way to mount them on the car is with the use of either the rear Racecomp Engineering 
adjustable camber plates, or rear GTWORX adjustable camber plates. However, some people prefer to avoid the 
added expense and NVH that comes with the use of rear camber plates. In those situations, a modified version 
of the Subaru Group-N rear top mounts can be used with a supplied adapter plate. These instructions are to 
guide you through the process of modifying the rear top mounts. 
 
WARNING: This modification should be carried out by a licensed Subaru technician. Racecomp 
Engineering assumes no responsibility for any damage caused by incorrect execution of this modification. 
 
The Group-n rear top mount is a steel body which contains a rubber bushing insert and uses a rubber isolation 
cover around its perimeter: 
 

 
 

1) Begin the modification by removing the outer rubber isolation cover. You can simply grab it around the 
edge and pull it firmly downward. You will be left with the bare metal mount: 
 

 



2) The mount is clearly separated into two individual steel stampings, with the bottom portion shaped like 
an inverted cup with 4 prongs around its perimeter. You will be cutting the mount where the two 
stampings are joined, marked with a dotted white line here: 

 
 

3) Secure the top mount in a tabletop vise. Using an angle grinder with a cutoff wheel, cut the inverted cup 
portion away from the rest of the top mount: 
 

 
 

4) After the cut is complete, use a sanding disc to smooth out and flatten the cut. Be sure to remove any 
peaks or sharp edges: 

 

 



5) You should be left with a modified top mount that looks like this: 
 

 
 

6) Use black industrial grade paint to thoroughly coat the exposed metal and prevent rust and corrosion: 
 

 
 

7) Once the paint has dried, you are ready to assemble your rear coilover unit. Racecomp Engineering has 
supplied an adapter that joins the top of the coilover spring on the bottom side, and the bottom of the 
modified Group-N top mount on the top side: 

 

 
 
 



 
8) Place the adapter on top of the coilover spring so that it sits snugly inside the spring. Then place the 

Group-N top mount on top of the adapter so the small round protrusion sits inside the hole in the bottom 
of the mount. PLEASE NOTE: the rounded portion of the top mount should face outward, in line 
with the lower clevis tabs on the damper body: 

 

 
 

9) Thread the top nut onto the shaft of the damper and torque to 44 ft. lbs.  
 
You are now ready to install your assembled rear coilovers onto the vehicle! Please refer to Racecomp 
Engineering’s detailed installation instructions for the Tarmac Zero and Tarmac 2 coilovers for more 
information. 


