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Thank you for purchasing the Racecomp Engineering Tarmac Zero threaded body 
suspension system! 
 
The following is a guideline intended to help the user set up their suspension for different 
situations and uses. Please carefully follow the installation instructions and call or email 
with any questions you may have. 
 
Damping is non-adjustable and preset on these coilovers to maximize performance and 
ride quality. Other aspects of the car can be adjusted and may have noticeable impacts on 
the car. The following settings are intended as baselines to fine tune from. The “best” set 
up will vary from car to car and driver to driver. 
 
Phone – 410-846-5407 
Email – sales@racecompengineering.com 
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Ride Height 
 
This suspension system is height adjustable. Undo the set screws on both locking perches 
to adjust height, and tighten them after raising or lowering the perches to 1-2 ft-lbs. 
 
Recommended ride height: 14.0 inches front and 13.5 inches rear, measured from 
center of hub to edge of fender. 
 
Going lower then the recommended ride height will result in less then optimal suspension 
travel. In addition, excessive lowering can have negative effects on the suspension 
geometry of the car, specifically the roll center location. Parts such as the Whiteline Roll 
Center kit can correct this effect to a certain degree. 
 
 
Tire pressure 
 
Tire pressure will vary based on tire brand and size. Please consult your manufacturer’s 
recommended specifications. 
 
 
Recommended Alignment settings 
 
 Camber Front Camber Rear Toe Caster Front* 
Street -1° -1.3° 0° front and 

rear 
4.5° to 6° 

Aggressive 
Street 

-2° -1.5° 0° front and 
rear 

4.5° to 6° 

Track/Autocross -2.7° to -3.0° -1.5° 0° front and 
rear 

4.5° to 6° 

 
* Caster varies from car to car. An Impreza WRX and 2007 Impreza STi will not be 
able to get 4.5° without Camber/Caster plates or the Whiteline Anti-lift Kit. 


