
Field Service Kit 
K02196.0005 Fail Safe

C2196-5 Fail Safe 
Autolock Assembly
(includes C789 Keeper and 
C777 "T" Extrusion)

C2045 *

C817

(2) C887 1/4-20 FHMS & 
(2) C404 1/4-20 Kep Nut
(2) C2118 Washer
Required For Mounting

C2180-2 or 
C2180-4 *

C409

(2)C2118
1/4 washer

(2)C887
1/4-20 x 3/4" FHMS

C4011-1 or     
C4011-2 *

(2)C483

C2246-1

C417

C2135-1

C837-1

Short Bumper
C875-1
C828  (1 3/8")
C841-1

C2136-1 C401

C406

K467-1

C3641
(2 3/8")

C876-1

C7075

K467

C5192

(2)C483

C401

C407
(C408 Opp. Hand)

C406

C690

C402

K467-1

K467

C5192

C419-1 C419-1

C405L
C483

(3)C404

C2135-1

C2246-1

C406

C402 C406

C546

C405L

C812-2

C804
C406

C815
C404
C483

C404

C7075

C3992 C804
C2101-1

C814-1

C817

C2146-1

(2)C483

C406

(2)C546

C2148

C2151-1
C404

Field Service Kit 
K02176.0005 Fail Secure

C2176-5 Fail Secure
Autolock Assembly

(1)C777
"T" Extrusion

C945
C437

(2)C404
1/4-20 Nut

(2)C546 
1/4-20 x 7/8" HHMS
(2)C483 
1/4 Lockwasher

C789 Keeper

C3876 Autolock
Sub-assembly

C437

C437

C944

C946

C437

C3877 Autolock
Sub-assembly

(4)C483

C2117-2

(4)C643

C380-1

C265

C291-1

C264

C437

C437
Series 2000 electric slide door operator for C

2150 controls

C2118

*  FOR CLEAN ROOM APPLICATIONS USING A "SEALED" MOTOR

C409
C404

C404

C483

C406
C402 (2)C406

(2)C804

C404

O-X-X-O

C404

C2051 *
C887

(2)C804

C2118

(2)C406

C2130-1

C404

C2129-1
C7076

C2230

C4062

C2129-1

C2137-1

C483
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L3.00

C401

C417

C2143-2

C404

C546

C2152

C2103-1

C74 *

C2248

C70 *
C483

C2126

C482

C546

C2102-1 or 
C2102-3 * 

C482

C2131-1

C2102-2
C2134-1

C2128

C643

C546

C266R

C128

C598-1

C270-1
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C2145-2
RH
C2145-2 LH
(Not Shown)

For Field Painted 
"K.D." Units Only

C542

C2145-1

(2) C2118

(2)C887

(2)C404

C8151 C563
C543

C474-1

C468

C2136-1

C8
C564

C543


