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The Gemini line has evolved from its 
predecessors: Kaba 8, Kaba 14, Kaba 
Saturn, Kaba 20, Kaba 20S and Kaba 

Micro. Today, Kaba Gemini, the descen-
dent from this extensive line, consists of a 
reversible dimpled key, popular in Europe. 
It operates with a variety of shallow indents 
(dimples) on both sides of the blade of the 
key in varying patterns and depths, as well 
as on the top and bottom of the blade (edges). 
The pins must match the dimples exactly in 
location and depth or the cylinder plug will 
not turn. This concept is completely different 
from the split pin method of master keying of 
which most locksmiths are familiar. 

An exploded view of the Gemini (see Figure 
1) reveals that its construction is consider-
ably different than that of most conventional 
American cylinders. Notice the spring tum-
blers located on both sides of the cylinder, as 
well as on the top. This allows for countless 
key combinations using 16 chambers for 
pinning, as opposed to only six or seven in 
conventional split pin tumbler cylinders. 

Common in Europe within dimple key 
systems, positional master keying is in some 
ways easier to understand than conventional 
split-pin master keying. In positional master 
keying, there either is or isn’t a pin stack in a 
chamber — period.. This is similar to the bi-
nary system used many years ago by Schlage 
in their wafer locks. “Binary” simply means: 
there is, or there isn’t. This is also the basis 
for our complex computer systems of today, 
all based on 0s or 1s. 

Now, granted, the bottom pins in Gemini 
chambers can be one of four depths — #1, #2, 
#3 or #4. However, there are no master pins 

used. The strategy is to systematically prog-
ress each key change throughout all of the 
possible “positions” that the dimples could 
be placed on a key. It’s that easy (Figure 2).

Reading the Keys 

Kaba Gemini keys are handed, though 
the interpretation is unlike what 
most understand handing to 
be in the field. In this 
instance, hand-
ing does not refer 
to installation of 

Figure 1. This exploded view of the  
Gemini reveals that its construction is 

considerably different than that of most 
conventional American cylinders. Notice the 
spring tumblers located on both sides of the 

cylinder, as well as on the top.

Figure 2. A Kaba  
Gemini operating key.

Figure 3.  
The Kaba Gemini key  
bitting specifications.

The Kaba Gemini Line
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Key handing is determined as if the key 
were hanging on a key board. If the row that 
starts farther from the bow is on the left, it is 
a left-hand key. The opposite is true for the 
right-hand key. If the row that starts farther 
from the bow is on the right, it is a right-hand 
key. Occasionally there may be a composite 
key (Figure 4c), which is a combination of 
both and used in maison key systems. 

The positions of the dimples are read bow 
to tip, beginning with the hand side. Next 
the non-hand side is read. Finally the edge 
dimples are read (Figure 4d). All Kaba dimple 
designs (except Micro) contain four depths 
on the sides of the keys. 

A few words of caution: Kaba numbers the 
depths in reverse sequence to what we tradi-
tionally expect: #1 dimple is the deepest and 
#4 dimple is the shallowest (Figure 4e). This is 
similar to the ASSA bottom pin designations. 

Positive LocKing 

Positive locking occurs when a high cut (shal-
low cut) on a key forces a bottom pin up into 
the shell when it enters a cylinder it wasn’t 
designed to operate. This situation makes it 
virtually impossible to wiggle the wrong key 

Figure 4a. Notice the staggered orientation 
of the two rows of dimples on the Kaba key.

Figure 4b. The dimples can be drilled onto 
the key two ways.

Figure 4c. A composite key is a combination 
of a left- and right-hand key, and is used in 
maison key systems. 

Figure 4d. The positions of the dimples are 
read bow to tip, beginning with the hand 
side. Next the non-hand side is read. Finally 
the edge dimples are read (Figure 4d).

Figure 4e. Kaba numbers the depths in re-
verse sequence to what one might tradition-
ally expect: #1 dimple is the deepest and #4 
dimple is the shallowest.

Figure 5. Notice in these Gemini pin specifications that there is a deliberate lack of any 
master pins. Also, the numerical designations for the bottom pins are opposite typical 
manufacturer depths.

hardware or direction of rotation, but in-
dicates where the pin chambers are drilled 
into the cylinder, and accordingly, where the 
dimples are placed on the key.

Figure 4a shows the staggered orientation 
of the two rows of dimples on the Kaba key. 
Either row could start closer to the front of 
the cylinder. The opposite row would then 
start farther from the front. These orienta-
tions are referred to as right-hand or left-
hand. Figure 4b shows the two ways that 
dimples can be drilled onto the key. 
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into the cylinder and operate it. This becomes 
more reliable when more than one chamber in 
a cylinder creates this scenario, and by more 
increments (Figures 6a-6d). 

Positive locking does not rely solely on 
spring pressure to push top pins into the plug 
(negative locking does) to block wrong keys 
when they enter a cylinder. This protection 
feature becomes more evident when you con-
sider a key cut too deeply in many positions. 
Sometimes “wiggle-n-jiggle” action can ma-
nipulate a cylinder to open. Consider how a 
bump key is made (all deep cuts). 

Kaba’s master keying does not rely on nega-
tive locking (solely based on spring pressure 
and/or gravity) to push top pins up into the 
shell. Kaba’s rule is that positive locking in key 
systems must be by at least two increments. 

Notice in #1 (Figure 6a) the empty cham-
ber in the first position. The related key cut is 
also very high. Figure 6b illustrates a second 
cylinder shifting the empty chamber to the 
fourth position. Key #2 has a high cut in the 

4th position, which corresponds to the empty 
chamber in cylinder #2. After examination, 
it should be evident that the two bittings are 
identical except for the high cut positions. 
Notice now that when wrong keys are used in 
either of these cylinders, a high cut will block 
plug rotation in each case — positive locking.

This shows that it is nearly impossible for 
the “wrong” key to operate a cylinder in the 
same system when positive locking occurs, 
especially if it happens in more than one 
chamber and by enough of an incremental 
difference. A deep cut can sometimes be 
wiggled to manipulate a cylinder — but 
not with the use of positive locking. Again, 
Kaba’s positive locking rule: The incremental 
difference in a keying system must be by at 
least two increments. 

Figure 7a illustrates both positive and 
negative locking by featuring one pin cham-

Figures 6a and 6b. These images illustrate 
the correct keys entering each of the two 
different cylinders. The high cut matches the 
empty chamber.

Figures 6c and 6d. Notice that the keys were 
switched and will not operate the correspond-
ing cylinder. Positive locking occurs when a 
high cut (shallow cut) on a key forces a bottom 
pin up into the shell when it enters a cylinder 
it wasn’t designed to operate. This situation 
makes it virtually impossible to wiggle the 
wrong key into the cylinder and operate it.

Figure 6a. 
Cylinder #1

Figure 6b. 
Cylinder #2

Figure 6c. 
Cylinder #1

Figure 6d. 
Cylinder #2

Figure 
7b

Figure 7a. These images show positive and 
negative locking by featuring one pin cham-
ber in a cylinder for each instance.

Figure 
7c

Figures 7b-7c. These images illustrate 
how a master key operates in two different 
cylinders.

Figure 8. This cutaway diagram shows the 
pins arranged in three directions.

ber in a cylinder for each instance. Figures 7b 
and 7c illustrate how a master key operates 
in two different cylinders. Notice that the 
master key contains the appropriate cut in 
every position.  
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change Key 

PRogRessions

Let’s look at creating a specialized key bitting 
array so that we can set up a simple positional 
master key system for Kaba Gemini cylin-
ders. To begin, we will select a top master 
key with all deep cuts (#1 and #2 cuts) and 
rotate shallow #4 cuts on the change keys. 
To progress the system in an orderly man-
ner, one must: 
n decide how many #4 cuts to progress per 

each change key, and 
n keep track of their location in a sequential 

fashion.
The key bitting for Kaba Gemini is divided Figure 9. A Gemini key bitting example.

Figure 10.  
1-in-11 Progression. 
For visual clarity,  
skip a line under the 
master key row. 

Figure 10a. Abbreviated Progression

Figure 10b. Key Combination
Figure 10c. Cylinder  

Combination

X = #4 cut X = empty chamber

L 1 4 2 4 1 – 3 2 3 4 4 1 – 2 4 3 1 1 

Figures 10a-10c. The first chart shows the generation of 11 change keys that will not inter-
change. If you are in doubt, look at the second chart and imagine any one of the 11 keys enter-
ing one of the remaining cylinders. It won’t operate the cylinder. The third chart represents the 
actual pins to be placed in the cylinders.

gemini cyLindeR design 

Gemini master keyed cylinders are supplied 
left-hand (positions 2-4-6-8-10 on the edge). 
Stock non-master keyed cylinders are sup-
plied right-hand (positions 3-5-7-9 on the 
edge) so that stock cylinders supplied by 
Kaba will never operate a factory master 
keyed cylinder. Notice in the cutaway dia-
gram (Figure 8) that the pins are arranged in 
three directions. Sixteen chambers comprise 
the Gemini cylinder. 

into three parts: In the first part, the side bit-
ting is written from the row farthest from the 
bow (hand-side). The second part includes 
writing the side row. Finally, the third part 
is the non-hand side, the edge. All of the 
combination is written in a single row, bow 
to tip (Figure 9). 

chaRting 

We can easily establish our positional KBA-
type chart by showing the key combinations, 
which will actually be the cylinder combi-
nations as well. As described above, we will 
use #1s, #2s and #4s as key cuts/bottom pins 
(Figures 10a-c). Since we are only rotating the 
shallow cuts (#4s), we can simply list the #1 
or #2 cuts at the top of each column. This will 
allow us to use an Abbreviated Progression 
Chart, as shown in Figure 10a. 

One general rule of thumb is that the more 
key combinations needed (up to a point), 
the more #4 (shallow) cuts that will be re-
quired on each change key. That being said, 
it is mandatory that the same number of #4 
cuts be used in all keys of the same level of 
keying throughout the system. The follow-
ing example uses only one #4 cut per each 
change key. The edge bittings will not be 
considered at this time to make the example 
easier to follow. 

The Abbreviated Progression Chart (Fig-
ure 10a) is nothing more than the Key Com-
bination Chart (Figure 10B) with numerals 
omitted. That may appear strange at first; 
however, if you look to the top of each col-
umn, you will see the same numbers (fill 
down each column), with the exception of 
the progressed #4 cuts. This, in essence, 
leaves us with an almost empty bitting list. 
Only the #4 cuts (shallow) will be shown as 
they progress using the “X” symbol. Notice 
that the Cylinder Combination Chart (Figure 
10c) is a similar depiction of the Key Combi-
nation Chart with a small box representing 
an empty chamber. 

Again, Kaba Gemini positional master 
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keying is accomplished by leaving pins out. 
The “X” represents an empty chamber. This 
empty chamber also translates to a #4 shal-
low cut on the change key for that position. 
Notice that the key cuts in this example are 
almost identical, with the exception of the 
location of the #4 cuts (also the location of 
the empty chambers in the cylinders) provid-
ing positive locking. Here’s the rule: A #4 key 
cut = empty chamber (“X” or “ ”).

To begin the progression, start to the far 
right, but skip a line under the master key line. 
Don’t worry that the master key bitting is the 
same as the change key bittings. The master 
key will have the actual key cuts correspond-
ing to each position with no #4 shallow cuts. 

Figure 10a shows the generation of 11 
change keys that will not interchange. If 
you are in doubt, study Figure 10b and 
imagine any one of the 11 keys entering one 
of the remaining cylinders. It won’t operate 
the cylinder. Why? Because one chamber 
is causing positive locking and is being 
rotated among the 11 cylinders systemati-
cally. Based on the Kaba Gemini Factory 
Master Keying Rules, it is mandatory that 
there must exist at least two active pins in 
each Gemini cylinder to create enhanced 
product security even though this example 

Figure 11. This chart illustrates a 1-in-5 
progression.

Figure 12. This chart shows a 1-11 progres-
sion of the sides with a 1-in-5 progression of 
the edge.

Figure 13. It is possible to create a 2-in-5 
progression (as well as other possibilities) to 
create more change keys.

illustrates the point that it only requires one 
chamber to prevent key interchange. 

got the edge? 

The edge of the Kaba Gemini key really 
serves a dual purpose: 1) It can be used to 
generate more than only 11 bittings by ro-
tating through the additional five edge posi-
tions; and 2) It can serve to create additional 
masters (as in a 3-level system). 

First, we will look at how to generate addi-
tional bittings in a simple two level system. Fig-

ure 11 illustrates a 1-in-5 progression. Again, 
we begin to the far right and skip one line below 
the master key bitting at the top. The edge row 
of pins is independent of the two side cham-
bers. It allows us to rotate the 11 combinations 
in five distinct patterns, or: 11 change keys x 5 
master positions = 55 change keys.

Figure 12 shows us a 1-11 progression of 
the sides with a 1-in-5 progression of the 
edge. We have now expanded a simple 11-key 
system into a larger 55-key system with ab-
solutely no key interchange. Also, the master 
key will operate all 55 of the cylinders. 

It is also possible to create a 2-in-5 pro-
gression (as well as other possibilities) to 
create more change keys (Figure 13). Using 
this scenario, we will have ten edge combina-
tions to work with, providing for 110 change 
keys under one master: 11 change keys x 10 
master positions = 110 change keys.

At this point, if one is following the logic 
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in a row of four or five chambers is forbidden. 
The same exclusion would apply to combina-
tions with five empties in a cylinder of five 
or six chambers. Also keep in mind that the 
number of empties must be determined at 
system inception, as they cannot be arbitrarily 
added to later expand the system. 

Figure 15 illustrates the hierarchy of a Gem-
ini 3-level system, while Figure 16 shows the 
bittings for the five masters under the grand 
master key. Finally, Figure 17 is the abbrevi-
ated bitting list of three master key groups un-
der the GMK (33 change bittings). Notice the 
logical and sequential rotation of the empty 
chambers with both the master keys and the 
change keys, as designated by the “X.”

Figure 14. This chart illustrates how posi-
tionally progressing two chambers can be 
done. This arrangement, 2-11 progression, is 
the most common with Kaba Gemini.

Figures 15-16. The image at left shows the 
hierarchy of a Gemini 3-level system, while 
the one at right shows the bittings for the five 
masters under the grand master key.

Figure 15. A Grand Master Key System

Figure 16. Five MKs Under GMK A

Figure 17. The abbreviated bitting list of 
three master key groups under the GMK (33 
change bittings). Notice the logical and se-
quential rotation of the empty chambers with 
both the master keys and the change keys, 
as designated by the “X.”

This arrangement, 2-11 progression, is the 
most common with Kaba Gemini. 

To this point, we have created four pos-
sible master key systems by including the 
edge in our progressions: 

5 x 11 = 55 change keys 
10 x 11 = 110 change keys 
5 x 55 = 275 change keys 
10 x 55 = 550 change keys 
More changes can be created by rotating 

more “empties” on the sides. However, as we 
rotate more empties, there will be forbidden 
combinations that will have to be excluded 
from the system. Remembering the Kaba 
Factory Rule which stipulates that at least two 
active pins must be present in a cylinder, any 
combination with four empties, for example, 

of the sequential progressions of the empty 
positions, Figure 14 illustrates how position-
ally progressing two chambers can be done. 


