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TL-107 Align-N-Lock
Installation Instructions

1. Lay your top down on a flat surface in the closed position (without leaves).

2. Layout lock base of the Align-N-Lock making sure that it is perpendicular
 to the edge of the table.

3. Attach lock base with either a #6 or #8 5/8" flat head screw.  Although it
 is not necessary, we do recommend drilling pilot holes in order to prevent
 lead off when screws are installed.

4. Slide the aligning, leveling striker into the lock until the embossed line
 matches the edge of the top of leaf.  Attach with #6 or #8 5/8" flat head
 screws. (Pre-drilling recommended)

5. Open table up far enough to accomodate one leaf and repeat the process.
 It is important that you install the locks one leaf at a time to ensure proper
 alignment.  Repeat this process until the locks are installed on all leaves.
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          Bracket Installation:

1.       Rout the position for the post bracket on each post.
2.       Position the post bracket with the keyhole slot at the 
          top of each bed post and secure its location with (6)
          #6 X 1" flat head screws.
3.       Position a hooked rail bracket on each end of the rails
          and securely attach using (3) #6 X 1" flat head screws
          and (1) #6 X 1" button head Safety Screw in the "Safety
          Screw" hole on each bracket.

 

          Bed Frame Assembly:

1.       Remove the Safety Screws from the (4) rail brackets.
2.       Assemble the rails to the headboard and the footboard
          by aligning and inserting the hooks into the slots in the 
          post brackets.
3.       Seat the hooks securely in the post brackets by applying
          downward force on each corner of the rails.
4.       Rotate the Safety Latches on each corner until they are
          firmly seated in the keyhole opening of the bed post
          bracket.
5.       Re-install all four Safety Screws into their marked holes
          behind each Safety Latch.

Safety Brackets for Bunk Bed
Frame Assembly



HH-510 Furniture Tipping Restraint
Installation Instructions

This tip restraint must be attached to a wall stud using the 2” screw enclosed:

1. Attach a bracket to the bact top rail or back top edge of the furniture using the 5/8”
 screw provided, through the smaller hole in the brackets.

2. Locate the other bracket on the wall over a wall stud and 2 inches below the mounting
 bracket secured to the back of your unit.  Attach to the wall stud using the 2” screw
 provided, through the smaller hole.

3. Place the furniture into position so both mounting brackets are vertically in line.

4. Lace the end of the restraint strap through the larger hole in each mounting bracket.
 Bring both ends together and slide the flat end through the locking end and draw it
 through until all slack is removed.

5. Confirm that the strap is securely laced and locked.


