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Reaction to fire tests for building products.
Building products excluding floorings exposed to
the thermal attack by a single burning item
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Petroleum products - Fuels (class F) -
Considerations for fuel suppliers and users
regarding marine fuel quality in view of the

implementation of maximum 0,50 % sulfur in 2020

Plastics Piping Systems for Water Supply, and for
Drainage and Sewerage Under Pressure -
Polyethylene (PE) - Part 4: Valves for Water Supply
Systems
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Sanitizer bottles made from high density
polyethylene
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SASO ASTM D4924:2022

SASO ASTM D4830M:2022

SASO ASTM D4737:2022

SASO ASTM D7031:2022

SASO ASTM D4291:2022

SASO EN 13823:2022

SASO ASTM D4541:2022

SASO ISO/PAS 23263:2022

SASO EN 12201-4:2022

SASO 2984:2022
SASO 2985:2022

SASO ASTM F1700:2022

ASTM D4924-21

ASTM D4830M-2021

ASTM D4737-2021

ASTM D7031:2019

ASTM D4291-2021

EN 13823:2020

ASTM D4541-2017

ISO/PAS 23263:2019

EN 12201-4:2012

Several references

Several references

ASTM F1700:2020
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Aerodynamic Devices for Heavy Duty Vehicles and
Sl SASO 2987:2022 Several References
- Methods of Test
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SASO 2864:2022
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Buses - Requirements of Construction-
Amendment 1
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Gas analysis — comparison methods for the

Sl determination of the composition of gas mixtures SASO ISO 12963:2022 ISO 12963:2017
based on one- and two-point calibration
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Geometrical product specifications (GPS) —
Transition specification
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