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VARIFLOTM

Pressure Atomizing
Nozzles
for good atomizing over
a wide flow range

SPRAY CHARACTERISTICS
• Good atomization over a wider flow range.

• Wider spray angles at lower flow rates.

• Less subject to clogging.

• Less buildup of carbon and gum residue

HOW IT WORKS
The Delavan Variflo nozzle is a pressure atomizing noz-
zle which provides discharge rate variations without
changing nozzles. This is accomplished by the bypass
principle.

With constant inlet supply pressure and the bypass
(return line) closed, the nozzle operates as a simplex
atomizing nozzle. For a reduced discharge flow the
bypass line is opened and part of the fuel is allowed to
return to the tank. The advantage is reduced flow with-
out deterioration of the spray quality.

The maximum to minimum discharge flow rate at con-
stant supply pressure is referred to as the “turndown
ratio”. The standard catalog nozzles have turndown
ratios of approximately 5 to 1.

The key advantage of the Variflo over a simplex nozzle
(like Delavan’s oil burner nozzles) is flexibility; larger
turndown ratios with better atomization. With the Variflo
nozzle, using a constant supply pressure, the discharge
flow rate varies approximately as the square of the
bypass pressure. This means that at minimum flows the
atomization pressure is reduced approximately 34 per-
cent. With the simplex nozzle the discharge flow rate
varies as the square root of the supply pressure. This
means that to obtain one-half of the design flow rate the
supply pressure must be reduced by 1/4 of the original
pressure. This pressure is too low for good atomization.

INSTALLATION
The Delavan Variflo nozzle may be:

1. Operated at a fixed discharge rate. The rates may be set
by a valve to any flow rate in the nozzle’s range.

2. Adapted for 2-stage firing. This is helpful when a low-
fire start is required.
3. Operated with complete modulation over the deisgned
flow range (with proper equipment).

The fuel supply system for the Variflo nozzle is the same
inlet pump and pressure control system as for a simplex
nozzle. The only difference is that pump capacity must
be at least 50 percent over the rated (maximum) flow rate
of the nozzle.

For a FIXED FIRING RATE, with manual adjustment
when required, hook up as shown in figure 1. Use a relief
valve for the bypass system control.

For 2-STAGE FIRING, the hookup is the same except a
solenoid valve is added. (See inset, figure 1.) The bypass
control valve in this hookup should be set for minimum
flow with the solenoid normally open for low fire. High
fire is obtained by closing the solenoid. The solenoid may
be actuated by a timer or temperature or pressure sens-
ing element.

For COMPLETE MODULATION, hook up as shown in
figure 1 except use a modulating valve by temperature or
pressure, through the proper modulating motor, linked
to the combustion air supply.

Remove pressure gauges from the system after making
adjustments. The pressure gauge provides an air cushion
in the system which causes after-squirt and drooling.

Return the bypass line to the supply tank as shown in fig-
ure 1. The Variflo nozzle can, under some conditions,
draw air into the bypass line through the discharge ori-
fice even during operation. If the air were piped to the
suction side of the pump, the pump could become air
locked with a resulting pressure loss. Another advantage
to returning the line to the tank is extended nozzle life
because the nozzle will run cooler.
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Variflo Nozzle Assembly    P/N 33769
– (see chart for dash no. corresponding to flow & spray angle desired)

VARIFLO NOZZLE CAPACITY CHART
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NOTE: 300 & 900 nozzles listed above available on special order only.

Other flow rates and spray angles available on special order.

Nozzles are calibrated for flow and spray angle at 100 PSI on #2
oil. Spray angles at 300 PSI will be somewhat narrower than
spray angle at 100 PSI. As bypass is opened, spray angle will
increase (up to 150 wider) both at 100 PSI and 300 PSI supply.

ORDERING INSTRUCTIONS
WHEN ORDERING VARIFLO NOZZLES,
be sure to include both part number and
description. Specify P/N 33769 – (see nozzle
capacity chart for dash number correspon-
ding to flow and spray angle desired). Order
adapter separately (specify P/N 17147).


