CRN/CRS Class H

Canadian Fuses

UL/CSA LISTED POWER FUSES

TIME DELAY FUSES

RATINGS
|Fernaz- CRN
irmeo o, e Volts: 250VAC
Temponse

e Amps: 15 to 600A
¢ LLR.: TOkA LLR. AC
CRS

¢ Volts: 600VAC

(RN15.amp

e Amps: 15 to 600A

Mersen CRN and CRS fuses are standard fuses, Type D, with 10kA e LLR.: 10kA I.LR. AC
short circuit rating. Type D fuses satisfy the Canadian Electrical Code
requirement for low melting-point fuses.

APPROVALS/STANDARDS
¢ CSA Certified Type D sp

&

3

5

DIMENSIONS
CATALOG NUMBERS 2

Ampere 2
250V CRN Fuses CRN15 CRN60 CRN200 g
1530 200 | 508 |056 |142 |- - - . 050 | 127 CRN17-1/2 | CRN?70 CRN225 £
35.60 300 | 762 |081 |206 |- . . : 063 | 16.0 CRNZ0 CRNSO CRNZ50 :
70-100 588 | 149 | 106 |269 |013 [3.48 |075 [191 |100 |254 CRNZS CRIN90 ERN30D
CRN30 CRN100 CRN350 -

110-200 713 | 181 | 163 |414 |019 |476 | 113 |287 |138 |351 RS RN CRNA00 g
225-400 863 | 219 |213 |541 |025 |635 |163 |414 |188 |478 CRNZO RN LS CRNZED g
450-600 104 | 264 263 |668 |025 |635 |200 |508 |225 |572 CRN45 CRN150 CRN500 %
600V CRS Fuses CRN50 CRN175 CRNGOO s
15-30 5.00 127 0.81 20.6 - R - - 0.63 16.0 *For 1/10 - 12A ratings use Tri-onic® TR-R. %
35-60 550 | 139 | 1.06 | 269 |- - - . 063 |16.0 g
70-100 788 200 [138 |351 [013 |318 [o075 191 |100 [254 CRSIS CRSE0 CRS200 :
110-200 963 |244 | 188 |478 |019 |476 |113 |287 | 138 |351 (RS171/2 | CRS20 CRSz2s
CRS20 CRS80 CRS250

225-400 116 |295 |263 |668 |0.25 |635 |163 |414 |188 |478 . - CRS300 s
450-600 134 |340 [343 | 795 |025 |635 [200 |508 |225 |572 RS30 RS100 RS350 3
— CRS35 CRS110 CRS400

E :‘:[D CRS40 CRS125 CRS450 B
L L CRS45 CRS150 CRS500 z

A E B_] LE c CRS50 CRS175 CRS600 §

A | B **For 1/10 - 12A ratings use Tri-onic TRS-R. é
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