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A Systems Engineer’s Guide to Edge Inference on Resource-Constrained Devices


This book teaches you how to make modern language models run on extremely constrained devices: microcontrollers with kilobytes of RAM, single-board computers with gigabytes, and mobile chips with NPUs. It is a practical engineering handbook for systems programmers who want to deploy LLM inference entirely offline on real hardware. You will learn the physics of why LLM inference is hard on small devices, the mathematics of transformer computation, the techniques for shrinking and accelerating models, the architecture of inference runtimes, and the skills needed to benchmark, debug, and deploy working systems. Every chapter builds on the previous one, culminating in complete case studies that show you how to design and implement an on-device LLM system from scratch.







Introduction


There is a photograph that circulated widely after Meta released the LLaMA models in early 2023. It showed a developer sitting in front of a Raspberry Pi, a credit-card-sized computer with a few gigabytes of RAM, running an eight-billion-parameter language model in C++. The headline read something like “LLM on a $35 computer,” and the internet was fascinated.




The fascination is understandable. Language models have become the default tool for working with text, but they have also become famously demanding. Training them requires clusters of specialized GPUs. Serving them in production requires dedicated clusters of servers. Running even a modest model “in the cloud” costs money per request, introduces latency and hands your data to someone else’s infrastructure.




Running a model entirely on-device changes everything. The model runs locally. The response is instantaneous for the user because there is no network round-trip. The data never leaves the device. The inference cost is fixed at purchase time instead of recurring per call. Offline operation is possible because the model lives on the device itself.




The photograph was not magic. It was a series of engineering decisions, each one rooted in understanding exactly what an LLM needs from hardware and exactly what a small device can provide. This book explains those decisions systematically. It is not a survey of existing tools or a collection of disconnected tutorials. It is a coherent development of the knowledge and skills needed to design, implement and deploy language model inference systems on tiny hardware.




What This Book Covers


The book progresses in a deliberate order, starting from physical constraints and building upward through model architecture, quantization, optimization, runtime design, deployment and finally complete case studies. The chapters fall into these groups:




The first section establishes why LLM inference is fundamentally a memory problem, not a compute problem. You will see the physical constraints of tiny hardware: the capacity and bandwidth of different memory types, the cache hierarchies, the power budgets, the thermal limits. You will learn to calculate whether a given model can fit on a given device before writing any code.




The second section explains transformer inference from first principles. Tokenization, embeddings, positional representations, attention, feed-forward networks, normalization, the KV cache, autoregressive decoding. You will understand exactly what is being computed at each step and why that computation has the properties it does. This understanding is necessary because you cannot optimize what you do not understand.




The third section covers model reduction and optimization: quantization from INT8 down to sub-4-bit formats, weight-only and activation quantization, pruning, knowledge distillation, architecture modification and KV cache compression. For each technique, the book explains the mechanism, the implementation strategy, the expected benefits and costs, the accuracy implications and the situations where it should or should not be used.




The fourth section treats hardware as a first-class topic. CPUs and their SIMD/vector units, GPUs, NPUs, DSPs, accelerators. You will learn what instruction sets are available, how memory hierarchies behave, what numerical formats accelerators support, and how to map inference operations onto real silicon efficiently.




The fifth section covers the software stack: inference runtimes, graph representations, kernel selection, model conversion, build systems, deployment pipelines, performance engineering, power management, debugging and security. You will learn how systems like llama.cpp, MLC-LLM and ONNX Runtime fit together, and when to build your own minimal runtime.




The final section presents detailed case studies that work from realistic hardware constraints backward to complete working deployments: fitting a model into 256 MB of RAM, building an offline edge assistant on an ARM SBC and exploring what is possible on MCU-class hardware. Each case study shows the calculations, design decisions, compromises, implementation, benchmarks and lessons learned.





How to Read This Book


This book assumes you are an experienced programmer or systems engineer. You should be comfortable reading C and C++ code, understanding how memory is laid out, knowing what a cache miss is and being willing to learn mathematics where needed. You do not need to already understand language models or deep learning internals, but you should be willing to engage with the material at a technical level.




The book is designed so that each chapter builds knowledge required by the next. Reading it in order is strongly recommended. If you are already familiar with transformer architectures and want to jump to a specific topic, you can do so, but you will find that chapters reference concepts from earlier material.




Code examples throughout the book are written to be complete, compilable, and reproducible. Every example specifies its target environment, build commands, dependencies, and expected behavior. Educational examples prioritize clarity and correctness over raw performance; production-quality examples prioritize efficiency and robustness. The distinction is always made explicit.




All claims about performance, accuracy, or hardware behavior are either derived from first principles, supported by cited sources, or based on direct measurements described in the text. Where sources disagree or the literature is uncertain, the book presents the different positions and explains the reasoning behind each.





Technology Context


The field of edge LLM inference changes rapidly. New models, new quantization techniques, new runtimes, and new hardware are introduced constantly. This book uses the following context:





	
The primary tooling ecosystem discussed is based on versions available from late 2024 through mid 2026. Specific version numbers are called out where they matter.



	
llama.cpp is used as the reference implementation throughout because it is the most mature, widely deployed, and thoroughly documented system for CPU-first LLM inference. Its design decisions reveal the fundamental trade-offs more clearly than any higher-level framework.



	
Models discussed are drawn from the families that dominate practical edge deployment: LLaMA and Llama-style models, Mistral, Gemma, Phi, and Qwen. These models are chosen because they have well-documented architectures, strong community support, and variants specifically designed for smaller-scale deployment.



	
Hardware examples use devices that are actually available and commonly used for edge deployment: Raspberry Pi models, Rockchip RK3588-based boards, ARM Cortex-M microcontrollers, mobile SoCs. The results from one device are never presented as universal; every measurement is contextualized.








Where the state of the art has moved past what this book covers, the notes in the relevant chapters will point you toward the new material. The goal is to give you the foundational knowledge and the practical skills to evaluate and adopt new techniques as they emerge.





The Central Thesis


The central claim of this book is simple: running LLMs on tiny hardware is not magic and it is not impossible. It is a tractable systems engineering problem.




The gap between a model that runs on a datacenter GPU cluster and a model that runs on a single-board computer is not a fundamental barrier. It is a set of trade-offs: precision for size, latency for accuracy, complexity for performance. Understanding those trade-offs and making them consciously is what separates working edge deployments from failed experiments.




The techniques needed to bridge that gap : quantization, pruning, architectural modification, memory optimization, kernel tuning : have been developed and refined over years of research and engineering. They are not secret. They are documented in papers, in source code, in blog posts, in discussion forums. The problem is not a lack of information. The problem is that the information is scattered, inconsistent and often written for a different audience than the systems engineer trying to deploy a model on a real device tomorrow.




This book gathers that information into a single, coherent narrative. It connects the algorithms to the architectures to the hardware to the software stacks to the deployment patterns. It shows you how to calculate whether a model will fit, how to make it fit, how to make it run fast enough to be useful and how to keep it running reliably in production.




By the time you finish this book, you will be able to look at any language model and any constrained device and determine whether running one on the other is feasible, what it will cost in terms of memory, latency and accuracy, and what engineering work is required to make it work. You will have the knowledge and the skills to design and build such systems independently.




That is the promise of this book. The next chapter begins by examining the physical constraints that define what “tiny hardware” means and why they matter.








Chapter 1: The Physics of Tiny


Before you can make an LLM run on constrained hardware, you must understand what constrains it. The constraints are not abstract. They are physical properties of silicon, of memory cells, of interconnect wires, of power delivery networks. Every optimization technique in this book exists to work around some constraint listed in this chapter.




Why Memory Rules Everything


The most important insight for edge LLM inference is this: inference is a memory bandwidth problem, not a compute problem.




This statement is counterintuitive. We measure chips in teraflops. We brag about how many floating-point operations a GPU can perform per second. We design algorithms that maximize computational throughput. But for autoregressive LLM decoding, the arithmetic intensity : the ratio of operations performed to bytes moved from memory : is so low that compute units sit idle waiting for data.




Consider what happens during token generation. The model receives one token at a time and produces one token at a time. To generate each new token, it must:





	
Load all model weights from memory (billions of parameters)



	
Load the KV cache for all previous tokens (growing with context length)



	
Perform the forward pass computation (attention, feed-forward, normalization)



	
Write the output logits to memory








The computation in step 3 is significant in absolute terms but small relative to the data movement in steps 1, 2 and 4. For a 7 billion parameter model at FP16 precision, the weights alone occupy 14 gigabytes. For every single token generated, the system must read those 14 gigabytes from memory. On a device with 25 gigabytes per second of memory bandwidth, that is 560 milliseconds just moving weights, before any computation happens.




This is why the community has shifted toward quantization so aggressively. The primary benefit of reducing precision from FP16 to INT4 is not that integer multiplication is faster. It is that you move four times less data through the memory bottleneck.




To quantify this claim, we use the roofline model. The roofline model plots performance against arithmetic intensity. A hardware platform has two limits: a peak memory bandwidth and a peak compute throughput. The intersection point is the ridge point. If your workload’s arithmetic intensity falls below the ridge, you are memory-bound. Above it, you are compute-bound.




For a modern GPU like the NVIDIA H100, the ridge point is approximately 295 operations per byte, calculated as 989 teraflops divided by 3.35 terabytes per second. For LLM decoding at batch size 1, the arithmetic intensity falls as low as 1 to 2 operations per byte : hundreds of times below the ridge point. The GPU is spending most of its time waiting for memory.




On tiny hardware, the gap is even more extreme. A Raspberry Pi 5 with a quad-core Cortex-A76 has roughly 30 gigabytes per second of DDR4 bandwidth and a total CPU throughput on the order of tens of gigaflops of FP32 operations. The ratio is even worse than on a GPU. LLM inference on such a device is overwhelmingly memory-bandwidth-limited.





SRAM, DRAM, and Flash: Capacity, Speed, and Cost


Understanding memory types is essential for understanding why LLMs are hard to run on small devices. Different memory technologies make fundamentally different trade-offs between capacity, bandwidth, latency and power.




SRAM : Static RAM : is the fastest memory in the system. It has nanosecond access times, byte-level addressability, and no refresh overhead. It is also the most expensive and power-hungry per bit. SRAM is used for CPU caches: L1, L2, and sometimes L3. On a typical edge CPU, L1 cache might be 64 kilobytes per core. L2 might be 512 kilobytes per core. L3, if present, might be 2 megabytes shared. These numbers are tiny compared to LLM weights.




DRAM : Dynamic RAM : is slower than SRAM but much cheaper per bit. It requires periodic refresh because each cell is a capacitor that leaks charge. Latency is in the tens of nanoseconds. Bandwidth is in the tens to hundreds of gigabytes per second depending on the interface. DRAM is the main memory in most edge devices: the gigabytes of RAM in your Raspberry Pi, your phone, your laptop. This is where LLM weights typically live during inference.




Flash : NAND flash memory : is much slower and has limited write endurance. Latency is in the hundreds of microseconds to milliseconds. Bandwidth is in the gigabytes per second for modern SSDs but much lower for embedded NAND. Flash has the advantage of being non-volatile and much cheaper per bit than DRAM. This is where model weights are stored when not in use, and increasingly, where they are streamed from during inference when DRAM is insufficient.




The implications for LLM inference are stark. A 7B parameter model at INT4 precision occupies approximately 3.5 gigabytes. On a device with 4 GB of DRAM, that leaves no room for activations, the KV cache, or the operating system. On a device with 1 GB of DRAM, it is impossible to hold the weights in DRAM at all. You must either use a smaller model, quantize more aggressively, or stream weights from flash.




Streaming from flash is feasible but dramatically slower. An NVMe SSD might deliver 2 gigabytes per second. Loading 3.5 gigabytes of weights takes 1.75 seconds. If you stream layer-by-layer, you can overlap computation and I/O to some extent, but the memory hierarchy has fundamentally changed the timing.




Table below summarizes typical characteristics:






	Memory Type
	Latency
	Bandwidth (typical)
	Cost (per GB)
	Volatile





	SRAM (cache)
	< 10 ns
	100+ GB/s
	$$$$
	Yes



	DRAM
	50-100 ns
	20-500 GB/s
	$$
	Yes



	NAND Flash
	100 µs - 1 ms
	0.5-4 GB/s
	$
	No






These numbers vary by generation and implementation, but the orders of magnitude are stable. A cache hit is roughly 1000 times faster than a flash read. Understanding these gaps is essential for designing inference systems.





Memory Hierarchy and Cache Behavior


Modern processors use a hierarchy of caches to hide the latency of DRAM. When a core needs data, it first checks L1 cache. If not found, it checks L2, then L3, then DRAM, then storage. Each level up the hierarchy is faster but smaller.




For LLM inference, cache behavior is critical but subtle. The model weights are read sequentially and repeatedly during inference. If the weights fit in cache, inference can be dramatically faster. They rarely do. A 7B INT4 model is 3.5 GB. Even an aggressive L3 cache of 32 MB covers less than 1% of the weights.




What this means is that most weight accesses are DRAM accesses. On systems with separate caches per core, the same weight may be loaded independently by multiple cores, wasting bandwidth. Techniques like cache-aware tiling, prefetching and coordinated multi-core scheduling attempt to mitigate this, but the fundamental constraint remains: the weights are too large for the caches.




Activations : the intermediate values computed during the forward pass : have better locality. They are computed and consumed within a small window of time. If the activation tensors are small enough, they can fit in cache or even registers. Optimizing activation layout to maximize reuse is a key kernel optimization.




The KV cache is special. It grows with context length. Each token adds a key and value vector to the cache. On a system with limited DRAM, the KV cache can be the memory constraint before the weights are. Managing the KV cache efficiently : choosing the right data layout, quantizing it when possible, evicting stale entries : is a central concern for edge inference.





Compute vs. Bandwidth: Arithmetic Intensity


Arithmetic intensity is the most important single metric for understanding LLM inference performance. It is defined as the number of arithmetic operations performed per byte of memory accessed.




For transformer inference, we can decompose the arithmetic intensity into components. The forward pass of a transformer layer involves matrix multiplications in the attention and feed-forward blocks. A matrix multiply of shape (M, K) times (K, N) performs 2MKN operations and reads MK + KN bytes of weights plus M bytes of input. At large matrix sizes, this is roughly 2N operations per byte of weights : high arithmetic intensity.




During the prefill phase, when the model processes the entire input prompt in parallel, the matrix multiplies are large and the arithmetic intensity is high. Prefill can be compute-bound on some hardware.




During decode, when the model generates one token at a time, the picture changes dramatically. Each token generates a single column of output. The matrix multiply becomes a matrix-vector product: (M, K) times (K, 1). The operations are 2MK. The bytes read are M*K for weights plus K for input. At large M and K, this is approximately 2 operations per byte : very low arithmetic intensity.




This is the fundamental asymmetry. Prefill is compute-heavy and parallelizable. Decode is memory-heavy and sequential. Decode is also where the user waits. Most of the wall-clock time of an LLM interaction is spent in decode.




The practical implication: optimizing decode throughput is more important than optimizing prefill speed. And decode throughput is limited by memory bandwidth, not compute throughput. Increasing clock speed, adding cores, or using a fancier math library will not help if the bottleneck is moving weights through the memory bus. Quantization, which reduces the data size, is the primary lever for improving decode speed.





Power Budgets and Thermal Walls


On edge devices, power is not just a cost. It is a hard constraint.




Battery-powered devices have finite energy. A smartphone battery might hold 15 watt-hours. Sustained inference at 10 watts would drain that battery in 90 minutes. Active cooling has limits. Passive cooling has stricter limits.




Thermal constraints are often overlooked in early deployments. A device might achieve excellent throughput in a short benchmark, but sustained inference generates continuous heat. When the thermal limit is reached, the system throttles: reducing clock frequency, reducing voltage, reducing active cores. Throughput drops. Latency increases. In some cases, the system becomes unusable.




Research on sustained edge inference demonstrates the severity of this problem. In a 2026 benchmark of a quantized 1.5B model on four platforms, mobile devices showed dramatic thermal throttling. The iPhone 16 Pro lost 44% of its throughput within two iterations. The Samsung S24 Ultra terminated inference entirely after five iterations because the OS enforced a hard GPU frequency floor. By contrast, a dedicated edge NPU (Hailo-10H) sustained 6.9 tokens per second at under 2 watts with near-zero variance over the entire benchmark.




The lesson is clear: peak performance metrics are misleading for edge inference. You must measure sustained performance under realistic workloads with realistic thermal conditions. Active cooling, thermal paste, larger heatsinks and case design matter. Software techniques that reduce power consumption : quantization, selective layer offloading, dynamic frequency adjustment : are not optional optimizations. They are necessary for reliability.





The Numbers: How Much Memory and Bandwidth Does an LLM Actually Need


Let us work through concrete numbers for a realistic scenario. Consider the Llama 3.1 8B model at INT4 precision, deployed on a device with 8 GB of DDR4 RAM at 25 GB/s bandwidth.




Weight storage. The model has approximately 8 billion parameters. At 4 bits per parameter, the weights occupy 4 gigabytes. The tokenizer, special tokens, and metadata add a few megabytes. Total: approximately 4 GB for the model file.




Activations. During inference, each transformer layer computes activations. For an 8B model with hidden dimension approximately 4096, the activation memory per token per layer is on the order of tens of kilobytes. Across 32 layers, this is manageable: perhaps 1-2 megabytes for activations at any point during decode.




KV cache. This is the hidden cost. The KV cache stores key and value vectors for every token in the context. The formula is:




KV cache bytes = 2 × num_layers × num_kv_heads × context_length × head_dim × bytes_per_element




For Llama 3.1 8B with GQA (8 KV heads, 32 query heads), hidden dimension 4096, head dimension 128, 32 layers, and context length 2048:




KV cache = 2 × 32 × 8 × 2048 × 128 × 2 bytes (FP16) = 2.68 GB




At 4096 tokens of context, the KV cache grows to 5.37 GB. At 8192 tokens, it is 10.7 GB : larger than the weights.




Total memory budget. Weights (4 GB) + KV cache at 2048 context (2.68 GB) + activations (0.02 GB) + OS and runtime overhead (0.5 GB) = approximately 7.2 GB. This fits in 8 GB of RAM but barely. At 4096 context, it exceeds the available RAM entirely.




Bandwidth requirement. Each decode step reads all weights plus the KV cache plus activations. Roughly 4 + 2.68 + 0.02 = 6.7 GB per token. At 25 GB/s bandwidth, the theoretical maximum decode rate is 25 / 6.7 = 3.7 tokens per second. In practice, memory accesses are not perfectly contiguous, caches do not fully hit, and the OS and other tasks consume bandwidth. Realistic throughput is 2-3 tokens per second.




These numbers show why edge LLM inference is challenging. An 8B model is already pushing the limits of an 8 GB device. A 70B model is impossible on such hardware without aggressive quantization and/or weight streaming. The KV cache grows with context and can dominate the memory budget. Bandwidth limits throughput to rates that feel slow for interactive use.




The next chapters explain how to work within these constraints. But the constraints themselves do not go away. Every optimization technique trades something: precision, accuracy, flexibility, or implementation complexity. Understanding the trade-offs starts with understanding the numbers.








Chapter 2: Inside an LLM Inference Step


To optimize LLM inference on tiny hardware, you must know exactly what is being computed. This chapter explains the complete inference dataflow of a decoder-only transformer: from raw text input to generated token output. We will examine each component, its computational cost, its memory requirements and its properties relevant to optimization.




This chapter assumes familiarity with basic linear algebra (matrix multiplication, vector addition, norms) but does not assume prior knowledge of transformers. Every concept is defined rigorously.




Tokenization: Strings to Integers


A language model does not operate on characters or words. It operates on integers called tokens. Tokenization is the process of converting a string of text into a sequence of token IDs, and detokenization is the reverse.




Tokenizers use vocabulary tables. The vocabulary is a mapping from token strings to integer IDs, typically ranging from 0 to approximately 32000 for modern models. Common words map to single tokens: “the”, “and”, “is”. Rare words or multi-character sequences map to longer token strings. Uncommon words may be split into subword tokens: “unbelievable” might become [“un”, “believ”, “able”].




The most common tokenizer algorithms for LLMs are:




Byte Pair Encoding (BPE): Starts with a base vocabulary of individual bytes. Iteratively merges the most frequent adjacent token pairs into single tokens until the target vocabulary size is reached. This produces a vocabulary optimized for the training distribution. Models like GPT-2, LLaMA and Mistral use BPE or variants.




SentencePiece: A subword tokenization method that operates on pretokenized text. It supports BPE, unigram and word-piece algorithms. Models like T5 and some variants use SentencePiece.




Tokenization matters for edge deployment for several reasons:





	
Vocabulary size determines embedding memory. A vocabulary of 32000 tokens with embedding dimension 4096 requires 32000 × 4096 × 4 bytes = 512 megabytes for the embedding table at FP32 precision. Reducing vocabulary size reduces this memory.




	
Tokenization efficiency affects decode speed. Each generated token ID must be decoded to text. Some tokenizers are computationally expensive, especially when handling UTF-8 and special cases. On a tiny device, tokenizer overhead can be significant relative to model inference time.




	
Token count affects KV cache size. The KV cache grows with the number of tokens, not characters. A verbose tokenizer that splits text into many small tokens will increase cache requirements.









A minimal BPE tokenizer implementation might look like this:



 1 #include <stdio.h>
 2 #include <stdlib.h>
 3 #include <string.h>
 4 
 5 #define VOCAB_SIZE 1000
 6 #define MAX_TOKEN_LEN 100
 7 #define MAX_SEQUENCE 1024
 8 
 9 typedef struct {
10     char token[MAX_TOKEN_LEN];
11     int rank;
12     float score;
13 } vocab_entry_t;
14 
15 static vocab_entry_t vocab[VOCAB_SIZE];
16 
17 int tokenize(const char *input, int *tokens, int max_tokens) {
18     // Simplified: convert input to byte sequence, then apply merges
19     // This is educational pseudocode, not production-quality
20     int len = strlen(input);
21     int num_tokens = 0;
22 
23     // Initial encoding: each byte becomes a token
24     for (int i = 0; i < len && num_tokens < max_tokens - 1; i++) {
25         tokens[num_tokens++] = (unsigned char)input[i] + 256; // offset for single bytes
26     }
27     tokens[num_tokens] = 0; // end marker
28 
29     // Apply merges repeatedly (simplified)
30     // In real BPE, you maintain a priority queue of merge candidates
31     // and apply the highest-priority merge until vocabulary exhausted
32 
33     return num_tokens;
34 }
35 
36 int main() {
37     int tokens[MAX_SEQUENCE];
38     int n = tokenize("hello world", tokens, MAX_SEQUENCE);
39     printf("Tokens (%d): ", n);
40     for (int i = 0; i < n; i++) {
41         printf("%d ", tokens[i]);
42     }
43     printf("\n");
44     return 0;
45 }





Production tokenizers like the one in llama.cpp or SentencePiece are more sophisticated, handling Unicode normalization, special tokens, merge priorities and caching. For edge deployment, you typically use a precompiled vocabulary from the model repository.





The Embedding Layer and Positional Encoding


The first computational layer of a transformer converts token IDs into dense vectors called embeddings. The embedding layer is a learned lookup table of shape (vocab_size, hidden_dim).




For token ID t, the embedding is simply embed[t], a vector of dimension hidden_dim. For Llama 3.1 8B, the hidden dimension is 4096. Each token is mapped to a 4096-dimensional vector. This is a single memory read per token: very cheap in compute, but the embedding table itself is large.




Embeddings alone do not encode position. The transformer architecture is permutation-invariant: if you reorder the input tokens, the output embeddings are reordered but unchanged in value. To give the model position information, positional encodings are added.




Absolute positional encodings add a fixed or learned vector to each embedding, depending on the token’s position in the sequence. The original Transformer paper used sinusoidal functions:




position_encoding[pos, 2i] = sin(pos / 10000(2i/d_model))
position_encoding[pos, 2i+1] = cos(pos / 10000(2i/d_model))




Rotary Position Embeddings (RoPE) are used by LLaMA and many modern models. RoPE encodes position through rotation matrices applied to the embedding. Each dimension pair of the embedding is rotated by an angle proportional to the token’s position. The key property of RoPE is that the relative position between any two tokens can be computed directly from their individual rotations, enabling efficient attention computation.




RoPE is computationally slightly more expensive than sinusoidal encodings but provides better extrapolation to longer sequences. On edge hardware, the extra cost is negligible compared to the transformer blocks.




The embedding layer output is a tensor of shape (sequence_length, hidden_dim). For a sequence of 1024 tokens and hidden dimension 4096, this is 1024 × 4096 × 4 = 16 megabytes at FP32 precision. This memory is reused through the forward pass and released after inference.





Transformer Blocks: Self-Attention and Feed-Forward


The core of a transformer is a stack of identical blocks. Each block performs two main operations: multi-head self-attention and a feed-forward network (FFN). Modern transformers have 30-40 blocks.




Self-attention computes how each token should “attend” to every other token in the sequence. For each token i, attention produces a weighted combination of all token values, where the weights depend on the similarity between token i’s query and each token j’s key.




The computation proceeds in steps:





	
Linear projections. For each token, compute query (Q), key (K) and value (V) vectors by multiplying the embedding by learned weight matrices:





	
Q = X · W_Q



	
K = X · W_K



	
V = X · W_V
where X is the input tensor of shape (seq_len, hidden_dim), and each weight matrix is (hidden_dim, hidden_dim).








	
Scaled dot-product attention. Compute attention scores:





	
scores = (Q · K^T) / sqrt(d_k)
where d_k is the key dimension. The scaling prevents the softmax from saturating for large dot products.








	
Softmax. Apply softmax over the key dimension to get attention weights:





	
weights = softmax(scores)








	
Weighted combination. Compute the output:





	
output = weights · V








	
Output projection. Multiply by a learned weight matrix:





	
output = output · W_O













Each step involves matrix operations. The attention scores matrix has shape (seq_len, seq_len). For a sequence of 4096 tokens, this is 16 million entries : 64 megabytes at FP32. This quadratic scaling is why long context is expensive.




Feed-forward network (FFN) is applied independently to each token. A standard FFN has two linear layers with a non-linearity between them:




FFN(x) = max(0, x · W_1 + b_1) · W_2 + b_2




where W_1 projects from hidden_dim to intermediate_dim (typically 4× hidden_dim), and W_2 projects back from intermediate_dim to hidden_dim.




The FFN is simpler than attention because it does not mix information across tokens. It is also typically where the most parameters are stored. For a model with hidden_dim 4096 and intermediate_dim 14336, each FFN layer has:





	
W_1: 4096 × 14336 × 4 bytes = 234 MB (FP32)



	
W_2: 14336 × 4096 × 4 bytes = 234 MB (FP32)








Across 32 layers, the FFN weights alone are approximately 15 gigabytes at FP32 precision.




Residual connections add the input to the output of each sub-layer:





	
After attention: x = x + attention(x)



	
After FFN: x = x + FFN(x)








This allows gradients to flow directly through the network and helps train deeper models. During inference, residual addition is cheap: one vector addition per token per sub-layer.




Layer normalization is applied before or after each sub-layer (modern models use pre-normalization):





	
x = LayerNorm(x) = γ · (x - μ) / σ + β








where μ and σ are the mean and standard deviation across the feature dimension, and γ and β are learned parameters.




Layer normalization is numerically critical. It stabilizes training and helps inference behave correctly. On edge hardware, it requires computing mean and variance across the hidden dimension for each token, followed by a division and multiplication. This is memory-bandwidth-heavy because each element of the input is read and written multiple times.





Multi-Head and Grouped-Query Attention


Standard self-attention uses a single “head”: one set of Q, K, V, O projections. Multi-head attention splits the hidden dimension into multiple heads, each with its own projections:





	
hidden_dim = num_heads × head_dim



	
Each head independently computes Q_i, K_i, V_i



	
Attention is computed within each head



	
Results are concatenated and projected








Multi-head attention allows the model to attend in multiple ways simultaneously: one head might capture syntactic relationships, another semantic relationships, another positional relationships. The number of heads is typically 32-64 for modern models.




However, multi-head attention has a cost. Each head requires its own key and value vectors in the KV cache. With 32 heads and head dimension 128, each token requires 32 × 128 × 4 = 16 kilobytes for keys and values at FP32. Across 32 layers, that is 512 kilobytes per token.




Grouped-Query Attention (GQA) reduces this cost by sharing keys and values across multiple query heads. Instead of num_heads key-value heads, GQA uses num_kv_heads where num_kv_heads < num_heads. Each group of query heads shares one set of key-value heads.




For Llama 3.1 8B: num_heads = 32, num_kv_heads = 8, so each KV head is shared by 4 query heads. The KV cache is reduced by a factor of 4 compared to full multi-head attention.




Multi-Query Attention (MQA) is the extreme case where all query heads share a single KV head. MQA minimizes the KV cache but can degrade model quality because all queries must attend to the same keys and values.




GQA is the preferred choice for edge deployment. It significantly reduces KV cache memory with minimal quality impact. When selecting models for edge use, preferring GQA over full MHA is one of the easiest and most effective optimizations.





Layer Normalization and Residual Connections


We mentioned normalization and residuals above, but they deserve closer examination because their implementation matters for performance.




RMSNorm is used by LLaMA and many modern models instead of standard LayerNorm. RMSNorm omits the mean centering:





	
RMSNorm(x) = γ · x / sqrt(mean(x²) + ε)








This is simpler to compute (one fewer pass over the data) and empirically just as effective. The difference in compute is small but matters in a tight inner loop.




Residual connections are trivial during inference but have implications for memory management. Each block’s input must be preserved so it can be added to the block’s output. In a naive implementation, this means allocating memory for all inputs and all outputs simultaneously. Clever implementations reuse memory in-place to minimize allocation.




On tiny hardware, memory reuse is not optional. A 32-layer transformer with hidden dimension 4096 has activation memory of 32 × 4096 × 4 bytes = 512 kilobytes per token. For a context of 2048 tokens, that is approximately 1 gigabyte of activation memory if everything is kept simultaneously. In reality, activations can be reused as they flow through the network, but the memory manager must be designed carefully.





Autoregressive Decoding and the KV Cache


The KV cache is the central optimization for autoregressive generation. Without it, generating a sequence of N tokens requires recomputing attention over all previous tokens at each step, giving O(N²) total computation. With the KV cache, each new token’s attention computation reuses previously computed keys and values, giving O(N) total computation.




The mechanism is simple:





	
During prefill, process the entire input prompt. For each token, compute Q, K, V. Store K and V in the cache. Use Q, K, V to compute attention and propagate through the network.




	
During decode, for each new token:





	
Compute Q from the input embedding



	
Read all cached K and V from memory



	
Compute attention between new Q and cached K, V



	
Generate the output token



	
Compute K and V for the new token and append to cache













The cache grows with context. This is why long conversations and long context windows are memory-intensive.




A minimal KV cache structure:



 1 #include <stdlib.h>
 2 #include <string.h>
 3 
 4 typedef struct {
 5     float *keys;   // Shape: [num_layers][num_kv_heads][max_seq][head_dim]
 6     float *values; // Shape: [num_layers][num_kv_heads][max_seq][head_dim]
 7     int max_seq;
 8     int num_layers;
 9     int num_kv_heads;
10     int head_dim;
11     int current_seq_len;
12 } kv_cache_t;
13 
14 void kv_cache_init(kv_cache_t *cache, int max_seq, int num_layers,
15                    int num_kv_heads, int head_dim) {
16     cache->max_seq = max_seq;
17     cache->num_layers = num_layers;
18     cache->num_kv_heads = num_kv_heads;
19     cache->head_dim = head_dim;
20     cache->current_seq_len = 0;
21 
22     size_t kv_size = num_layers * num_kv_heads * max_seq * head_dim * sizeof(float);
23     cache->keys = (float*)malloc(kv_size);
24     cache->values = (float*)malloc(kv_size);
25 
26     if (!cache->keys || !cache->values) {
27         // Handle allocation failure
28         exit(1);
29     }
30 }
31 
32 void kv_cache_store(kv_cache_t *cache, int layer, const float *k, const float *v) {
33     int offset = (layer * cache->num_kv_heads * cache->max_seq * cache->head_dim)
34                + (cache->current_seq_len * cache->num_kv_heads * cache->head_dim);
35 
36     memcpy(cache->keys + offset, k, cache->num_kv_heads * cache->head_dim * sizeof(float));
37     memcpy(cache->values + offset, v, cache->num_kv_heads * cache->head_dim * sizeof(float));
38 }





In production code, the KV cache is optimized for memory layout (contiguous allocation, cache-friendly ordering), quantization (INT8 or INT4 storage) and eviction (when context exceeds available memory). We will cover these optimizations in later chapters.





The Complete Inference Dataflow


Let us trace through a complete inference step for a decoder-only transformer:




Prefill phase:





	
Tokenize the input prompt into a sequence of token IDs.



	
Look up embeddings for each token ID from the embedding table.



	
Add positional encodings to each embedding.



	
For each transformer block in sequence:
a. Apply layer normalization.
b. Project to Q, K, V using attention weight matrices.
c. Store K and V in the KV cache.
d. Compute scaled dot-product attention between Q and all cached K.
e. Apply softmax to get attention weights.
f. Compute weighted sum of cached V.
g. Project attention output using W_O.
h. Add residual connection from block input.
i. Apply layer normalization.
j. Apply FFN (two linear layers with non-linearity).
k. Add residual connection from attention output.



	
Apply final layer normalization.



	
Project to logits using the output projection (often tied to embedding table).



	
Select the next token from the logits distribution using a sampling strategy.








Decode phase (repeated for each generated token):





	
Embed the newly selected token.



	
Add positional encoding.



	
For each transformer block:
a. Layer normalization.
b. Project to Q (K and V also computed but not used for attention on the current step).
c. Store new K and V in cache.
d. Compute attention between current Q and all cached K.
e. Softmax.
f. Weighted sum of cached V.
g. Project attention output.
h. Residual add.
i. Layer normalization.
j. FFN.
k. Residual add.



	
Final normalization.



	
Project to logits.



	
Sample next token.



	
If stop condition met (EOS token, max length), stop. Otherwise, repeat.








The total inference cost is dominated by:





	
Prefill: attention computation over the full prompt (quadratic in prompt length)



	
Decode: reading weights and KV cache for each generated token (linear in context length)








For edge deployment, decode is the critical path because it determines interactive responsiveness. Prefill is important for initial response time but less impactful for overall user experience.




The next chapter uses this understanding of inference to show you how to calculate whether a specific model can run on a specific device.
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