
10 STEPS TO GRINDER SAFETY

Lack of proper safety training

Rushing to complete work

Improper usage of tool or accessory

Damaged, broken or modified tool or accessory

Worker fatigue

Failure to use PPE or improper use of PPE

Always select the proper accessory
 RPM rating of the grinder should always be less  
 than the RPM rating on the wheel or accessory

WHAT CAUSES GRINDER ACCIDENTS?

ACCIDENTS  
HAPPEN... FAST!
A 6" THIN CUTTING WHEEL  
HAS A NO LOAD SPEED OF  
9,600 RPM, WHICH EQUALS

170 MPH! 

ANGLE GRINDER 
USAGE REQUIRES 
CAUTION
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Do not operate grinder in hazardous environments, such as in the presence of flammable gases, vapors, liquids or dust.  
Power tools create sparks which may ignite these items.

Power tool plugs must match the outlet. Never modify the plug in any way. Do not use any adapter plugs with earthed (grounded) power tools. 
Unmodified plugs and matching outlets will reduce risk of electric shock.

Do not expose power tools to rain or wet conditions. Water entering a power tool will increase the risk of electric shock.

Do not abuse the cord. Never use the cord for carrying, pulling or unplugging the power tool. Keep cord away from heat, oil, sharp edges or moving parts. 
Damaged or entangled cords increase the risk of electric shock.

Do not use the power tool if the switch does not turn it on and off. Any power tool that cannot be controlled with the switch is dangerous and 
must be repaired. Grinder should not be operated without the proper guard.

Disconnect the plug from the power source and/or the battery pack from the power tool before making any adjustments, changing accessories, 
or storing power tools. Such preventive safety measures reduce the risk of starting the power tool accidentally.

Maintain grinders. Check for misalignment or binding of moving parts, breakage of parts and any other condition that may affect the power tool’s 
operation. If damaged, have the power tool repaired before use. Many accidents are caused by poorly maintained power tools.

Use personal protective equipment. Always wear eye protection. Protective equipment such as a dust mask, nonskid safety shoes, hard hat and hearing protection used 
for appropriate conditions will reduce personal injuries. Dress properly. Do not wear loose clothing or jewelry. Keep your hair, clothing and gloves away from moving parts.

Prevent unintentional starting. Ensure the switch is in the off position before connecting to power source and/or battery pack, picking up or 
carrying the tool. Carrying power tools with your finger on the switch or energizing power tools that have a switch on invites accidents.

Do not overreach. Keep proper footing and balance at all times. This enables better control of the grinder in unexpected situations.
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