<table>
<thead>
<tr>
<th>Feature</th>
<th>GE Healthcare</th>
<th>Siemens Medical Imaging</th>
<th>Philips Healthcare</th>
<th>Toshiba Medical System</th>
</tr>
</thead>
<tbody>
<tr>
<td><strong>Unique Imaging Features</strong></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>EP mapping system</td>
<td>Yes</td>
<td>Yes</td>
<td>Yes</td>
<td>No</td>
</tr>
<tr>
<td>Angio imaging</td>
<td>Yes</td>
<td>Yes</td>
<td>Yes</td>
<td>Yes</td>
</tr>
<tr>
<td>DynaCT</td>
<td>Yes</td>
<td>Yes</td>
<td>Yes</td>
<td>Yes</td>
</tr>
<tr>
<td>StentViz option</td>
<td>Yes</td>
<td>Yes</td>
<td>Yes</td>
<td>Yes</td>
</tr>
<tr>
<td>DynaCT option</td>
<td>Yes</td>
<td>Yes</td>
<td>Yes</td>
<td>Yes</td>
</tr>
<tr>
<td><strong>Connectivity</strong></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>X-ray system</td>
<td>Yes</td>
<td>Yes</td>
<td>Yes</td>
<td>Yes</td>
</tr>
<tr>
<td><strong>Motion Control Features</strong></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Laser-guided motion technology</td>
<td>Yes</td>
<td>Yes</td>
<td>Yes</td>
<td>Yes</td>
</tr>
<tr>
<td>Software controlled/mechanical sensors</td>
<td>Yes</td>
<td>Yes</td>
<td>Yes</td>
<td>Yes</td>
</tr>
<tr>
<td>Proximity sensors</td>
<td>Yes</td>
<td>Yes</td>
<td>Yes</td>
<td>Yes</td>
</tr>
<tr>
<td>Touch-free capacitive sensing</td>
<td>Yes</td>
<td>Yes</td>
<td>Yes</td>
<td>Yes</td>
</tr>
<tr>
<td><strong>Other Features</strong></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>A 20 kVA uninterruptible power</td>
<td>Yes</td>
<td>Yes</td>
<td>Yes</td>
<td>Yes</td>
</tr>
<tr>
<td>100 MB ethernet</td>
<td>Yes</td>
<td>Yes</td>
<td>Yes</td>
<td>Yes</td>
</tr>
<tr>
<td><strong>Performance</strong></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Rotation range, degrees</td>
<td>±180 deg</td>
<td>±180 deg</td>
<td>±180 deg</td>
<td>+65/-45 deg</td>
</tr>
<tr>
<td>Vertical axis, ±100 degrees</td>
<td>PA gantry</td>
<td>LP</td>
<td>PA gantry</td>
<td>PA gantry</td>
</tr>
<tr>
<td><strong>Technical Specifications</strong></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Anode capacity, MHU</td>
<td>100 kW</td>
<td>100 kW</td>
<td>100 kW</td>
<td>100 kW</td>
</tr>
<tr>
<td>Collision detection</td>
<td>Yes</td>
<td>Yes</td>
<td>Yes</td>
<td>Yes</td>
</tr>
<tr>
<td><strong>Safety and Compliance</strong></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>CE mark, year</td>
<td>2015</td>
<td>2015</td>
<td>2015</td>
<td>2015</td>
</tr>
<tr>
<td>FDA cleared, year</td>
<td>2015</td>
<td>2015</td>
<td>2015</td>
<td>2015</td>
</tr>
</tbody>
</table>

*Note: N/A = Not applicable*