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SMD CERAMIC WIRE-WOUND CHIP INDUCTORS

2.3 x 1.27 x 1.55mm

FEATURES: APPLICATIONS:

• Ceramic construction assures the utmost
  thermal stablity & high SRF
• Exceptionally high Q compared to non-wirewound
  inductors, especially at high frequencies
• Inductance options from 2.2nH to 1000nH

ELECTRICAL SPECIFICATIONS:

• Widely applied in VCO, SAW circuit for GSM, & CDMA communications
• Used in hard disk, notebook computers & other electronic equipment

PARAMETERS
ABRACON P/N: AISC-0805-xxx Series
Operating temperature: -25°C to + 125°C
Storage temperature: -25°C to + 85°C, 70% RH max.

OPTIONS & PART IDENTIFICATION:
(Left blank if standard)

T Tape & ReelJ               ±5%
K ±10%
M ±20%

Tolerance Code

 AISC - 0805 -  -  - 

Please refer to the Table 
above.

gnigakcaP
edoC ecnatcudnI

G ±2%

Part SRF RDC IDC
Numbe xaMxaMniMecnareloT

 AISC-0805 (±%) (MHz)   (Ω)  (mA)
2R2 0061.00006>02,01
3R3 00680.00006>02,01,5
6R8 00611.0000502,01,5
8R2 00691.0008402,01,5
120 00651.0001402,01,5,2
150 00671.0009202,01,5
180 0062.0003302,01,5,2
220 00522.0006202,01,5,2
270 00552.0005202,01,5,2
330 00572.0002202,01,5,2
390 00592.0001202,01,5,2
470 00513.0057102,01,5,2
560 00523.0056102,01,5,2
680 00583.0005102,01,5,2
820 00424.0004102,01,5,2
101 00464.0002102,01,5,2
121 00415.0002102,01,5,2
151 00465.0000102,01,5,2
181 00446.005902,01,5,2
221 0047.005802,01,5,2
271 053108602,01,5,2
331 0134.106602,01,5,2
391 0925.106502,01,5,2
471 05227.103402,01,5
561 0329.105302,01,5
621 00259.103302,01,5
681 09150.200302,01,5
751 0811.208202,01,5
821 0813.205202,01,5
911 0614.203202,01,5
102 0515.200202,01,5

50 @ 500 MHz

L(nH)
@Test Freq. 

15 @ 250 MHz
18 @ 250 MHz

@Test Freq.
Q, Min

40 @ 1500 MHz
30 @ 1500 MHz
50 @ 1000 MHz
50 @ 1000 MHz
50 @ 500 MHz
50 @ 500 MHz

23 @ 50 MHz
23 @ 50 MHz
22 @ 50 MHz
20 @ 50 MHz

33 @ 100 MHz
23 @ 50 MHz
23 @ 50 MHz
23 @ 50 MHz

45 @ 250 MHz
40 @ 250 MHz
40 @ 250 MHz
35 @ 250 MHz

60 @ 500MHz
50 @ 250 MHz
50 @ 250 MHz
50 @ 250 MHz

60 @ 500MHz
60 @ 500MHz
60 @ 500MHz
60 @ 500MHz

55 @ 500 MHz
60 @ 500 MHz
60 @ 500MHz
60 @ 500MHz

1000 @ 25 MHz

680 @ 25 MHz
750 @ 25 MHz
820 @ 25 MHz
910 @ 25 MHz

390 @ 100 MHz
470 @ 50 MHz
560 @ 25 MHz
620 @ 25 MHz

180 @ 100 MHz
220 @ 100 MHz
270 @ 100 MHz
330 @ 100 MHz

33 @ 250 MHz
39 @ 250 MHz
47 @ 200 MHz
56 @ 200 MHz
68 @ 200 MHz
82 @ 150 MHz

100 @ 150 MHz
120 @ 150 MHz

2.2 @ 250 MHz
3.3 @ 250 MHz
6.8 @ 250 MHz
8.2 @ 250 MHz
12 @ 250 MHz

22 @ 250 MHz
27 @ 250 MHz

150 @ 100 MHz
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SMD CERAMIC WIRE-WOUND CHIP INDUCTORS

2.3 x 1.27 x 1.55mm

OUTLINE DRAWING:

TAPE & REEL:

Dimensions: mm
A C Z

178±2.0 8.4+1.5 60±1.0
series

AISC-0805-xxx

ZA

C

0.03
0.76

0.07
1.78 0.04

1.02

  

  

A (mm) B (mm) K (mm) P (mm) W (mm) PCS/REEL
1.8 2.5 1.45 4 8 2,000

ABRACON P/N
AISC-0805




