Typical Part Marking

Type CI1F

Surface Mount Fast Acting Chip Fuse

[HF]® CI1F Series - 1206 Size

Features

- Fast Acting, with improved surge withstand performance

- Small size, 1206 SMD

- Current rating from 250mA to 8A,fuse marked with ampere code
- Wide operating temperature range from -55 °C to 125 °C

- Tape and Reel for automatic SMD placement

- Compatible with reflow and wave soldering

- RoHS 6 compliant (MSL = 1)

- Halogen Free

- Leadfree

Applications

- Notebook

- LCD monitor

- PC computer

- Office electronic equipment
- Industrial equipment
- Medical equipment
- POE, POE+

- LCD / LED monitor
- Power supply
-LCD/LED TV

- DC-DC Converter

Electrical Characteristics (UL STD. 248-14)

ROHS 6 Compliant

LEADFREE= (P
HALOGEN FREE = [HF|

Fuse body (ceramic white side) marked with Testing Current Blow Time
marking code. Minimum Maximum
100% 4 Hrs. N/A
Example: 200% N/A 5 Sec
300% N/A 0.2 Sec
Safety Agency Approvadls
SAFETY | SAFETY AGENCY| VOLTAGE RATING AMPERE RANGE / VOLT
AGENCY| CERTIFICATE (V) @ |.R. ABILITY*
250mA - 6A / 100A@ 125V AC
. 250mA - 8A/ 125V AC 50A@ 63V DC
cWus | E20624 63VDC | 7A-8A/35A@125V AC
50A @ 63V DC
: _ " I.R. = INTERRUPTING RATING = SHORT CIRCUIT RATING (AMPS)
Current Marking | Current Marking : i .
Rating Code Rating Code Physical Specifications
250mA E 2.59A T " I Body : Ceramic Substrate
aterials
375mA H 3A 3 Terminations : Ag / Ni/ Sn (100% Lead-free)
S00mA J 3.5A L “lement Cover Coating : Lead-free Glass
7/50mA \Y 4A 4 _
On Fuse :
1A 1 5A 5 Marking Cod
1.25A 6A 6 Ntk arking ode
arking On Label :
1.5A 7A 7 :
2A 2 8A 8 "bel", "C1F", "Current Rating", "Voltage Rating", "Interrupting Rating",
" Appropriate Safety Logos" and " #g ", ' @ "(China RoHS compliant).
Specifications subject to change without notice
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Type CI1F

Surface Mount Fast Acting Chip Fuse

[HF]1@ C1F Series - 1206 Size RoHS 6 Compliant

Average Time Current Curve
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Electrical Specifications

Nominal | Maximum Nominal | Maximum | Agencv Approvals
Ampere . Cold \Volt-drop Voltage and Melting 12T Power Skl S
Part Number Ratin Marking : = Dissipation
. de | Resistance | @100% In Interrupting Ratings @10In | @100% Ir -y¥

206 Van Vorst Street techhelp@belf.com
Jersey City, NJ 07302 USA belfuse.com

a pbel group

© 2014 Bel Fuse, Inc. C1F Jun20153/ 4







Type CI1F

Surface Mount Fast Acting Chip Fuse

[HF]@ C1F Series - 1206 Size RoHS 6 Compliant

Fuse FGNO Explanation
D6XX X [XXXX] X XX, [XXXX]=Ampere Rating

Fraction |Decimal| Milliamps| Bel FGNO[XXXX] | |Fraction|Decimal| Amps | Bel FGNO[XXXX]
1/32 0.032 32 0032 1.0 1 1000
1425 .040 40 0040 1-1/4 1.25 1525 1250
1/20 .050 50 0050 1-1/2 1.50 1.5 1500
1/16 .063 63 0063 1.60 1.6 1600
8/100 .080 80 0080 2.0 2 2000
1/10 100 100 0100 2-1/4 2.25 2.25 2250
1/8 125 125 0125 2-1/2 2.5 2.5 2500
15/100 150 150 0150 3.0 3 3000

160 160 0160 3.15 3.15 3150

2/10 200 200 0200 3-1/2 35 3.5 3500
1/4 250 250 0250 4.0 4 4000
3/10 300 300 0300 5.0 5 5000
315 315 0315 6.0 6 6000

3/8 375 S 0375 6.3 6.3 6300
4/10 400 400 0400 7.0 7 7000
142 500 500 0500 7-1/2 S réis) 7500
6/10 .600 600 0600 8.0 8 8000
.630 630 0630 10 9100

7/10 700 700 0700 12 9120
3/4 750 750 0750 15 9150
8/10 .800 800 0800 20 9200
25 9250

30 9300

Mechanical Dimensions Ordering Information

BOTTOM TOP

0.51mMmm=0.25mm

(0.020''+0.010"")
S
A\1 58mm=0.20mm

(0.062''+0.008")

MARKING CODE

ELEMENT
PROTECTIVE COATING
END TERMINATION
Sn-Ni PLATED
ELECTRODE PAD
CERAMIC SUBSTRATE

FUSE TYPE
0685F = C1F Series

S

3.20mm=0.20mm
0.126''+0.008")

0.63mm=0.20mm

(0.025'"+0.008"")
RECOMMENDED PAD LAYOUT AMPERE RATING
C1F 1.52mm 1.52mm Refer to fuse FGNO explanation table
0.060" (0.060"")
1k .
1_78;1”1 2_03nr1m QUANTITY & PACKAGING CODE
(0.070") (U-UB_?'_') 01 = 5000 pcs with Tape and Reel
~—11.14mm
(0.045")
INFRARED REFLOW WAVE SOLDER
Packaging
Packaging Tape & Reel Packaging Specification Quantity Quantity & Packaging Code
8 mm wide tape with 7 inches Diameter reel EIA Standard 481-E 5000 0685FXXXX-01
Specifications subject to change without notice
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