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TRENCH EXCAVATION

3.0
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PROPOSED 3 STORY

ADDITION

3.0

4

3.0

3

FIRE SERVICE

DOMESTIC WATER SERVICE

12.7

LANDSCAPE AREA

LIMITS OF 2 STORY

ADDITION ABOVE

EXISTING 1 STORY BRICK

BUILDING TO REMAIN

3-STORY ADDITION

BUILDING ENVELOPE

REMOVE EXIST TREE

FENCE

SEE LANDSCAPE PLAN

REMOVE EXIST FENCE

REMOVE

EXIST TREE

REMOVE EXIST FENCE

MEET EXIST

AT 75.75

MEET EXIST

AT 80.00
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AT 78.45

76.05

MEET EXIST

AT 76.14

ROOF DRAIN

80.88

UNIT PAVER

TERRACE

SEE LANDSCAPE

PLAN

LANDSCAPE AREA

RECHARGE SYSTEM

VOLUME= 500 GAL EACH

BOTTOM OF STONE=67.50

77.00

UNIT PAVER LANDING AND

WALKWAY

5

3.0

SANITARY SEWER SERVICE

INV (SERVICE) = 72.05

INV (MAIN) = 71.6±

PROP GAS SERVICE

(BY OTHERS)

SANITARY SEWER

INV=77.00

20" FRAME & COVER

RIM = 76.05

20" FRAME & GRATE

RIM = 76.50
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RECONSTRUCTION

BITUMINUS CONCRETE PAVEMENT

3.0

7

LIMIT OF SAWCUT AND FULL

DEPTH PAVEMENT
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VERTICAL GRANITE CURB  IN EXISTING PAVEMENT
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JULY 20, 2017

2015-022.00
WAK

SBS

NOTES

1. THE LOCATION OF AND SIZE OF BURIED UTILITIES ARE THE RESULT OF

SURFACE EVIDENCE AS LOCATED BY FIELD SURVEY BY DESIGN CONSULTANTS

INC., PLANS OF RECORD & PLANS FROM RESPECTIVE UTILITY COMPANIES.

2. THIS PLAN DOES NOT NECESSARILY DEPICT THE EXACT LOCATION AND SIZE OF

ALL UTILITIES WHICH MAY EXIST AT THIS TIME INSIDE OR OUTSIDE OF EXISTING

OR PROPOSED BUILDINGS, ON THE SUBJECT PROPERTY, WITHIN THE STREET

ROW, OR ON ABUTTING LOTS.

3. THE CITY OF SOMERVILLE MUNICIPAL UTILITIES (WATER, SEWER, & DRAIN) ARE

NOT PART OF DIG-SAFE.  CONTACT THE CITY OF SOMERVILLE FOR THE

MARKING OF SOMERVILLE MUNICIPAL UTILITIES, CONTACT DIG-SAFE AT

1-888-344-7233 OR 1-800-322-4844 AT LEAST 72 HOURS PRIOR TO EXCAVATION.

4. THE LOCATIONS OF EXISTING UNDERGROUND UTILITIES SHOWN ARE

APPROXIMATE AND HAVE NOT BEEN INDEPENDENTLY VERIFIED BY THE OWNER

OR ITS REPRESENTATIVE.  THE CONTRACTOR SHALL FIELD VERIFY THE SIZE

AND EXACT LOCATION OF ALL EXISTING UTILITIES BEFORE COMMENCING WORK,

AND AGREES TO BE FULLY RESPONSIBLE FOR ANY AND ALL DAMAGES WHICH

MIGHT BE OCCASIONED BY THE CONTRACTOR'S FAILURE TO EXACTLY LOCATE

AND PRESERVE ANY AND ALL UNDERGROUND UTILITIES.

5. ALL UTILITIES SHOWN ON THIS SITE ARE TO THE EXTERIOR OF THE BUILDING

FOUNDATION ONLY.  UTILITIES THROUGH THE FOUNDATION AND INSIDE THE

BUILDING ARE THE RESPONSIBILITY OF THE MECHANICAL ENGINEER.  SEE

MECHANICAL ENGINEERING PLANS.

6. THE CONTRACTOR IS RESPONSIBLE FOR VERIFYING AND RECORDING THE

EXACT LOCATION OF ALL PROPOSED UTILITY CONNECTIONS.

7. THE CONTRACTOR SHALL SUPPLY ALL PIPING FOR THE UTILITY SERVICES AND

SHALL SUPPLY ALL ASSOCIATED APPURTENANCES, FITTING AND VALVES

UNLESS NOTED OTHERWISE. THE CONTRACTOR SHALL PERFORM ALL WET AND

DRY TAPS AS PART OF HIS/HER CONTRACT.

8. CITY OF SOMERVILLE RESERVES THE RIGHT TO INSPECT ALL FACILITIES

DISCHARGING TO THE CITY OF SOMERVILLE DRAIN AND/ OR SEWER SYSTEMS.

9. WHERE AN EXISTING UTILITY IS FOUND TO CONFLICT WITH THE PROPOSED

WORK, THE LOCATION, ELEVATION AND SIZE OF THE EXISTING UTILITY SHALL BE

INVESTIGATED WITHOUT DELAY BY THE CONTRACTOR, AND THE INFORMATION

AND/OR ANY DISCREPANCIES WITH THE PLAN SHALL REPORT TO THE ENGINEER

IMMEDIATELY FOR RESOLUTION OF THE CONFLICT.

10. TRENCH AREAS FOR THE CONSTRUCTION OF THE UNDERGROUND UTILITIES

ARE TO BE RE-PATCHED WITH SAME MATERIAL AT THE SAME DEPTH AS THE

EXISTING MATERIAL.  THE AREAS OF TRENCHING SHALL BE NEATLY SAW-CUT

AND THE NEW RE-PATCHING MATERIAL SHALL BE PROPERLY SEALED IN

ACCORDANCE WITH THE CITY OF SOMERVILLE MUNICIPAL STANDARDS.

11. DURING EXCAVATION AND CONSTRUCTION OF PIPES AND STRUCTURES,

TRENCHES MUST BE ADEQUATELY BRACED AND PROTECTED AGAINST CAVE-IN.

12. NO TRENCHES WILL BE ALLOWED TO REMAIN OPEN OVERNIGHT.

13. ALL TRENCHES SHALL BE BACKFILLED AT THE END OF THE WORK DAY OR

COVERED WITH STEEL PLATES PER 520 CMR 14.00 EXCAVATION AND TRENCH

SAFETY.  IF STEEL PLATES ARE USED, THE TOTAL LENGTH OF PLATES IN THE

TRAVELED WAY SHALL LIMITED TO 50 FEET.

PIPE MATERIALS:

DOMESTIC WATER SERVICE:  2 INCH TYPE K COPPER

FIRE SERVICE: 4 INCH DUCTILE IRON CEMENT LINED (DICL) CLASS 52

ALL WATER LINES SHALL HAVE A MINIMUM OF FIVE (5) FEET OF COVER

SEWER: 6 INCH PVC SERVICE (MINIMUM SLOPE= 0.010)

       ASTM D3034-SDR 35

ROOF DRAIN: 6 INCH PVC ASTM D3034-SDR 35

            (UNLESS OTHERWISE NOTED)

            MINIMUM SLOPE= 0.020

            MINIMUM COVER= 2'

0
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TRENCH EXCAVATION

FLOW

PLAN

12"

6"

5"

PIPE

EXISTING SEWER MAIN

CRUSHED STONE BEDDING

3/4" MINIMUM

6" PIPE

PIPE WITH 1% MINIMUM SLOPE

SECTION

SEWER/ DRAIN

MAIN

BEND

20" FIBER FORM TO BE

LEFT IN PLACE

Y-BRANCH

30° CURVE

6" MIN. COVER

CONCRETE

6"

9"

9"

SANITARY SEWER SERVICE

INV(BOTTOM)

INV(TOP)

INV(EXIST AT MAIN)

CORPORATION

DEMESTIC WATER SERVICE
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'
-
0

"
 
M

I
N

.
 
C
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V

E
R

WATER MAIN

SURFACE GRADE

SERVICE

TO BUILDING 

CURB STOP

AND COVER

STANDARD VALVE BOX

TYPE "K" COPPER SERVICE

2" DOMESTIC

STOP

SEE PLAN FOR COVER TYPE

6' DIA

RECHARGE SYSTEM

6" DIA INLET

SHEA

4"

3'-6"

6" TOP

2'-3"

3'-0"

6" CRUSHED STONE

6" CRUSHED STONE

12" COVER

BRICK RISERS

FINISHED GRADE

SECTION VIEW

DRAIN HOLES 4" TO 1.5" TAPERED

FILTER FABRIC

AROUND SIDES,

TOP AND BOTTOM

COMPACTED SUBGRADE

6" GRAVEL BORROW

4" CONCRETE AT SIDEWALK

DIRECTION OF WALK

  NOTES:

1. CONCRETE SHALL BE 4,000 PSI.

2. PROVIDE 

1

2

" CONSTRUCTION CONTROL JOINT WITH

PREFORMED EXPANSION MATERIAL EVERY 20'-0" O.C. MAX.

3. PROVIDE A TOOLED DUMMY JOINT 

1

4

"W x 

1

2

"D AS NEEDED TO

PROVIDE SYMMETRY.

6" CONCRETE AT DRIVEWAY

BROOM FINISH PERPENDICULAR TO 

CONCRETE SIDEWALK

1
NOT TO SCALE

3
NOT TO SCALE

6
NOT TO SCALE

5
NOT TO SCALE

4
NOT TO SCALE

FIRE SERVICE

2
NOT TO SCALE

A
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W
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T
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CONC. THRUST

BLOCK

12" WATER MAIN

(MUELLER H-615)

MJxMJxFL TAPPING SLEEVE

5
'
-
0
"
 
M

I
N

.
 
C

O
V

E
R

BLOCKING

IN FIELD

FOUNDATION

TO

LENGTH TO BE DETERMINED

D.I.C.L. PIPE

(MUELLER H-687)

MJxFL GATE VALVE

TAPPING VALVE W/ RESILIENT SEAT

FINISHED STREET GRADE

MATCH EXIST SURFACE

TREATMENT. MIN 4"PAV'T

VALVE BONNET AND KEEP PLUMB

POST AS REQUIRED. CENTER OVER

CAST IRON VALVE BOX OR INDICATOR

UNTIL BACKFILLED

VALVE BOX & COVER

MUNICIPAL STANDARD 

PLACE MASONRY RING

BLOCKING

D.I.C.L. PIPE

ON COMP. FILL. DO 

NOT REST ON VALVE

UNDER VALVE BOX 

ACCESS TUBE

LEAVE BURRIED OPEN POSITION

(MUELLER H-687)

MJxFL GATE VALVE

(4" MIN THICKNESS FOR PAV'T)

TREATMENT & THICKNESS

MATCH EXISTING SURFACE

CRUSHED STONE TO BE PLACED AGAINST

PIPE BEDDING CONSISTING OF 1/2 TO 3/4 INCH

L

IN 1 FOOT LAYERS

PLACED & COMPACTED 

SUITABLE BACKFILL TO BE 

C

STREET BASE

SCREENED GRAVEL TO

EXIST. GROUND

(6" GRAVEL MIN.)

MATCH EXISTING

EXCAVATION IN LEDGEEXCAVATION IN EARTH

8"

COMPACTED IN ONE FT LIFTS

ONE FT ABOVE PIPE CROWN

C

L PIPE

LEDGE

CENTERLINE OF THE PIPE

PAVED AREASUNPAVED AREAS

6" LOAM & SEED

UNDISTURBED SIDES OF TRENCH UP TO THE

WOOD SHEETING, IF REQUIRED,

SHALL BE CUT OFF AT LEAST

FIVE (5) FEET BELOW STREET

GRADE AND ONE FOOT ABOVE

THE CROWN OF THE PIPE

  SLOPE AND CROSS-SLOPE.

2. SEE GRADING, DRAINAGE AND EROSION CONTROL PLANS FOR PAVEMENT 

1. SEE SITE LAYOUT PLAN FOR PAVEMENT WIDTH AND LOCATION.

COMMON FILL

NOTE:

COMPACTED SUBGRADE

(STRIP LOAM AND ORGANICS)

8" GRAVEL OR

PROCESSED

ROADWAY BASE

1 

1

2

" TOP COURSE

MHD M3.11.03

2" BINDER MHD

M3.11.03

BITUMINOUS CONCRETE PAVEMENT

7
NOT TO SCALE

500 MEDFORD ST.

SOMERVILLE,

MASSACHUSETTS
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Somerville, MA 02145

617-899-6739

rahulkatoch@yahoo.com

VERTICAL GRANITE CURB  IN EXISTING PAVEMENT

WITH NEW SIDEWALK WITH BRICK STRIP

8
NOT TO SCALE

1.5%

RETAIN EXISTING GRAVEL

OR REPLACE AS DIRECTED

(MIN.)

6"

6"

RESET EXIST. CURB OR

PROP. GRANITE CURB

TYPE VA4- 6" REVEAL (TYP)

2" OF HOT MIX ASPHALT

PROP. CONCRETE PAVER EDGE TREATMENT

(2.5' OR 5' WIDE, VARIES AT CURB EXTENSIONS)

(PAVER AT 2 

3

8

" THICK)

SEE CONCRETE PAVER CROSSWALK DETAIL

FOR PAVER PATTERN

PROP. 4" CEM CONC SIDEWALK W/

ALTERNATE PANEL BROOM FINISH (TYP)

PROP 8" GRAVEL BORROW OR

RETAIN EXIST. GRAVEL BASE

1" TO 2" BEDDING SAND

SAND SWEEP JOINTS

8"

VARIES

CROSS SLOPE

PROP. 4" CEM CONC

6"

SAWCUT

2 COURSES 2" HMA

EXISTING BUILDING / STRUCTURE (TYP)

SPACE BETWEEN STRUCTURE AND BACK OF THE

SIDEWALK (0.5" WIDE X 2" DEEP) FILL WITH HOT

POURED JOINT SEALER (TYP)

0.5"Ø BACKER ROD (TYP)

3,000 PSI CEMENT

CONCRETE

PROP. CONC. SW.

LOAM

GRAVEL

LOAM

2X4X4' HIGH

TREE TRUNK

4
'
-
0

"

4'-6"

NOTES:

EXISTING TREE PROTECTION

1. RESTRICT PASSAGE OF CONSTRUCTION EQUIPMENT THAT WILL INJURE EXPOSED OR  UNDISTURBED

TREE ROOTS OR OTHER PARTS OF THE TREE.

2. TREE ROOTS LOCATED LOWER THAN 10" BELOW FINISH GRADE WITHIN TREE PROTECTION WORKING

AREA SHALL BE CUT ONLY IF NECESSARY.

3. PROVIDE 2X4X4' HIGH WOOD FRAME CAGE WITH HORIZONTAL PLYWOOD PLANKING AS  PROTECTION

FOR THE TREE DURING CONSTRUCTION OR AS DIRECTED BY THE ENGINEER.

9
NOT TO SCALE

DOUBLE LAYER OF 1/4" X 6"

PLYWOOD

1 DPW COMMENTS 2018-11-21

12" CRUSHED

STONE

PEAMEABLE PAVER

BASE LAYER

ASTM NO. 57 AGGREGATE

SUB-BASE LAYER

ASTM NO. 2 AGGREGATE

ASTM NO. 8 AGGREGATE

COMPACTED

SUBGRADE

3 

1

8

 IN.

1 

1

4

 IN.

4 IN.

6 IN.

PERMEABLE PAVER

JOINT

BEDDING

FLUSH CONCRETE CURB

12 IN.

6 IN.

NOT TO SCALE

10

NOTE:

PAVERS TO BE INSTALLED PER MANUFACTURER'S SPECIFICATIONS

2 CHG 3 PKG TO PATIO 2019-01-11

2
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500 MEDFORD STREET 
SOMERVILLE, MA 

APRIL 5, 2017

ILLUSTRATIVE LANDSCAPE PLAN

PROPOSED PLANT LIST
KEY QTY LATIN NAME      COMMON NAME    SIZE  NOTES

TREES
AS 2 Acer saccharum ‘Commemoration’   Sugar Maple     2.3-3” cal. b&b 
GT 1 Gleditsia triacanthos var. inermis   Common Thornless Honey Locust  2.5-3” cal.  b&b

PERENNIALS + GRASSES
ca 16 Calamagrostis x acutifolra ‘Karl Foerster’  Feather Reed Grass    5 gal.  pots
co 12 Carex morowii ‘Ice Dance’    Japanese Variagated Sedge   1 gal.  pots
he 28 Hemerocallis ‘Stella D’Oro    Stella D’Oro Daylily    2 gal.  pots

VINES 
cc 4 Clematis Chevalier     Purple Clematis    5 gal.  pots
cv 15 Clematis virginiana     Virgin Bower’s Vine    5 gal.  pots
    

protect ex.  light post

bicycle rack, typ.

contractor to protect existing 
street tree, replace as necessary 

or as directed by Architect

GT -1 

bicycle rack, typ.

repair 2’ wide brick accent strip  
per City of Somerville standards, as necessary

conc. unit paving at entries, typ.

lawn

13’ x 17’ inset field of permeable pavers,  
Eco-Priora “Ice Gray”, set at 45 degree angle

outer band of permeable pavers, Eco-Priora 
“Dark Charcoal”, set at 45 degree angle

6’ ht. horizontal slat wood board fence

6’ ht. horizontal slat fence

crushed stone

6’ ht. horizontal slat wood board fence

12’x15’ conc. unit paving or concrete pavement as  
necessary for compressors, per civil engineering drawings

6’ ht. horizontal slat wood board fence

modular retaining wall

railings on modular retaining wall to match architectural railings, as necessary
he-20

10’x12’ conc. unit paver terrace, 
herringbone pattern with soldier 

border,  “Quarry Blend” color

6’ wide modular block stairs and conc. unit paver central walkway, 
running bond pattern with soldier border, “Charcoal” color

he-8
6’ ht. solid wood board fence and gate

cc- 4

+80.88 +TS 
80.78

+BS 76.25

+80.88
TW+
80.75

(+76.19)

+80.88

+
80.73 TW

Feather Reed Grass

Horizontal Slat Wood Fence

“Ring” Bicycle Rack  
by Landscape Forms

Honey Locust Sugar Maple Wisteria Virgin Bower’s Vine Japanese Sedge Daylily

Miss Kim LilacRhododendronJapanese Pieris

Modular Unit Wall: “Lineo” by Unilock, Color “Limestone”

Concrete Unit Pavers: “Boston Colonial” by Pavers by Ideal 
Color:  Quarry Blend    Color: Charcoal

 + 

7 risers at 7”ht. ea.

Permeable Pavers: Eco-Priora by Unilock 
Top: Dark Charcoal 
Bottom: Ice Gray

cv-15

AS-2

ca-16, co-12

12” ht. free standing modular block wall 
with precast cap

crushed stone

permeable pavers, Eco-Priora “Dark 
Charcoal”, running bond pattern with 
soldier outer band
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734 S.F. TOTAL
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R
DPROPOSED 2ND & 3RD 

STORY ADDITION 
ABOVE 

LEGEND

LANDSCAPE AREA

PERMEABLE AREA

MIN. YARD SETBACK

PROPOSED ADDITION

PROPOSED 
3-STORY 
ADDITION 

MIN. REAR YARD SETBACK
15'-0"

7/8"

B
A
LC

O
N

Y A
B
O

V
E

NEW MODULAR 
RETAINING 
WALLS

EXISTING 1-
STORY BUILDING 
TO BE 
RENOVATED, 
2ND & 3RD 
FLOOR 
ADDITION 
ABOVE

46'-0 5/8"

47'-11 1/4"31'-11 1/2"

RAISED
PATIO 
AREA

120 S.F.

COMPRESSOR
S AREA

183 S.F.

UP
PAVERS 
AREA

65 S.F.

PAVERS 
AREA

131 S.F.

76.00

100'

17.25'

26
.6

7'

32.86'

E
A

S
E

M
E

N
T

MIN. BACKUP
20'-0"

9'-0"
9'-0"

1
2

3 2 1

18'-0"

496 M
ED

FO
R

D
 ST. REMOVE 

EXISTING 
FENCE

LANDSCAPE AREA
388 SF

PATIO
PERMEABLE PAVERS

565 S.F.

8'-0"

A

3
1

B C

4
2

D

2.1

D
.1

C
.2

C
.1

A
.1

2.2

ZONING CHART
ZONE: NB REQUIRED EXISTING PROPOSED

MIN. LOT SIZE N/A 5,096 +/- SF

LOT AREA/DU 1-9DU 875 SF/DU/ 5 DU ALLOWED N/A 1,274 SF/DU

FAR 2.0/  10,192 SF 0.42  / 2,187 SF

MAX GROUND COVER

MAX HEIGHT 40'-0" / 3ST 12' - 2" +/-

FRONT SETBACK N/A 0'

LEFT SIDE SETBACK N/A

0', 0.4' OVERRIGHT SIDE SETBACK N/A

REAR SETBACK 15'-0" (NOTE 12)

FRONTAGE N/A 50'-0"

80% 4,076 SF

LANDSCAPE AREA 10% 509 SF

PERMEABLE  AREA N/A

0', 0.1'

58% 2,996 SF 

N/A

41% 2,100 SF

14% 734 SF

PARKING 0 3 PARKING SPACE TO 
BE PROVIDED 
OFFSITE

1.6 / 8,059 SF

65% / 3,328 SF

36'-6"/ 3 ST

50'-0"

25% 1,299 SF

8 SPACES (RESIDENTIAL)
1 SPACES (RETAIL)
0 SPACES (RESTAURANT)
9 TOTAL

5,096 +/- SF

REMARKS

COMPLIES/ NO CHANGE

COMPLIES

COMPLIES

COMPLIES

COMPLIES/ NO CHANGE

0'

COMPLIES

COMPLIES

COMPLIES/ NO CHANGE

COMPLIES

COMPLIES

COMPLIES

COMPLIES

DOES NO COMPLY

78'-7" +/- 46'-0 5/8", 47'-11 1/4"

0', 0.4' OVER (EXIST.), 2'-1 1/4"
0', 5 1/2"

FAR AREA CALCULATION
BASEMENT

FIRST FLOOR

SECOND FLOOR

THIRD FLOOR 2,494 SF

TOTAL 8,059 SF / 1.6

2,494 SF

2,916 SF

155 SF

GROSS FLOOR AREA 
BASEMENT

FIRST FLOOR

SECOND FLOOR

THIRD FLOOR 2,646 SF

TOTAL 10,579 SF

2,646 SF

3,193 SF

2,094 SF

RESTAURANT (TAKE-OUT FOOD SERVICE, NO SEATING)
REQUIRED PARKING= 0.75 SPACE/ EMPLOYEE + 1 SPACE/ 50 SF WAITING AREA

3 EXISTING EMPLOYEES / 3 PROPOSED EMPLOYEES= NO INCREASE
EXISTING WAITING AREA 200 SF/ PROPOSED WAITING AREA 130 SF= NO INCREASE

TOTAL NEW RESTUARANT SPACES REQUIRED= 0 SPACES

RETAIL
REQUIRED PARKING: 1 SPACE/ 500 SF STREET LEVEL

PROPOSED RETAIL1,891 SF -  EXISTING RETAIL 1,485 SF = 406 SF
406 SF (RETAIL SPACE INCREASE) / 500 SF= 1 PARKING SPACE

TOTAL NEW RETAIL SPACE REQUIRED: 1 SPACE

RESIDENTIAL
2.0 PER UNIT WITH 3 OR MORE BEDROOMS
4 UNITS X 2 SPACES= 8 SPACES

TOTAL NEW RESIDENTIAL SPACES REQUIRED= 8 SPACES

PARKING CALCULATION

SUMMARY
RETAIL= 1 SPACE
RESTAURANT= 0 SPACE
RESIDENCE= 8 SPACES

9 PARKING SPACES REQUIRED
This plan is for informational and illustrative purposes only. The preparer of this plan makes 
no claim to its accuracy.  This plan shall not be used or relied upon in any circumstance. A 

certified Land Surveyor shall provide an official certified plot plan.
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STORAGE

STORAGE

STORAGE

STORAGE

STORAGE

TOILET TOILET
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RESTAU
-RANT LIQUOR STORE

COOLER RESTAU-
RANT

LIQUOR 
STORE

WAITING AREA

EX-100

3

EX-100

5

EX-100 6

EX-1004

1st Floor Level
80' - 10 1/2"

1st Floor Level
80' - 10 1/2"

1st Floor Level
80' - 10 1/2"

1st Floor Level
80' - 10 1/2"
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EXISTING
CONDITIONS

15037
08/09/17
TMC/AB

JSK

500 Medford St.

500 Medford St.

RAHUL KATOCH
500 MEDFORD ST
SOMERVILLE, MA

02145

500 Medford St.
Somerville, MA 02130

 1/8" = 1'-0"1 Exisitng Basement
 1/8" = 1'-0"2 Existing- 1st Floor Level

 1/8" = 1'-0"3 Existing North Elevation
 1/8" = 1'-0"4 Existing West Elevation

 1/8" = 1'-0"5 Existing South Elevation
 1/8" = 1'-0"6 Existing East Elevation

No. Description Date

3 SP Submission 01/07/19
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A-300 2

CORRIDOR

EXISTING LIQUOR 
STORE TO 
REMAIN

NEW APARTMENT ENTRY

STAIR

REMOVE 
EXISTING STAIR & 
INFILL PORTION 
OF FLOOR

REMOVE EXIST. 
STAIR TO 

BASEMENT 

31
'-1

1 
1/

2"

LIQUOR STORE
NEW ADDITION

(559 S.F.)

NEW 
STAIR

42" HIGH 
HALF WALL

MAIL

HALF WALL, 42" 
HIGH

LIQUOR STORE
2,350 G.S.F. 

REMOVE PORTION OF 
EXISTING BACK WALL

A-301

1

A-3003

TRASH 
ROOM

SPRINKLER 
ROOM

RAISED PATIO 

RAMP

9'-6" HEAD HEIGHT UNDER 
LANDING, PROVIDE FIRE 
SEPERATION

(TOTAL THIS FLOOR, 
INCLUDING NEW ADDITON)

12'-5 3/4"

38'-0"

6'
-6

"

11
'-1

1 
5/

8"

6'-6 1/8"
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 C
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C
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WC LIFT

RAMP

+1'-3"

FRAME FOR FUTURE 
LULA

NEW
AUTOMATIC 

DOOR 
OPENER

REMOVE STEP & 
INSTALL LESS 
THAN 5% SLOPED 
WALK

3'-8"

4'-8 3/4"

11'-7 7/8" 7'-9"

1
A-400

2
A-400

3
A-301

A

31

B

C

42

D

W5

D1

D1

RUP26

8'
-4

"

3'-8"

RDN13

D4

D3

D2

D5

D4

3'
-8

"

W5

U/S OF STAIRS 
TO HAVE (2 HR) 

F.R.R.

2.1

D.1

C.2

C.1

A.1

11'-4 3/8" 1'-1 1/2"3'-0" 18'-2 1/2"

6'
-3

 7
/8

"
4'

-5
 5

/8
"

4'
-2

 3
/4

"
1'

-7
 5

/8
"

13
'-6

 5
/8

"
6'

-6
"

7'
-0

 3
/8

"

NEW STRUCTURAL 
HSS COLUMNS, 
SEE STRUCTURAL 
DRAWINGS

W5

PROVIDE HANDRAIL 
EXTENTION AS PER 1014.6. 
SEE ENLARGED PLANS

A-410
1

2.2

NEW SHAFT

TRASH RM. VENT. SEE 
MEP DWGS (TYP.) FIRE 
SEAL OPENING.

(3) CONDENSING UNITS, 
SEE MEP DWGS (TYP.)

EXISTING CHECKOUT 
COUNTER TO BE 

RELOCATED; 
COORDINATE FINAL 

LOCATION W/ OWNER

REMOVE 
EXISTING WALL

2'-6 5/8" 10'-2 5/8" 1'-8 1/4" 3'-0 1/4" 9'-6 1/4" 9'-0"

3'
-0

"

2'
-0

"

12'-9 1/4" 4'-8 1/2" 18'-6 1/4"
36'-0"

80' - 10 1/2"

80' - 10 1/2"

80' - 10 1/2"

8% SLOPE

8% SLOPE

SLOPED WALKWAY. 
LESS THAN 5%

A-600
1

4
A-600

FIRE RESISTANT 
SPRAY AND SEAL ALL 
PENETRATIONS THRU 

FIRE-RATED 
ASSEMBLIES

NEW WINE 
TASTING 

COUNTER 
(COORDINATE w/ 

OWNER)

2'
-1

 1
/2

"

METAL RAILING w/ 
GUARDRAIL, 42" HIGH

MIN.
1'-6"

3'
-1

1 
1/

2"

3'
-9

 1
/1

6"

10'-10 7/8"

18" MIN.

1'-8 9/16"

WOOD FENCING. SEE 
LANDSCAPE PLAN

MAILBOX: REFER TO 
SPECIFICATIONS

 MIN.

1'-6"

NEW STORE EXIT

4'
-2

 5
/8

"

82' - 1 1/2"

82' - 1 1/2"

80' - 10 1/2"

80' - 10 1/2"

80' - 10 1/2"

M
IN

.

1'
-6

"

3'
-9

 7
/1

6"

2'-3 1/8"

5'
-0

"

3'-2 7/8"

M
IN

.

1'
-6

"

D2

D2

W5

W5

W5

W5

W5

W5

W5

W5

W7b

2'
-0

"

82' - 1 1/2"

MIN.

1'-0"

3'-0"
D1

5'
-6

"

5'-8 1/8"

1'-2 3/4"

4'-6"

W5

A-0106

3'-11 9/16"

1'-6 1/8"

AREA OF 
REFUGE

1'-6 1/8"

3'-11 5/8"

4'-6"

EXIST. STAIRS TO BE 
REMOVED

STORAGE

STORAGE

LIQUOR STORE
2,105 G.S.F.

UNEXCAVATED

STORAGE

STORAGE

TOILET TOILET

TOILET

NEW 
STAIR

1
A-400

2
A-400

3
A-301

A

31

B

C

42

D

UNEXCAVATED

11'-4 3/8" 1'-1 1/2" 3'-0" 18'-2 1/2"

EXISTING (2HR 
)WALLS

2.1

D.1

C.2

C.1

A.1

7'
-0

 3
/8

"
6'

-6
"

13
'-6

 5
/8

"
1'

-7
 5

/8
"

4'
-2

 3
/4

"
4'

-5
 5

/8
"

6'
-3

 7
/8

"

EXISTING 
PARTITIONS TO 

REMAIN

EXISTING 
PARTITIONS TO 
REMAIN

2.2

3'
-9

 1
/8

"

3'
-8

"

3'-8"

1'-0"

VERIFY MECH. UNIT 
CLEARANCE w/ 
SPECIFICATIONS. 
REFER TO MEP 
DRAWINGS

AH

MECH. 
RM

4'
-6

 1
/2

"

(PATIO ABOVE)

(SLAB ON GRADE ABOVE)

REUSE EXISTING 
DOOR AT NEW 

LOCATION

5'
-8

"

3'
-0

"

SHAFT ABOVE

W5

W5

W5

F2

AREA CALCULATION
LIQUOR STORE

UNIT 1

UNIT 2

UNIT 3

UNIT 4

2,345 G.S.F.- FIRST FLOOR
2,094 G.S.F.- BASEMENT

1,138 G.S.F.

1,170 G.S.F.

1,140 G.S.F.

1,274 G.S.F.

4,439 G.S.F.- TOTAL

LEGEND

EXISTING

NEW WALL

X WALL TYPE

SMOKE/CO DETECTOR

SMOKE DETECTORSD

SD
CO

EXHAUST VENT

GENERAL FLOOR PLAN NOTES
1.  ALL SMOKE DETECTORS TO BE INTERCONNECTED AND HARD WIRED. 
SEE FLOOR PLANS FOR LOCATIONS.
2. FINAL KITCHEN LAYOUT TO BE DETERMINED BY OWNER. 
3. UNLESS OTHERWISE NOTED ALL NEW EXTERIOR WALLS ARE TYPE "W3". 
COORDINATE W/ ELEVATIONS FOR EXTERIOR FINSIH TYPE.
4. CENTER CLOSET DOORS WHERE POSSIBLE. OTHERWISE PROVIDE MIN. 
4" FROM HINGE SIDE. COORDINATE w/ SELECTED DOOR TRIM 
5. ALL INTERIOR FINISHES TO BE DETERMINED BY OWNER. 
6. UNLESS OTHERWISE NOTED ALL INTERIOR WALL SHALL BE TYPE "W7"
7. SEE A-900 FOR PARTITION TYPES.
8. MOISTURE RESISTANT GWB. BOARD TO BE USED IN ALL BATHROOMS 
AND KITCHENS

9. SEE EXTERIOR ELEVATIONS FOR WINDOW TYPES & CLADDING 
MATERIALS
10. SEE A-710 FOR DOOR & WINDOW DETAILS
11. ALL INTERIOR DIMENSIONS ARE FROM FACE OF GWB TO FACE GWB
12. ALL EXTERIOR DIMENSIONS ARE FROM EXTERIOR FACE OF EXTERIOR 
FACE OF SHEATHING, TYP., U.N.O.
13. SEE STRUCTURAL DRAWINGS FOR ADDITIONAL NOTES
14. CONTRACTOR TO COORDINATE STRUCTURAL, MECHANICAL, 
ELECTRICAL, PLUMBING & FIRE PROTECTION WITH SUBCONTRACTORS 
PRIOR TO CONSTRUCTION. 
15. ELECTRICAL OUTLETS ON OPPOSITE SIDE OF WALL SHOULD BE 
INSTALLED AT LEAST 2'-0" FROM EACH OTHER.
16.  CONTRACTOR TO VERIFY EXISTING SITE CONDITIONS IN THE FIELD 
PRIOR TO DEMOLITION & CONSTRUCTION.
17. CONTRACTOR TO PROVIDE BLOCKING AS REQUIRED FOR CABINETS 
& FOR FUTURE INSTALLATION OF GRAB BARS.
18. CONTRACTOR TO COORDINATE ALL INTERIOR ACCESSORIES WITH 
OWNER AND TO SUPPLY ADEQUATE BLOCKING.
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 3/16" = 1'-0"2 1st Floor Level
 3/16" = 1'-0"1 Basement
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GENERAL FLOOR PLAN NOTES
1.  ALL SMOKE DETECTORS TO BE INTERCONNECTED AND HARD WIRED. 
SEE FLOOR PLANS FOR LOCATIONS.
2. FINAL KITCHEN LAYOUT TO BE DETERMINED BY OWNER. 
3. UNLESS OTHERWISE NOTED ALL NEW EXTERIOR WALLS ARE TYPE "W3". 
COORDINATE W/ ELEVATIONS FOR EXTERIOR FINSIH TYPE.
4. CENTER CLOSET DOORS WHERE POSSIBLE. OTHERWISE PROVIDE MIN. 
4" FROM HINGE SIDE. COORDINATE w/ SELECTED DOOR TRIM 
5. ALL INTERIOR FINISHES TO BE DETERMINED BY OWNER. 
6. UNLESS OTHERWISE NOTED ALL INTERIOR WALL SHALL BE TYPE "W7"
7. SEE A-900 FOR PARTITION TYPES.
8. MOISTURE RESISTANT GWB. BOARD TO BE USED IN ALL BATHROOMS 
AND KITCHENS

9. SEE EXTERIOR ELEVATIONS FOR WINDOW TYPES & CLADDING 
MATERIALS
10. SEE A-710 FOR DOOR & WINDOW DETAILS
11. ALL INTERIOR DIMENSIONS ARE FROM FACE OF GWB TO FACE GWB
12. ALL EXTERIOR DIMENSIONS ARE FROM EXTERIOR FACE OF EXTERIOR 
FACE OF SHEATHING, TYP., U.N.O.
13. SEE STRUCTURAL DRAWINGS FOR ADDITIONAL NOTES
14. CONTRACTOR TO COORDINATE STRUCTURAL, MECHANICAL, 
ELECTRICAL, PLUMBING & FIRE PROTECTION WITH SUBCONTRACTORS 
PRIOR TO CONSTRUCTION. 
15. ELECTRICAL OUTLETS ON OPPOSITE SIDE OF WALL SHOULD BE 
INSTALLED AT LEAST 2'-0" FROM EACH OTHER.
16.  CONTRACTOR TO VERIFY EXISTING SITE CONDITIONS IN THE FIELD 
PRIOR TO DEMOLITION & CONSTRUCTION.
17. CONTRACTOR TO PROVIDE BLOCKING AS REQUIRED FOR CABINETS 
& FOR FUTURE INSTALLATION OF GRAB BARS.
18. CONTRACTOR TO COORDINATE ALL INTERIOR ACCESSORIES WITH 
OWNER AND TO SUPPLY ADEQUATE BLOCKING.
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Slope: 1/4"

EPDM MEMBRANE ON TAPERED RIGID 
INSULATION (10" AT HIGH POINT, 2" MIN. AT 

LOW POINT) CONTRACTOR TO VERIFY 
THICKNESSES PRIOR TO CONSTRUCTION

CEMENTITIUOUS WRAPPED CORNICE, 
SEE DETAIL

CONT. CANT STRIP w/ METAL 
FLASHING (TYP)

LINES OF DEMISING WALLS BELOW,
PLACE CAST IRON ROOF DRAINS 
WITHIN CONTINUOUS DEMISING WALLS 
AS SHOWN

6" CAST IRON ROOF DRAIN w/ 
STRAINER. REFER TO CIVIL 
DRAWINGS.
PROVIDE OVERFLOW DRAINS
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Slope: 1/4"
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.
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op
e:
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"
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Slope: 1/4"

2.1

D.1

C.2
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42" HIGH GUARDRAIL AS 
PER 1011.13.

ROOFTOP CONDENSING 
UNITS w/ CURB. SEE 
MECHANICAL SPEC.
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GENERAL ROOF PLAN NOTES
1. ALL ROOF PENETRATIONS TO BE AIR & WATER SEALED.

2. COORDINATE WITH MEP DRAWINGS FOR ALL EQUIPMENT, PLUMBING, 
VENTS, EXHAUST FANS, ETC.

3. ALL ROOF DRAIN PIPE TO BE LOCATED WITHIN 2-HR FIRE RATED 
DEMISING WALLS.

MECHANICAL EQUIPMENT SEE 
MECHANICAL
RUBBER GASKET

PRESSURE TREATED WOOD TO 
SUIT

PREFABRICATED METAL CURB

PREFINISHED METAL FLASHING

1/2" EXTERIOR GRADE PLYWOOD

2" POLYISOCYANURATE INSULATION

VAPOUR BARRIER - SEAL TO CURB 
TYP.

R1

PREFABRICATED METAL CURB

PAINT OUTSIDE OF HATCH 
COLOR TO MATCH 
ROOFING

PAINT UNDERSIDE OF ROOF 
HATCH COLOR TO MATCH 
CEILING

PRE-MANUFACTURED BY BILC0 - PROVIDE 
MIN 16 SF. IN AREA AS PER 1011.12.2

LAP AND SEAL VAPOR BARRIER 
TO CURB

METAL CLOSURE ANGLE (TYP.)

16" WIDE STEEL LADDER WITH 2" X 
1/4" STEEL PLATE  & 3/8" DIA. RUNGS 
C/W PAINTED WELDED SUPPORTS

PROVIDE SOLID BLOCKING IN 
WALL FOR LADDER

8"FOR WALL TYPE, REFER TO FLOOR 
PLAN

R1R1

DRAIN SCREEN SECUREMENT 
BRACKET

STAINLESS STEEL 
GRAVEL STRAINER

SEAL ROOFING  TO DRAIN FLANGE ALL 
AROUND OPENING

SEAL VAPOR BARRIER TO DRAIN TYP.

PROVIDE SUNKEN AREA WITH TAPERED 
INSULATION (2'X2')

1/4" SLOPE TYPICAL R1
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 1/2" = 1'-0"2 Mechanical Curb Detail
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 1" = 1'-0"4 Roof Drain Detail
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Basement
73' - 4 3/4"

1st Floor Level
80' - 10 1/2"

2nd Floor Level
96' - 10 5/32"

3rd Floor Level
106' - 6 17/32"

Roof Level
117' - 4 1/2"
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"

15
'-1

1 
5/

8"

36
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"

NICHIHA CEMENTITIOUS 
PANELS 6'-0" WIDE X 1'6" 
HIGH, STACK BOND 
PATTERN

ALUM. CORNICE

EXTRUDED ALUM. 
SOLAR SHADE

METAL RAILING

EXISTING BRICK

ALUM. BANDING

METAL 
BALCONY & 
RAILING

RAISED 
PATIO AREA

ABCD

PARGE ALL EXPOSED 
CONC.

HORIZONTAL SIDING 
WALL ENLOSURE

EX
IS

TI
N

G
+/

-  
7'

-5
 3

/4
"

ROOF HATCH

FOUNDATION CONC. WALL 
(EXTEND MIN. 4'-0" BELOW GRADE)

D.1 C.2 C.1 A.1

ANGLED 
ELEVATION

GUARDRAIL

ROOFTOP CONDENSORS 
(SEE MEP)

3'
-6

"

1st Floor Level
80' - 10 1/2"

2nd Floor Level
96' - 10 5/32"

3rd Floor Level
106' - 6 17/32"

Roof Level
117' - 4 1/2"

EXISTING BRICK 

ALUM. BANDING

METAL RAILING

EXTRUDED ALUM. 
SOLAR SHADE

NICHIHA CEMENTITIOUS 
PANELS 6'-0" WIDE X 1'6" 
HIGH, STACK BOND 
PATTERN

10
'-1

0"
9'

-8
 3

/8
"

15
'-1

1 
5/

8"

METAL JULIET 
BALCONY & RAILING

36
'-6

"

METAIL BALCONY & 
RAILING

RAISED PATIO AREA

2ND STORY WALL AREA = 790 
SF  X 15%= 118 SF MAX. 
OPENINGS ALLOWED FROM 3'-
0"- 5'-0" FROM PROPERTY LINE; 
115 SF 
OPENINGS PROVIDED.

GLASS DOOR & 
TRANSON

3RD STORY WALL AREA= 903 SF  
X 15%= 135 SF MAX. OPENINGS 
ALLOWED FROM 3'-0" -5'-0" FROM 
PROPERTY LINE; 124 SF 
OPENINGS PROVIDED.

B B

A A A AAA

A A A A

C

B

C

B

A B C D D.1C.2C.1A.1

3'
-6

"

ROOF HATCH

GUARDRAIL

ROOFTOP CONDENSORS 
(SEE MEP)

3'
-6

"

1. MATERIAL COLORS ARE BASED ON EXTERIOR 
RENDERING AS SHOWN ON COVER SHEET.

2. SEE A-700 FOR WINDOW SCHEDULE

3. ALL MATERIALS MUST BE INSTALLED IN 
ACCORDANCE WITH MFG'S STANDARDS 
RECOMMENDATIONS.

4. WINDOW GRILLS AND LOUVERS TO BE 
PREFINISHED TO MATCH WINDOW FRAMES.

5. COORDINATE ALL EXTERIOR LIGHTING WITH 
ELECTRICAL DRAWINGS OR CONTRACTOR FOR 
DESIGN-BUILD.

6. GUTTERS, R.W.L., VALLEY PROTECTIONS TO BE 
PREFINISHED ALUMINUM; COLOR TBD.

7. PAINT GRADE EXIT DOORS TO MATCH ADJACENT 
COLOR.

8. COORDINATE ALL EXTERIOR MECHANICAL WALL 
PENETRATIONS WITH MEP.

ELEVATION NOTES:
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A-300
ELEVATIONS

15037
08/09/17
TMC/AB

JSK

500 Medford St.

500 Medford St.

RAHUL KATOCH
500 MEDFORD ST
SOMERVILLE, MA

02145

500 Medford St.
Somerville, MA 02130

 3/16" = 1'-0"2 East Elevation

 3/16" = 1'-0"3 West Elevation
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1st Floor Level
80' - 10 1/2"

2nd Floor Level
96' - 10 5/32"

3rd Floor Level
106' - 6 17/32"

Roof Level
117' - 4 1/2"

10
'-1

0"
9'

-8
 3
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"

15
'-1

1 
5/

8"

36
'-6

"

EXISTING 
STOREFRONT

NEW APARTMENT 
ENTRY

NEW RESTAURANT 
ENTRY

METAL RAILING 42" (H) 
w/ GUARDRAIL

NEW AZEK TRIM, CORNICE, 
& MOLDINGS  - ENTIRE 
FACADE

EXISTING 
COLUMNS & WOOD 
TRIM

EXISTING BRICK, TYP.

BLACK CLAD DOUBLE-
HUNG WINDOWS WITH 
2 OVER 1 GRID PATTERN, 
TYP.

ALUM. CORNICE SYSTEM

NICHIHA CEMENTITIOUS 
PANELS 6'-0" WIDE X 1'6" 
HIGH, STACK BOND 
PATTERN

EXTRUDED ALUM. 
SOLAR SHADE

STOREFRONT LINEAR 
SUNSHADE BY 
KAWNEER OR SIMILAR 
(TYP.)

METAL JULIET BALCONY 
& RAILING BEYOND 

GLASS DOOR & 
TRANSOM

BALCONY WITH METAL 
RAILING

AA

C

AAAAA

A A A A A A A

31 42 2.1 2.2

ROOF HATCH
GUARDRAIL

ROOFTOP CONDENSORS 
(SEE MEP)

1st Floor Level
80' - 10 1/2"

2nd Floor Level
96' - 10 5/32"

3rd Floor Level
106' - 6 17/32"

Roof Level
117' - 4 1/2"

MODULAR 
RETAINING 
WALL 

METAL RAILING

METAL 
BALCONY & 
RAILING

NICHIHA 
CEMENTITIOUS 
PANELS 6'-0" WIDE X 
1'6" HIGH, STACK 
BOND PATTERN

ALIM. CORNICE

GLASS DOOR & 
TRANSOM

GLASS DOOR & 
TRANSOM
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3 14 22.1

A A A A

C
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A A

C

AAAA
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2.2

MECH. TRASH RM. VENT. 
PROVIDE ALUMIN. LOUVER, 
FLASH AND SEAL. COLOR TO 
MATCH EXT. FINISH (TYP.)

Basement
73' - 4 3/4"

1st Floor Level
80' - 10 1/2"

2nd Floor Level
96' - 10 5/32"

3rd Floor Level
106' - 6 17/32"

Roof Level
117' - 4 1/2"

Grade at Rear
76' - 6 1/4"

Lower Stairs Top
78' - 2 17/32"

A-410
5

A-410
4

A-410
3

A-410
2

F1
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W3

W3
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Slope: 1/4"
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ALUMIN. GLASS DOOR w/ TRANSOM 
ABOVE. (SEE ELEVATIONS)

ALUMIN. THRESHOLD w/ WEATHER 
STRIP

BUILT DOWN SOFFIT. INSTALL 
RECESSED CAN LIGHTS AS PER 
OWNER (TYP.)

CONT. VAPOR BARRIER, EXT. 
PLYWOOD SHEATHING & NICHIHA 
PANEL

FLASH AND SEAL ALL OPENINGS (TYP.)

FLASH AND SEAL ALL OPENINGS (TYP.)
3'

-6
"

3'
-6

"

42" HIGH METAL CABLE RAILINGS. 
ANCHOR AND FASTEN AS REQ'D. 
CONTRACTOR TO PROVIDE BLOCKING 
AS NECESSARY

42" HIGH METAL CABLE RAILINGS. 
ANCHOR AND FASTEN AS REQ'D. 
CONTRACTOR TO PROVIDE BLOCKING 
AS NECESSARY

SEE DETAILS FOR BALCONY FLOOR 
ASSEMBLY. SLOPE TO SCUPPER

MTL. FLASHING w/ DRIP EDGE.

PVC WRAPPED CORNICE

9'
-8

"

TOP OF STRUCTURE

CONTINUOUS POURED CONC. SLAB. 
SLOPE AWAY FROM BUILDING AT 2% 
MIN.

SPRAY FOAM CLOSED CELL INSULATION AT 
EXPOSED FLOOR (R38 MIIN.)

METAL CABLE RAILING BOLTED w/ BASE 
PLATE TO CONC. SLAB

1. MATERIAL COLORS ARE BASED ON EXTERIOR 
RENDERING AS SHOWN ON COVER SHEET.

2. SEE A-700 FOR WINDOW SCHEDULE

3. ALL MATERIALS MUST BE INSTALLED IN 
ACCORDANCE WITH MFG'S STANDARDS 
RECOMMENDATIONS.

4. WINDOW GRILLS AND LOUVERS TO BE 
PREFINISHED TO MATCH WINDOW FRAMES.

5. COORDINATE ALL EXTERIOR LIGHTING WITH 
ELECTRICAL DRAWINGS OR CONTRACTOR FOR 
DESIGN-BUILD.

6. GUTTERS, R.W.L., VALLEY PROTECTIONS TO BE 
PREFINISHED ALUMINUM; COLOR TBD.

7. PAINT GRADE EXIT DOORS TO MATCH ADJACENT 
COLOR.

8. COORDINATE ALL EXTERIOR MECHANICAL WALL 
PENETRATIONS WITH MEP.

ELEVATION NOTES:
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A-301
ELEVATIONS

15037
08/09/17
TMC/AB

JSK

500 Medford St.

500 Medford St.

RAHUL KATOCH
500 MEDFORD ST
SOMERVILLE, MA

02145

500 Medford St.
Somerville, MA 02130

 3/16" = 1'-0"1 North Elevation

 3/16" = 1'-0"2 South Elevation

 3/8" = 1'-0"3 Section 3
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EXISTING COOLER 

LIQUOR 
STORE

WAITING AREA

LEGEND

EXISTING

NEW WALL

DEMOLITION NOTES
1. PROVIDE DEMOLITION WORK SHOWN ON THE DRAWINGS AND RELATED 

AND INCIDENTAL DEMOLITION WORK REQUIRED TO COMPLETE NEW 
CONSTRUCTION WORK. REFER TO MECHANICAL AND ELECTRICAL 
DRAWINGS FOR ADDITIONAL DEMOLITION SCOPE AND REQUIREMENTS.

2. REMOVE ENTIRE WALL ASSEMBLY INDICATED TO BE DEMOLISHED, 
INCLUDING CONCEALED ELEMENTS WITHIN PARTITIONS AND ABOVE-
CEILING CONSTRUCTION (UNO).

3. FIELD VERIFY EXISTING CONDITION, PRIOR TO THE START OF 
DEMOLITION OPERATIONS. BRING ANY DISCREPANCIES WHICH MAY 
SIGNIFICANTLY EFFECT DEMOLITION OR NEW CONSTRUCTION WORK TO 
THE ATTENTION OF THE ARCHITECT FOR REVIEW.

4. PROTECT EXISTING CONSTRUCTION TO REMAIN FROM DAMAGE DURING 
DEMOLITION AND/OR NEW CONSTRUCTION OPERATIONS. CONDUCT 
DEMOLITION OPERATIONS SO AS TO MINIMIZE THE DEVELOPMENT AND 
SPREAD OF DUCT.

5. REMOVE DEMOLITION MATERIALS FROM SITE PROMPTLY AND DISPOSE 
OF LEGALLY OF SITE.

6. UPON REMOVAL OF FINISH MATERIALS INDICATED OR REQUIRED, 
PREPARE SUBSTRATE TO RECEIVE NEW FINISH.

7. PATCH AND REPAIR DAMAGE ARISING FROM DEMOLITION OPERATIONS 
TO FLOOR, WALL AND CEILING SURFACES, TO MATCH EXISTING, PATCH 
CHIPPED OR SPALLED CONCRETE CAUSED BY PARTITION REMOVAL. 
REMOVE ANY EXTRANEOUS MATERIAL AND PATCH TO MATCH ADJACENT 
SURFACES.

8. MAINTAIN MEANS OF EGRESS, AND KEEP FULLY SEPARATED FROM 
CONSTRUCTION AREA, AT ALL TIMES.

9. PATCH AND REPAIR OPENINGS IN AND/OR PENETRATIONS THROUGH 
EXISTING FIRE RATED ASSEMBLIES AND SMOKE BARRIER ASSEMBLIES.

10. AT UNEVEN AREAS AND DEPRESSIONS IN EXISTING FLOOR 
CONSTRUCTION, PROVIDE CEMENTITIOUS UNDERLAYMENT AS REQUIRED 
TO PROVIDE SUITABLE BASE CONDITION FOR NEW FINISH(ES) AND NEW 
CONSTRUCTION.

11. COORDINATE TIMING AND HOURS OF DEMOLITION OPERATIONS WITH 
OWNER'S SCHEDULE.

EXISTING

AREA OF FLOOR TO BE 
REMOVED

EXISTING DOOR & 
FRAME TO BE 
REMOVED (U.N.O.)

REUSE EXISTING 
DOOR AT NEW 
LOCATION

SHIFT TOILET UP TO 
AVOID COLUMN 
INTERFERENCE
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AD-100
DEMO PLANS

15037
08/09/17

AB
KDI

500 Medford St.

500 Medford St.

RAHUL KATOCH
500 MEDFORD ST
SOMERVILLE, MA

02145

500 Medford St.
Somerville, MA 02130

 3/16" = 1'-0"1 1st Floor Level - DEMOLITION PLAN
 3/16" = 1'-0"2 Basement - DEMOLITION PLAN
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