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NEIGHBORS LEFT & RIGHT

872 BROADWAY

872 BROADWAY
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NEIGHBORS ACROSS

LOOKING TOWARDS POWDER HOUSE SQUARE

LOOKING DOWN BROADWAY
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MR3 ZONING, REAR YARD ABUTTING NR

ZONING TYPE STATION AREA WALKSHED

HALF MILE NOT A PEDESTRIAN STREET

PEDESTRIAN STREET MAP
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--------- BROADWAY ---------

COMMERCIAL - RETAIL/RESTAURANT/CAFE

BASEMENT LEVEL GROUND FLOOR LEVEL FLOORS 2 & 3

MECHANICAL, UTILITY, RESIDENTIAL

--------- BROADWAY --------- --------- BROADWAY ---------

SCHEMATIC PROGRAM PER FLOOR
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01 FIRST FLOOR
0' - 0"

02 SECOND FLOOR
14' - 0"

00 BASEMENT FLOOR
-9' - 6"

03 THIRD FLOOR
25' - 0"
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872 BROADWAY, Somerville, MA

FEBRUARY 8, 2021
 L1

LANDSCAPE PLAN

PLANTING NOTES
1. Existing plants shall be pruned by an Arborist or Nurseryman knowledgeable about growth characteristics of the 

species of plantsto remain.
2. Remove invasive trees, except Chinese Elm as noted.
3. All plant material shall conform to the guidelines established by “The American Standard for Nursery  Stock”, 

published by the American Association of Nurserymen, Inc.
4. The rootballs of trees shall be planted 3” above adjacent finished grade. Excavate holes no deeper than 

the rootball of trees. Holes shall be at least 3’ greater in diameter than root ball. Backfill planting hole with 
‘planting mix’.  All plants which settle out of plumb or below finished grade shall be immediately replanted.

5. The rootballs of shrubs shall be planted 2” above adjacent finished grade. Excavate holes no deeper than the 
rootball of shrubs. 

6. All potted plants shall have the rootballs scarified prior to planting to cut encircling roots.
7. All shrubs, groundcovers and perennials shall be planted in continuous planting beds.  All beds shall be 

excavated 12” and the topsoil and subsoil set aside for reuse. Remove all stone and debris from excavated soil.  
Backfill beds with 12” of ‘planting mix’ before planting shrubs, perennials and groundcovers. 

8. ‘Planting Mix’ shall consist of 2 parts of topsoil saved from site excavations and 1 part  compost. Thoroughly 
mix to create uniform blended mixture.  If insufficient topsoil is available on the site, mix existing soil in a ratio of 
1 part soil to 1 part compost.  Remove all stones and debris larger than 2” from planting mix.

9. All plants are to be thoroughly watered after installation, at least twice within the first 24 hours.

PERVIOUS PAVERS ALONG AREA 
SETBACK FROM THE SIDEWALK

RESIDENTIAL ENTRY

FENCED IN TRASH & RECYCLING AREA

PATHWAY FROM BROADWAY TO REAR YARD

SHORT TERM BIKE PARKING

CONCENTRATION OF VEGETATIVE LANDSCAPE

OUTDOOR SEATING AREA FOR COMMERCIAL AREA

SITE STRATEGY AT GRADE
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SITE STRATEGY AT ROOF

872 BROADWAY, Somerville, MA

FEBRUARY 8, 2021
 L2

ROOF DECK PLAN

PLANTING NOTES
1. Existing plants shall be pruned by an Arborist or Nurseryman knowledgeable about growth characteristics of the 

species of plantsto remain.
2. Remove invasive trees, except Chinese Elm as noted.
3. All plant material shall conform to the guidelines established by “The American Standard for Nursery  Stock”, 

published by the American Association of Nurserymen, Inc.
4. The rootballs of trees shall be planted 3” above adjacent finished grade. Excavate holes no deeper than 

the rootball of trees. Holes shall be at least 3’ greater in diameter than root ball. Backfill planting hole with 
‘planting mix’.  All plants which settle out of plumb or below finished grade shall be immediately replanted.

5. The rootballs of shrubs shall be planted 2” above adjacent finished grade. Excavate holes no deeper than the 
rootball of shrubs. 

6. All potted plants shall have the rootballs scarified prior to planting to cut encircling roots.
7. All shrubs, groundcovers and perennials shall be planted in continuous planting beds.  All beds shall be 

excavated 12” and the topsoil and subsoil set aside for reuse. Remove all stone and debris from excavated soil.  
Backfill beds with 12” of ‘planting mix’ before planting shrubs, perennials and groundcovers. 

8. ‘Planting Mix’ shall consist of 2 parts of topsoil saved from site excavations and 1 part  compost. Thoroughly 
mix to create uniform blended mixture.  If insufficient topsoil is available on the site, mix existing soil in a ratio of 
1 part soil to 1 part compost.  Remove all stones and debris larger than 2” from planting mix.

9. All plants are to be thoroughly watered after installation, at least twice within the first 24 hours.

IRRIGATION NOTES
1. Intensive green roofs shall have an irrigation system.

ELEVATOR TO ROOF

STAIR TO ROOF

ROOF DECK PORTION

LANDSCAPED AREA ALONG BROADWAY

LANDSCAPED AREA @ REAR OF ROOF 

STAIR TO ROOF
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MASSING - BROADWAY

3 STORIES

ROOF DECK

COMMERCIAL

SLIGHT PROJECTION/OVERHANG
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MASSING - BROADWAY FRONT
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MASSING - BROADWAY SIDE
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MASSING - REAR

3 STORIES

ROOF DECK

COMMERCIAL

REAR YARD
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MASSING - REAR
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DESIGN OPTION 1

PHENOLIC RESIGN  PANEL
POWER COATED STEEL RAILINGS
ACM PANEL
LARGE STOREFRONT SYSTEM ON GROUND 
LEVEL WITH FACE BRICK
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DESIGN OPTION 3

FIBER CEMENT SIDING
PHENOLIC RESIN PANELS
LARGE STOREFRONT SYSTEM ON GROUND LEVEL
GLASS RAILINGS

FIBER CEMENT SIDING
PHENOLIC RESIGN PANELS
LARGE STOREFONT SYSTEM ON GROUND LEVEL
GLASS RAILINGS
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DESIGN OPTION 5

FIBER CEMENT SIDING
PHENOLIC RESIN PANELS
STOREFRONT SYSTEM ON GROUND LEVEL
GLASS RAILINGS
ARCHITECTUAL CMU

OPTION 2

FIBER CEMENT SIDING
PHENOLIC RESIGN PANELS
LARGE STOREFONT SYSTEM ON GROUND LEVEL
GLASS RAILINGS
ARCHITECTURAL CMU
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SCHEME 1 
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SCHEME 2 
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SCHEME 3
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SCHEME 3
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SCHEME 4
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SCHEME 4


