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SHRUB SCHEDULE
CALLOUT QTY SCIENTIFIC NAME COMMON NAME SIZE SPACING COMMENTS

CA 33 Clethra alnifolia Sweet Pepper Bush #5 Cont. As Shown Specimen Quality; Full To Ground

IG 17 Ilex glabra 'compacta' Dwarf Inkberry #5 Cont. As Shown Specimen Quality; Full To Ground

IV 8 Itea virginica 'Henry's Garnet' Virginia Sweetspire #5 Cont. As Shown Specimen Quality; Full To Ground

DECIDUOUS TREE SCHEDULE

CALLOUT QTY SCIENTIFIC NAME COMMON NAME SIZE SPACING COMMENTS

AR 4 Acer rubrum 'Armstrong' Armstrong Maple 3-3 12 " CAL. AS SHOWN 10' HT. MIN.

AT 2 Acer truncatum Shantung Maple 3-3 12 " CAL. AS SHOWN 10' HT. MIN. 36" DIA ROOTBALL MAX.

GB 1 Ginko biloba 'Princeton Sentry' Columnar Ginko 3-3 12 " CAL. AS SHOWN 10' HT. MIN. 36" DIA ROOTBALL MAX.

PERENNIALS, GROUNDCOVER & ORNAMENTAL GRASSES SCHEDULE

CALLOUT QTY SCIENTIFIC NAME COMMON NAME SIZE SPACING COMMENTS

AC 9 Astilbe chinensis 'Vision in White' Vision in White Astilbe # 1 Cont. 24" O.C.

HM 5 Hakonechloa macra Japanese Forest Grass # 1 Cont. 24" O.C.

Green Roof
CALLOUT SYSTEM MANUFACTURER Soil Depth COMMENTS

GR1 LiveRoofStandard LiveRoof 4" Sedum Mix selected for local climate and exposure conditions.

N
SCALE: 1” = 8’-0”

08’ 4’ 8’ 16’
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SHRUB SCHEDULE
CALLOUT QTY SCIENTIFIC NAME COMMON NAME SIZE SPACING COMMENTS

CA 33 Clethra alnifolia Sweet Pepper Bush #5 Cont. As Shown Specimen Quality; Full To Ground

IG 17 Ilex glabra 'compacta' Dwarf Inkberry #5 Cont. As Shown Specimen Quality; Full To Ground

IV 8 Itea virginica 'Henry's Garnet' Virginia Sweetspire #5 Cont. As Shown Specimen Quality; Full To Ground

DECIDUOUS TREE SCHEDULE

CALLOUT QTY SCIENTIFIC NAME COMMON NAME SIZE SPACING COMMENTS

AR 4 Acer rubrum 'Armstrong' Armstrong Maple 3-3 12 " CAL. AS SHOWN 10' HT. MIN.

AT 2 Acer truncatum Shantung Maple 3-3 12 " CAL. AS SHOWN 10' HT. MIN. 36" DIA ROOTBALL MAX.

GB 1 Ginko biloba 'Princeton Sentry' Columnar Ginko 3-3 12 " CAL. AS SHOWN 10' HT. MIN. 36" DIA ROOTBALL MAX.

PERENNIALS, GROUNDCOVER & ORNAMENTAL GRASSES SCHEDULE

CALLOUT QTY SCIENTIFIC NAME COMMON NAME SIZE SPACING COMMENTS

AC 9 Astilbe chinensis 'Vision in White' Vision in White Astilbe # 1 Cont. 24" O.C.

HM 5 Hakonechloa macra Japanese Forest Grass # 1 Cont. 24" O.C.

Green Roof
CALLOUT SYSTEM MANUFACTURER Soil Depth COMMENTS

GR1 LiveRoofStandard LiveRoof 4" Sedum Mix selected for local climate and exposure conditions.

N
SCALE: 1” = 8’-0”

08’ 4’ 8’ 16’

2- 4 Alpine Street  | 
Sommer v i l le ,  MA 6

  L5  Roofdeck Landscape Design



Green Roof with up to 6” of growth medium 

Green Roof with 6”-10” of growth medium

Green Roof of 10”-24” growth medium

Green Roof of over 24” growth medium
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MAINTAIN ORIGINAL GRADE OF
ROOT FLARE AFTER
TRANSPLANTING AS EXISTED AT
THE NURSERY

3" BARK MULCH

TEMPORARY EARTH SAUCER

ROLL BACK BURLAP 13
PRIOR TO BACKFILL

PLANTING SOIL BACKFILL

COMPACTED SUBGRADE

NEVER CUT LEADER

MAINTAIN ORIGINAL GRADE OF
ROOT FLARE AFTER TRANSPLANTING AS
EXISTED AT THE NURSERY

KEEP MULCH FROM DIRECT
CONTACT WITH TRUNK

REMOVE ROPE AND ROLL BACK BULAP 13
PRIOR TO BACKFILL; PROVIDE SUBSURFACE
PLATIPUS EARTH ANCHOR OR APPROVED EQ.
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 SHRUB PLANTING
N.T.S.

 GROUNDCOVER PLANTING
N.T.S.

COMPACTED SUBGRADE

PERMEABLE SUBBASE AGGREGATE: OPEN-GRADED,
CRUSHED, ANGULAR STONE; ASTM NO. 2

PERMEABLE BASE AGGREGATE: OPEN-GRADED
CRUSHED, ANGULAR ASTM NO. 57

PERMEABLE SETTING BED AGGREGATE: OPEN-GRADED,
CRUSHED, ANGULAR STONE; ASTM NO. 8

PERMEABLE PAVER, SEE SPECIFICATIONS

PERMEABLE JOINT OPENING AGGREGATE:
OPEN-GRADED, CRUSHED, ANGULAR STONE;
ASTM NO. 8
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MIRAFI 140N FILTER FABRIC

TRIAXIAL GEOGRID

COORDINATE UNDERDRAIN WITH
CIVIL ENGINEER

NOTE: PROVIDE METAL EDGING WHERE
EDGE OF PAVERS DOES NOT ABUT VERTICAL
BUILT EDGE CONDITIONS. SEE SPEC

 PERMEABLE UNIT PAVER
SCALE 1 1/2" = 1'-0"

 GREEN ROOF TRAY SYSTEM
SCALE 1 1/2" = 1'-0"

PROTECTION MAT
SSM 45 (CONTINUOUS)

4" LIVEROOF STANDARD
MODULE (1'x2') TRAY WITH
LIGHTWEIGHT GROWING
MEDIUM AND PRE-GROWN
SEDUM MIX (95% COVERAGE
MIN.); SEE SPEC

ROOF DECK, MEMBRANE, ETC.
SEE ARCHITECT'S AND
STRUCTURAL DRAWINGS

"ROOFEDGE" STANDARD ALUMINUM EDGE RESTRAINT,
MILL FINISH; FASTEN EDGING TO THE TRAYS WITH 3

16" DIA.
WIDE-DOMED RIVETS INTO #11 HOLES @ 12" O.C. ;
PROVIDE SLIDING CONNECTORS; PROVIDE 90 DEGREE
CORNER PIECES (NO BENDING)

10
"

"WINDDISK" TO BE INSTALLED THROUGHOUT
PER THE MANUFACTURERS SPECIFICATIONS

BUILDING PARAPET, SEE ARCH DRAWINGS

DRAINAGE MAT PP-11
UNDERNEATH
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GREENROOF PLANTING VISION IN WHITE ASTILBE INKBERRY HOLLY

JAPANESE FOREST GRASS

PERMEABLE PAVERS

CONCRETE PAVEMENT SWEET PEPPER BUSH

WOOD DECKING 
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