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Notes:

Catch Basin (CB) Shallow Cover
N.T.S.

Alternate Top Slab

Notes:

Drain Manhole (DMH)
N.T.S.

6" [152 mm] MIN.

CHAMBERS SHALL BE DESIGNED IN ACCORDANCE WITH

ASTM F2787 "STANDARD PRACTICE FOR STRUCTURAL

DESIGN OF THERMOPLASTIC CORRUGATED WALL

STORMWATER COLLECTION CHAMBERS".

THE INSTALLED CHAMBER SYSTEM SHALL PROVIDE THE LOAD FACTORS SPECIFIED IN THE AASHTO LFRD BRIDGE DESIGN SPECIFICATIONS

SECTION 12.12 FOR EARTH AND LIVE LOADS WITH CONSIDERATION FOR IMPACT AND MULTIPLE VEHICLE PRESENCES.

DRAWN BY:

SCALE:

DATE:

CHECKED:

THE DESIGN ENGINEER SHALL REVIEW THIS DRAWING PRIOR TO

CONSTRUCTION.  IT IS THE ULTIMATE RESPONSIBILITY OF THE DESIGN

ENGINEER TO ENSURE THAT THE PRODUCT(S) DEPICTED AND ALL

ASSOCIATED DETAILS MEET ALL APPLICABLE LAWS, REGULATIONS, AND

PROJECT REQUIREMENTS.

ADVANCED DRAINAGE SYSTEMS, INC.

70 INWOOD ROAD, SUITE 3 | ROCKY HILL, CT 06067

PHONE: 888-892-2694 | FAX: 866-328-8401

WWW.STORMTECH.COM

SC-310 TYPICAL CROSS SECTION

NTS

08-22-12

JLM

DESIGN ENGINEER RESPONSIBLE FOR

ENSURING THE REQUIRED BEARING

CAPACITY OF SUBGRADE SOILS

SC-310 END CAP

6" [152 mm] MIN.

34"

[864 mm]

12" [305 mm] MIN.

6" MIN.

16" [406 mm]

FOR UNPAVED INSTALLATION WHERE

RUTTING FROM VEHICLES MAY OCCUR,

INCREASE COVER TO 24" [610 mm] MINIMUM.

18" [457 mm]

MIN.

96" [2438 mm]

MAX.

ADS 601 NON-WOVEN

GEOTEXTILE (OR

EQUAL) ALL AROUND

ANGULAR STONE

NOMINAL 3/4" - 2" (19 mm - 51 mm)

CLEAN, CRUSHED, ANGULAR STONE

(AASHTO M43 #3 THROUGH #57

STONE SIZES ALLOWED)

CHAMBERS SHALL MEET ASTM F2922

"STANDARD SPECIFICATION FOR

POLYETHYLENE (PE) CORRUGATED WALL

STORMWATER COLLECTION CHAMBERS"

GRANULAR WELL GRADED SOIL/AGGREGATE MIXTURES,

<35% FINES. COMPACT IN 6" LIFTS TO 95% STANDARD

PROCTOR DENSITY. SEE THE TABLE OF ACCEPTABLE

FILL MATERIALS

PAVEMENT

NOTES:

1. INSPECTION PORT MUST BE CONNECTED THROUGH

KNOCK-OUT LOCATED AT CENTER OF CHAMBER.

2. ALL SCHEDULE 40 FITTINGS TO BE SOLVENT

CEMENTED.

CONNECTION DETAIL

NTS

4"

[102 mm]

4" [100 mm] SCHED 40 PVC COUPLING

4" [100 mm] SCHED 40 PVC

4" [100 mm] SCHED 40 PVC

CORE 4.5" [114 mm] Ø HOLE IN

CHAMBER (4.5" HOLE SAW REQ'D)

4" [100 mm] SCHED 40 SCREW-IN CAP

NYLOPLAST 12" [300 mm] INLINE DRAIN

BODY W/ 12" [300 mm] SOLID HINGED

COVER AND FRAME (SEE NYLOPLAST

DWG# 7003-110-044 FOR PAVED

APPLICATIONS / SEE DWG# 7003-110-045

FOR UNPAVED APPLICATIONS)

CONCRETE COLLAR

PAVEMENT

SC-310 CHAMBER

NOMINAL 3/4 - 2 INCH [19 mm - 51 mm]

CLEAN CRUSHED ANGULAR STONE

ADS 601 NON-WOVEN GEOTEXTILE

(OR EQUAL)

96" [2438 mm]

MAX.

18" [457 mm]

MIN.
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THE DESIGN ENGINEER SHALL REVIEW THIS DRAWING PRIOR TO

CONSTRUCTION.  IT IS THE ULTIMATE RESPONSIBILITY OF THE DESIGN

ENGINEER TO ENSURE THAT THE PRODUCT(S) DEPICTED AND ALL

ASSOCIATED DETAILS MEET ALL APPLICABLE LAWS, REGULATIONS, AND

PROJECT REQUIREMENTS.

ADVANCED DRAINAGE SYSTEMS, INC.

70 INWOOD ROAD, SUITE 3 | ROCKY HILL, CT 06067

PHONE: 888-892-2694 | FAX: 866-328-8401
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SC-310 INSPECTION PORT DETAIL

NTS

6/15/11

KLJ

34"

[864 mm]

16" [406 mm]

NOTE:  ALL DIMENSIONS ARE NOMINAL

STUBS AT BOTTOM OF END CAP FOR PART NUMBERS ENDING WITH "B"

STUBS AT TOP OF END CAP FOR PART NUMBERS ENDING WITH "T"

NOMINAL CHAMBER SPECIFICATIONS

SIZE (W x H x INSTALLED LENGTH) 34.0" x 16.0" x 85.4" [864 mm x 406 mm x 2169 mm]

CHAMBER STORAGE 14.7 CUBIC FEET [0.42 m³]

MINIMUM INSTALLED STORAGE 31.0 CUBIC FEET [0.88 m³]

WEIGHT 35 lbs. [16.8 kg]

ALL STUBS, EXCEPT FOR THE SC310EPE12B ARE PLACED AT BOTTOM OF END CAP

SUCH THAT THE OUTSIDE DIAMETER OF THE STUB IS FLUSH WITH THE BOTTOM OF THE

END CAP. FOR ADDITIONAL INFORMATION CONTACT STORMTECH AT 1-888-892-2694.

*FOR THE SC310EPE12B THE 12" [300 mm] STUB LIES BELOW THE BOTTOM OF THE END

CAP APPROXIMATELY 0.25" [6 mm]. BACKFILL MATERIAL SHOULD BE REMOVED FROM

BELOW THE N-12 STUB SO THAT THE FITTING SITS LEVEL.

BUILD ROW IN

THIS DIRECTION

PART#      STUB A B C

 SC310EPE06T  6" [150 mm]  9.60" [244 mm] 5.80" [147 mm] N/A

 SC310EPE06B  6" [150 mm] 9.60" [244 mm] N/A 0.50" [13 mm]

 SC310EPE08T  8" [200 mm] 11.90" [302 mm] 3.50" [89 mm] N/A

 SC310EPE08B  8" [200 mm] 11.90" [302 mm] N/A 0.60" [15 mm]

 SC310EPE10T 10" [250 mm] 12.70" [323 mm] 1.40" [36 mm] N/A

 SC310EPE10B 10" [250 mm] 12.70" [323 mm] N/A 0.70" [18 mm]

*SC310EPE12B 12" [300 mm] 13.50" [343 mm] N/A 0.90" [23 mm]

A A

B C

90.7" [2304 mm] ACTUAL

85.4" [2169 mm] INSTALLED

START END

OVERLAP NEXT CHAMBER HERE

(OVER SMALL CORRUGATION)

THE DESIGN ENGINEER SHALL REVIEW THIS DRAWING PRIOR TO CONSTRUCTION.

IT IS THE ULTIMATE RESPONSIBILITY OF THE DESIGN ENGINEER TO ENSURE THAT

THE PRODUCT(S) DEPICTED AND ALL ASSOCIATED DETAILS MEET ALL APPLICABLE

LAWS, REGULATIONS, AND PROJECT REQUIREMENTS.

ADVANCED DRAINAGE SYSTEMS, INC.

70 INWOOD ROAD, SUITE 3 | ROCKY HILL, CT 06067

PHONE: 888-892-2694 | FAX: 866-328-8401
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NTS

3/30/10

KLJ

SC-310 TECHNICAL SPECIFICATIONS

ACCEPTS 4" [100 mm] SCH 40 PVC

PIPE FOR INSPECTION PORT

Notes:

Utility Trench
N.T.S.

Joint Detail
Wood Stake

Silt Fence Barrier
N.T.S.

 Section View 

 Plan View 

Notes:

Siltsack Sediment Trap
N.T.S.

 Plan View 

 Cross-section 

Notes:

Stabilized Construction Exit
N.T.S.

Notes:

Straw Wattle - Erosion Control Barrier
N.T.S.

Cleanout - Landscape Area
N.T.S.

Cleanout - Paved Area
N.T.S.

Elevation View

Plan View

Notes:

Typical Wye and Chimney Detail
N.T.S.
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