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DEMO NOTES

1. PERMITS, CODES AND REGULATIONS:
CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS FROM THE CITY OF SOMERVILLE
AND DEPARTMENT OF ENVIRONMENTAL PROTECTION.  CONTRACTOR SHALL COMPLY
WITH ALL APPLICABLE LOCAL, FEDERAL AND STATE CODES, LAWS AND REGULATIONS.

2. WORK:
WORK INCLUDES DEMOLITION, REMOVAL AND DISPOSAL OF EXISTING CONSTRUCTION,
MATERIALS, PRODUCTS AND SYSTEMS WITH IN THE BUIDLING FOOTPRINT AS INDICATED
INCLUDING WORK NOT INDICATED BUT NEEDED TO COMPLETE THE WORK OF THE
CONTRACT.  WITHOUT LIMITATION, WORK INCLUDES:

- COORDINATE UTILITY DISCONNECTION, CUTTING AND CAPPING.
- CONFIRM ELECTRICALLY CONNECTED ITEMS AND ELECTRICAL 
  CONDUCTORS ARE DEENERGIZED
- SALVAGE ITEMS INDICATED
- PROVIDE EXPLORATORY SELECTIVE DEMOLITION TO EXPOSE CONCEALED
  CONDIDTIONS AND DETAILS
- TEMPORARY SHORING AND BRACING

3. CUTTING / CAPPING OF UTILITIES:
PRIOR TO DEMOLITION, ELECTRIC, GAS, TELEPHONE AND CABLE CONNECTIONS ARE TO
BE CUT AND CAPPED AT THE MAIN.  CONTRACTOR SHALL NOTIFY ELECTRIC, GAS,
TELEPHONE AND CABLE COMPANIES. IF ANY OTHER EXISTING SERVICES ARE
ENCOUNTERED, THEY ARE TO BE CUT AND CAPPED.  CONFIRM ELECTRICALLY CONNECTED
ITEMS AND ELECTRICAL CONDUCTORS ARE DE-ENERGIZED.

4. TEMPORARY SHORING AND BRACING:
TEMPORARY SHORING AND BRACING IS CONSIDERED "MEANS, METHODS AND
TECHNIQUES", AND IS THEREFORE THE SOLE RESPONSIBILITY OF THE CONTRACTOR.

5. SITE CLEANLINESS AND DUST CONTROL:
CONTRACTOR IS RESPONSIBLE FOR DUST CONTROL - WET DOWN DEBRIS TO PREVENT
AIR POLLUTION BY DUST ARISING FROM DEMOLITION WORK.

6. STORAGE AND PROTECTION OF SALVAGED MATERIALS:
CONTRACTOR SHALL BE RESPONSIBLE FOR THE PROPER STORAGE AND PROTECTION OF
ALL MATERIALS INDICATED TO BE SALVAGED.

7. DISPOSAL OF DEMOLISHED MATERIALS:
ALL MATERIALS SCHEDULED FOR REMOVAL MUST BE REMOVED FROM THE SITE AND
DISPOSED OF IN ACCORDANCE WITH ALL APPLICABLE LOCAL, FEDERAL AND STATE LAWS
AND REGULATIONS.  BURIAL OR BURNING ON-SITE IS NOT PERMITTED.

8. DISPOSAL OF REGULATED MATERIALS:
THROUGHOUT THE WORK LIMITS, REMOVE AND DISPOSE OF EXISTING MATERIALS,
WHICH MAY BE REGULATED AND WHICH MAY REQUIRE SPECIAL HANDLING AND DISPOSAL,
INCLUDING, WITHOUT LIMITATION:

- ITEMS COATED WITH COATINGS CONTAINING LEAD.
- LIGHT FIXTURE BALLASTS WHICH MAY CONTAIN PCBS.
- LIGHT FIXTURE LAMPS WHICH MAY CONTAIN MERCURY.
- THERMOSTATS AND OTHER SPECIAL SWITCHES WHICH MAY CONTAIN MERCURY.
- REFRIGERATION EQUIPMENT WHICH MAY CONTAIN CFC REFRIGERANTS.
- SMOKE DETECTORS WHICH MAY CONTAIN RADIOACTIVE MATERIALS.
- LEAD ACID BATTERIES INCLUDING EMERGENCY LIGHT FIXTURES AND OTHER BACK-
  UP POWER SOURCES.
- POWER TRANSFORMERS WHICH MAY CONTAIN PCB’S.
- FIRE SUPPRESSION SYSTEMS WHICH MAY CONTAIN HALON OR OTHER
  REGULATED GASES.
- FUEL AND OIL WHICH MAY BE IN PIPES, SYSTEMS, AND EQUIPMENT TO BE
  DEMOLISHED.
- OTHER ITEMS WHICH MAY BE REGULATED AND WHICH MAY REQUIRE SPECIAL
  HANDLING AND DISPOSAL.

9. LOOSE AND ATTACHED ITEMS:
THROUGHOUT THE WORK LIMITS, REMOVE AND DISPOSE OF EXISTING LOOSE AND
ATTACHED ITEMS INCLUDING, WITHOUT LIMITATION: DEBRIS, TRASH, FURNISHINGS,
SIGNS, TELEPHONE BOOTHS AND OTHER LOOSE ITEMS AND ATTACHED ITEMS.

10. SAFETY:
ALL DEMOLITION MUST BE DONE IN A SAFE MANNER.  DEMOLISH IN SMALL CONTROLLED
SECTIONS.  DO NOT OVERLOAD STRUCTURES BY CONCENTRATING DEBRIS OR WITH
DEMOLITION CARTS OR MACHINERY.  DO NOT CAUSE OR ALLOW UNCONTROLLED
COLLAPSE.  IF THE CONTRACT DOCUMENTS GIVE SPECIFIC INSTRUCTIONS CONCERNING
CONSTRUCTION MEANS, METHODS, TECHNIQUES, SEQUENCES OR PROCEDURES, THE
CONTRACTOR SHALL EVALUATE THE JOBSITE SAFETY THEREOF AND, EXCEPT AS STATED
BELOW, SHALL BE FULLY AND SOLELY RESPONSIBLE FOR THE JOBSITE SAFETY OF
SUCH MEANS, METHODS, TECHNIQUES, SEQUENCES OR PROCEDURES. IF THE
CONTRACTOR DETERMINES THAT SUCH MEANS, METHODS, TECHNIQUES, SEQUENCES
OR PROCEDURES MAY NOT BE SAFE, THE CONTRACTOR SHALL GIVE TIMELY WRITTEN
NOTICE TO THE OWNER AND ARCHITECT AND SHALL NOT PROCEED WITH THAT PORTION
OF THE WORK WITHOUT FURTHER WRITTEN INSTRUCTIONS FROM THE ARCHITECT.

11. WEATHER PROTECTION:
KEEP INTERIOR AREAS DRY AND WEATHER PROTECTED DURING DEMOLITION.  ENSURE
THAT ALL INTERIOR AREAS ARE PROTECTED AT THE END OF EACH WORK DAY.
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NOTES:

1. FIELD VERIFY DIMENSIONS TO ALL EXISTING STRUCTURE AND / OR EXTERIOR WALLS.
2. DOORS RETURNS TO BE 3" MINIMUM OR CENTERED FROM FACE OF SHEATHING UNLESS
NOTED OTHERWISE.
3. CLEAN AND SEAL OR PAINT ALL EXPOSED STRUCTURE PER SPECIFICATIONS.
4. FLOOR TRANSITIONS ARE NOTED ON PLAN WITH A LINE AND ARROW. REVIEW ORIENTATION OF
WOOD FLOORING WITH ARCHITECT PRIOR TO INSTALLATION. REFER TO FINISH SCHEDULE FOR
MORE INFORMATION.
5. ALL INTERIOR UNIT PARTITION WALLS AND CEILINGS TO RECEIVE VENEER PLASTER AND PAINT.
6. EXTERIOR DIMENSIONS TO EXTERIOR FINISH FACE OF WALLS. CONCRETE FOUNDATION AT
NORTH WALL ALIGNS WITH FACE OF BLOCK. CONCRETE FOUNDATION SET 1 1/2" INWARD FROM
FINISH FACE AT OTHER WALLS.
7. ALL WINDOWS AND EXTERIOR DOORS ARE DIMENSIONED TO FRAME OF UNIT
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1. FIELD VERIFY DIMENSIONS TO ALL EXISTING STRUCTURE AND / OR EXTERIOR WALLS.
2. DOORS RETURNS TO BE 3" MINIMUM OR CENTERED FROM FACE OF SHEATHING UNLESS
NOTED OTHERWISE.
3. CLEAN AND SEAL OR PAINT ALL EXPOSED STRUCTURE PER SPECIFICATIONS.
4. FLOOR TRANSITIONS ARE NOTED ON PLAN WITH A LINE AND ARROW. REVIEW ORIENTATION OF
WOOD FLOORING WITH ARCHITECT PRIOR TO INSTALLATION. REFER TO FINISH SCHEDULE FOR
MORE INFORMATION.
5. ALL INTERIOR UNIT PARTITION WALLS AND CEILINGS TO RECEIVE VENEER PLASTER AND PAINT.
6. EXTERIOR DIMENSIONS TO EXTERIOR FINISH FACE OF WALLS. CONCRETE FOUNDATION AT
NORTH WALL ALIGNS WITH FACE OF BLOCK. CONCRETE FOUNDATION SET 1 1/2" INWARD FROM
FINISH FACE AT OTHER WALLS.
7. ALL WINDOWS AND EXTERIOR DOORS ARE DIMENSIONED TO FRAME OF UNIT

Inman Square Lofts, LLC
24 Crafts Road
Chestnut Hill, MA 02467
TEL# (617) 733-5112
FAX# (617) 738-8810

Drawing:

Title:

Date:
Scale:
Drawn by:
Project:

Checked by:

Revisions:

6 
- 8

 B
ea

co
n 

S
tr

ee
t

Essex Builders Corp
400 Blue HIll Drive Suite 2C
Westwood, MA 02090
TEL# (781) 326 3466
FAX# (617) 326-3477

general contractor

Roome & Guarracino
48 Grove Street
Cambridge, MA 02144
TEL# (617) 628-1700
FAX# (617) 628 1711

structural engineer

client

 1/4" = 1'-0"
03/15/2012

MMS LH
10081.00

LEVEL 2 PLAN

A1-2
N

 1/4" = 1'-0"1 LEVEL 2



DN DNDN

DN DN

UP

DNDN

UPUP UPUP UP

1
A3-1

A2-11

A2-4

1

A2-3 1

A2-2

2

1
A3-3

1
A3-2

3 14 2567

D

C

A

B

6
' -

 4
"

3
3
' -

 0
"

3
3
' -

 0
"

3
4
' -

 5
"

1
 3

/4
"

A6-1
1

A6-1
7

10' - 8"10' - 0"

1
1
' -

 8
"

1
1
' -

 1
 3

/4
"

3' - 6"

1
1
' -

 8
"

1
1
' -

 8
"

4
' -

 3
"

E

E

C

B1

C

A
A

E

E

B1
E

E

C

B1

A

E

E

C

B1

A

E

E

C

B1

A
C

A

B1

D7D7

D7D7D7D7

UNIT TYPE B UNIT TYPE AUNIT TYPE A,
SIM./ MIRRORED

UNIT TYPE B,
SIM/MIRRORED

UNIT TYPE B,
SIM.

UNIT TYPE B,
SIM./MIRRORED

6
' -

 4
"

WD

WD

WDWD

WD

WD

Living

KitchenKitchen

Living

Kitchen1/2 Bath
1/2 Bath

Dining Dining

DWDW

8
' -

 6
 1

/2
"

3
' -

 0
"

108' - 8 1/2"

4
' -

 4
 1

/4
"

2
' -

 1
"

1
1
' -

 4
"

2
' -

 1
"

3
' -

 1
"

2
' -

 1
"

3
' -

 1
0
"

2
2
' -

 1
0
 1

/2
"

3
' -

 0
"

8
' -

 6
 1

/2
"

3
' -

 1
0
"

2
' -

 1
"

3
' -

 1
"

2
' -

 1
"

1
1
' -

 4
"

2
' -

 1
"

4
' -

 4
 1

/4
"

5
' -

 0
"

5
"

3' - 6 7/8" 5' - 0" 3' - 11" 2' - 1" 6' - 8 1/2" 5' - 0" 4' - 2 1/2" 2' - 1" 8' - 7 1/4" 5' - 3" 5' - 0" 5' - 10 1/4" 5' - 0" 4' - 2 1/2" 2' - 1" 7' - 6 3/4" 2' - 1" 4' - 2 1/2" 5' - 0" 6' - 8 1/2" 2' - 1" 3' - 11" 5' - 0" 3' - 6 7/8"

5" 5' - 0" 5' - 9 1/2" 5' - 0" 4' - 0" 5' - 0" 2' - 1 3/4" 6' - 0" 5' - 8 1/2" 6' - 0" 2' - 1 3/4" 5' - 0" 4' - 0" 5' - 0" 2' - 1 3/4" 6' - 0" 5' - 8 1/2" 6' - 0" 2' - 1 3/4" 5' - 0" 4' - 0" 5' - 0" 5' - 9 1/2" 5' - 0"1
 3

/4
"

3
A4-1

HANDRAIL AT WALL

CONTINUOUS
HANDRAIL

HANDRAIL

HANDRAIL AT WALL

CONTINUOUS HANDRAIL

6' - 9" 6' - 1"

17' - 1 3/4" 17' - 1 3/4"

18' - 9 3/8" 71' - 1 3/4" 18' - 9 3/8"

A5-3
3

Sim
A6-2

3A6-2
6

1
A4-1

Sim
2

A4-1

Sim

4
A4-1

Sim
5

A4-1

Sim
2

A3-1

3
' -

 0
"

3
' -

 0
"

-

-

NOTES:

1. FIELD VERIFY DIMENSIONS TO ALL EXISTING STRUCTURE AND / OR EXTERIOR WALLS.
2. DOORS RETURNS TO BE 3" MINIMUM OR CENTERED FROM FACE OF SHEATHING UNLESS
NOTED OTHERWISE.
3. CLEAN AND SEAL OR PAINT ALL EXPOSED STRUCTURE PER SPECIFICATIONS.
4. FLOOR TRANSITIONS ARE NOTED ON PLAN WITH A LINE AND ARROW. REVIEW ORIENTATION OF
WOOD FLOORING WITH ARCHITECT PRIOR TO INSTALLATION. REFER TO FINISH SCHEDULE FOR
MORE INFORMATION.
5. ALL INTERIOR UNIT PARTITION WALLS AND CEILINGS TO RECEIVE VENEER PLASTER AND PAINT.
6. EXTERIOR DIMENSIONS TO EXTERIOR FINISH FACE OF WALLS. CONCRETE FOUNDATION AT
NORTH WALL ALIGNS WITH FACE OF BLOCK. CONCRETE FOUNDATION SET 1 1/2" INWARD FROM
FINISH FACE AT OTHER WALLS.
7. ALL WINDOWS AND EXTERIOR DOORS ARE DIMENSIONED TO FRAME OF UNIT

FLOOR FINISH LEGEND:

SEALED CONCRETECONC.

CERAMIC TILECT

WOOD FLOORWD

Inman Square Lofts, LLC
24 Crafts Road
Chestnut Hill, MA 02467
TEL# (617) 733-5112
FAX# (617) 738-8810

Drawing:

Title:

Date:
Scale:
Drawn by:
Project:

Checked by:

Revisions:

6 
- 8

 B
ea

co
n 

S
tr

ee
t

Essex Builders Corp
400 Blue HIll Drive Suite 2C
Westwood, MA 02090
TEL# (781) 326 3466
FAX# (617) 326-3477

general contractor

Roome & Guarracino
48 Grove Street
Cambridge, MA 02144
TEL# (617) 628-1700
FAX# (617) 628 1711

structural engineer

client

 1/4" = 1'-0"
03/15/2012

MMS LH
10081.00

LEVEL 3 PLAN

A1-3N

 1/4" = 1'-0"1 LEVEL 3



1
A3-1

A2-11

A2-4

1

A2-3 1

A2-2

2

1
A3-3

1
A3-2

3 14 2567

D

7' - 8 1/4" 10' - 3 3/4" 14' - 11 1/2" 21' - 0 1/2" 14' - 11 1/2" 10' - 3 3/4" 7' - 8 1/4" 7' - 8 5/8"

C

A

B

3
' -

 0
 1

/4
"

6
' -

 8
"

2

A4-3

A2-12

A2-2

1

D9

UNIT TYPE B UNIT TYPE AUNIT TYPE A
SIM/ MIRRORED

UNIT TYPE B
SIM/MIRRORED

UNIT TYPE BUNIT TYPE B
SIM/MIRRORED

RD RD

RAIN LEADERRAIN LEADER

RAIN
LEADER

RD

RAIN
LEADER

RD

Sunroom

FULLY ADHERED ROOF
MEMBRANE ON SLOPED

ROOF

MECHANICALLY
FASTENED ROOF

MEMBRANE

1/
4"

 / 
12

"
1/

4"
 / 

12
"

1/
4"

 / 
12

"
1/

4"
 / 

12
"

1/
4"

 / 
12

"
1/

4"
 / 

12
"

1/
4"

 / 
12

"

1/
4"

 / 
12

"

WOOD
DECK

WOOD
DECK

EDGE OF ROOF
ABOVE

EDGE OF ROOF
ABOVE

CONDENSING UNITS,
SEE MEP DWGS.

CONTINUOUS BENT
METAL GUTTER ALONG
INSIDE FACE OF SOUTH
PARAPET WALL
METAL PARAPET CAP

CONTINUOUS BENT
METAL GUTTER ALONG
INSIDE FACE OF NORTH
PARAPET WALL

METAL PARAPET CAP

SUN
CONTROL
BELOW, TYP.

6' - 1 1/2" 2' - 0 1/4" 5' - 1 1/2" 3' - 10 1/2" 5' - 1 1/2" 5' - 6 1/4" 5' - 1 1/2" 3' - 1 3/4"

3
' -

 1
 3

/4
"

5
' -

 1
 1

/2
"

2
' -

 6
"

D9D9D9 D9 D9
7' - 0 1/2" 8 1/8"

1' - 4 1/8" 5' - 0" 1' - 4 1/8"1' - 4 1/8" 5' - 0" 2' - 3 1/4" 5' - 0" 1' - 4 1/8"

7' - 8 5/8"
10' - 3 3/4"

1
 1

/2
"

3
' -

 0
"

3
' -

 6
 1

/2
"

6' - 5"

6
' -

 8
"

6' - 5"

OPEN TO
BELOW

OPEN TO
BELOW

WDWD

3
A4-1

METAL RAILING

1' - 4 1/8"5' - 0"1' - 4 1/8" 1' - 4 1/8"5' - 0"2' - 3 1/4"5' - 0"1' - 4 1/8"

GUARDRAILGUARDRAIL

6
' -

 8
"

2
A3-1

-

-

Inman Square Lofts, LLC
24 Crafts Road
Chestnut Hill, MA 02467
TEL# (617) 733-5112
FAX# (617) 738-8810

Drawing:

Title:

Date:
Scale:
Drawn by:
Project:

Checked by:

Revisions:

6 
- 8

 B
ea

co
n 

S
tr

ee
t

Essex Builders Corp
400 Blue HIll Drive Suite 2C
Westwood, MA 02090
TEL# (781) 326 3466
FAX# (617) 326-3477

general contractor

Roome & Guarracino
48 Grove Street
Cambridge, MA 02144
TEL# (617) 628-1700
FAX# (617) 628 1711

structural engineer

client

 1/4" = 1'-0"
03/15/2012

MMS LH
10081.00

ROOF DECK
LEVEL PLAN

A1-4
 1/4" = 1'-0"1 ROOF DECK LEVEL



LEVEL 1
26' - 7 1/2"

LEVEL 2
36' - 7 1/2"

LEVEL 3
46' - 7 1/2"

ROOF DECK LEVEL
57' - 2 1/4"

GALVANIZED AND
PAINTED STEEL

POST AND CABLE
HANDRAIL

CERAMIC TILE CLADDING

METAL TILE
CLADDING

1
A3-3D

FIBER CEMENT
PANEL, PAINTED

ENTRY LEVEL
26' - 0"

CA

METAL PARAPET
CAP

1'X2 1/2" FIBER CEMENT
PANEL/TRIM CLADDING,
PAINTED

B

1

1

4

4

METAL ROOF EDGE

ALUMINUM SUN
SHADE

CONTROL JOINT

1'X5 1/2" FIBER
CEMENT TRIM,
PAINTED

LIGHT FIXTURE

6

6

777

TOP OF ROOF
66' - 3"

TOP OF PARAPET
59' - 11 1/4"

C1

C1

WOOD CLAD
ENTRY GATE

OVERHEAD
GARAGE ENTRY

DOOR

STEEL BEAM

ROOF DECK LEVEL
57' - 2 1/4"

CB

ROOF DECK LANDING
57' - 7 1/4"

5
 5

/8
"

5
 3

/4
"

7
' -

 8
 3

/8
"

1
1
 7

/8
"

6
' -

 8
"

1
/2

"

FIBER CEMENT CLADDING

FIBER CEMENT TRIM AT
ROOF EDGE

TOP OF ROOF
66' - 3"

TOP OF PARAPET
59' - 11 1/4"

1
1
 3

/8
"

8
' -

 1
 3

/8
"

Inman Square Lofts, LLC
24 Crafts Road
Chestnut Hill, MA 02467
TEL# (617) 733-5112
FAX# (617) 738-8810

Drawing:

Title:

Date:
Scale:
Drawn by:
Project:

Checked by:

Revisions:

6 
- 8

 B
ea

co
n 

S
tr

ee
t

Essex Builders Corp
400 Blue HIll Drive Suite 2C
Westwood, MA 02090
TEL# (781) 326 3466
FAX# (617) 326-3477

general contractor

Roome & Guarracino
48 Grove Street
Cambridge, MA 02144
TEL# (617) 628-1700
FAX# (617) 628 1711

structural engineer

client

 1/4" = 1'-0"
03/15/2012

MMS LH
10081.00

EAST
ELEVATION

A2-1

 1/4" = 1'-0"1 EAST ELEVATION - BEACON STREET

 1/4" = 1'-0"2 HEADHOUSE TYPICAL ENTRY ELEVATION



LEVEL 1
26' - 7 1/2"

LEVEL 2
36' - 7 1/2"

LEVEL 3
46' - 7 1/2"

ROOF DECK LEVEL
57' - 2 1/4"

1
A3-1

1
A3-2

3 14 2567

ENTRY LEVEL
26' - 0"

GALVANIZED AND PAINTED STEEL POST
AND CABLE HAND RAIL SYSTEM

FIBER CEMENT PANEL
CLADDING, PAINTED

ALUMINUM SUN
SHADE

FIBER CEMENT
CLADDING, PAINTED

ZALMAG, METAL TILE
CLADDING

CURTAIN WALL
WINDOW SYSTEM

HORIZONTAL BIFOLD
GARAGE DOORS WITH

TRANSLUSCENT PANELS

CERAMIC TILE
CLADDING

GALVANIZED AND
PAINTED STEEL
GUARDRAIL WITH
CABLES, TYP.

SLIDING DOORS,
TYP.

NATURAL WOOD
CLADDING

ROOF DECK LANDING
57' - 7 1/4"

1 2

22

2

9

12

2 9

1 2

29

12

2 9 2

2

C1

C1

PREFINISHED KYNAR
ALUMINUM RAIN LEADER,
TYP.

FOUNDATION WALL, SEE
STRUCT. DWGS.

CERAMIC TILE CLADDINGNATURAL WOOD
CLADDING

STEEL COLUMN AND CONC.
PIER, SEE STRUCT DWGS.

ALUMINUM SUN SHADE

1"X21/2" FIBER
CEMENT TRIM

1"X11"
FIBER
CEMENT
TRIM

3
A4-1

TOP OF ROOF
66' - 3"

TOP OF PARAPET
59' - 11 1/4"

33333

777777

C1

C2

C1

2
A3-1

3 14 2567

ROOF DECK LANDING
57' - 7 1/4"

33333 3 S3 S4S3

TOP OF ROOF
66' - 3"

TOP OF PARAPET
59' - 11 1/4"

S3S3S3S3S3S4 S3 S3 S3 S3 S3

2
A3-1

LEVEL 1
26' - 7 1/2"

LEVEL 2
36' - 7 1/2"

3 14 2567

ENTRY LEVEL
26' - 0"

NEW WOOD
FENCE (FIR)

NEW CAST-STONE CAP

PROPOSED BLDG.
BEYOND

PROVIDE FOOTING
FOR FENCE POSTS,
WHERE REQUIRED

EDGE OF EXISTING CMU
COURSE WITH NEW CAST-
STONE CAP

NEW WOOD
FENCE POSTS

EXISTING CMU WALL

6
' -

 0
"

NEW CAST-STONE CAP
EXISTING CMU COURSE

8
' -

 0
" +

/-

5 1/2" 4' - 2" 3 1/2" 4' - 2" 3 1/2" 4' - 2" 3 1/2" 4' - 2" 5 1/2"

3 1/2" PT WOOD SQUARE POSTS

1
"

3
"

6
' -

 0
"

5 1/2" PT WOOD SQUARE POSTS,
ANCHOR TO TOP OF MASONRY COURSE
1" X 4" WOOD SLATS WITH 3" SPACING

Inman Square Lofts, LLC
24 Crafts Road
Chestnut Hill, MA 02467
TEL# (617) 733-5112
FAX# (617) 738-8810

Drawing:

Title:

Date:
Scale:
Drawn by:
Project:

Checked by:

Revisions:

6 
- 8

 B
ea

co
n 

S
tr

ee
t

Essex Builders Corp
400 Blue HIll Drive Suite 2C
Westwood, MA 02090
TEL# (781) 326 3466
FAX# (617) 326-3477

general contractor

Roome & Guarracino
48 Grove Street
Cambridge, MA 02144
TEL# (617) 628-1700
FAX# (617) 628 1711

structural engineer

client

 1/4" = 1'-0"
03/15/2012

MMS LH
10081.00

SOUTH
ELEVATION

A2-2

 1/4" = 1'-0"2 SOUTH ELEVATION

 1/4" = 1'-0"1 SOUTH ELEVATION AT ROOF DECK HEADHOUSES

 1/4" = 1'-0"3 ELEVATION AT FENCE



LEVEL 1
26' - 7 1/2"

LEVEL 2
36' - 7 1/2"

LEVEL 3
46' - 7 1/2"

ROOF DECK LEVEL
57' - 2 1/4"

CURTAIN WALL WINDOW
SYSTEM

GALVANIZED AND PAINTED STEEL
POST AND CABLE HAND RAIL SYSTEM

ZALMAG METAL
TILE CLADDING

1
A3-3

D

ENTRY LEVEL
26' - 0"

C AB

4 1

4 1

ZALMAG METAL
TILE CLADDING

METAL PARAPET
CAP

METAL CLAD
WOOD WINDOW

1'X5 1/2" FIBER CEMENT
PANEL/TRIM, PAINTED

CERAMIC TILE

GROUND FACE
CMU WALL

METAL PARAPET
CAP

STEPPED
FOUNDATION,
SEE STRUCT.
DWGS.

STEEL COLUMN,
AND CONC.
PIER, SEE
STRUCT. DWGS.

STEEL BEAM,PAINTED,
SEE STRUCT DWGS.

STEPPED
FOUNDATION,
SEE STRUCT.
DWGS.

CONTROL JOINT

ALUMINUM
WINDOW/DOOR SYSTEM

METAL ROOF
EDGE TRIM

FIBER CEMENT CLADDING
PAINTED

METAL CLAD
WOOD WINDOW

LIGHT FIXTURE

6

6

7 7 7

TOP OF ROOF
66' - 3"

TOP OF PARAPET
59' - 11 1/4"

EXTERIOR LIGHT,
CONNECTED TO
KEY LOCKED
SWITCH TO
HOUSE PANEL

NEW WOOD FENCE (FIR)

EXISTING CMU COURSE
WITH NEW CAST-STONE

CAP BEYOND

A2-3
3

ENTRY LEVEL
26' - 0"

C

S1

NATURAL WOOD CLADDING

LIGHT FIXTURE

CERAMIC TILE CLADDING

6
' -

 0
"

3 1/2" PT WOOD
SQUARE POST, SEE
ELEVATION FOR
SPACING

1" X 4" WOOD
SLATS WITH 3"
SPACING

1
"

3
"

Inman Square Lofts, LLC
24 Crafts Road
Chestnut Hill, MA 02467
TEL# (617) 733-5112
FAX# (617) 738-8810

Drawing:

Title:

Date:
Scale:
Drawn by:
Project:

Checked by:

Revisions:

6 
- 8

 B
ea

co
n 

S
tr

ee
t

Essex Builders Corp
400 Blue HIll Drive Suite 2C
Westwood, MA 02090
TEL# (781) 326 3466
FAX# (617) 326-3477

general contractor

Roome & Guarracino
48 Grove Street
Cambridge, MA 02144
TEL# (617) 628-1700
FAX# (617) 628 1711

structural engineer

client

As indicated
03/15/2012

MMS LH
10081.00

WEST
ELEVATION

A2-3

 1/4" = 1'-0"1 WEST ELEVATION
 1/4" = 1'-0"2 ENTRY ELEVATION

 1/2" = 1'-0"3 SECTION AT FENCE



LEVEL 1
26' - 7 1/2"

LEVEL 2
36' - 7 1/2"

LEVEL 3
46' - 7 1/2"

1
A3-1

1
A3-2

31 42 5 6 7

ENTRY LEVEL
26' - 0"

FIBER CEMENT
CLADDING PAINTED

METAL PARAPET
CAP

METAL TILE
CLADDING

FIBER CEMENT
CLADDING/ TRIM,
PAINTED

METAL PARAPET CAP

ROOF DECK LANDING
57' - 7 1/4"

45

4 5

45

45

4 5

4 5

45

45

4 5

4 5

4 5

45

DOOR AT SPRINKLER
ROOM

LIGHT FIXTURE

TILE

GROUND
FACE CMU
BLOCK STEPPED FOUNDATION

WALL, SEE STRUCT. DWGS.STEPPED FOUNDATION
WALL, SEE STRUCT. DWGS.

METAL TILE
CLADDING

CONTROL
JOINT

CONTROL JOINT

CONTROL JOINT CONTROL JOINT CONTROL JOINT

EDGE OF ROOF
BEYOND

FULLY ADHERED
MEMBRANE ROOFING

GROUND
FACE CMU
BLOCK

PREFINISHED KYNAR
ALUMINUM RAIN
LEADER, BEYOND

1"X21/2"
FIBER
CEMENT
TRIM,
TYP.

PREFINISHED KYNAR
ALUMINUM RAIN LEADER,

BEYOND

GROUND
FACE CMU
BLOCK

1"X11"
FIBER
CEMENT
TRIM

1"X5 1/2"
FIBER
CEMENT
TRIM

18' - 0"18' - 0"18' - 0"17' - 2 3/8"5 1/8"

TOP OF ROOF
66' - 3"

TOP OF PARAPET
59' - 11 1/4"

2
A3-1

Inman Square Lofts, LLC
24 Crafts Road
Chestnut Hill, MA 02467
TEL# (617) 733-5112
FAX# (617) 738-8810

Drawing:

Title:

Date:
Scale:
Drawn by:
Project:

Checked by:

Revisions:

6 
- 8

 B
ea

co
n 

S
tr

ee
t

Essex Builders Corp
400 Blue HIll Drive Suite 2C
Westwood, MA 02090
TEL# (781) 326 3466
FAX# (617) 326-3477

general contractor

Roome & Guarracino
48 Grove Street
Cambridge, MA 02144
TEL# (617) 628-1700
FAX# (617) 628 1711

structural engineer

client

 1/4" = 1'-0"
03/15/2012

MMS LH
10081.00

NORTH
ELEVATION

A2-4

 1/4" = 1'-0"1 NORTH ELEVATION


