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CONSTRUCTION NOTES

1. ALL PARTITIONS SHALL BE TYPE (A42)  UNLESS NOTED OTHERWISE (6" ABOVE CLG).

2. ALL WORK SHALL CONFORM TO THE LATEST EDITION OF THE COMMONWEALTH OF MASSACHUSETTS BUILDING CODE, ADA, AND ALL OTHER
APPLICABLE CODES AND REGULATIONS.

3. MAINTAIN PUBLIC FACILITIES AND EMERGENCY EXITS DURING CONSTRUCTION FOR OCCUPIED AREAS. REVIEW TEMPORARY DUST PARTITION
LOCATIONS WITH OWNER.

4. ALL DOCUMENTS ARCHITECTURAL AND ENGINEERING ARE BINDING AND SHOULD BE ISSUED TO ALL SUBS - ANY DISCREPANCY SHOULD BE
BROUGHT TO THE ARCHITECTS DIRECTION BEFORE THE BID IS COMPLETE.

5. ALL CONFLICTS AND ITEMS FOR CLARIFICATION SHALL BE BROUGHT TO THE ATTENTION OF THE ARCHITECT PRIOR TO AFFECTING WORK IN THAT
AREA.

6. IF VARIANCE FROM THE EXISTING DRAWING OCCURS, NOTIFY THE ARCHITECT PRIOR TO COMMENCING ANY RELATED WORK.

7. THE CONTRACTOR SHALL VISIT THE SITE PRIOR TO PRICING. THE DRAWINGS DEPICT ONLY GENERALLY THE EXISTING CONDITION.  THE
CONTRACTOR SHALL BE RESPONSIBLE FOR EXACT QUANTITY TAKE-OFFS BASED ON FIELD OBSERVATIONS.

8. ALL COAT CLOSETS SHALL HAVE ROD AND SHELF, AND CONFORM TO ALL MASS. STATE AND ADA REQUIREMENTS. REFER TO DETAIL DRAWING.

9. ALL OFFICE DOORS SHALL HAVE COAT HOOKS ON OFFICE SIDE UNLESS OTHERWISE NOTED. SEE DOOR SCHEDULE FOR HOOK SPECIFICATIONS.

10. WHERE CONCEALED WOOD BLOCKING OR FRAME IS  REQUIRED. CONTRACTOR SHALL USE ONLY FIRE- RETARDANT TREATED WOOD.

11. GENERAL CONTRACTOR SHALL COORDINATE THE LOCATION OF REQUIRED FIRE PROOF BLOCKING IN WALLS TO RECEIVE WALL HUNG TV'S,
CABINETS, SHELVING, MAJOR ART WORK, COAT ROD AND SHELVES.

12. ALL PLAN DIMENSIONS INDICATED ARE TO FINISHED FACE OF PARTITION; U.O.N.

13. CONTRACTOR SHALL FIELD VERIFY EXISTING CONDITIONS AND SHALL NOTIFY THE ARCHITECT IN WRITING OF ANY DISCREPANCIES AND/OR
DAMAGED EXISTING BASE BUILDING WORK WHICH MAY INTERFERE WITH THE PROPER EXECUTION OF NEW TENANT WORK.

14. WHERE CONCEALED WOOD BLOCKING OR FRAMING IS REQUIRED, CONTRACTOR SHALL USE ONLY FIRE-RETARDANT TREATED WOOD.

15.WHERE FIRE-RATED AND FULL HEIGHT PARTITIONS ARE PENETRATED BY STRUCTURAL MEMBERS, DUCTWORK, PIPING, AND CONDUIT, THE
GYPSUM BOARD SHALL BE SCRIBED TO FIT TIGHT AGAINST THE PENETRATING ITEM AND CAULKED WITH THE APPROPRIATE SEALANT, OR
CONSTRUCTED OTHERWISE TO PROVIDE A U.L APPROVED ASSEMBLY DETAIL APPROPRIATE TO THE CONDITION.  COORDINATE WITH MECHANICAL
AND ELECTRICAL WORK AND DETAILS.

16. ANY EXISTING PARTITIONS OR CORE WALLS INDICATED TO REMAIN, WHICH ARE DAMAGED DURING THE CONSTRUCTION OF NEW TENANT WORK,
SHALL BE PATCHED AND REPAIRED BY THE CONTRACTOR TO MATCH ORIGINAL CONDITIONS.

17. THE G.C. SHALL BE RESPONSIBLE TO INSTALL ANY MISSING GWB ON PERIMETER ABOVE & BELOW WINDOWS AND ALL COLUMNS.

18. DETAIL AT WALL TO MULLION TO MATCH EXISTING IN SPACE AND TO MATCH BUILDING STANDARDS.

19.  ALL EXPOSED STRUCTURAL STEEL SHALL BE FIREPROOFED.

20.  THE G.C. SHALL VERIFY THE LOCATIONS OF ALL EXISTING FIRE ALARM CALL BOXES, PULL STATIONS, EXTINGUISHERS, FIRE HOSE VALVE
CABINETS, STROBES, ETC. AND SHALL RELOCATE AS REQUIRED WHERE IN CONFLICT WITH PARTITIONS AND/OR WHERE DEMOLITION OCCURS AND
TO ACCOMMODATE NEW LAYOUT.  SEE ENGINEERING DOCUMENTS.

21. THE WORD "FEC" INDICATES FIRE EXTINGUISHERS AND CABINETS, WHERE AND AS INDICATED AND AS REQ'D BY THE GOVERNING LAWS AND
CODES. FIRE EXTINGUISHERS AND CABINETS SHALL CONFIRM TO CODE REQUIREMENTS'  EXTINGUISHERS FOR GENERAL USE SHALL BE 10 Lb. ABC
CHEMICAL TYPE AND AT KITCHENS CARBON DIOXIDE TYPE, ALL UL-RATED; CABINET FACES SHALL BE SATIN FINISHED STAINLESS STEEL, CABINETS
SHALL BE FULLY RECESSED. HEIGHT LOCATION OF ALL FIRE EXTINGUISHER  CABINETS MUST COMPLIES WITH THE ADA REQUIREMENTS. VERIFY IF
EXTG EQUIPMENT IN FIELD IS COMPLIANT.

22. THE G.C. SHALL COORDINATE WITH THE DRYWALL SUB FOR PATCHING OF EXISTING PARTITIONS, SOFFITS, COLUMNS, CORE AND PERIMETER.
REPLACE DRYWALL AS NEEDED WHERE OLD WALL COVERING EXISTS, FINISH AS PER FINISH SCHEDULE.

23. THE G.C. SHALL COORDINATE WITH DOOR AND GWB SUBS FOR FIT OF NEW FRAMES AT PARTITIONS SO NO GAPS OCCUR.  SEE DOOR SCHEDULE
FOR FRAME SPECIFICATION FOLLOW ALL MANUFACTURER GUIDELINES FOR INSTALLATION AND TOLERANCE.

24. THE G.C. SHALL COORDINATE SCHEDULE WITH THE BUILDING OWNER FOR INSTALLATION OF PERIMETER BUILDING STANDARD WINDOW
TREATMENTS THROUGHOUT THE SCOPE OF THIS PROJECT.
(N.I.C. - BY LANDLORD'S CONTRACTOR).

25. PROVIDE TEMPERED GLASS IN ALL AREAS AS REQUIRED BY MA BUILDING CODE.

26. LOCATE ALL DOOR FRAMES 4" OFF ADJACENT WALL U.O.N.  IN ALL CASES, PROVIDE ADA CLEARANCES OF 18" ON PULL SIDE AND 12" ON PUSH
SIDE OF DOORS.  BRING ANY DISCREPANCIES TO ARCHITECTS ATTENTION PRIOR TO FRAMING OF DOOR.

27. WHERE APPLICABLE, PROVIDE A MEMBRANE WATERPROOFING (WP) UNDER THE ENTIRE SHOWER ROOM AREA: TROWEL APPLIED WP NO.
301/335 CONSISTING OF NO. 301 WP LIQUID, NO. 335 WP POWDER AND 6 OUNCES REINFORCING FABRIC; UPCO HYDROMENT ULTRA-SET; MAPEI
PLANICRETE W/WP SHALL BE APPLIED WHERE OCCUPIED SPACES BELOW COULD BE DAMAGED BY WATER.

28. WHERE APPLICABLE, PROVIDE A FULL COPPER DRAIN PAN LAID UPON SLAB UNDER SHOWER STALL; TURNED UP VERTICAL LEGS SHALL
EXTEND A MIN. OF 4" W/ ALL JOIN HEMMED AND SOLDIER.

POWER,  TEL/DATA  A/V NOTES

1.  THE INTENT OF THIS DRAWING IS TO SHOW LOCATIONS OF ELECTRICAL AND TELEPHONE/ DATA DEVICES ONLY. REFER TO ELECTRICAL
ENGINEERING DOCUMENTS FOR WIRING/CIRCUITING OF ALL ELEMENTS.
IT IS THE RESPONSIBILITY OF THE G.C. TO MAKE SURE ALL SUBS RECEIVE ALL DRAWINGS ARCHITECTURE AND ENGINEERING FOR PRICING
AND COORDINATION.

2. PRIOR TO CORING THE FLOOR FOR ELECTRIC AND DATA LOCATIONS, THE CONTRACTOR SHALL PROVIDE A COORDINATION DRAWING
FOR THE ARCHITECT'S REVIEW. IT SHALL BE DONE USING THE DIMENSIONS AS SHOWN ON THE PLAN, THE REQUIREMENTS OF THE
SYSTEMS FURNITURE AND FREE STANDING DESKS, CLEARANCE OF EXISTING STRUCTURAL STEEL AND EXISTING OR NEW MECHANICAL,
ELECTRICAL AND PLUMBING/FIRE PROTECTION CONSTRUCTION.

3. GENERAL CONTRACTOR SHALL COORDINATE WITH ALL TENANT VENDORS INCLUDING, BUT NOT LIMITED TO, TELEPHONE/DATA AND
SECURITY CONTRACTORS WHO MAY BE HIRED DIRECTLY BY TENANT.

4. EACH OFFICE AND OTHER ENCLOSED AREAS SHALL BE INDEPENDENTLY SWITCHED.

5. FOR FURTHER INFORMATION ON LIFE SAFETY SYSTEM REFER TO ENGINEERING DOCUMENTS.

6.  ALL SWITCHES, OUTLETS AND COVER PLATES SHALL BE STAINLESS STEEL UNLESS NOTED OTHERWISE.

7. ALL WALL MOUNTED OUTLETS SHALL BE INSTALLED AT 18" A.F.F. UNLESS NOTED OTHERWISE.

8. ALL WALL MOUNTED OUTLETS SHOWN BACK-TO-BACK ON THE PLAN SHALL BE INSTALLED OFFSET TO PREVENT SOUND TRANSMISSION.

9. GANG ALL MULTIPLE SWITCHES AT ONE LOCATION, TOGETHER WITH A COMMON FACE PLATE.

10. ALL WALL MOUNTED SWITCHES SHALL BE INSTALLED AT 48" A.F.F. TO MEET ADA/AAB, UNLESS NOTED OTHERWISE.

11. SEE ENGINEERING FOR ALL LOCATIONS OF FIRE RELATED EQUIPMENT SUCH AS PULL STATIONS, FIRE STROBES, ETC. RELOCATE WHERE
NECESSARY DUE TO LAYOUT, OUS RESERVES THE RIGHT TO REVIEW AND MOVE PRIOR TO INSTALLATION AT NO ADDITIONAL COST TO THE
TENANT.

12. GENERAL CONTRACTOR SHALL PROVIDE WATER CONNECTION TO FILTERED WATER COOLER, REFRIGERATOR AND COFFEE MAKER,
UNLESS NOTED OTHERWISE.

13. THE G.C. SHALL OPEN PERIMETER GWB AS NEEDED AT NEW POWER OR TEL/DATA AND COORDINATE W/DRYWALL SUB FOR PATCHING AS
REQUIRED.  THE ELECTRICIAN SHALL ALSO REMOVE ANY EXISTING LOCATIONS NOT SHOWN ON THIS PLAN AND THE DRYWALL SUB SHALL
PATCH AS NEEDED - VERIFY IN FIELD.

14. SEE A/V DRAWINGS FOR ALL A/V SCOPE OF WORK.  IT IS THE RESPONSIBILITY OF THE G.C. TO COORDINATE LOCATIONS, QUANTITY,
MOUNTING HEIGHTS, AND TYPES OF ALL POWER / TELEPHONE / DATA OUTLETS, CONDUIT RUNS, WIRING, AND ALL ASSOCIATED ELECTRICAL
WORK WITH AV CONTRACTORS FINAL DRAWINGS.  BRING ANY DISCREPANCY TO THE ATTENTION OF THE ARCHITECT DURING THE
COORDINATION PHASE OF THE PROJECT.

15. PROVIDE NECESSARY BLOCKING IN ALL WALLS AND CEILING SOFFITS FOR ALL A/V EQUIPMENT.  COORDINATE WITH FINAL A/V
CONTRACTOR'S DRAWINGS FOR LOCATIONS.

16. ALL A/V POWER OUTLETS SHALL BE DEDICATED (FOR AV ONLY), WITH ISOLATED GROUNDS AND HOSPITAL GRADE RECEPTACLES, AND
SHOULD BE OF COMMON PHASE. SEE A/V DRAWINGS FOR ALL A/V SCOPE OF WORK,

CEILING CONSTRUCTION NOTES

1. FOR FURTHER INFORMATION ON LIFE SAFETY SYSTEMS REFER TO THE ELECTRICAL AND LIFE PROTECTION DRAWINGS.

2. REFER TO MECHANICAL DRAWINGS FOR DIFFUSERS AND EQUIPMENT INFORMATION. REFER TO ELECTRICAL DRAWINGS FOR ADDITIONAL
INFORMATION ON LIGHTING.

3. CONTRACTOR SHALL FIELD VERIFY THE PREMISES AND VERIFY ALL CLEARANCES AS REQUIRED FOR ALL LIGHTING FIXTURES BEFORE
PROCEEDING WITH ANY INSTALLATION. REPORT ANY DISCREPANCIES TO THE ARCHITECT.

4. LEVEL CEILING TO WITHIN 1/8" IN 12 FEET IN ANY DIRECTION. LEVEL WITH HANGER WIRE TAUT AND PLUMB, WITHOUT KINKING OR BENDING
HANGER WIRES.

5. INCANDESCENT FIXTURES TO BE ON WALL BOX SLIDE DIMMERS IN MAIN CONFERENCE ROOM. COORDINATE ALL SWITCHING WITH ELECTRICAL
PLANS.

6. ALL CEILING SOFFITS SHALL PAINTED FLAT WHITE TO MATCH CEILING TILES UNLESS OTHERWISE NOTED.

7. ANY EXISTING BASE BUILDING ITEMS INDICATED TO REMAIN WHICH ARE DAMAGED DURING THE CONSTRUCTION OF NEW TENANT WORK,
SHALL BE PATCHED AND REPAIRED BY THE CONTRACTOR TO  MATCH ORIGINAL CONDITIONS.

8. ALL CEILING HEIGHT TO MATCH EXISTING (V.I.F.) U.O.N.

9. FIXTURES INSTALLATION & TRIM REQUIREMENTS TO BE COORDINATED WITH THE GENERAL AND CEILING CONTRACTORS.

10. PROJECTION SCREEN: DA-LITE ELECTROL ELECTRIC SCREEN 8'X10' W/ MATTE SCREEN.

FURNITURE NOTES

1.  FURNITURE VENDOR SHALL MAKE A SITE VISIT TO VERIFY FURNITURE CAN FIT IN THE ELEVATOR AND/OR CAN BE BROUGHT INTO THE SPACE
FOR INSTALLATION.

2. FURNITURE VENDOR MUST PAD ALL WALLS AND DOOR FRAMES TO PROTECT THEM FROM DAMAGE DURING FURNITURE INSTALLATION OR MOVE.

3. ALL FURNITURE N.I.C.; G.C. TO COORDINATE INSTALLATION W/ FURNITURE VENDOR

4. FURNITURE VENDOR MUST REVIEW EQUIP. LOCATION AND BRING POWER TO THOSE LOCATIONS IF REQ'D. SEE DRAWING A-3.0

5.  FURNITURE VENDOR TO FIELD VERIFY CLEAR DIMENSIONS PRIOR TO INSTALLATION.  BRING ANY  VARIATIONS FROM THE ARCHITECTURAL
PLANS TO  THE ARCHITECTS' ATTENTION.

6. FURNITURE VENDOR TO FIELD VERIFY ALL EXISTING SITE CONDITIONS AND MEASUREMENTS.

7. FURNITURE VENDOR TO COORDINATE ALL ELECTRICAL AND TEL/DATA WIRING WITH G.C. AND SUBMIT A COMPLETE INSTALLATION DRAWING TO
G.C. FOR FINAL COORDINATION.

8. G.C. TO COORDINATE WITH FURNITURE VENDOR TO RECEIVE MOST RECENT INSTALLATION DRAWINGS.

9. ALL FURNITURE LAYOUT FOR INFORMATION USE ONLY

FINISH NOTES

1. WALL SURFACES BEING PREPARED FOR PAINT SHALL HAVE PAINT APPLIED IN ACCORDANCE WITH MANUFACTURER'S SPECIFICATIONS.
PROVIDE A MINIMUM OF (2) COATS OVER PRIMER AS REQUIRED, ALL PAINT TO BE APPLIED ACCORDING TO MANUFACTURER'S
SPECIFICATIONS.

2. PAINT ALL DRYWALL CEILINGS AND BOTTOMS OF SOFFITS WITH (2) COATS OF FLAT PAINT.

3. IF REQUIRED, CONTRACTOR TO PROVIDE ALL TEST DATA FOR MATERIALS SPECIFIED TO THE CITY BUILDING DEPARTMENT.

4. WHERE CARPETING OCCURS IN DOORWAYS; INSTALLER TO LOCATE SEAM UNDER THE CENTER OF THE DOOR (ALIGNMENT OF PATTERN IS
CRITICAL).

5. CLOSETS ARE TO RECEIVE SAME FINISHES AS SPECIFIED FOR THE ROOM ONTO WHICH THEY OPEN.

6. PROVIDE RUBBER REDUCER STRIPS AT FLOOR MATERIAL JUNCTIONS, COLOR TO BE APPROVED BY THE ARCHITECT. STONE / CARPET
TRANSITION TO BE FLUSH " METAL EDGE - (SEE DETAIL 4/A8.0)

7. THE G.C. AND THE CARPET SUB-CONTRACTOR SHALL SUBMIT PRIOR TO PURCHASE AND ORDER OF CARPET GOODS A SEAMING DIAGRAM
FOR REVIEW AND APPROVAL.  ALL ABUTTING PATTERNED REPEAT CARPET SHALL RUN IN SAME DIRECTION - WIDTH.

8. ANY CARPET INSTALLED PRIOR TO OTHER TRADES BEING COMPLETE SHALL PROVIDE ADEQUATE PROTECTION FOR INSTALLED GOODS.
THE SUB SHALL HAVE THE EDGES TRIMMED AND SEALED ACCORDING TO THE MANUFACTURERS SPECIFICATIONS.  ANY EDGES NOT SEALED
THAT RAVEL WILL BE REPAIRED/REPLACED AT THE SUB-CONTRACTORS EXPENSE.

9. G.C. TO SUBMIT STONE SAMPLE TO ARCHITECT FOR APPROVAL.

10. G.C. TO SUBMIT CONTROL SAMPLES FOR ALL FINISHES TO ARCHITECT FOR APPROVAL.

11. G.C. TO CONFORM TO ALL MANUFACTURERS SPECIFICATIONS.  SUBMIT PRODUCT SPECIFICATIONS TO ARCHITECT FOR APPROVAL.

12. FOR SPECIALTY COATING PAINT P4 (IF INDICATED HEREIN), FOLLOW ALL MANUFACTURERS SPECIFICATIONS, BUT PREPARE WALL WITH A
LEVEL 5 FINISH AND USE A 100% ACRYLIC LATEX PRIMER/SEALER.  FOR USE ON METAL SURFACES, USE A BONDING PRIMER COMPATIBLE
WITH WATER BASED PAINT SUCH "XIM" OR EQUAL.

13. PROVIDE GROUT COLOR SAMPLES FOR ARCHITECTS APPROVAL WITH SUBMITTAL OF SHOP DRAWINGS AND/OR CONTROL SAMPLES.

MAX.

MAX.

FIRE EXTINGUISHER

FIRE ALARM PULL
STATION

FIRE EXTINGUISHER
WALL CABINET

EMERGENCY
POWER SHUT OFF

THERMOSTAT

LIGHT SWITCH
OR SENSOR

CARD READER

OUTLET (DATA
OR POWER)

FIRE ALARM
HORN/STROBE

CL OF
BRACKET

EXIT

CENTERLINE OF DOOR/EXIT LIGHT

EXIT SIGN:  PROVIDE PENDANT WHERE
CEILING HEIGHT EXCEEDS 8'-6"AFF.

CL
CL

CL
CL

CL

CL

CL

CL

1'
 - 

6"

3'
 - 

6" 4'
 - 

0" 4'
 - 

6" 5'
 - 

0"

6'
 - 

8"

3'
 - 

6"4'
 - 

0"

CL OF GRAB BAR

CL OF TP ROLL

T.O. WC

CL OF WC

1'
 - 

6"2'
 - 

0"2'
 - 

10
"

V
IF

3' - 6"0' - 6"

2'
 - 

10
"

T.O. SINK

ADA COMPLIANT LAVATORY
1' - 6"

Scale

DATE

DRAWN BY:

CHECKED BY:

PROJECT NUMBER

THIS DOCUMENT,  AS AN INSTRUMENT OF  SERVICE, IS THE SOLE
PROPERTY OF STUDIO TROIKA.  ITS USE BY THE OWNER FOR
OTHER PROJECTS OR FOR COMPLETION OF  THIS PROJECT BY
OTHERS IS STRICTLY FORBIDDEN.   DISTRIBUTION IN CONNECTION
WITH THIS PROJECT SHALL NOT BE CONSTRUED AS PUBLICATION
IN DEROGATION OF THE DESIGNER'S RIGHTS.
©2008, STUDIO TROIKA.

NOTES

PROJECT TITLE

PHASE

DRAWING TITLE

FOR DESIGN PURPOSES ONLY.   NOT FOR CONSTRUCTION. VERIFY
ALL DIMENSIONS IN FIELD.

67   maplewood street
malden, ma 02148-4320
www.studiotroika.com

t:  781 388 3313
f:  781 388 3323

TROIKA
incorporated

st
ud

io

CONSULTANTS

REVISIONS

# DESCRIPTION DATE

As indicated

363 HIGHLAND AVE #8
SOMERVILLE, MA 02144

A 0.1

GENERAL NOTES

RE

SP

11-03-2010

650.10

SD

ALTITUDE INC.

 1/2" = 1'-0"1 Typ. Mounting Heights
 1/2" = 1'-0"2 Typ. Bathroom Mounting Heights



ABOVE FINISHED FLOOR
AGGREGATE
ALUMINUM
ALLOWANCE
ALTERNATE
ACOUSTICAL PANEL
ASPHALT
AVERAGE
BASE
BLUEBOARD SKIM COAT PLASTER
BOARD
BETWEEN
BUILDING
BY OTHERS
BRICK
CABINET
CENTER TO CENTER
CERAMIC
CAST IN PLACE
CIRCLE
CONSTRUCTION JOINT
CENTERLINE
CEILING
CLEAR
CONCRETE MASONRY UNIT
COLUMN
CONCRETE
CONSTRUCTION
CONTINUE
CARPET
CERAMIC TILE
CENTER
COLD WATER
DOUBLE
DETAIL
DIAMETER
DIMENSION
DOWN
DOOR
DRAIN
DRAWING
EAST
EXPANSION JOINT
ELEVATION
ELECTRIC
EQUAL
EQUIPMENT
EXHAUST
EXISTING
EXTERIOR
FACTORY
FLOOR DRAIN
FOUNDATION
FIGURE
FINISH
FLOOR
FLOORING
FLUORESCENT
FEET
FOOTING
GAUGE
GALVANIZE
GLASS
GYPSUM
GYPSUM WALL BOARD
HEAD
HARDWARE
HORIZONTAL
HEIGHT
HOT WATER
INCH
INCLUDE
INFORMATION
INSULATE
INTERIOR
JUNCTION BOX
JOINT
LAMINATE
LAVATORY
POUND
LINEAR
LOCATION
LEAD COATED COPPER
LIGHT
MATERIAL
MAXIMUM

AFF
AGGR
AL, ALUM
ALLOW
ALT
AP
ASPH
AVG
B
BBSP
BD
BET
BLDG
BO
BRK
CAB
C TO C
CER
CIP
CIR
CJ
CL
CLNG
CLR
CMU
COL
CONC
CONST
CONT
CPT
CT
CTR
CW
DBL
DET
DIA
DIM
DN
DR
DR
DWG
E
EJ
EL, ELEV
ELEC
EQ
EQUIP
EXH
EXIST
EXT
FAC
FD
FDN
FIG
FIN
FLR
FLRG
FLOUR
FT
FTG
GA
GALV
GL
GYP
GWB
HD
HDW
HOR, HORIZ
HT
HW
IN
INCL
INFO
INS
INT
JB
JT
LAM
LAV
LB
LIN
LOC
LCC, LC
LT
MATL
MAX

METAL
MEZZANINE
MANUFACTURING
MINIMUM
MISCELLANEOUS
NORTH
NOT IN CONTRACT
NOMINAL
NUMBER
NOT TO SCALE
OVER-ALL
OVERHEAD BIFOLD DOOR
ON CENTER
OVERHEAD COILING DOOR
OUTSIDE DIAMETER
OFFICE
OVER HEAD
OPENING
OPPOSITE
OVERHEAD
PAGE
PRECAST CONCRETE
POUNDS PER CUBIC FOOT
PERPENDICULAR
PLATE
PLASTIC LAMINATE
PLUMBING
PLYWOOD
PANEL
PROTECTED MEMBRANE ROOF
PAIR
PREFABRICATED
PROJECT, PROJECTION
PAINT
PAINTED
PRESSURE TREATED WOOD
POLYVINYLCHLORIDE
RADIUS, RISER, RUBBER
RETURN AIR
RUBBER
RECEIVED
RECEPTACLE
REFERENCE
REFRIGERATE
REGISTER
REINFORCE
REQUIRED
RETURN
ROOM
SOUTH
SCHEDULE
SECTION
SHEET
SIMILAR
SKETCH
SEALED
SEALER
SLATE
SPECIFICATION
SQUARE
STAINLESS STEEL
STANDARD
STEEL
STONE
STRUCTURAL
TREAD
TOP AND BOTTOM
TELEPHONE
TEMPERED
TONGUE AND GROOVE
THICK
THROUGH
TOP OF STEEL, TOP OF SLAB
TURNING POINT
TYPICAL
VINYL
VAPOR BARRIER, VINYL BASE
VINYL COMPOSITION TILE
VERTICAL
VESTIBULE
VERIFY IN FIELD
VENEER PLASTER
WEST, WIDE FLANGE, WIDTH
WITH
WATERCLOSET
WOOD
WITHOUT
WATERPROOFING

MET
MEZZ
MFG
MIN
MISC
N
NIC
NOM
NO
NTS
OA
OBD
OC
OCD
OD
OFF
OH
OPNG
OPP
OVHD
P
PC
PCF
PERP
PL
PLAM
PLMB
PLY
PNL
PMR
PR
PREFAB
PROJ
PT
PTD
PTW
PVC
R
RA
RBR
RECD
RECP
REF
REFR
REG
REINF
REQD
RET
RM
S
SCH
SECT
SHT
SIM
SK
SLD
SLR
SLT
SPEC
SQ
SS
STD
STL
STN
STR, STRUC
T
T&B
TEL
TEMP
T&G
THK
THRU
TOS
TP
TYP
V
VB
VCT
VERT
VEST
VIF
VP
W
W/
WC
WD
W/O
WP

LEGEND

EXISTING DOOR

EXISTING WALL

NEW DOOR

NEW WALL

100
ROOM

ROOM TAG

1 WINDOW TAG

6" RECESSED CAN

4" RECESSED CAN

SD SMOKE DETECTOR

SWITCH

CEILING EXHAUST FAN

NEW MILLWORK

CO CARBON MONOXIDE
DETECTOR

AX.X ELEVATION SHEET REFERENCE

X

ELEVATION VIEW REFERENCE

OVERALL SECTION -
NUMBER/SHEET

DETAIL SECTION -
NUMBER/SHEET

AX.X

X

AX.X

X

DETAIL VIEW -
NUMBER/SHEETAX.X

X

DOOR TAG

FEXIT SIGN HORN STROBE

FIRE EXTINGUISHER CABINET

S STROBE

FIRE ALARM PULL

FE

DOOR TO BE REMOVED

WALL TO BE REMOVED

2 DROPS (1 VOICE, 1 DATA)

4 DROPS (2 VOICE, 2 DATA)

2 CEILING DROPS (ALL DATA)

4 CEILING DROPS (ALL DATA)

6 DROPS (3 VOICE, 3 DATA)

BULK RUN (6 VOICE, 6 DATA)
BUNDLED IN CEILING

TD2

TD4

TD6

D2

D4

BR

DUPLEX OUTLET 18" A.F.F.

QUAD OUTLET 18" A.F.F.

18"

18"

COUNTERTOP  OUTLETC

DEDICATED DUPLEX OUTLET 18" A.F.F.

DEDICATED QUAD OUTLET 18" A.F.F.

18"D

18"D

QUAD OUTLET 80" A.F.F.
DEDICATED FOR MICROWAVE

80"

CEILING DUPLEX OUTLET

FLOOR DUPLEX OUTLET

TV TELEVISION OUTLET
RECESSED OUTLET AT 60"
AFF, W/ STANDARD CABLE
OR DATA CONNECTIONS

FLOOR QUAD OUTLET

CR DENOTES DOORS TO RECEIVE SOLTA HARDWARE
ONLY DOES NOT REQUIRE POWER.  POWER FOR
REPEATERS AT INTERMEDIATE LOCATIONS IN
CORRIDORS TO BE COORDINATED WITH SOLTA

WALL AV OUTLET, MOUNTED AT 18" AFF
(2)HDMI, (1) VGA, (1) 1/8 AUDIO, (1) DUPLEX
POWER, ETHERNET DROPS

AV

FLOOR AV OUTLET
(2)HDMI, (1) VGA, (1) 1/8 AUDIO, (1) DUPLEX
POWER, ETHERNET DROPS

CEILING AV OUTLET
(2)HDMI, (1) VGA, (1) 1/8 AUDIO, (1) DUPLEX
POWER, ETHERNET DROPS

W DENOTES ROOMS RECIEVING A "ROOM WIZARD"
CONFERENCE ROOM SCHEDULING DEVICE.
OUTLET TO BE LOCATED IN CEILING, WIZARD
PROVIDED BY CLIENT, MOUNTED TO WALL BY
CLIENT PROVIDED HARDWARE

Scale

DATE

DRAWN BY:

CHECKED BY:

PROJECT NUMBER

THIS DOCUMENT,  AS AN INSTRUMENT OF  SERVICE, IS THE SOLE
PROPERTY OF STUDIO TROIKA.  ITS USE BY THE OWNER FOR
OTHER PROJECTS OR FOR COMPLETION OF  THIS PROJECT BY
OTHERS IS STRICTLY FORBIDDEN.   DISTRIBUTION IN CONNECTION
WITH THIS PROJECT SHALL NOT BE CONSTRUED AS PUBLICATION
IN DEROGATION OF THE DESIGNER'S RIGHTS.
©2008, STUDIO TROIKA.

NOTES

PROJECT TITLE

PHASE

DRAWING TITLE

FOR DESIGN PURPOSES ONLY.   NOT FOR CONSTRUCTION. VERIFY
ALL DIMENSIONS IN FIELD.

67   maplewood street
malden, ma 02148-4320
www.studiotroika.com

t:  781 388 3313
f:  781 388 3323

TROIKA
incorporated

st
ud

io

CONSULTANTS

REVISIONS

# DESCRIPTION DATE

 1/4" = 1'-0"

363 HIGHLAND AVE #8
SOMERVILLE, MA 02144

A 0.2

ABBREVIATIONS AND
LEGENDS

RE

SP

11-03-2010

650.10

SD

ALTITUDE INC.



REF.

DN

A 6.0

1

REPLACE EXISTING WALLS
WITH A40 1HR RATED
WALLS

EXISTING 5 CLOUDS
ABOVE TO BE
REMOVED, LIGHTING
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REUSED IF POSSIBLE

WALL TO BE REMOVED

Scale

DATE

DRAWN BY:

CHECKED BY:

PROJECT NUMBER

THIS DOCUMENT,  AS AN INSTRUMENT OF  SERVICE, IS THE SOLE
PROPERTY OF STUDIO TROIKA.  ITS USE BY THE OWNER FOR
OTHER PROJECTS OR FOR COMPLETION OF  THIS PROJECT BY
OTHERS IS STRICTLY FORBIDDEN.   DISTRIBUTION IN CONNECTION
WITH THIS PROJECT SHALL NOT BE CONSTRUED AS PUBLICATION
IN DEROGATION OF THE DESIGNER'S RIGHTS.
©2008, STUDIO TROIKA.

NOTES

PROJECT TITLE

PHASE

DRAWING TITLE

FOR DESIGN PURPOSES ONLY.   NOT FOR CONSTRUCTION. VERIFY
ALL DIMENSIONS IN FIELD.

67   maplewood street
malden, ma 02148-4320
www.studiotroika.com

t:  781 388 3313
f:  781 388 3323

TROIKA
incorporated

st
ud

io

CONSULTANTS

REVISIONS

# DESCRIPTION DATE

As indicated

363 HIGHLAND AVE #8
SOMERVILLE, MA 02144

A 0.3

EXISTING PLAN

RE

SP

11-03-2010

650.10

SD

ALTITUDE INC.

 1/8" = 1'-0"1 EXISTING PLAN - GROUND

 1/4" = 1'-0"
DEMO LEGEND



REF.

DN

BUILT-IN MILLWORK

A 6.0

1

1

222.70 SF

Room

2

222.70 SF

Room

3

223.15 SF

Room

4

4 5

CONFERENCE ROOM

5

PHONE/STORAGE

6

DATA

7
BIKES

8

KITCHEN

9

CONF/PHOTOG

10

MEN

11

LADIES

12

CLASSROOM

13

A40

A40

A42

A42

REPLACE EXISTING WALLS
WITH A40 1HR RATED
WALLS

5'
 - 

0"

2' - 0" 2' - 0"

NEW STORAGE ROOM

14

OLD STORAGE ROOM

15
22' - 8"

22'  - 8"

22'  - 7 1/2 "

CONFERENCE ROOM

16

Room

17

2

6

3

7' - 11 1/2" 7' - 9 3/4" 7' - 9"

12' - 4 3/4" 12' - 4 3/4"

6' - 0"6' - 0"6' - 0"6' - 9 3/4"6' - 0"3' - 0" 6' - 7 1/4" 9' - 0"

A 7.0
7

Sim

A 7.0
7

Sim

A 7.0
7

Sim

A 7.0
7

Sim

2' - 0"

19' - 7 3/4"

17
' -

 1
1 

1/
2"

7' - 4 1/4" 6' - 0" 10' - 4 1/2" 6' - 0" 10' - 4 1/2" 6' - 0"

CJCJ CJ CJCJCJCJ

NEW
GWB
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LT1

LT1

SHIFT EXISTING
LIGHTS RIGHT 1 TILE

SHIFT EXISTING
LIGHTS LEFT 1 TILE

SEE FIRE PROTECTION
CONTRACT DRAWINGS FOR
SPRINKLERHEAD LOCATIONS
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Room
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Room

3
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Room
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16

CLASSROOM

13

NEW STORAGE ROOM

14
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WALL FINISHES

CODE MATERIAL DESCRIPTION

FLOOR FINISHES

CODE MATERIAL DESCRIPTION

BASE FINISHES

CODE MATERIAL DESCRIPTION

COMPANY: BENJAMIN MOORE AURA
COLOR: TBD
FINISH: MATTE
REMARKS:ALL WALLS UNLESS OTHERWISE NOTED

PT1 PAINT

PT2 PAINT COMPANY: BENJAMIN MOORE AURA
COLOR: TBD
FINISH:  MATTE
REMARKS: ACCENT WALLS WHERE NOTED

COMPANY: TBD
SERIES:
COLOR:
REMARKS: PER FINISH PLAN
CONTACT:

CPT1 CARPET

PT5 PAINT COMPANY: BENJAMIN MOORE AURA
COLOR: TBD
FINISH:  PEARL
REMARKS: HM DOOR FRAMES, VERIFY WITH ARCHITECT

COMPANY: JOHNSONITE
NUMBER: TBD
DESCRIPTION: 4" X 1/8"
REMARKS: STRAIGHT AT CARPET, COVE AT VCT

VB-1 VINYL BASE

GLASS TYPE

CODE MATERIAL DESCRIPTION

THICKNESS: 3/8"
TEMPERED
POLISHED EDGES

G CLEAR GLASS

G1 ETCHED GLASS THICKNESS : 3/8"
TEMPERED
POLISHED EDGES WHERE NOTED
SINGLE SIDED ACID ETCHED
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CL

AL. WINDOW SYSTEM

ACOUSTICAL SEALANT

ACOUSTICAL COMPRSSIBLE FILLER (NEOPRENE OR EQUIV.)

SEE WALL TYPES FOR DETAILS

SIM. DETAIL AT COLUMN

NEW ACT CEILING,
AS SPECIFIED

BOTTOM OF ACT AT
8'-0" AFF, TO MATCH
EXISTING

CORNERBEAD

5/8" GWB, TYP.

3 5/8" STEEL STUD, TYP.

0'
 - 

0 
1/

4"

0'
 - 

0 
1/

4"

0'
 - 

0 
1/

2"

0'
 - 

0 
1/

4"
0'

 - 
0 

1/
4"

DOOR
C.L.

CARPET

VINYL CLIP-TYPE CARPET EDGE:
COLOR TO BE SELECTED BY ARCHITECT

VINYL TILE

CARPET
1/8" BRUSHED ZINC TO BE SET
UNDER STONE

STONE IN EPOXY
LEVELING / SETTING BED

LEVELLASTIC AS REQ'D.

0'
 - 

2"

0' - 0 1/2" 0' - 0 1/2"

ACOUSTIC CEILING TILE

SOLID WOOD BLOCKING

SCHEDULED PARTITION

H.M. FRAME, PAINTED

SOLID CORE DOOR

SOLID WOOD BLOCKING

SCHEDULED PARTITION

H.M. FRAME, PAINTED

SOLID CORE DOOR

0'
 - 

2"0'
 - 

4"TYP.

0' - 0 1/2" 0' - 0 1/2"

VINYL BASE

COVED AT VCT AND
STRAIGHT AT CARPET

0'
 - 

4"
CARPET VCT
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 1 1/2" = 1'-0"7 Wall to Window Jamb
 3" = 1'-0"11 Dropped Soffit

1 : 12 Flooring Transition
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 3" = 1'-0"6 Typ. Door Jamb

 3" = 1'-0"8 Vinyl Base



HARDWARE TYPES

HARDWARE SET #1

(PASSAGE) DOORS
- BUTTS
- PASSAGE SET
- FLOOR STOP
- SILENCERS
- COAT HOOK

HARDWARE SET #2

(PRIVACY - GLASS DOOR) DOORS
- BUTTS
- MAGLOCK LOCKSET
- FLOOR STOP
- SILENCERS
- ADA COMPLIANT CLOSER
- CARD READER
- PULL SPEC FROM BILL BRODIE

*FOR ADDITIONAL DETAILS, SEE HARDWARE SPECIFICATIONS

HARDWARE SET #3

(PRIVACY SET) DOORS
- 3 HINGES
- 1 PRIVACY SET
- 1 DOOR CLOSER
- 1 KICKPLATE
- 1 WALL BUMPER
- 3 DOOR SILENCERS

HARDWARE SET #4

(PASSAGE - GLASS DOOR) DOORS
-90 DEGREE HOLD OPEN
-PULL SPEC FROM BILL BRODIE

HARDWARE SET #5

(POCKET) DOORS
-HAFELE HAWA JUNIOR FOR WOOD
DOORS

HARDWARE SET #6

(GLASS SLIDING DOOR) DOORS
-HAFELE UNOTEC SYSTEM
-PULL TBD

1. PROVIDE ACOUSTIC SEALANT AT SIDELITES ALL SIDES

2. ALL WOOD DOORS SHALL BE QUARTER SLICE CHERRY VENEER TO MATCH
ARCHITECTS SAMPLE.  ALL CHERRY VENEERS SHALL BE CONSISTANT IN A
TIGHT FIGURE. SUBMIT SAMPLES FOR APPROVAL.

3.ALL DOOR HANDLES SHALL MATCH BUILDING STANDARDS (ADA COMPLIANT)
IN SATIN CHROME FINISH

4. ALL HOLLOW METAL DOOR FRAMES TO BE PAINTED, ALKYD BASED SEMI-
GLOSS FINISH U.O.N.

5. FOR DOORS REQUIREING ELECTRONIC ACCESS CONTROL, PROVIDE DOOR
FRAMES AND HARDWARE PREPARED TO RECEIVE ELECTRONIC SOLENOID.

6.ALL DOOR HARDWARE AND LOCKSETS TO BE BUILDING STANDARDS.

7. G.C. TO COORDINATE DEPTH OF ALL WD AND H.M.FRAMES WITH WALL
TYPES.

NOTES

HINGES

HARDWARE SPECIFICATIONS
ALL OFFICE SUITES, EXAM ROOMS AND CLOSET DOORS:

MCKINNEY TA2714 4 1/2 X 4 1/2 26D
CONCEALED ELECTRIC MODIFICATION AS REQUIRED
MINIMUM 3 PER DOOR
1 ADDITIONAL HINGE PER 30 INCHES ABOVE 5'-0" OR AS REQUIRED TO SUIT DOOR HEIGHT AS REQUIRED BY DOOR
MANUFACTURER TO PREVENT WARPAGE.  SEE WOOD DOOR MANUFACTURER'S ASSOCIATION (WDMA) STANDARDS.

LOCK/
LATCH SET

FUNCTION PER DOOR REQUIREMENTS
TYPE:
SARGENT 28 64 10G04 LL 26D

LEVER PER BUILDING STANDARD

FINISH US26D (BHMA 626/652) SATIN CHROME

CORE SARGENT 6300 15 CYLINDER CORE

WALL STOPS MCKINNEY WS01

SILENCERS MCKINNEY  S1M
GREY
MINIMUM 3 PER DOOR

KICKPLATE MCKINNEY KP50 8" X 2" LDW 32D
FLUSH BOLTS
 - MANUAL

AT NON-EGRESS CONVENIENCE/SERVICE DOORS ONLY

IVES FB 256N (PAIR, TOP AND BOTTOM) AT NON-RATED METAL DOORS
IES FB358 (PAIR, TOP AND BOTTOM) AT NON-RATED WOOD DOORS

PROVIDE DUST-PROOF STRIKE AT FLOOR:
IVES DP2 DUST-PROOF STIKE

HAFELE - 117.70.600 - ST. STL. FINISHCABINET PULL

HAFELE HAWA JR. (CONTRACTOR RESPONSIBLE TO MATCH APPROPRIATE HARDWARE TO DOOR TYPE)POCKET DOOR
HARDWARE CONTRACTOR TO PROVIDE ADA COMPLIANT HARDWARE FOR POCKET DOORS

SOLID CORE
PAINT GRADE
WOOD DOOR

PTD. HM FRAME,
TYP.SEE DOOR
SCHEDULE

EXISTING DOUBLE
DOOR

(GENERAL/OFFICES)
DOOR PAINTED TO MATCH EXISTING

FRAME TYPES

FRAME TYPE 1
2" H.M. FRAME PAINTED

DOOR TYPES

DOOR TYPE A
(REUSE EXISTING IF POSSIBLE)

DOOR TYPE B

H
EI

G
H

T

WIDTH

H
EI

G
H

T

EQ EQ

WIDTH

0' - 2"
WIDTH

0' - 2"

H
EI

G
H

T
0'

 - 
2"
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Door Schedule
Door

Number Type
Door

Fire Rating Hardware
Frame

CommentsWidth Height Thickness Material Finish Under Cut Type Material Finish Jamb Head

1 A 4' - 0" 7' - 0" 0' - 1 3/4" 1 REUSE 48" DOOR FROM ROOM 14
2 B 5' - 8" 7' - 0" 0' - 1 3/4" 1 REUSE DOUBLE DOOR FROM ROOM 4
3 A 3' - 0" 7' - 0" 0' - 1 3/4" 1 REUSE 36" DOOR FROM ROOM 14
4 A 3' - 0" 7' - 0" 0' - 1 3/4" 1
5 A 3' - 0" 7' - 0" 0' - 1 3/4" 1
6 A 3' - 0" 7' - 0" 0' - 1 3/4" 1 REUSE 36" DOOR FROM ROOM 13 IF POSSIBLE
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LOCAL CODE REQUIREMENT --------LOCAL CODE REQUIREMENT - - - - - - - -
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DETAILS)

BASIC PARTITION THICKNESS

ACOUSTICAL RATING (STC)

ACOUSTICAL TEST NUMBER

FIRE TEST NUMBER (WHERE APPLICABLE)

GB THICKNESS

STUD SIZE

STUDS TO
STRUCTURE
ABOVE (SEE

FIRE RATED WITH GB
TO STRUCTURE ABOVE
NON RATED WITH GB
TO STRUCTURE ABOVE
NON RATED WITH GB
TO 6" ABOVE CEILING

ACOUSTICAL INSULATION

REMARKS

WITH GB TO X'-0" AFF (SEE DETAIL) *
NON RATED PARTIAL HEIGHT PARTITION

NON RATED WITH STUDS & GB
TO FINISHED CEILING (SEE DETAILS) *

BASIC PARTITION THICKNESS

FINISH SCHEDULE/PLANS
APPLIED FINISHES SEE

GWB - 1 LAYER SYMBOL SIDE

METAL STUDS

ACOUSTIC INSULATION
WHERE SCHEDULED

REQ. MID-HT BRACING TO STRUCTURE

NOTES:

STUDS EXCEEDING 12' FOOT HEIGHT

OF PARTITIONS TYPES D_3 & D_4
* SEE DETAILS FOR BRACING

BASIC PARTITION THICKNESS

ACOUSTICAL RATING (STC)

ACOUSTICAL TEST NUMBER

FIRE TEST NUMBER (WHERE APPLICABLE)

GB THICKNESS

STUD SIZE

TO 6" ABOVE CEILING

ACOUSTICAL INSULATION

REMARKS

WITH GB TO X'-0" AFF (SEE DETAIL) *
NON RATED PARTIAL HEIGHT PARTITION

NON RATED WITH STUDS & GB
TO FINISHED CEILING (SEE DETAILS) *

DETAILS)

STUDS TO
STRUCTURE
ABOVE (SEE

1 HR. RATED WITH GB
TO STRUCTURE ABOVE
NON RATED WITH GB
TO STRUCTURE ABOVE
NON RATED WITH GB

BASIC PARTITION THICKNESS

ACOUSTIC INSULATION
WHERE SCHEDULED

FINISH SCHEDULE/PLANS
APPLIED FINISHES SEE

GWB - 1 LAYER EACH SIDE

METAL STUDS

OF PARTITIONS TYPES A_3 & A_4

NOTES:
* SEE DETAILS FOR BRACING

REQ. MID-HT BRACING TO STRUCTURE
STUDS EXCEEDING 12' FOOT HEIGHT

STUD GAUGE (INDICATED OR SEE SPEC)

STUD SPACING (INDICATED OR SEE SPEC)

STUD GAUGE (INDICATED OR SEE SPEC)

STUD SPACING (INDICATED OR SEE SPEC)

D - WALL TYPEA - WALL TYPE

0' - 5"

ACOUSTICAL SEALANT CONTINUOUS ON
BOTH SIDES

SCHED. FLOORING MATERIAL

SCHED. BASE

CEILING (SEE SCHED)

5/8" GYP. BD.

AS REQ'D.
ANCHOR TO DECK

UNDERSIDE OF EXISTING STRUCTURE

ACOUSTICAL SEALANT CONTINUOUS ON
BOTH SIDES, STUFF FLUTES OF DECKING W/
ACOUSTIC INSULATION.

3 5/8" MTL. STUDS @ 16" O.C.
20 GA. W/ BATT INSULATION

0' - 5"

ACOUSTICAL SEALANT CONTINUOUS ON
BOTH SIDES

SCHED. FLOORING MATERIAL

SCHED. BASE

CEILING (SEE SCHED)

5/8" GYP. BD.

AS REQ'D.
ANCHOR TO EXISTING STRUCTURE

UNDERSIDE OF EXISTING STRUCTURE

3 5/8" MTL. STUDS @ 16" O.C.
25 GA. W/ BATT INSULATION

0'
 - 

6"
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 1 1/2" = 1'-0"2 Wall Type A41
 1 1/2" = 1'-0"3 Wall Type A42
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1 3D View 4

2 ROOM 2 3D VIEW 3 ROOM 3 3D VIEW 4 ROOM 4 3D VIEW
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