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GENERAL NOTES

1. ALL WORK PERFORMED AS PART OF THIS PROJECT SHALL CONFORM TO

THE CITY OF SOMERVILLE, DEPT. OF PUBLIC WORKS AND ANY OTHER

AGENCY WITH AUTHORITY IN THIS AREA.

2. CONTRACTOR TO MAINTAIN WORK AREA IN A CLEAN CONDITION. NO

CONSTRUCTION DEBRIS SHALL BE ALLOWED TO ACCUMULATE WITHIN THE

WORKSITE AND NO DIRT, GRAVEL, ETC. SHALL BE ALLOWED TO

ACCUMULATE ON THE PUBLIC RIGHT-OF-WAY.

3. AREAS OUTSIDE THE LIMITS OF PROPOSED WORK DISTURBED BY THE

CONTRACTOR'S OPERATIONS SHALL BE RESTORED BY THE CONTRACTOR

TO THEIR ORIGINAL CONDITION AT THE CONTRACTOR'S EXPENSE.

4. SNOW SHALL BE REMOVED OFF-SITE DURING EACH SNOW STORM.
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POINT OF PROPERTY INTERSECTION: LINWOOD STREET/AUTO ZONE/SUBJECT PROPERTY
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VARIES

RAMP LENGTH

W = SIDEWALK WIDTH

SIDEWALK THICKNESS

AT DRIVEWAYS

CC = 6"

8" MIN.

 SECTION A-A

LEGEND:

HSL = HIGH SIDE TRANSITION LENGTH. SEE E 107.9.0

W = SIDEWALK WIDTH

* = TOLERANCE FOR CONSTRUCTION ± 0.5%

CC = CEMENT CONCRETE

HMA = HOT MIX ASPHALT

SIDEWALK THROUGH DRIVEWAYS WITHOUT CURB RETURNS
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SILT SACK
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TRENCH EXCAVATION/TEMPORARY PATCH
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CEMENT CONCRETE SIDEWALK
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GRANITE CURB IN EXISTING PAVEMENT
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WITH DETECTABLE WARNING PANEL

LEGEND:

WHEELCHAIR RAMP ON NARROW SIDEWALK

NOTE:

SECTION A-A
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BASE OF SIGN CONSTRUCTION
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JOINT DETAILS
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SCORING AROUND SIGN POST & HYDRANT
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6" CURB

2'-0"

NEW OR EXIST SIGN
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NEW CEM CONC SIDEWALK

SCORE LINE
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EXISTING HYDRANT
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SCORE LINE

HOT MIX ASPHALT
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PRECAST CONCRETE DRAIN MANHOLE
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PRECAST CONCRETE CATCH BASIN
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6.0" [152 mm] MIN.

30.5" [775 mm]

6.0" [152 mm] MIN.

12.0' [3.66 m]

MAX. BURIAL DEPTH

58.0" [1473 mm] MIN.

CENTER TO CENTER

52.0" [1321 mm]12.0" [305 mm] MIN.

RECHARGER 330XLHD

HEAVY DUTY CHAMBER

MINIMUM

95% COMPACTED FILL

PAVEMENT OR

FINISHED GRADE

4 OZ. NON-WOVEN FILTER FABRIC AROUND STONE.

TOP AND SIDES MANDATORY;  BOTTOM PER ENGINEER'S

DESIGN PREFERENCE

HVLV FC-24 FEED CONNECTOR WHERE SPECIFIED

1-2 INCH [25-51 mm] DIAMETER

WASHED, CRUSHED STONE

CULTEC NO. 20L POLYETHYLENE LINER TO BE PLACED BENEATH

HVLV FC-24 FEED CONNECTORS WHEN UTILIZING INTERNAL

MANIFOLD AND BENEATH ALL INLET PIPES

PIPE DESIGN AND ELEVATION TBD BY ENGINEER.

PIPE TO BE INSERTED 8.0 INCHES [204 mm] MIN. INTO CHAMBER.

MAX. 24.0 INCHES [600 mm] I.D. ALLOWED IN ENDWALL

PAVEMENT OR FINISHED GRADE

PAVEMENT SUB-BASE (WHEN APPLICABLE)

MIN. 95% COMPACTED FILL

4 OZ. NON-WOVEN FILTER FABRIC

TO SURROUND STONE.

TOP AND SIDES MANDATORY;  BOTTOM PER

ENGINEER'S DESIGN PREFERENCE

6.0 INCH [152 mm]  MINIMUM DEPTH OF

1-2 INCH [25-51 mm] WASHED, CRUSHED

STONE BELOW AND ABOVE CHAMBERS

CULTEC RECHARGER 330XLHD

HEAVY DUTY CHAMBER

12.0 INCH [305 mm] MINIMUM WIDTH OF

1-2 INCH [25-51 mm] WASHED, CRUSHED

STONE BORDER SURROUNDING SYSTEM

PERIMETER

CULTEC HVLV FC-24 FEED CONNECTOR

WHERE SPECIFIED

6.0 FT. [1.8 m] MINIMUM

CULTEC NO. 20L POLYETHYLENE

 LINER BENEATH FEED CONNECTORS

10.0 FT. [3.0 m] MINIMUM

CULTEC NO. 20L POLYETHYLENE

LINER AT ALL INLET PIPE

LOCATIONS

4 OZ. NON-WOVEN FILTER FABRIC TO BE PLACED BENEATH

ALL CHAMBERS ACCEPTING INLET PIPING CONNECTIONS

GREATER THAN 18.0 INCHES [450 mm] IN DIAMETER.

 FILTER FABRIC IS TO EXTEND A MIN. OF 8.0 FEET [2.44 m]

PAST LINER AND OVERLAP A MIN. OF 1.0 FOOT [0.305 m]

BENEATH THE POLYETHYLENE LINER

9.0 FT. [2.74 m] MINIMUM

4 OZ. NON-WOVEN

FILTER FABRIC

ALL RECHARGER 330XLHD HEAVY DUTY UNITS ARE MARKED WITH

A COLOR STRIPE FORMED INTO THE PART ALONG THE LENGTH

OF THE CHAMBER.

ALL RECHARGER 330XLHD CHAMBERS MUST BE INSTALLED IN

ACCORDANCE WITH ALL APPLICABLE LOCAL, STATE AND

FEDERAL REGULATIONS

GENERAL NOTES

RECHARGER 330XLHD BY CULTEC, INC. OF BROOKFIELD, CT.

STORAGE PROVIDED = 11.32 CF/FT [1.05 m³/m] PER DESIGN UNIT.

REFER TO CULTEC, INC.'S CURRENT RECOMMENDED

INSTALLATION GUIDELINES.

THE CHAMBER WILL BE DESIGNED TO WITHSTAND TRAFFIC

LOADS WHEN INSTALLED ACCORDING TO CULTEC'S

RECOMMENDED INSTALLATION INSTRUCTIONS

10.0" [254 mm] MIN. FOR PAVED

12.0" [305 mm] MIN. FOR UNPAVED

DESIGN ENGINEER RESPONSIBLE FOR ENSURING THE

REQUIRED BEARING CAPACITY OF SUB-GRADE SOILS (TYP.)

CULTEC RECHARGER 330XLHD HEAVY DUTY PLAN VIEW

3
NOT TO SCALE

CULTEC RECHARGER 330XLHD HEAVY DUTY CROSS SECTION
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CORPORATION

2" DOMESTIC

STOP

WATER SERVICE CONNECTION
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SEWER CHIMNEY WITH 45° CONNECTION TO EXISTING MAIN

6
NOT TO SCALE

COPPER SERVICE CONNECTION
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