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Two15

2-way, passive radiators

25 mm / 1” titanium

15 cm / 5¼” aluminium

1600 Hz

4 Ω

86 dB @ 2.83V/1m

44 - 20 000 Hz +/-3dB

50 - 200 W 

510 (20.1) x 160 (6.3) x 265 (10.4) 

12 (26)

€1800* / $ 2000

Two18

2-way, passive radiators

25 mm / 1” titanium

18 cm / 6½” aluminium

1600 Hz

4 Ω

89 dB @ 2.83V/1m

40 - 20 000 Hz +/-3dB

50 - 200 W 

550 (21.7) x 191 (7.5) x 305 (12.0)

18 (40)

€2700* / $3000

Amp100 • mono

100W, 8 Ω

Patented AMS amplifier technology

115 dB

Input voltage 230/115V auto select

CE, EuP and Energy Star

1x Neutrik XLR input

Two-pole Neutrik Speakon binding post

High quality aluminium

Back

112 (4.4) x 44 (1.7) x 200 (7.9)

0,8 (1.8)

€600* / $ 650

Amp100

100W, 8 Ω

Patented AMS amplifier technology

115 dB

Input voltage 230/115V auto select

CE, EuP and Energy Star

2x Neutrik XLR inputs

3-way binding posts (banana connector, bare wire or spades)

19” rack mountable (2U), high quality aluminium

Front

483 (19.0) x 88 (3.5) x 260 (10.2)

4,1 (9.0)

€ 1200* / $1300

Amp500

2x 500W, 2 Ω; 2x 330W, 4 Ω

Patented AMS amplifier technology

115 dB

Input voltage 230/115V auto select

CE, EuP and Energy Star

2x Neutrik XLR inputs

3-way binding posts (banana connector, bare wire or spades)

19” rack mountable (2U), high quality aluminium

Front

483 (19.0) x 88 (3.5) x 260 (10.2)

5,5 (12.1)

€1650* / $1800

BaseOne25 System •  BaseAmp500 

2x 500W, 2 Ω; 2x 330W, 4 Ω

Patented AMS amplifier technology

115 dB

Input voltage 230/115V auto select

CE, EuP and Energy Star

2x Neutrik XLR inputs

Stereo outputs for main (monitor) amplifier and for BaseOne25 speakers

19” rack mountable (2U), high quality aluminium

Front; bypass switch (front) and bypass latching input footswitch (back)

483 (19.0) x 88 (3.5) x 260 (10.2)

5,0 (11.0)

€6000* / $6500 (system price)		                 *) VAT 20%

One15

2-way, passive radiator

25 mm / 1” titanium

15 cm / 5¼” aluminium

1600 Hz

8 Ω

84 dB @ 2.83V/1m

49 - 20 000 Hz +/-3dB

20 - 100 W

316 (12.4) x 160 (6.3) x 265 (10.4)

7 (15)

€900* / $1000

One18

2-way, passive radiator

25 mm / 1” titanium

18 cm / 6½” aluminium

1600 Hz

8 Ω

85 dB @ 2.83V/1m

45 - 20 000 Hz +/-3dB

30 - 150 W

380 (15.0) x 191 (7.5) x 305 (12.0) 

12 (26)

€1350* / $1500

One12

2-way, passive radiator

25 mm / 1” titanium

12 cm / 4½” aluminium

1600 Hz

8 Ω

84 dB @ 2.83V/1m

78 - 20 000 Hz +/-3dB

20 - 100 W

259 (10.2) x 132 (5.2) x 220 (8.7) 

6 (13)

€ 660* / $750

Technical specifications

Power rating

Amplifier technology

Dynamic range

Mains

Certification

Inputs

Speaker connectors

Casing

Power switch

Measurements, mm (inch)

Weight, kg (lbs)

Price

Technical specifications

Operating principle

Tweeter

Mid / woofer

Crossover point

Impedance

Sensitivity

Frequency response

Power recommendation

Measurements, mm (inch)

Weight, kg (lbs)

Price per piece

BaseOne25 System • BaseOne25

1-way, passive radiator

25 cm / 10” aluminium

100 Hz

20 - 100 Hz +/-3dB

956 (37.6) x 191 (7.5) x 386 (15.2)

41 (91)

€6000* / $6500 (system price)
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