
 

 

 
 
 
 
 

TECHNICAL DATA 

DESCRIPTION:  
SMR-830 Water-Base Pre-Cleaner is a water-based pre-cleaner formulated to remove 
road grime, silicone, grease and wax. The pre-cleaner is VOC compliant in all regulated areas. 
 
FEATURES: 
  Leaves no residue when used properly 
  Low V.O.C formula designed for use in California and all areas 
  Can be sprayed directly on cool surfaces 
 

PACKAGING:    
Part Number Description Size Qty. Case 
SMR-830 SPEEDO Water Based Pre-Clean 32 oz. 6 
 

Application:  
 

Pre-Cleaner/Final Wash 
1. Apply SMR-830 Water-Base Pre-Clean directly to cool surface to be 
   cleaned. Can be applied with a clean cloth or sprayed.  
 

2. Allow pre-cleaner to lay on the surface to penetrate contaminants. 
   SMR-830 Water-Base Pre-Clean must remain wet to penetrate and 
   dissolve any waxes and/or silicones. 
 

3. Remove pre-cleaner before it dries on the surface using clean, lint-free 
   cloth. Wipe until the surface is dry. 
 

Note: The above steps are recommended before grinding or sanding any repair area. If these 
steps are not followed there is a possibility of forcing contaminants into the metal or surface 
which could result in poor adhesion of filler and /or primer as well as topcoating issues. 
 
Health and Safety: 
 
 See Material Safety Data Sheet and labels for additional safety information and handling instructions. 
 

   * The contents of this package may have to be blended with other components before the product can be used. Before opening the packages, be sure you understand the warning messages on the labels and MSDS’s of all components, since the mixture will 
have the hazards of all its parts. 

 

   * Improper handling and use, for example, poor spray technique, inadequate engineering controls and or lack of Personal Protective Equipment (PPE), may result in hazardous conditions or injury. 
 

   * Follow spray equipment manufacturer’s instructions to prevent personal injury or fire. 
 

   * Provide adequate ventilation for health and fire hazard control. 
 

   * Follow company, product MSDS and respirator manufacturer’s recommendations for selection and proper use of respiratory protection. Be sure employees are adequately trained on the safe use of respirators per company and regulatory requirements. 
 

   * Wear appropriate PPE such as eye and skin protection. In the event of injury, see first aid procedures on MSDS. 
 

   * Always observe all applicable precautions and follow good safety and hygiene practices. 
 

   *  Material Safety Data Sheets are available at www.speedokote.com. 
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