
Wastegate adjustable spring installation 

 

1. First remove the top hat on waste gate. 
2. As you loosen up the hat there will be pressure from the spring so you will need to hold it down 

as you loosen it up. 

 

 

 

 

Remove 6 allen head bolts 



 

 

3. After removing all six allen head blots you will be able to pull the hat off of the spring. This is 
what you should see, the stock 8 psi spring inside on top of the Diaphragm. 

 

4. Now that we have the hat off we can choose what spring we would like to add. 
5. The taller spring of the two will increase boost 1 psi. The smaller spring on the left will increase 

boost 2 psi. 

 

 

2 psi increase spring 1 psi increase spring 



6. To add the spring you just slide it over the stock 8 psi spring and put the hat back on wastegate 
and tighten down allen bolts. 

 

7. To lessen the boost you will need to add the small spring under the diaphragm.  
8. You will need to remove 4 allen screws holding diaphragm to valve. 

 

 

 

 

 

Remove 4 allen bolt from diaphragm  



9. Once you remove the diaphragm you can slide the small spring over the valve guide 

 

10. Now re attach diaphragm to valve. 

 

 

 



11. Should look like this after you re attach diaphragm.  
12. After adding the spring to the bottom it will make your 8 psi spring open at 4 psi. You can add 

the 1 psi spring or 2 psi spring to change the pressure to 5psi or 6 psi. 

 

13. Once you put everything back together watch your boost gauge and make sure the boost is 
where you want it. 

14. You should be able to run psi settings of 4 psi, 5 psi, 6 psi, 8 psi, 9 psi and 10 psi with these 
adjustable springs. 

 

 


