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Blown and cast film producers utilize a range of different colors for their 
products. By providing color masterbatch products in common, standard 
colors, such as yellow, maroon, pink, orange, blue, and red film producers can 
more quickly and easily color their products without the need to wait for 
colors to be developed. These products, produced by TOSAF, are provided 
in colors commonly used by film producers making products for various 
applications and industries. These colors are provided in high flow LLDPE 
carrier resins for easy handling and dispersions and can be used in blown and 
cast film processes as well as in injection molding. The standard let down ratio 
of 2% can be adjusted to allow for producing film products with differing color 
intensities, and all products are FDA compliant for food contact applications.
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LLDPE

STANDARD 
YELLOW FILM MB

Let Down Ratio: 2%
MFI (190°C/2.16kg): 15-25

Density (g/mL): 0.740
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LLDPE

STANDARD 
MAROON FILM MB

Let Down Ratio: 2%
MFI (190°C/2.16kg): 15-25

Density (g/mL): 0.740

Blown
 Film

Cast
 Film

Injection
Molding

LLDPE

STANDARD PINK 
FILM MB

Let Down Ratio: 2%
MFI (190°C/2.16kg): 15-25

Density (g/mL): 0.650

Blown
 Film

Cast
 Film

Injection
Molding

LLDPE

STANDARD 
ORANGE 1 FILM MB

Let Down Ratio: 2%
MFI (190°C/2.16kg): 15-25

Density (g/mL): 0.670
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LLDPE

STANDARD 
ORANGE 2 FILM MB

Let Down Ratio: 2%
MFI (190°C/2.16kg): 15-25

Density (g/mL): 0.760

Blown
 Film

Cast
 Film

Injection
Molding

LLDPE

STANDARD BLUE 
1 FILM MB

Let Down Ratio: 2%
MFI (190°C/2.16kg): 15-25

Density (g/mL): 0.610
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LLDPE

STANDARD BLUE 
2 FILM MB

Let Down Ratio: 2%
MFI (190°C/2.16kg): 12-27

Density (g/mL): 0.950
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LLDPE

STANDARD BLUE 
3 FILM MB

Let Down Ratio: 2%
MFI (190°C/2.16kg): 12-27

Density (g/mL): 0.700
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LLDPE

STANDARD RED 1 
FILM MB

Let Down Ratio: 2%
MFI (190°C/2.16kg): 15-25

Density (g/mL): 0.730
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LLDPE

STANDARD RED 2  
FILM MB

Let Down Ratio: 2%
MFI (190°C/2.16kg): 15-25

Density (g/mL): 0.710
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LLDPE

STANDARD RED 3  
FILM MB

Let Down Ratio: 2%
MFI (190°C/2.16kg): 15-25

Density (g/mL): 0.720
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