c:scape™ Low Storage Outer Side, Top and Back Replacement
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#8-18 X 3/8" SCREW

Removing Outer Sides
NOTE: If the storage unit is
connected to anything, disconnect it
prior to tipping the unit onto its back.
This includes the storage-beam
tether, low storage ganging bracket
and back-to-back spacer. Reconnect
or reinstall this once done working
on the unit.

SIDE
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1. Gently place storage unit on its
back on a soft surface or blanket.
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CAUTION: Be very careful if the unit
contains counterweights as it will
be very back heavy and will want to
flip/roll back quickly. Use two (2)
people or remove counterweights
first. See assembly instruction
939500370.

Side View

2. Remove three (3) #8-18 x 3/8"

Fig. 1

screws for each side.

3. Carefully pull the bottom flange

Fig. 2
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out past the inner side flange (Fig. 1).
Gently pull toward the bottom of the
unit (Fig. 2) to disengage the inner
side hooks.

4. Re-install the side by reversing
steps 1 thru 3.
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Removing the Storage Top
1. Remove both sides by performing
steps 1 thru 3 on page 2.

2. Remove two (2) #8-18 x 3/8" screws

from each side of the underside of the top.

#8-18 X 3/8" SCREW
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3. Tip the unit back up onto its glides.
4. Slide the top off from right to left when
facing the unit.

5. Re-install the top by reversing steps

1 thru 4. Make sure all top clips are
properly engaged. You can check this by
pulling up gently along the length of the
top - both front and back. The top should
not lift up.

4

Page 3 of 4
939500420 Rev A

3
#8-18 X 3/8" SCREW

#8-18 X 3/8" SCREW

Removing the Storage Back
1. Remove both sides by

performing steps 1 thru 3 on page 2.

2. Remove the storage top by
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performing steps 2 thru 4 on page 3.

3. Remove the three (3) #8-18 x 3/8"

screws that secure the back from the top.

4. Carefully tip the unit onto its side
or face on a soft surface or blanket.
Remove the three (3) #8-18 x 3/8"
screws securing it into the base.

5. Tip the unit back onto its glides
and pull off the back.
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6. Replace the back by reversing
steps 1 thru 5.
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