Elective Elements™ Storage for Dual-Sided & Continuous Top
FrameOne™ Bench End Counter Below Applications

1/4” DRIVE EXTENSION

5mm HEX DRIVE

#2 SQUARE DRIVE

#3 PHILLIPS DRIVE

If you have a problem, question, or request, call
your local dealer, or Steelcase Line 1 at
888.STEELCASE (888.783.3522)
for immediate action by people who want to help you.
(Outside the U.S.A., Canada, Mexico, Puerto Rico,
and the U.S. Virgin Islands, call: 1.616.247.2500)
Or visit our website: www.steelcase.com
© 2020 Steelcase Inc.
Grand Rapids, MI 49501
U.S.A.

Printed in U.S.A.

1/8" HEX SHANK
DRILL
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Be certain not to drill into
panel more than 1/2”

Below End Counter Bracket Assembly

2

1. Set cabinet on front face.
2. Place brackets on back as shown. Orient hook ends
towards the top of case and angled side flanges towards
the outer sides.
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6
#10 x 5/8”
screws

3. Align bottom edge of bracket to bottom edge of case.
4. Align side of bracket to edge of case.
5. Drill 1/8” pilot holes, 1/2” deep, using the brackets as
templates.
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6. Use (6) #10 x 5/8” screws to secure each bracket to
the case.
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2
Below End Counter Cabinet-to-Desk
Assembly

1

3

Worksurface

6

8
Worksurface
spacer

1. If FrameOne desk has worksurfaces already installed,
remove them (and if applicable, spacers can be removed
and stored or discarded).
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2. With two people, place the cabinet onto the desk frame
so that the top of the bracket hooks onto the top of the
legs.
3. Temporarily re-install worksurfaces.
4. Adjust upper set screw to flush up the cabinet to the
edge of the worksurfaces.
5. Adjust lower set screw to square up the cabinet.

Upper
set screw

6. Remove worksurfaces again.
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7. Secure the cabinet to the desk frame by installing a
#10 x 5/8” screw through each bracket hook.
8. Re-install worksurfaces and secure in place.
Lower
set screw
(behind leg)
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Dual-Sided Bench installation:
9a. Remove the two M6 x 16mm (5/8") hex cap screws
that fasten the cantilever to the rail. Re-insert the same
two screws through the longer tab of the center bracket,
the cantilever, and then the rail.

9b. Install two M6 x 16mm (5/8") hex cap screws through
the shorter tab of the center bracket and into the bottom
of the rail.
10. Drill 1/8” pilot holes, 1/2” deep, through the center

Center Bracket

bracket into the back of the cabinet. The top two holes
will need to be drilled at an angle to clear the frame.

11. Install five #10 x 5/8” screws into the cabinet to
secure the bracket to the cabinet. The top two screws
will require a driver extension to be driven at an
approximate 15 deg. angle to horizontal.

9a

9b
10
Be certain not to drill into
panel more than 1/2”
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Continuous Top Bench installation:
9. Install two M6 x 16mm hex cap screws through the

center bracket into the hat channel (9a). Secure the hat
channel to the worksurface with four worksurface
screws provided (9b). Secure the center bracket
through the cantilever & into the worksurface with two
worksurface screws provided (9c).

10. Drill 1/8” pilot holes, 1/2” deep, through the center
bracket into the back of the cabinet. The top two holes
will need to be drilled at an angle to clear the frame.

9c

11. Install five #10 x 5/8” screws into the cabinet to

secure the bracket to the cabinet. The top two
screws will require a driver extension to
be driven at an approximate 15 deg.
angle to horizontal.

9b

10

Center Bracket

9a

Be certain not to drill into
panel more than 1/2”
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12. Clean surfaces with alcohol and a dry cloth first.
13a. If dual-lock pads are not already installed, install them
two pairs thick in the approximate positions shown by
14
removing the appropriate liners. Two pairs thickness is required 13
for bracket cover to clear screw heads.
Bracket Cover (2X)
13b. Remove the remaining liners from the two dual-lock
pads on the Cabinet Bracket.

14. Align the Bracket Cover to the Bracket and apply
in position, making sure adhesive tape contacts both
components.

Dual-lock pads

15. Repeat for the other Bracket Cover.
16. Let adhesive cure for 72 hours.
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