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MPG457

Take a few moments and read through these instructions to familiarize yourself 
with the step by step assembly process before you begin turning wrenches.

Lets get started !!

Required Tools:
• (2) 3/4” wrenches       •   (2) 9/16” wrenches  •   Pliers                  •   Wire cutter

Visit us at maloneautoracks.com 
for more fi ne products and accessories.

Malone MicroSport Trailer
Retractable Tongue Kit

 Model  MPG457   Instructions

TM
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2.  Loosen and remove the 3 large 
bolts that secure the tongue to the 
trailer frame.  Keep the washers for 
re-use.  Set the 3 bolts and 3 nuts 
aside, they will NOT be re-used.

1.  Cut the left and right tail light 
wires, make your cuts about half way 
between the middle cross member 
and the front load bar.

3.  To free the tongue so it can be pulled out 
from between the frame rails, loosen the two 
bolts securing one end of the short cross 
member. One side only is enough.   

4.  Pull the cut wires out of the 
frame clips, then carefully pull 
the tongue forward and out of 
the frame.   

5.  Looking under the coupler, take 
note of how the bolt securing the 
safety chains also secures the tongue 
skid and the white ground wire 
connector.   Hold the nut still with one 
wrench and turn the bolt with another 
to remove the bolt.

Assembly:
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6.  Slide the short tongue tube into the frame until 
the hole in the top of the tube clears the frame rails.

7.  With its threaded side to the inside, slip 
the clip nut over the hole on top of the short 
tongue.  Then slide the short tongue back 
into the cross brace 
and install the bolt and 
washer into the clip nut.

8.  Position the tongue bracket under 
the frame, then slide it straight back to 
engage the rear notch into the short 
cross member. 
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12.  Install the tube end plug into the open end of 
the short tongue tube.  

14.  Re-assemble the tongue skid, safety 
chains and new white ground wire.  
Assembly sequence is: bolt - washer - 
chains - washer - skid - tongue - 
ring connector - nut.   Tighten by holding 
the nut still with one wrench and turning 
the bolt with another so as not to twist 
the white wire.

13.  Pass the new wiring harness 
through the tongue.  An easy way to 
do this is to tip the tongue up, attach 
a weight such as a large socket to the 
end of the harness, and let gravity pull 
the harness down and through the 
tongue as you feed wire from the top.  
The end of the harness with the white 
ground wire stays with the coupler. 

10. Re-using the original washers on 
both sides, slide a new 1/2” bolt through 
the forward hole AND through the 1/2” 
spacer and out the other side. 

9.  Re-using the original washers on both 
sides, slide a new 1/2” bolt through the 
rear hole.

11. Install the two new 1/2” locknuts and 
tighten fi rmly. Don’t crush the frame!  
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18.  Bolt the rubber fl oor pads onto the 
rear cross member.   Don’t over tighten.

16.  We will use the wiring harness that you 
pulled from the tongue.  At the plug, clip the 
white wire fl ush with the plug.  Route the 
wires, by color, back to where you cut off the 
wires earlier in step #1.  Locate the plug as 
shown so that it stays at one corner of the 
frame rail and cross member.  Make sure the 
plug is near a wire clip so it stays in place out 
of the way while the tongue is retracted.

17.   After carefully locating the plug and routing the 
wires along the frame, cut the wires off with 1” of 
overlap to the tail light wires left from step #1.  Use 
4 quick connectors to connect the 4 different color 
wires.  To use the connectors, slip the unstripped 
ends of the wires into the connector as shown.  Then 
use pliers to press the blade connector down and into 
the conductors to make the connection.  Then fold 
over the locking fl ap.

15.  Tuck the rear end of the 
wiring harness into the end of the 
tongue, then slide the tongue into 
the slider and align one of two 
holes, either is fi ne.  Then slide 
the 1/2” hitch pin through.  Install 
the circle clip onto the end of the 
1/2” pin and rotate it to lock in 
place.   
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Tips for Safe Use:
To Retract the Tongue:
1)  With the trailer horizontal, disconnect the wiring   
 connector at the rear of the tongue.  
2) Remove the hitch pin. 
3) Slide the tongue back until the hole in the tongue   
 aligns with the hole in the tongue stop.
4) Insert the hitch pin from the top as shown to the   
 right and install the ring clip.

Storing the Retracted Trailer:    With the tongue retracted, the Malone MicroSport Trailer 
can be stored in a much smaller space either horizontally or 
vertically.   When stored vertically always lean the trailer against 
a stationary surface. NEVER leave a vertical trailer without 
securing the trailer by some means such that it cannot fall over 
if accidentially bumped.  If the trailer were to fall over it has 
suffi cient weight to cause serious damage to property, personal 
injury or death. 

To Extend the Tongue:
1) With the trailer horizontal, remove the hitch pin from the tongue stop.  
2) Pull the tongue forward until one of the hitch pin holes is aligned.
3) Insert the hitch pin,install the ring clip.
4) Connect the wiring connector.

19.  Mount the tongue slide stop to the 
inside center of the rear cross member.  
Nuts on the inside, bolts and washers on 
the outside.


