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Charger Specifications:

Input (V/A): 120V ~ 60Hz / 15A
Output 1 (V/A): 12V DC / 3A (Full charge mode)

c@us

Output 2 (V/A): 120V ~ 60Hz/14.5A Intertek
Float voltage: 13.7V DC (Maintenance mode) acoosz
Fuse rating: 5A (+12V DC)
IP Rating: IP44
Operating Temperature: -40C to +40C
Certifications: UL Std. 1236, CSA Std. C22.2 NO. 107.2
Timer Control Output1
[mm e — e —————————
—————————— 1—I I----- SA ----I I
111 fuse - 1
+
Charge Characteristics:
Input
(120V~60Hz) v,
—t @ +200C
Output 2 (120V~60Hz) i
13
12
1
10
: 1
Charge Indicator 7
6
5
4
g sabmemmeeneees 30
1
0 51 < et

S1: Charging - Charges with 3A until voltage reaches 14.7V.
$2: Float voltage 13.7V.
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Important Safety Instructions:

1. SAVE THESE INSTRUCTIONS - This manual contains important safety and operating
instructions for the Toyota COMFORT+ Trickle Charger and related accessories

2. This battery charger is designed for permanent installation on your vehicle and must be
installed in accordance to the installation instructions applicable to your vehicle model.

3. Refrain from exposing charger or electrical cables to rain, snow, or water spray.

4. Do not modify the trickle charger and do not use any attachment(s) not recommended or sold
by Toyota as this may result in a risk of fire, electrical shock, or injury to persons and/or property.

5. To prevent damage to the Home Power Cable, always grasp the cable by the connector when
connecting and disconnecting the charger.

6. An extension cord should not be used unless absolutely necessary. Use of improper extension
cord could result in a risk of fire and electric shock. If an extension cord must be used, make
sure:

a) That the plugs of the extension cord are the same size, and shape as those of plug on charger
(see Figure A, on page 6);
b) That the extension cord is properly wired and in good electrical condition; and
c) That wire size of the extension cord conductors are large enough for the length of cord as
specified in following Table:

Minimum conductor AWG* size for extension cords for Toyota Comfort+

Cord Length: 25ft (7.6m) 50ft (15.2m) 100ft (30.5m) 150ft (45.6m)

Min. Wire Size: |14 AWG (2.5mR)| 12AWG (4mm?3)| 10 AWG (6mm?)| 8AWG (10mm?)

*AWG = American Wire Gauge,

NOTE: Genuine Toyota Comfort + Home Power Cables are available in 5.0m (PK5A4-
89J42) and 10m (PK5A4-89J44) lengths.

7. Do not operate charger with a damaged cord or plug — replace the cord or plug immediately.

8. Do not operate charger if it has received a sharp blow, been dropped, or otherwise damaged
in any way; take it to a qualified Toyota service center.

9. Do not disassemble charger; take it to a qualified Toyota service center when service or repair
is required. Incorrect reassembly may result in a risk of electric shock or fire.

10. To reduce risk of electric shock, unplug the power supply cable before attempting any
maintenance or cleaning. Turning off controls will not reduce this risk.
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11. WARNING - RISK OF EXPLOSIVE GASES.

a) WORKING IN VICINITY OF A LEAD-ACID BATTERY IS DANGEROUS. BATTERIES GENERATE
EXPLOSIVE GASES DURING NORMAL BATTERY OPERATION. FOR THIS REASON, IT IS OF
UTMOST IMPORTANCE THAT YOU FOLLOW THE INSTRUCTIONS EACH TIME YOU USE
THE CHARGER.

b) To reduce risk of battery explosion, follow these instructions and those published by
battery manufacturer.

c) NEVER smoke or allow a spark or flame in vicinity of battery or engine.

d) Use charger for charging a +12V LEAD-ACID battery only. It is not intended to supply
power to a low voltage electrical system other than in a starter-motor application. Do not
use battery charger for charging dry-cell batteries that are commonly used with home
appliances. These batteries may burst and cause injury to persons and damage to property.

e) NEVER charge a frozen battery. Likelihood of battery freezing depends on several factors,
among them its state of charge (SOC). The lower the SOC, the easier the battery may
freeze. As reference, a lead-acid battery with normal SOC might freeze after being
exposed to temperature of -22C for about 15 hours continuously.

f) If necessary to remove battery from vehicle for whatever reason, disconnect the power
supply to the charger and remove grounded terminal from battery first. Make sure all
accessories in the vehicle are off, so as not to cause an arc.

12. PREPARING TO CHARGE
a) Be sure the area around the vehicle is well ventilated while battery is being charged.
b) Ensure that the battery being charged is in good operating condition.
c) Do not operate trickle charger in ambient conditions above +25 Celsius as this may
damage the battery charger and battery.

13. GROUNDING AND AC POWER CORD CONNECTION INSTRUCTIONS

It is recommended that a Ground Fault Interrupt (GFI) electrical outlet be used at all times when
using this accessory to reduce the possibility of electrical shock.

Charger should be grounded to reduce risk of electric shock. Charger is equipped with an
electric cord having an equipment-grounding conductor and a grounding plug. The plug must
be plugged into a GFl electrical outlet that is properly installed and grounded in accordance with
all local codes and ordinances.

This battery charger is intended for use with a nominal 120-volt circuit, which has a grounding
plug that looks like the plug illustrated in Figure A. Do not attempt to use an adapter or extension
cord which does not have a dedicated ground connection as shown in Figure A.

DANGER - Never alter AC cord or plug provided. If an electrical outlet does not have a dedicated
ground as shown in Figure A, do not use the charger or related accessories until a correct outlet
has been installed by a qualified electrician. Improper connection can result in electric shock.
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Figure A

fuse only.

BEFORE USE

15. Replace battery charger external fuse with one having the same rating: Automotive ATO 5A

16. Read and follow the instructions/warnings located on the Home Power Cable:

DURING USE

-A cord set Not Marked For Outdoor -Keep Away From Water.

Use Is To be Used Indoors Only.
See Label For Qutdoor Marking.
-Inspect Thoroughly Before Each
Use.

DO NOT USE IF DAMAGED.
-Look For the NUMBER OF WATTS
On Appliances To Be Plugged Into
Cord.

-See PRODUCT or LABEL Mark-
ings for SPECIFIC WATTAGE.
-Do Not Plug More Than the
SPECIFIED NUMBER OF WATTS
Into This Cord.

-Do Not Run Through Doorways,
Holes in Ceilings, Walls or Floors.
-Make sure Appliance is OFF Be-
fore Connecting Cord to Outlet.
-FULLY INSERT Plug Into Outlet.
-Do Not Remove, Bend or Modify
Any Metal Prongs or Pings of Cord.
-Do Not Use Excessive Force to
Make Connections.

-Do Not Connect

a Three-Prong Plug

To a Two-Hole Cord

THIS IS A POLARIZED CORD

-DO NOT USE WHEN WET.

-Keep Children and Pets
Away From Cord.

-Do Not Plug One Extension Cord
Into Another

-AVOID OVERHEATING. Uncoil
Cord and Do Not Cover it With any
Material.

-Do Not Drive, Drag or Place

Objects Over Cord.
-Do Not Walk on Cord.
AFTER USE

-GRASP PLUG to Remove From
Outlet

-Always Store Cord INDOORS.
-Always Unplug When Not In Use.

-Do Not Unplug By @

Pulling On Cord.
DO NOT REMOVE THIS TAG
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https://www.walmart.ca/en/ip/Mfg-C32-GFNT1-0PW-Self-Test-15A-GFCI-Outlet-With-Screwless-Wall-Plate-44-White/PRD4K1QOD58I9C4
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Charger Operating Instructions:
Trickle Charger function and typical uses

Thank you for purchasing the Toyota COMFORT+ Trickle Charger and related accessories.
The Toyota COMFORT+ Trickle Charger is an automatic +12V lead-acid battery charger that

maintains your vehicle's battery at an optimal state of charge, ensuring it is ready to start your
engine and power your vehicle's electrical systems.

The trickle charger automatically switches between full-charge mode and maintenance mode
to ensure your battery is being charged at the correct rate.

The Toyota COMFORT+ Trickle Charger can be used throughout the year to maintain a healthy
battery state of charge. It is especially useful in the winter months, when temperatures can
weaken your battery, and during prolonged periods of vehicle non-use. However, prolonged
use of trickle charger (more than 2hr/week) at temperatures greater than 25C is not
recommended as it may be detrimental to battery life.

Connecting the Trickle Charger

The trickle charger kit is provided with a specialty 2.5m Home Power Cable which allows you to
connect your household electrical supply to the vehicle/trickle charger via a bumper mounted
socket. Genuine Toyota COMFORT+ Home Power Cables are also available in 5.0m (PK5A4-
89J42) and 10m (PK5A4-89J44) lengths.

The bumper mounted socket has a spring-loaded flap to prevent dirt and contamination from
entering the electrical contacts. Lift the lid of the socket to connect the Home Power Cable.

CAUTION: Read and follow all the important safety instructions on pages 4-7 before using the
charger. The trickle charger and related COMFORT+ accessories should only be used when the
vehicle is turned OFF and parked with no occupants or pets inside.

NOTE: The Home Power Cable should always be plugged into a GFI electrical outlet that is
properly installed and grounded in accordance with all local codes and ordinances. To prevent
damage to the charger Home Power Cable, always grasp the cable by the connector.

Home Power Cable
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