WIRING DIAGRAM LOCKNUT LN—=SS5 SPECIFICATIONS
OPERATING VOLTAGE 5-30 VDC
M5x0.5 DIFFERENTIAL TRAVEL (HYSTERESIS) 1-10% (5% TYPICAL)
BN (WH) T OUTPUT FUNCTION RESISTANCE CHANGE REQUIRES REMOTE AMPLIFIER
<j> RENOTE TTL COMPATIBLE NO
BU (BK)  — |AMPLIFIER 276
f ~0 SHORT—CIRCUIT PROTECTED NO
l POWER—ON EFFECT PROTECTION REALIZED IN AMPLIFIER
OUTPUT: Y1 REVERSE POLARITY PROTECTION INCORPORATED
218 J ‘ 102 WIRE—BREAK PROTECTION REALIZED IN AMPLIFIER
3.1 ~ 26 PROTECTION AGAINST TRANSIENTS REAIZED IN AMPLIFIER
OPERATING TEMPERATURE —25°C to +70°C (—13°F to +158°F)
ENCLOSURE MEETS NEMA 1, 3, 4, 6, 13 AND IEC IP67
SHOCK 30 g, 11 ms
VIBRATION 55 Hz, 1 mm AMPLITUDE (IN ALL 3 PLANES)
LED FUNCTION NONE
RATED OPERATING DISTANCE(Sn) 1.0 mm = .039” (NOMINAL)
SWITCHING FREQUENCY 5000 Hz
REPEATABILITY < 2% of RATED OPERATING DISTANCE
EMBEDABLE (SHIELDED) YES
2 METER CABLE
PVC JACKET
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