870-2, 871-2 SERIES

Pneumatic Power Clamps | Ordering Information

[ 870-2
!

Base Model Description
870-2 With Clamping Arm in Vertical Position
871-2 With Clamping Arm in Horizontal Position
— R

Max Holding Torque
260 Nm
Max Clamping Torque
60 Nm at 5bar
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Sensors Description (order separately)

BIM-IKE-AP Magnetic Sensor, 2 pieces required
810151 Magnetic Sensor, 2 pieces required
810153 Magnetic Sensor, 2 pieces required
810155 Magnetic Sensor, 2 pieces required
810157 Magnetic Sensor, 2 pieces required

See page PC-PPC-58 for sensor specifications.

Max Holding Torque
260 Nm
Max Clamping Torque
60 Nm at 5bar

Dimensions and technical information are subject to change without notice
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Pneumatic Power Clamps | Dimensions | Technical Specifications
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870-2 G1/8 [3] 4,5 [145] [1.50] 112° [6.60] 0,95 [0.03]
871-2 [3] 3,5 10 38,1 118° 3 T
Sensor Options | Mount Style Connector Length Function Voltage Max. Switching Current  Voltage Drop
P
BIM-IKE-AP 2m [6.6 ft.] PNP 10-30V DC 200mA 2.3V
810151 No Reed | 5-120VAC/DC | 500mA | 3sv
810153 TieRod | connector 27m Reed | 24-240vAC | 4A | 1ov
810155 cord [9ft] PNP | 624vDC | 500mA | rov
810157 NPN | 624vDC | 500mA | 1ov
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