GP SERIES

2-Jaw General Industrial Grippers | Features and Benefits | How To Order

Features: cre
* Compact cam lever design general
purpose square gripper

* Two jaw styles available, parallel CP-5
or extended finger jaw
* Spring assist option for part retention CP-4
in case of air pressure loss
* Standard and extended stroke option available
* Shielded design for harsh environments
* Magneto-resistive and Inductive sensing
Applications:
* OEM pick and place machines CP-3
* Packaging applications -
* General purpose grippin
purpose gripping CP-1 (USB key shown for scale)
How To Order
Base Model Size Jaw Style Description Stroke Description
CP 1-6 “Blank” Parallel Jaw “Blank” Standard Stroke

Q Extended Finger Jaw C  Extended Stroke
~ | —
CO-C-(-C-(-C-(D

1 ! .

Spring Description Sensor Mounts Description Seals Description
RE  External Gripping “Blank” None “Blank” Buna-N
RI Internal Gripping SD Inductive Sensor Mount \" Viton® High Temperature
Accessories

Sensor Accessories Model Numbers Part Number Qty/Unit
PNP Sensor with 0.3m Output Cable with 90° with M8 connector* All Models D1 1-2
PNP Sensor with 0.3m Output Cable with M8 connector* All Models | D10 | 1-2
PNP Sensor with 0.3m Output Cable with M8 connector* CP-2, -3, -4, -5, -6 | D1 | 1-2
NPN Sensor with 0.3m Output Cable with M8 connector* CP-2, -3, -4, -5, -6 | D7 | 1-2
Inductive Sensor Mounting Kit (mounts 2 sensors) (SD) See Datasheet | 1
Inductive PNP Sensor with M8 Connector* CP-2, -3, -4 | oisp-011-c | 1-2
Inductive NPN Sensor with M8 Connector* CP-2, -3, -4 | OISN-011-C | 1-2
Inductive PNP Sensor with M12 Connector* CP-5, -6 | oisp-017-c | 1-2
Inductive NPN Sensor with M12 Connector* CP-5, -6 | oisN-017-c | 1-2
M8 Quick Disconnect 2 Meter Cable Length* All Models | caBL-ol0 | 1-2
M12 Quick Disconnect 2 Meter Cable Length* All Models | CABL-014 | 1-2

*Sensor and cable sold separately.

@ESTACD GR-GEN-3 Dimensions and technical information are subject to change without notice
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GP SERIES

2-Jaw General Industrial Grippers | Technical Specifications

Specifications
Total Rated Grip Force F

@ NED o [17 oot sl St Aty 1 2
Total Ratefi Grip For.ce F . . Nlbs]
@ 100 psi [7 bar] with Spring Assist

Total Stroke mm [in]
Weight kg [lbs]
Pressure Range w/o Spring bar [psi]
Pressure Range with Spring bar [psi]
Ingress Protection Class (IP)

Displacement cm? [in?]
Temperature Range °C [°F]
Actuation (open/close) sec
Repeatability mm [in]

Valve to Actuate Single Acting
Valve to Actuate Double Acting

89 60
[20] [13]
15 10
[3] (2]
4 6
[0.16] [0.24]
0.09 0.09
[0.20] [0.20]
0.7 [0.04]

238 161
(53] [36]

43 29
[10] [7]

6 9
[0.24] [0.35]
0.21 0.20
[0.46] [0.44]

2-10 [29-145]

2.5-10 [36-145]

IP54
| 2.7 [0.16]
-35°~80° [-30°~180°]
0.06

+0.025 [+0.001]

3-way, 2-position

4-way, 2-position

677 407
[152] [91]
161 97

[36] [22]
10 16
[0.39] [0.63]
0.45 0.47
[0.99] [1.04]

| 11.7[0.71]

Specifications
Total Rated Grip Force F

@ 100 psi [7 bar] w/o Spring Assist ez
Total Ratefi Grip For:::e F . N lbs]
@ 100 psi [7 bar] with Spring Assist

Total Stroke mm [in]
Weight kg [lbs]
Pressure Range w/o Spring bar [psi]
Pressure Range with Spring bar [psi]
Ingress Protection Class (IP)

Displacement cm? [in?]
Temperature Range °C [°F]
Actuation (open/close) sec
Repeatability mm [in]

Valve to Actuate Single Acting
Valve to Actuate Double Acting

Dimensions and technical information are subject to change without notice

1016 665
[228] [149]
222 145
[50] [33]
13 20
[0.51] [0.79]
0.73 0.75
[1.61] [1.65]
24.2 [1.48]
0.07

1591
[358]
322
[72]
18
[0.71]
1.25
[2.76]

1081
[243]
219
[49]
27
[1.06]
1.27
[2.80]

2-10 [29-145]
2.5-10 [36-145]

IP54

| 53.5 [3.26]

-35°~80° [-30°~180°]
0.09

+0.025 [+0.001]

3-way, 2-position

4-way, 2-position

GR-GEN-4

2749 2092
[618] [470]
711 541
[160] [122]

24 32
[0.94] [1.26]
2.5 2.56
[5.51] (5.64]
| 114.8 [7.01]
|
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GP-1, CP-1-C

2-Jaw General Industrial Grippers | Dimensions and Technical Specifications

22 ar 30
2x@ 3.3 to 180° 23
Screw CHc M3 a5 19 2 x M3 prof 3.5
= 18 (Seals Supplied)
10 % Close
[} — I 3
oY S N = .
2 o AT ——
N g fol
- 1
@ -
3 &
] | 7 Iy o
! . ~ (]
2| 2 §5
! S!S \(
| &% g /
Fittings &l & I l \ \ 2x@25H95DP
Not L Open
Supplied Close — \ @18H101.5DP
10 js8
Shield 5 2 x M5 6 DP
9. ——
10|58 Open
20
a5 2 slots for
23 magnetlc sensors
Option Q
50
_\ 225 mm [INCH] Gvrippers are supplied
© \I\m T 1 with open side air
6| © I LL: I @—ﬂ ports and top manifold
H air ports plugged.
H (0] THIRD ANGLE Top manifold sealing 7
& PROJECTION dimensions shown. @028 |_| O-Ring [©1.5 x ©4]
. 00 ©
HERH :|| © Seal Repair Kits CP-1
il l 1] Buna-N Seal Repair Kit SCP1
7 o o 9
T ek Viton® Seal Repair Kit SCP1V
ZxM3 43.5js11 Repair Kit (screws, springs, Buna-N seals) KSCP1
=9= Repair Kit (screws, springs, Viton® Seals) KSCP1V
Loading Information
GRIP FORCE PER FINGER GRIP FORCE PER FINGER
(with Spring Assist Option) (with Spring Assist Option)
N lbs. N lbs.
6013 40 9.
WARNING! WARNING!
N 5011+ DO NOT EXCEED Q DO NOT EXCEED
= 102 PS [7 bor] MAXIMUM EFFECTIVE T30 7 102 7 bor MAXIMUM EFFECTIVE
. 40 9 NN FINGER LENGTHS w N FINGER LENGTHS
3307\\"\\ 2204\\ ~—
2 73 Ps?[s?r]“ - e 73 P81 (5 b s\‘\
~ 20 4 P = I~ (5 bor] ¢
w w
V] X 010 2 — R
% 10 2 0 PSI [0 bar] ‘\\ é 0 PSI [0 bar] N
00 L LT ! 00 L] |
D 0.4 0.8 1.2 1.6 0 0.4 0.8 1.2 1.6
0 10 20 30 40 0 10 20 30 40
FINGER LENGTH - L FINGER LENGTH - L
z z
Z Mz Z Mz
T Y X I @ x
! ot ! of
i _emx  F2 Fi2 i _eMx  FR Fr2
T ~___ ¥ My T ~__ ¥ My
CP-1 Static Dynamic CP-1-C Static Dynamic
Maximum Tensile T 110 N [25 Ibs] 10 N [2 Ibs] Maximum Tensile T 110 N [25 Ibs] 8 N [2 lbs]
Maximum Compressive € 190 N [43 lbs] 10 N [2 lbs] Maximum Compressive € 190 N [43 lbs] 8 N [2 lbs]

Maximum Moment Mx
Maximum Moment My

0.2 Nm [2 in-lbs]
0.4 Nm [4 in-Ibs]
0.4 Nm [4 in-lbs]

2 Nm [18 in-lbs]
Maximum Moment Mx 2 Nm [18 in-lbs]

tCapacities are per set of jaws and are not simultaneous

|
1 Nm [9 in-lbs] |
|
I

GR-GEN-5

company

DESTACO
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Maximum Moment Mx 0.2 Nm [2 in-Ibs]
0.3 Nm [3 in-lbs]

0.3 Nm [3 in-lbs]

Maximum Moment My 2 Nm [18 in-lbs]
Maximum Moment Mx 2 Nm [18 in-lbs]

tCapacities are per set of jaws and are not simultaneous

|
1 Nm [9 in-lbs] |
|
I

Dimensions and technical information are subject to change without notice



GP-2, CP-2-C

2-Jaw General Industrial Grippers | Dimensions and Technical Specifications

40
. 2x @42 10 180° 35 18
2x B2.5.0010 Screw CHc M4 12 37 30
2 x M5 prof 6
M4 6.5 DP 28 (Seals Supplied)
12 w —
] = Close
IFql J T E
| [ /R [ == ey s =
o o ¢ —=dal  of B
o
8 = %) g 3 ¢
@ / @ L R, J 8
-
— — N
A /[ o of o k-3 ﬁy f?
N E COIN -
/1o gl 8 Q
i | 8 | I \ @ 27 H10 2.8 DP
o o
[e} @) Open
. Close 2x@3H96DP
LBg6 | Fittings Not 15 js8
Shield Supplied 2 x M5 6 DP
—_— 126 ————1 114 | 95
2 slots for
2% 46 magnetic sensors
30
options Q and RI g R Rear inlet operation
66 g mm [INCH] G.nppers are supphed
with open side air r
@_ﬂ ports and top manifold —
3 4 NG
air ports plugged. @[0.16] =
3 ~RI THIRD ANGLE Top manifold sealing 8 T
§ PROJECTION dimensions shown. #loai || i
3 Q
=4
&
( — &
4=t
o Sensor Accessories CP-2
20 (o] @ @ Inductive Sensor Mounting Kit (mounts 2 sensors) (SD) SDCP2
:;! HE ;! (¢] Seal Repair Kits CP-2
| il l 1] Buna-N Seal Repair Kit SCP2
| B25E7 — s
2 3 b4 J- o7 811 Vlfon' Sx.eal Repair Kit SCP2V
Repair Kit (screws, springs, Buna-N seals) KSCP2
=12= oA a .
Repair Kit (screws, springs, Viton® Seals) KSCP2V
Loading Information
GRIP FORCE PER FINGER GRIP FORCE PER FINGER
(with Spring Assist Option) (with Spring Assist Option)
N lbs. N Ibs.
160 36 100 22
WARNING! WARNING!
Q'I40 31 ~ DO NOT EXCEED ] N DO NOT EXCEED
120 27 LN 102 751 7 bor MAXIMUM EFFECTIVE w 8018 102 PSI 17 bor] MAXIMUM EFFECTIVE
™ 100 22 — FINGER LENGTHS w ~ FINGER LENGTHS
g N~ T § 6013 ~—1] :
8 80 18 r——_ \ 8 73 PSI[5 bar] | T ——
@ 6013 ‘[ e o 40 9 4
w
O 40 9 : ] ‘ *
% 20 4 o 0 b‘ur] N é 20 4 0 P! [0 bar] b
00 ! ‘ 1 0o ! ‘ 1 {
0 0.4 0.8 1.2 1.6 2.0 (1] 0.4 0.8 1.2 1.6 2.0
V] 10 20 30 40 50 0 10 20 30 40 50
FINGER LENGTH - L FINGER LENGTH - L
z z
z Mz z Mz
— @ X Y x
L CT P— L CT h
_gMx  FR2 Fl2 _eMx  F2 Fr2
~_ ¥ My ~_ ¥ My
CP-2 Static Dynamic | cp2c Static Dynamic
Maximum Tensile T 260 N [58 Ibs] 26 N [6 Ibs] Maximum Tensile T 260 N [58 lbs] 22 N [5 Ibs]
Maximum Compressive € 375 N [84 Ibs] 26 N [6 Ibs] Maximum Compressive € 375 N [84 Ibs] 22 N [5 Ibs]

Maximum Moment Mx 5 Nm [44 in-lbs] | 0.9 Nm [8 in-lbs] Maximum Moment Mx 4 Nm [35 in-lbs] | 0.7 Nm [6 in-Ibs]
Maximum Moment My 8 Nm [71 in-lbs] | 1.5 Nm[13 in-lbs] Maximum Moment My 8 Nm [71 in-lbs] | 1.2 Nm[11 in-lbs]
Maximum Moment Mx 8 Nm [71 in-lbs] I 1.5 Nm [13 in-lbs] Maximum Moment Mx 8 Nm [71 in-lbs] I 1.2 Nm [11 in-lbs]

tCapacities are per set of jaws and are not simultaneous tCapacities are per set of jaws and are not simultaneous

Dimensions and technical information are subject to change without notice GR-GEN-6
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GP-3, CP-3-C

2-Jaw General Industrial Grippers |

Dimensions and Technical Specifications

2x@5.110180° 4 63
44 2 x M5 prof 6
2x@3.000 oW CHOMS 18 2 " (Seals Supplied)
M5 8 DP N 1 - 1 15 o Close
A o g " *_'-nl o
et 10 ==
© ] |
i ] / C e - ;@ 8 ¥ 8
o
/e[| £ § R )
Pan) [5) | 2l 2| d D-
N e [ 2 =l
Y gl 2 \ \
o] Fittings o| o [ I I Open 2x@4H98DP
11g6 gg:‘)plied Close
-4 2« M5 6DP 15 | 12 o @ 43 H10 3.5 DP
5 . pen
Shield 17 |_
2 slots f
35 F 56 m:;nsetigrsensors
44
Options Q and Rl , g TS
mm [INCH] Grlppers are supplie 0
Q 88 b8 with open side air &!t&\’ 1
A3 @—ﬂ ports and top manifold A =
. (=]
J N air ports plugged. @[0.16] =
@l - \1: “_: |: RI L:g%éngtf Top manifold sealing 8
g dimensions shown. olos1] | |
) /- |
c
g L
o
- - 1| -
- L =
| Sensor Accessories CP-3
28,1 O e o Inductive Sensor Mounting Kit (mounts 2 sensors) (SD) SDCP3
T @ Seal Repair Kits CP-3
|' i l': I | Buna-N Seal Repair Kit SCP3
! ! PIET Viton® Seal Repair Kit SCP3V
2xM5 |11, 75js11 Repair Kit (screws, springs, Buna-N seals) KSCP3
145 Repair Kit (screws, springs, Viton® Seals) KSCP3V
Loading Information
GRIP FORCE PER FINGER GRIP FORCE PER FINGER
(with Spring Assist Option) (with Spring Assist Option)
N lbs. N lbs.
40090, WARNING! 250 361 WARNING!
o 350 79—>\\ DO NOT EXCEED o 225 51 S~ DO NOT EXCEED
w300 67 102 PS! [7 bor] MAXIMUM EFFECTIVE = 200 45 102 PSi (7 bar] MAXIMUM ERFECTIVE
o ~ FINGER LENGTHS 1 175 39~ — FINGER LENGTHS
& 250 56 & 150 34 ~ | | T~
S 200 45 s & 125 28 B \
o 73 PSI [5 bar] —~ o 3 PSI [5 bar] =
o 150 34 ki ; & 100 22 i y
i & L
u | ] \ B 7517 - \
2 100 22 0 PSI [0 bar] A Zz 501 0 PSI [0 bar] R
= 5011 ‘ ‘ ‘ o T 25 6 I
00 | 00 } | |
0O 04 08 1.2 1.6 2.0 24 0 04 08 1.2 1.6 20 24
0 10 20 30 40 50 60 0 10 20 30 40 50 60
FINGER LENGTH - L FINGER LENGTH - L
z z
z Mz z Mz
I el « x i el « :
! ot ! of
‘ ¥ Mx F/2 F/2 ‘ “__¥ Mx F/2 F/2
1 ~ v My B ~ v My
CP-3 Static Dynamic CP-3-C Static Dynamic
Maximum Tensile T 520 N [117 lbs] 72 N [16 Ibs] Maximum Tensile T 500 N [112 lbs] 55 N [12 lbs]
Maximum Compressive € 690 N [155 Ibs] I 72 N [16 Ibs] Maximum Compressive € 675 N [152 lbs] I 55 N [12 lbs]
Maximum Moment Mx 11 Nm [97 in-lbs] | 3.5 Nm [31 in-lbs] Maximum Moment Mx 9 Nm [80 in-lbs] | 2.5 Nm [22 in-lbs]
Maximum Moment My 18 Nm [159 in-lbs] | 6 Nm [53 in-lbs] Maximum Moment My 16 Nm [142 in-lbs] | 4 Nm [35 in-lbs]
Maximum Moment Mx 17 Nm [150 in-lbs] I 6 Nm [53 in-lbs] Maximum Moment Mx 17 Nm [150 in-lbs] I 4 Nm [35 in-lbs]
tCapacities are per set of jaws and are not simultaneous tCapacities are per set of jaws and are not simultaneous
GR-GEN-7 Dimensions and technical information are subject to change without notice
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GP-4, CP-4-C

2-Jaw General Industrial Grippers | Dimensions and Technical Specifications

: :
crew C 2 xM5 f6
20 40 48 (S:als Splzl;plied)
w
— 20 =
i ] l——- | 5 I I
E .I - 3} T iy = x Close
& NI ey = e
o U] g = \&Jj
© O /
b —
g JIC / © C « ] = :; 1 3| 8 8
[t}
P 65 [T &
=/ A @l B 3| ©~ ¢
N ! 5| & ‘@' Piid Y
o & & 1 \
O
| © | —I-l — 53 H10 4.5 DP
Fittings Not Close
Shield 1298 | Suppled 2x@5H9 10 DP
21 2 x 1/8 BSPP 8 DP
45
52 65 2 slots for
magnetic sensors
Options Q and RI
101 11,5 . . )
Q g mm [INCH] G~rlppers ctr.e SUpP|Ied Rear inlet operation
= with open side air L
T @—ﬂ ports and top manifold [
o [ | . 4 NG
-—[ ||= ! ] air ports plugged. @[0.16] =
RI THIRD ANGLE Top manifold sealing 8 T
PROJECTION dimensions shown. ®lo31] J| !
- o
- &
0 ] Sensor Accessories CP-4
:'; 324 (0] @ @ Inductive Sensor Mounting Kit (mounts 2 sensors) (SD) SDCP4
©
g T ® Seal Repair Kits CP-4
© i' il i 'I ] I Buna-N Seal Repair Kit SCP4
_l L P4ET Viton® Seal Repair Kit SCP4V
2xM6 11}, 87 js11 Repair Kit (screws, springs, Buna-N seals) KSCP4
E16= Repair Kit (screws, springs, Viton® Seals) KSCP4V

GRIP FORCE PER FINGER
(with Spring Assist Option)

N lbs.
600 135,
WARNING!

& 500 11241 DO NOT EXCEED
w W'I MAXIMUM EFFECTIVE
\ 400 90 FINGER LENGTHS
] ~ —
-4 Ay
8 300 67 73 PSI [5 bar] —— /
% 200 45 } } } } iy
Y] b
é 100 22 0 PSI [0 bar] L

o o L L]

"0 0.4081.2 1.6 2.0 2.4 2.8 3.1
0 10 20 30 40 50 60 70 80

FINGER LENGTH - L

Mz

1

=
(¢)
—_—
<<_—|
<
x

F/2 F/2
! ~— ¥ My
CP-4 Static Dynamic
Maximum Tensile T 740 N [166 Ibs] 109 N [24 Ibs]
Maximum Compressive € 830 N [187 lbs] 109 N [24 Ibs]

Maximum Moment Mx 6.5 Nm [58 in-lbs]
10 Nm [89 in-lbs]

8 Nm [71 in-lbs]

35 Nm [310 in-lbs]
Maximum Moment Mx 25 Nm [221 in-lbs]
tCapacities are per set of jaws and are not simultaneous

|
23 Nm [204 in-lbs] |
Maximum Moment My I

Dimensions and technical information are subject to change without notice

Loading Information

GRIP FORCE PER FINGER
(with Spring Assist Option)

N lbs.
400 90,
A WARNING!
Q350 TN s DO NOT EXCEED
< 300 67 ™ (7 berl MAXIMUM EFFECTIVE
& 250 56 N T ‘ FINGER LENGTHS
o 0y
O 200 45 73 PSI [5 bar] —~ /
o 150 34 L 3
& [T 1] i
O 100 22 3
z 50 11 0 PSI [0 bar] I\\
w
) HEEN |
0 0.4 0.8 1.2 1.6 2.0 2.4 2.8 3.1
0 10 20 30 40 50 60 70 80

FINGER LENGTH - L

+

RN
i _gMx  F2 Fr2
— ~ v My
CP-4-C Static Dynamic
Maximum Tensile T 710 N [160 Ibs] 89 N [20 lbs]
Maximum Compressive € 800 N [180 lbs] 89 N [20 Ibs]

4.7 Nm [42 in-lbs]
7.6 Nm [67 in-lbs]
7.6 Nm [67 in-lbs]

Maximum Moment Mx
Maximum Moment My 30 Nm [266 in-lbs]
Maximum Moment Mx 25 Nm [221 in-lbs]
tCapacities are per set of jaws and are not simultaneous

|
18 Nm [159 in-lbs] |
|
I
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GP-5, CP-5-C

2-Jaw General Industrial Grippers | Dimensions and Technical Specifications

. 2x @85 to 180° 5 85 22
2x @5 .00 Screw CHc M8 24 45 2 x M5 prof 6
M8 15 DP 60 (Seals Supplied)
_é— 25 =
s I
I3 T k= ] 8 [T1 Joo=
Py B e e i WS
i Lo 4
® = 77
g 37 ke e [C = 2 T+ - glgls
/ ol g ] ®
L=
s ® 7 (% § re-H © N l
an) | 21 & g) S s _
Y g Al | & © I &)
° Lo |
O | Fittings Not —IJ Lo"l = QE7HI045DP
|]6 g6 | Supplied Close 35js8
Shield 23,5
i€ :D 2 x 1/8 BSPP 8 DP 23 16 Open 2x@6H912DP
63 75
2 slots for
magnetic sensors
Options Q and RI
1205 105
Q Rear inlet operation
59,5 Grippers are supplied with
INCH N N !
—\ — mm | ! open side air ports and top =
© HER manifold air ports plugged. 4 g
- gl 1 N A |
sl RI Top manifold sealing @[o.16] : =
— THIRD ANGLE dimensions shown. ¢[g_3,] | i
Ol PROJECTION T
: —Tr} || &
b | Sensor Accessories CP-5
l% 40,6 o @ @ Inductive Sensor Mounting Kit (mounts 2 sensors) (SD) SDCP5
2 ©
§ TR | I | Seal Repair Kits CP-5
I I I
Ll Buna-N Seal Repair Kit SCP5
-1| ||—- PSET Viton® Seal Repair Kit SCP5V
2xM8 1L 10211 Repair Kit (screws, springs, Buna-N seals) KSCP5
s21= Repair Kit (screws, springs, Viton® Seals) KSCP5V
Loading Information
GRIP FORCE PER FINGER GRIP FORCE PER FINGER
(with Spring Assist Option) (with Spring Assist Option)
N Ibs. N Ibs.
1000 225 700 157
900 202 WARNING! WARNING!
Q 800 180 \\ DO NOT EXCEED ] 600 135 DO NOT EXCEED
= 1 N~ io2psi by MAXIMUM EFFECTIVE o N ~—_102 PS1 7 bor] MAXIMUM EFFECTIVE
™ 700 157 ™~ FINGER LENGTHS o 500 112 ~ FINGER LENGTHS
5
2 500 112 i g 400 90
[ 400 90 73 PSi [5 bar Tt Q 300 67 73 PSI [5 bar] R y
o \ o
& 300 67 — : & 200 45 — *
Z 200 45 0 PSI [0 bar] z 0 PSI [0 bar] S
T 100 22 = R T 100 22 =i
- 1] | o o m |
0 08 1.6 24 3.1 3.9 [\] 08 1.6 24 3.1 3.9
[} 20 40 60 80 100 0 20 40 60 80 100
FINGER LENGTH - L FINGER LENGTH - L
z z
z T z 4

= & 5
i

[—— —
O
—
( -
2
X
I
N
— — —
¢]
—
ﬁ -
p
4
X
R
N

Fi2 Fr2
' ~—_ ¥ My ' ~—_ ¥ My

CP-5 Static Dynamic CP-5-C Static Dynamic
Maximum Tensile T 830 N [187 Ibs] 169 N [38 lbs] Maximum Tensile T 820 N [184 Ibs] 144 N [32 lbs]
Maximum Compressive € 940 N [211 lbs] I 169 N [38 Ibs] Maximum Compressive € 930 N [209 lbs] I 144 N [32 Ibs]
Maximum Moment Mx 27 Nm [6 in-lbs] | 9 Nm [80 in-lbs] Maximum Moment Mx 22 Nm [195in-lbs] | 7 Nm [62 in-lbs]
Maximum Moment My 44Nm[10in-lbs] | 14 Nm [124 in-lbs] Maximum Moment My 40 Nm [354 in-lbs] | 13 Nm [115 in-lbs]
Maximum Moment Mx 30 Nm [7 in-lbs] I 10 Nm [89 in-lbs] Maximum Moment Mx 30 Nm [266 in-lbs] I 10 Nm [89 in-Ibs]
tCapacities are per set of jaws and are not simultaneous tCapacities are per set of jaws and are not simultaneous

DESTACO GR-GEN-9 Dimensions and technical information are subject to change without notice
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GP-6, CP-6-C

2-Jaw General Industrial Grippers | Dimensions and Technical Specifications

2 x@10.3 to 180°
2x @5_gm Screw CHc M10 6 108 100
28 62 81 2 x M5 prof 6
M8 17 DP ~ ) 76 (Seals Supplied)
2% | =
\9 1 R R |’—‘ % I 5 I Close
(2] Y% °l g T e —
° 2 c — 2 \
- = -
0 R 9 i : 8 5| &
° L gl 2l 25T 3 N
B/ ] iU o 5
15241 3 2 ? ¢ s
o sl . ° I
[ © | Fittings Not S| & I l I P I
19 g6 | Supplied Open
1 =i 7 Close [ 50 58 2x@8H9 16 DP
Shield 305 '
E— 2x1/8BSPPEDP | Open @ 85 H10 5 DP
52 3 19
8 98 2 slots for
magnetic sensors
Options Q and RI
146,5 28
Q 66.5 mm [INCH] Grippers are supplied with
~ — open side air ports and top
?_’I 1\. i ||, | RI @—E][ manifold air ports plugged.
L Top manifold sealing
| THIRD ANGLE dimensions shown.
o 1 PROJECTION
F (3]
— o
l_ S
10
©
< (0] Sensor Accessories CP-6
46,1 " . .
!?: ° Q ) Inductive Sensor Mounting Kit (mounts 2 sensors) (SD) SDCP6
] T
8' | |II l|] II o .
|1 Seal Repair Kits CP-6
| | g5er Buna-N Seal Repair Kit SCP6
2% M8 125511 Viton® Seal Repair Kit SCP6V
25 Repair Kit (screws, springs, Buna-N seals) KSCP6
— Repair Kit (screws, springs, Viton® Seals) KSCP6V
Loading Information
GRIP FORCE PER FINGER GRIP FORCE PER FINGER
N Ibs (with Spring Assist Option) N Ibs (with Spring Assist Option)
1750 393 1250 281
WARNING! NG WARNING!
Q 1500 337 DO NOT EXCEED Q ™N DO NOT EXCEED
w NN lopsipbey MAXIMUM EFFECTIVE w 1000 225 102Pi(7bal  MAXIMUM EFFECTIVE
+ 1250 281 o FINGER LENGTHS NN FINGER LENGTHS
3] N~ G 750 169 ™~
Q 1000 225 — Q )
g 750 169 73 PSI [5 bar) 3 y g 500 112 73 PSI [5 bar] —
& 500 112 | \ S || N
z 250 56 e 0 PSI [0 bar] Y Z 250 56 0 PSI [0 bar] 3
w [T
0o o0 ‘ ! ‘ | (U] ‘ ‘ '
0 08 1.6 24 3.1 3.9 4.7 0 08 1.6 24 3.1 39 4.7
0 20 40 60 80 100 120 0 20 40 60 80 100 120
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CP-6 Static Dynamic Static Dynamic

Maximum Tensile T

Maximum Compressive
Maximum Moment Mx
Maximum Moment My
Maximum Moment My

1375 N [309 Ibs]

1500 N [337 Ibs] |
48 Nm [11in-lbs] |
72 Nm[16 in-lbs] |
68 Nm [15in-lbs] |

209 N [47 Ibs]
209 N [47 Ibs]
16 Nm [142 in-lbs]
24 Nm [212 in-lbs]
22 Nm [195 in-lbs]

C

tCapacities are per set of jaws and are not simultaneous

Dimensions and technical information are subject to change without notice

1340 N [301 Ibs]

1450 N [326 Ibs] |
42 Nm [372 in-lbs] |
70 Nm [620 in-lbs] |
Maximum Moment Mx 64 Nm [566 in-lbs] |
tCapacities are per set of jaws and are not simultaneous

279 N [63 lbs]
279 N [63 lbs]
14 Nm [124 in-lbs]
23 Nm [204 in-lbs]
21 Nm [186 in-lbs]

Maximum Tensile T

Maximum Comepressive €
Maximum Moment Mx
Maximum Moment My
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