PPC SERIES

3-Jaw Parallel Grippers | Features and Benefits | How To Order

PPC-34
Features:

* Multipurpose robust gripper
with high repeatability

¢ Through-hole design for 3rd party tooling, pPC-25
imaging, part ejectors, hoses and sensing.

* Spring assist option maintains grip
in case of air pressure loss

* Grip force range from 1474N to 4332N

* Repeatability of +/-0.02mm

PPC-12

Applications:
* Feed thru work piece applications
* Optical workpiece inspection via center hole

* Part feed/ejection, part cleaning, part presence
(USB key shown for scale)

How To Order

Size
Base Model 12 Stroke Description
PPC 25 “Blank” Standard Stroke

\ 34 C Extended Stroke

Spring Description Seals Description
“Blank” No Spring “Blank” Buna-N
RE External Gripping \" Viton® High Temperature

RI Internal Gripping

Accessories

Sensor Accessories Model Numbers Part Number Qty/Unit
Inductive Sensor Mounting Kit (1 Holder, 1 Flag, 2 Spacers) PPC-12 OSMK-105 1-2
Inductive Sensor Mounting Kit (1 Holder, 1 Flag, 2 Spacers) PPC-25 | OSMK-106 | 1-2
Inductive Sensor Mounting Kit (1 Holder, 1 Flag, 2 Spacers) PPC-34 | OSMK-107 | 1-2
NPN Inductive Sensor with Quick Disconnect* All Models | oisNn-011 | 1-4
PNP Inductive Sensor with Quick Disconnect* All Models | OISP-011 | 1-4
Quick Disconnect Cable (2 meters long)* All Models | CABL-010 | 1-4
Quick Disconnect Cable (5 meters long)* All Models | CABL-013 | 1-4

*Sensor and cable sold separately.
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Specifications Units
Total Rated Grip Force F @ 100 psi [7 bar]* N [lbs]
Total Stroke mm [in]
Weight kg [lbs]
Pressure Range (without spring) bar [psi]
Pressure Range (with spring) bar [psi]
Ingress Protection Class (IP)
Displacement cm? [in?]
Temperature Range (Buna-N seals) °C [°F]
Temperature Range (Viton® seals) °C [°F]
Actuation sec.
Repeatability mm [in]
*With springs
Specifications Units
Total Rated Grip Force F @ 100 psi [7 bar]* N [lbs]
Total Stroke mm [in]
Weight kg [lbs]
Pressure Range (without spring) bar [psi]
Pressure Range (with spring) bar [psi]
Ingress Protection Class (IP)
Displacement cm?[ind]
Temperature Range (Buna-N seals) °C [°F]
Temperature Range (Viton® seals) °C [°F]
Actuation sec.
Repeatability mm [in]

*With springs

Dimensions and technical information are subject to change without notice
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12 12-C 25 25-C
1474 [331] | 896[201] | 2620(589] | 1642 [369]
10[0.394] | 16[0.630] | 13[0.512] 20 [0.787]
10221 | 1124 | 22149 | 2350
2-7 [30-100]
3-7 [45-100]
IP54
23 [1.40] | 51 [3.11]

-35°~80° [-30°~180°]
-30°~150° [-20°~300°]
0.03 |
+0.02 [+0.0008]

0.04

34 34-C
4332 [974] | 2938 [638]
20[0.787] | 30[1.181]
511121 | 5301.7]
2-7 [30-100]
3-7 [45-100]
IP54
128 [7.81]
-35°~80° [-30°~180°]
-30°~150° [-20°~300°]
0.06
+0.02 [£0.0008]

GR-3JP-12
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PPC-12, -12-C

3-Jaw Parallel Grippers | Dimensions and Technical Specifications

Grippers are supplied Rear Inlet
with open side air ports Operation
and top manifold air ports —
plugged. Top manifold
sealing dimensions shown. =
3 ~3
2[0.12] =
7 .
O-Ring
op28 || P1.5x P4]
6[0.24] A 31[0.12]
FITTINGS NOT 64 15° 12501
INCLUDED 2.52] @ 5199 [QJ 0.1969 T3°°"] (D 0.47 *Bo007]
@ 35[1.38] o THROUGH
C B 12 [0.47] HOLE
OPEN I e CLOSE
JAW 10 2
= D o
° OPEN =—* 285 ~
W il D [0 3.35] ¢
5 ; - .
2605
; S ) i
STROKE @D 2.3622-0.0012|| OPEN
| e 1
oo TH S e [ &1 3x@55[022
11.09% M5x 11 [0.43] DP I _l:l - @71 [2.795]
l0.4331i3.833§] ] [ @300 ] OPEN '
o 2 x M4 x5 [0.2] DP
17 [0.67] - @ 0.1181-0.0004 2x M5x6[.24] DP .
12 [0.47] 13 [0.51] (Supplied plugged)
20 [0.79]-
f—— 35 JE—
15+0.025- [1.38]
[0.5906 £0.0010] mm [INCH]
PPC-12 65 [2.56] | 64 [2.52] | 25.5[1.004] | 23 [0.906] -- 51[0.2] THIRD ANGLE
PPC-12-C 69 [2.72] | 64 [2.52] | 31.5 [1.241]| 29.03 [1.143] | 4 [0.16] | 8[0.31] PROJECTION
Dimensions in mm [in]
Loading Information
GRIP FORCE PER FINGER GRIP FORCE PER FINGER
N Ibs (springs compressed at mid-stroke) N Ibs (springs compressed at mid-stroke)
) ’ WARNING!
500112 WARNING! DO NOT EXCEED
9 DO NOT EXCEED MAXIMUM EFFECTIVE
400 90 - MAXIMUM EFFECTIVE FINGER LENGTHS
w T— FINGER LENGTHS
g 7 T ,
£300 67 - ~1 [} Y
%200 45 J— = o —
] 5100 22 +==20PSI [1.4 bay]
z \ z 1
£100 22 ] ‘ T 5011 9 PSI [0 bar] 3
o o —— ) 0o L1 :
0 .39 79 1.18 1.57 1.97 236in. 1] .39 79 1.18 1.57 1.97 2.36in.
0 10 20 30 40 50 60 mm [V} 10 20 30 40 50 60 mm
EFFECTIVE FINGER LENGTH - L EFFECTIVE FINGER LENGTH - L
z Z Mz z
T : B :
! o : lT b : lT
|| NS oy N s
T Mx T Mx
PPC-12 Static Dynamic PPC-12-C Static Dynamic
Maximum Tensile T 850 N [191 Ibs] 220 N [49 lbs] Maximum Tensile T [214 Ibs] 950 N 220 N [49 lbs]
Maximum Compressive € 1150 N [259 lbs] I 220 N [49 Ibs] Maximum Compressive € [281 in-lbs] 1250 N I 220 N [49 Ibs]
Maximum Moment Mx 20Nm [177 in-lbs] | 6 Nm [53 in-lbs] Maximum Moment Mx [177 in-lbs] 20 Nm | 6 Nm [53 in-Ibs]
Maximum Moment My 20 Nm [177 in-lbs] I 6 Nm [53 in-Ibs] Maximum Moment My [177 in-lbs] 20 Nm I 6 Nm [53 in-lbs]
Maximum Moment Mx 50 Nm [443 in-lbs] I 10 Nm [89 in-Ibs] Maximum Moment Mx [531 in-lbs] 60 Nm I 10 Nm [89 in-lbs]
tCapacities are per set of jaws and are not simultaneous tCapacities are per set of jaws and are not simultaneous
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PPC-25, -25-C

3-Jaw Parallel Grippers | Dimensions and Technical Specifications

Grippers are supplied Rear Inlet
with open side air ports Operation
and top manifold air ports
plugged. Top manifold —
sealing dimensions shown. N
4 N3
2[0.16] } s
8 .
O-ing
2[0.31] ‘ ON1.5x P4]
+0.036
7[0.28] 3[0.12] 280
76 . . [0 0.31 5*8.8838]
FITTINGS NOT [2.99] 1 / 0.987¢
INCLUDED 9800008
13 [0.51] [25%8021]
@ 53 [2.09] C THROUGH
OPEN TI ]
JAW J cLose
D .—_Ahj
OPEN ] 2115
o AW ‘E Il ; (@ 4.53] &
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STR|(:)KE’ [0 3.1496.0001: p ‘ )
. -0.001
. OPEN XS
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135017 =3 OPEN
’0.51 18 :88835] — @4 .Euhoum 19.5[0.77] 16 [0.63] 29813858]  3,g90.35
[Q 0.1575.0. UOOAI 2xG1/8 45 2 x M5 x5 [0.2] DP
21 [0.83] — 28 [1.1] x 8 [0.3] DP 1.77] (SUPPLIED PLUGGED)
20+0.025 —
[0.787420.0010] mm [INCH]
PPC-25 77 [3.03] | 76 [2.99] | 37.5[1.476] | 33.5[1.319] -- 6.5 [0.26] THIRD ANGLE
PPC-25-C 82 [3.23] | 76 [2.99] | 44.5 [1.792] | 40.5[1.594] | 5[0.2] | 10[0.39] PROJECTION
Dimensions in mm [in]
Loading Information
GRIP FORCE PER FINGER GRIP FORCE PER FINGER
N Ibs (springs compressed at mid-stroke) N Ibs (springs compressed at mid-stroke)
900 202 - . 600 135 - WARNING!
o . WARNING! © - DO NOT EXCEED
S os0re LOplOre - ONOTECED £ s00 112 [ttt MR e
w ~EQ PsT [5 <] FINGER LENGTHS w 30 Ps; 5 2 FINGER LENGTHS
O 600 135 14, — 00| T —— O 400 901 -5 bap] T T——
4 ~~S0 Ps) 7 — 4 60 PSI —
@ 450 101 M"“ : Q 300 671 L] Bor Tt
I 20 PS| 2.7 bar] “-—_:- & -0 Ps| [2.7 bar] T
11l P L | =Y
g 300 67 (?PSI [1.4 bar] =% g 200 45 [—-20PS|[]. bar| \
T 150 34 0 PSI [0 bar] y T 100 22 -0 PSI [0 bar] \\
o o LT M o o-HHH -+
0 .39 .79 1.18 1.571.972.36 2.76 3.15 3.54 in. 0 .39 .79 1.18 1.57 1.97 2.36 2.76 3.15 3.54 in.
0 10 20 30 40 50 60 70 80 90 mm 0 10 20 30 40 50 60 70 80 90 mm
EFFECTIVE FINGER LENGTH - L EFFECTIVE FINGER LENGTH - L
z Z Mz z Z Mz
Y Y
L C lT L C lT
{ b N~ x | NG
T Mx T Mx
PPC-25 Static Dynamic PPC-25-C Static Dynamic

1300 N [292 Ibs]
1500 N [337 lbs] I 390 N [88 lbs]
30 Nm [266 in-lbs] | 13 Nm [115 in-lbs]
30 Nm [266 in-lbs] | 13 Nm [115 in-lbs]
Maximum Moment Mx 65Nm [575 in-lbs] | 25 Nm [221 in-lbs]

tCapacities are per set of jaws and are not simultaneous

Maximum Tensile T 390 N [88 Ibs]
Maximum Compressive €
Maximum Moment Mx

Maximum Moment My

Dimensions and technical information are subject to change without notice

1300 N [292 Ibs]
1500 N [337 1bs] | 390 N [88 Ibs]

30 Nm [266 in-lbs] | 13 Nm [115 in-lbs]

Maximum Moment My 30 Nm [266 in-lbs] | 13 Nm [115 in-lbs]

Maximum Moment Mx 70 Nm [620 in-Ibs] I 25 Nm [221 in-lbs]

tCapacities are per set of jaws and are not simultaneous
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Maximum Tensile T 390 N [88 lbs]
Maximum Comepressive €

Maximum Moment Mx
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PPC-34, -34-C

3-Jaw Parallel Grippers | Dimensions and Technical Specifications

Grippers are supplied Rear Inlet
with open side air ports Operation

and top manifold air ports
plugged. Top manifold —

sealing dimensions shown. ~
5 ~3
2[0.2] } ~ g
9 .
O-Ring
3[0.35] ‘ B1.5x P6]
105"
9 10.35] A 5[0.2] ’ra 03937*8.88&3]
FITTINGS NOT 97 [3.82 N
INCLUDED (3.82] B34 o
[ B CLO\SE 16 [0.63] [21.34 %0.0010]
J THROUGH
C c 7 T CLOSE
OPEN JG T
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) N . 2
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STROKE o 2’4.3307,888?3] OPEN
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-0.0003
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2 @ 019692221 5 05r 56 2x M6 x7[027] DP
25 +£0.025 '72'2 - (SUPPLIED PLUGGED)
[0.9843 £0.0010] [22]
mm [INCH]
PPC-34 98 [3.86] | 97 [3.82] | 52 [2.047] | 465118311 | - |10[0.39] THIRD ANGLE
PPC-34-C 103 [4.06] | 97 [3.82] | 62 [2.441] | 56.5[2.224] | 4[0.16]] 15 [0.59]
Dimensions in mm [in]
Loading Information
GRIP FORCE PER FINGER GRIP FORCE PER FINGER
N Ibs (springs compressed at mid-stroke) N Ibs (springs compressed at mid-stroke)
1500 337 WARNING! 1000 225 WARNING!
[d N 00 Ps, DO NOT EXCEED Q DO NOT EXCEED
w1250 281 ! [7 bqr, MAXIMUM EFFECTIVE “ 300 180 ] MAXIMUM EFFECTIVE
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[e] ar] [ —— \ [e] — \
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z z
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L C lT L C lT
{ b N~ x NG
T Mx T Mx
PPC-34 Static Dynamic PPC-34-C Static Dynamic
Maximum Tensile T 1950 N [438 Ibs] 650 N [146 Ibs] Maximum Tensile T 2150 N [438 Ibs] 650 N [146 Ibs]
Maximum Compressive € 2150 N [483 Ibs] I 650 N [146 lbs] Maximum Compressive € 2350 N [528 Ibs] I 650 N [146 lbs]
Maximum Moment Mx 65 Nm [575 in-lbs] | 32 Nm [283 in-lbs] Maximum Moment Mx 65 Nm [575 in-lbs] | 32 Nm [283 in-Ibs]
Maximum Moment My 65 Nm [575 in-lbs] I 32 Nm [283 in-lbs] Maximum Moment My 65 Nm [575 in-lbs] I 32 Nm [283 in-lbs]
Maximum Moment Mx 100 Nm [885 in-lbs] | 55 Nm [487 in-Ibs] Maximum Moment Mx 120 Nm [1062 in-lbs] | 55 Nm [487 in-Ibs]
tCapacities are per set of jaws and are not simultaneous tCapacities are per set of jaws and are not simultaneous
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3-JAW PARALLEL GRIPPERS '

Notes
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