RPL/RPLG SERIES

2-Jaw Precision Parallel Grippers | Features and Benefits, How To Order

Features: e

* Patented preloaded “Dual-V” roller bearings ; o
eliminate side play for excellent part
position repeatability

* Class 10 rated clean-room,
corrosion resistant design (RPLC)

* Purge/scavenge port (RPLC)

* Low friction mechanism allows
for repeatable gripping forces
for gripping delicate parts

* High grip force with respect

. . (USB key shown for scale)
to size due to extremely efficient RPL-1

drive mechanism

* Optional non-synchronous jaow operation

* Optional Viton® seals for high temperatures
-30°C to +150°C [-20°F to +300°F]

* Use up to 2 magneto resistive sensors

Applications:

* Clean-room/harsh evironments (RPLC)
* Machining applications

* Long finger gripping applications

* High temperature applications

How To Order
Size

Jaw Synchronization Description
“Blank” Synchronous (Standard)
NS Non-Synchronous Operation

Base Model
RPL

RPLC \l

- OC-C -
! L

— h WN

Metric Description Seals Description
“Blank” Imperial “Blank” Buna-N (Standard)
M Metric v Viton®

Accessories

Sensor Accessories Model Numbers Part Number Qty/Unit
Sensor Mounting Kit for Imperial & Metric Units (mounts 2 sensors) All Models OSMK-008 1
NPN Magneto Resistive Sensor with Quick Disconnect* All Models | OHSN-017 | 1-2
PNP Magneto Resistive Sensor with Quick Disconnect* All Models | OHSP-017 | 1-2
Quick Disconnect 2 Meter Cable Length* AllModels | CABL-010 | 1-2
Quick Disconnect 5 Meter Cable Length* AllModels | CABL-013 | 1-2
Pneumatic Accessories Model Numbers Part Number Qty/Unit
Fail Safe Valve (Imperial) All Models OFSV-001 1

Fail Safe Valve (Metric) All Models | oFsv-004 | 1

*Sensor and cable sold separately.
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Specifications

RPL/RPLG SERIES

2-Jaw Precision Parallel Grippers | Technical Specifications

Total Rated Grip Force F @ 100 psi [7 bar]
Total Stroke

Weight

Pressure Range

Protection Class
Displacement

Temperature Range (standard seals)
Temperature Range (Viton® seals)
Actuation (open/close)

Accuracy

Repeatability

Valve to Actuate

Dimensions and technical information are subject to change without notice

116 [26] 160 [36]

641025 | 1271050 | 1917075 | 25.47[1.00]
007[0.16] | 009[020 | 0.15[0.32] 0.17 [0.38]
0.3-7 Bar [5-100 psi]

IP 33 (RPL) / IP64 (RPLC)

0.6 cm® | 1.2 cm? | 2.4 cm? | 3.2 cm?
[0.038 in% [0.075 in% [0.147 in? [0.196 in%

-35°~80° C [-30°~180° F]
-30°~120° C [-20°~250° F]
0.10 sec. | 0.13 sec. | 0.14 sec. | 0.19 sec.
+0.05 mm [£0.002 in.]
+0.03 mm [+£0.001 in.]

4-way, 2-position
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RPL/RPLG-1, RPL/RPLC-2 SERIES

2-Jaw Precision Parallel Grippers | Dimensions and Technical Specifications
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Model

RPL-1  445[1.750]] - |11[0.45]| - [4411.75]| 38[1.50] | 6.4 [0.250] |19.1 [0.750]

RPL-2 59.5[2.344]| - |16[0.62]] - |57 [2:25]| 4411.75] | 6.4 [0.250] [22.2 [0.875]

RPLC-1 48.3[1.900]| 8 [0.33] |11 [0.44]| 14 [0.66] | 44 [1.75]| 38 [1.50] | 6.4 [0.250] |19.1 [0.750] Standard Seal Repair Kit SLKT-010
RPLC-2 62.9 [2.476]|13 [0.50]| 16 [0.62]] 14 [0.66] | 59 [2.33] | 46 [1.83] | 8.3 [0.328] [23.2 [0.913] Viton® Seal Repair Kit SLKT-010V

Loading Information

N Ibs. GRIP FORCE PER FINGER N Ibs. GRIP FORCE PER FINGER
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RPL-1 Static Dynamic RPL-2 Static Dynamic
Maximum Tensile T [50 Ibs.] 222 N [15Ibs.] 67 N Maximum Tensile T [65 Ibs.] 289 N 20 Ibs.] 89 N
Maximum Compressive € [50 Ibs.] 222 N | [151bs.] 67 N Maximum Compressive € [65 Ibs.] 289 N | 20 Ibs.] 89 N
Maximum Moment Mx [30 in.-lbs.] 3.4 Nm I [10 in.-lbs.] 1.1 Nm Maximum Moment Mx [45 in.-lbs.] 5.1 Nm I 15 in.-lbs.] 1.7 Nm
Maximum Moment My [40 in.-lbs.] 4.5 Nm I [12 in.-lbs.] 1.4 Nm Maximum Moment My [60 in.-lbs.] 6.8 Nm I 20 in.-lbs.] 2.3 Nm
Maximum Moment My [30 in.-lbs.] 3.4 Nm | [10in.-lbs.] 1.1 Nm Maximum Moment Mx [45 in.-lbs.] 5.1 Nm | 15in.-lbs.] 1.7 Nm
tCapacities are per set of jaws and are not simultaneous tCapacities are per set of jaws and are not simultaneous

company
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RPL/RPLC-3, RPL/RPLC-4 SERIES

2-Jaw Precision Parallel Grippers | Dimensions and Technical Specifications
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RPLC-3 83.4[3.282]|15[1.58]|19 [0.76]]| 18 [0.74] | 83 [3.25] | 63 [2.50]

12.7 [0.500] [31.8 [1.250]
RPLC-4 101.8 [4.007]| 24 [0.94] |25 [1.00]| 18 [0.74] [101 [4.00]| 76 [3.00] |15.9 [0.625]| 38.1 [1.50]

Seal Repair Kits 3,4

Standard Seal Repair Kit

Viton® Seal Repair Kit

SLKT-012
SLKT-012V

Loading Information
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RPL-3 Static Dynamic RPL-4 Static Dynamic

Maximum Tensile T

Maximum Comepressive €
Maximum Moment Mx
Maximum Moment My
Maximum Moment Mx

[90 Ibs.] 400 N
[90 Ibs.] 400 N
[60 in.-Ibs.] 6.8 N
(80 in.-lbs] 9.0 N
[60 in.-lbs.] 6.8 N

tCapacities are per set of jaws and are not simultaneous

m
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I
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[30 Ibs.] 133 N
[30 Ibs.] 133 N
[20 in.-lbs.] 2.3 Nm
[25 in.-lbs.] 2.8 Nm
[20 in.-lbs.] 2.3 Nm

Dimensions and technical information are subject to change without notice

Maximum Tensile T

Maximum Comepressive €
Maximum Moment Mx
Maximum Moment My
Maximum Moment Mx

[120 Ibs.] 534 N
[120 Ibs.] 534 N
[75 in.-lbs.] 8.5 Nm

[100 in.-Ibs.] 11.3 Nm

[75 in.-lbs.] 8.5 Nm

tCapacities are per set of jaws and are not simultaneous
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[40 Ibs.] 178 N
[40 lbs.] 178 N

[25 in.-lbs.] 2.8 Nm
[35 in.-lbs.] 4.0 Nm
[25 in.-lbs.] 2.8 Nm





