RPW SERIES

2-Jaw Heavy-Duty Parallel Grippers | Features and Benefits | How To Order

Features: RPW.750M
* Robust wide body gripper
* Grip force ranges from 222N thru 2091N RPW-625M-2
* Strokes range from 19mm thru 114mm REW-625M
* Rack and pinion design for smooth operation
* Jaws well supported to grip large
and wide parts
* Double rod seals for extended life
in harsh environments

¢ Optional non-synchronous RPW-500M-2
jaw operation RPW-500M-1
RPW-375M-2 (USfB key slh?wn
i i RPW-375M-1 . . or scale
Applications: RPW-250M.1

* Wide part gripping
* Gantry systems
* Harsh gripping environment

How To Order

Size Stroket Description
250 625 1 Standard Stroke
Base Model 375 750 2 Extended Stroke
RPW 500 tNo stroke option for size 250 & 750

E l l/ Seals Description

( )'( )( )'( )'( )'( )'7 “Blank” Buna-N

/T T\ \" Viton® High Temperature

Unit Type Description Jaw Synchronization Description
M Metric “Blank” Synchronous
NS Non-Synchronous Operation
Accessories

Sensor Accessories Model Numbers Part Number Qty/Unit
Sensor Mounting Kit for Imperial & Metric Units (mounts 2 sensors) See Datasheet 1
PNP Inductive Sensor with Quick Disconnect* 250, 375, 500 | OISP-014 | 1-2
NPN Inductive Sensor with Quick Disconnect* 250, 375, 500 | oI1sN-014 | 12
PNP Inductive Sensor with Quick Disconnect* 625, 750 | oisp011 | 1-2
NPN Inductive Sensor with Quick Disconnect* 625, 750 | OISN-011 | 1-2
Quick Disconnect 2 Meter Cable Length* All Models | CABL-010 | 1-2
Quick Disconnect 5 Meter Cable Length* All Models | CABL-013 | 1-2
Pneumatic Accessories Model Numbers Part Number Qty/Unit
Fail Safe Valve (Imperial) 250, 375 OFSV-001 1

Fail Safe Valve (Metric) 250, 375 | OFsv-004 | 1

Fail Safe Valve (Imperial) 500, 625, 750 | oOFsv-002 | 1

Fail Safe Valve (Metric) 500, 625,750 | OFsv-005 | 1

*Sensor and cable sold separately.
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RPW SERIES

2-Jaw Heavy-Duty Parallel Grippers | Technical Specifications

Specifications Units 250 375-1 375M-2
Total Rated Grip Force F @ 100 psi N [Ibs] 222 [50] | 400 [90]

Total Stroke mm [in] 19.1 [0.75] | 25.4 [1.00] | 50.8 [2.00]
Weight kg [Ibs] 0.30 [0.66] | 0.59 [1.3] | 0.91 [2.0]
Pressure Range bar [psi] 3-7 [40-100]

Ingress Protection Class (IP) IP54

Displacement cm?*[in?] 3.8 [0.023] | 9.8 [0.600] | 19.7 [1.200]
Temperature Range (Buna-N seals) °C [°F] -35°~80° [-30°~180°]

Temperature Range (Viton® seals) °C [°F] -30°~150° [-20°~300°]

Actuation sec 0.16 | 0.20 | 0.25
Accuracy mm [in] +0.05 [+0.002]

Repeatability mm [in] +0.03 [+£0.001]

Valve to Actuate Double Acting 4-way, 2-position

Specifications

Total Rated Grip Force F @ 100 psi N [lbs] 667 [150]

Total Stroke mm [in] 38.1 [1.50] | 63.5 [2.50]

Weight kg [Ibs] 1.4 [3.0] | 1.85 [4.0]

Pressure Range bar [psi] 3-7 [40-100]

Ingress Protection Class (IP) IP54

Displacement cm? [in] 29.5[1.800] | 49.2 [3.000]

Temperature Range (Buna-N seals) °C [°F] -35°~80° [-30°~180°]

Temperature Range (Viton® seals) °C [°F] -30°~150° [-20°~300°]

Actuation sec 0.25 | 0.33

Accuracy mm [in] +0.08 [+0.003]

Repeatability mm [in] +0.03 [+0.001]

Valve to Actuate Double Acting 4-way, 2-position

Specifications Units 625-1 625-2 750
Total Rated Grip Force F @ 100 psi N [Ibs] 1068 [240] | 2091 [470]
Total Stroke mm [in] 50.8 [2.00] | 88.9 [3.50] | 114.3 [4.50]
Weight kg [Ibs] 3.0 [6.5] | 3.6 [7.8] | 6.4 [14]
Pressure Range bar [psi] 3-7 [40-100]

Ingress Protection Class (IP) IP54

Displacement cm? [in] 21.6 [1.320] | 37.9 [2.310] | 232.7[14.200]
Temperature Range (Buna-N seals) °C [°F] -35°~80° [-30°~180°]

Temperature Range (Viton® seals) °C [°F] -30°~150° [-20°~300°]

Actuation sec 0.52 | 0.69 | 1.00
Accuracy mm [in] +0.08 [+0.003]

Repeatability mm [in] +0.03 [+0.001]

Valve to Actuate Double Acting 4-way, 2-position
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RPW-250M

2-Jaw Heavy-Duty Parallel Grippers | Dimensions and Technical Specifications
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19.05 [.7500] 2X M4 X 6 DP

2X 40.9
[1.610] (JAW)

41.3[1.625 _I 31.8
(BODY)
~51:612.030— 2X @ 3 H7 X 6 DP
19.05 [.7500}

|/~ (THIS FACE ONLY)

e

¢
|
i |
o | Fa 2X31.5
|

L k [1.240] (JAW)

|- 2x 9.5 .375]

1.250 [31.8] ‘
By | a1s [1.250] L
2X M4 X 7 DP
(THIS FACE ONLY)
e —21.09]
5191+ —10[.39]
21061 T OPEN — ¢ | 3113] ‘
= | -
2X M2 X 4DP =1 ; T %Eﬁ
(SENSOR TARGET & N 4X @3H7 X 9DP }——@—F—7——
MNTG HOLES) — P 1la 19.05 31.8
e '*.T'X - * 1.20© @ | (7500 11250,
|| i sxmaxoop —1 4 J
B oSl |
2X M5 -—33 [1,31]——‘ »‘ 17.8 ‘«
AIR PORTS —| L o M3 X 4DP .700]
(CLOSE) (SENSOR MNTG HOLES)
93 [3.65] (OPEN)

74 [2.90](CLOSED)
JAWS SHOWN OPEN

Sensor Accessories 250
Inductive Sensor Mtg Kit (2 Sensors) OSMK-009
Seal Repair Kits 250
Buna-N Seal Repair Kit SLKT-055
Viton® Seal Repair Kit SLKT-055V
Loading Information
z z
N Ibs. GRIP FORCE PER FINGER Mz — =
11125 ~_ DO NOT EXCEED E E | I 4[
o TR, MMM ETECTIVE T I
T 8920 80 ps) 55 b;r L ol 7 :E>:
4 %:: Jr
27 T [ [
. )
& e \ﬁ'&ﬂ@}] | RPW-250M Dynamic
é 22 5 \\‘4 Maximum Tensile T [50 Ib] 222 N [10 Ib] 44 N
o o ‘ Maximum Compressive C 501b]222N |  [101b] 44N
0 1 2 3 4in. Maximum Moment Mx [100 in-lb] T1 Nm I [20 in-Ib] 2 Nm
O PRTIVE FINGER LENGI L |2 Maximum Moment My [150in-b] 17 Nm |  [30in-Ib] 3 Nm
Maximum Moment Mx [100 in-lb] T1 Nm I [20 in-Ib] 2 Nm
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tCapacities are per set of jaws and are not simultaneous
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RPW-375M

2-Jaw Heavy-Duty Parallel Grippers | Dimensions and Technical Specifications
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N (CLOSED)
JAWS SHOWN OPEN
Sensor Accessories 375 Seal Repair Kits 375
Inductive Sensor Mtg Kit for 375-1 (2 Sensors) OSMK-010 Buna-N Seal Repair Kit SLKT-056
Inductive Sensor Mtg Kit for 375-2 (2 Sensors) OSMK-011 Viton® Seal Repair Kit SLKT-056V

RPW-375M-1 19.05 19.0 M4 x 6 DP 19.05 18.8 13 22 3 9 21 120

95
[0.7500] | [0.750] | [#8-32 x.25 DP] | [0.7500] [0.740] | (0521 | [0.85 | [012] | (035 | [0.81] | [474] | [3.74]

M5 x 6 DP 15.88 25.1 187 136

508 | 833 . 57.2 12 35 3 17 34
RPW-375M-2 13 000] |[3.280] |[#1o-32 x.25 DP| [0.6250]| [2.250] | [0.990] | [0.49] | [1.39] | [0.13] | [0.65] | n.3s] | 1738 | 1538

Loading Information
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W MAXIMUM EFFECTIVE % =R -+ A
©138 30 T~ 60 pg; ~_ FINGER LENGTHS U 0
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Z 4510 — RPW-375M Static Dynamic
] Maximum Tensile T [100 Ib] 445 N [20 Ib] 89 N
S Maximum Compressive € [1001b] 445N | [201b] 89N
0 25 50 76 102 127 153mm Maximum Moment Mx [175 in-lb] 20 Nm I [35 in-Ib] 4 Nm
EFFECTIVE FINGER LENGTH - L Maximum Moment My [250in-I] 28 Nm |  [50 in-Ib] 6 Nm
Maximum Moment Mx [175 in-lb] 20 Nm I [35 in-Ib] 4 Nm

tCapacities are per set of jaws and are not simultaneous
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RPW-500M

2-Jaw Heavy-Duty Parallel Grippers | Dimensions and Technical Specifications
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RPW-500M-1 76.2 [3.000] | 25.1[.990] | 2.8 [.11] | 25 [1.00] - 190.75] | 28[1.11] | 171 [6.73] | 132 [5.23]
RPW-500M-2 101.6 [4.000]|31.3[1.235]| 3.3[.13] | 38[1.51] | 3[13] | - | 411611 | 23419.23] | 170 [6.73]
Loading Information
z z
Mz —_ | ==
N lbs. GRIP FORCE PER FINGER | | ofo | [
356 80 | | L
o 312 707 795 WARNING! T v I
S~ L2 S
267 60 %IS/V bar) DO NOT EXCEED cl|T W:Eﬁ‘ﬁz
g 17e st = h R " "
& 134 30 40Psi 5 ~ ~— n -
QO 50 20 27 bay [~ RPW-500M Static Dynamic
£ 45 10 T Maximum Tensile T [500 Ib] 2224 N [50 Ib] 222 N
° : ] Maximum Compressive € [500 Ib] 2224 N I [50 Ib] 222 N
0 2 4 6 8 10 12‘in. Maximum Moment Mx [500 in-lIb] 57 Nm I [50 in-Ib] 6 Nm
1] 51 102 152 203 254 305 . . .
EFFECTIVE FINGER LENGTH - L mm Maximum Moment My [750 in-lb] 85 Nm I [75 in-Ib] 8 Nm
Maximum Moment Mx [500 in-Ib] 57 Nm |  [50 in-Ib] 6 Nm

GR-HDP-19
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Sensor Accessories

Inductive Sensor Mtg Kit for 500-1 (2 Sensors)
Inductive Sensor Mtg Kit for 500-2 (2 Sensors)

Seal Repair Kits
Buna-N Seal Repair Kit
Viton® Seal Repair Kit

500

500
SLKT-058

SLKT-058V

tCapacities are per set of jaws and are not simultaneous

Dimensions and technical information are subject to change without notice
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RPW-625M

2-Jaw Heavy-Duty Parallel Grippers | Dimensions and Technical Specifications
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Sensor Accessories 625
Inductive Sensor Mtg Kit (2 Sensors) OSMK-074
Seal Repair Kits 625
Buna-N Seal Repair Kit SLKT-071
Viton® Seal Repair Kit SLKT-071V

RPW-625M-1 98.4 [3.875] | 31.4[1.235] | 14[0.55] | 17[0.66] | 2[0.08] | 24[0.96] | 36 [1.42] | 219 [8.63] | 168 [6.63]
RPW-625M-2 136.5 [5.375] | 44.1[1.735] | 15[0.61] | 5[0.21] | 910371 | 43[1.71] | 55 [2.17] | 321 [12.63] | 232 [9.13]

Loading Information

z z
Mz — | =
N lbs. GRIP FORCE PER FINGER g E $ (c) ? | I[
534120+ 0§0 v H— X
10, L
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w 356 80 e MAXIMUM EFFECTIVE SN M
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4
£ 178 a0 oIS 27 o RPW-625M Static Dynamic
Z 89 20 Maximum Tensile T [1200 Ibs] 5338 N [125 Ibs] 556 N
o o ] Maximum Compressive € [1200 Ibs] 5338 N I [125 Ibs] 556 N
0 3 ‘ 9 12 15in. Maximum Moment Mx [1000 in-lbs] 113 Nm I [100 in-lbs] 11T Nm
0 76 152 229 305 381 c . .
EFFECTIVE FINGER LENGTH - L mm Maximum Moment My [1500 in-lbs] 1770 Nm I [125 in-lbs] 14 Nm
Maximum Moment Mx [1000 in-lbs] 113 Nm I [100 in-lbs] 11 Nm

tCapacities are per set of jaws and are not simultaneous

Dimensions and technical information are subject to change without notice GR-HDP-20 @ESTACD

5 DoveR) cowpany




RPW-750M

2-Jaw Heavy-Duty Parallel Grippers | Dimensions and Technical Specifications
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£ —38.1[1.500]
T
# 2X99.8
T 'g$§4%4k44 [3.928] (JAW)
N Q- — ‘ % ‘ ,,,,,, -
100.0 [3.937] 1 6X M8 X 12 DP
(BODY] 39.70 [5.5000]
180.9 [7.125]
2X @ @ 8 H7 X 12 DP (THIS FACE ONLY)
4X M10 X 16 DP (THIS FACE ONLY)
f
// | 1
I N s s 7L7 _— | 2X75.0
& | ﬁéf‘? % 2.942] 1aw)
N |
75(5% %}?SZL leagb%] J L—_sz 49.8[1.960]
101.60 [4.0000] |~—
-~ 139.7 [5.500}—|
30 2X M5 X 6 DP DP (SENSOR MNTG HOLES)
10[.38] s 25 [1.19] 2X G1/8" AIR PORTS (OPEN)
i [Ttag | [-000 —32[1.25] .
°® —
5119 e B i @{}@ﬁ
I ~ r
Y S ey IS e e S _ o —y-—-L¢ 6033 857
$ I 4X @ 8 H7 X 12 DP /f‘@ ‘é’ e [2.3750] [3.375]
‘\> 8XM10 X 25 DP / '
2X M4 X 6 DP 761300 J 22 |
(SENSOR [1.660]
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296 [11.65] (CLOSED) - .
JAWS SHOWN OPEN Inductive Sensor Mtg Kit (2 Sensors) OSMK-014
Seal Repair Kits 750
Buna-N Seal Repair Kit SLKT-060
Viton® Seal Repair Kit SLKT-060V
Loading Information
z z
Mz —_ 1=
N lbs. GRIP FORCE PER FINGER | | ofo I |
1113 250- | ot v I~
2 890 200 ~ WARNING! - cl|T —»:{}:«—
I WA — & &
g 668 150 FINGER LENGTHS S—"Ms A
]
o 445100 — barj
g [ ar)
Z 223 50 N, N RPW-750M Static Dynamic
E Maximum Tensile T 11121 N [2500 Ib] 1112 N [250 Ib]
R S e Maximum Compressive € 11121 N [25001b] | 1112 N [250 Ib]
0 102 203 305 406 508mm Maximum Moment Mx 226 Nm [2000 in-Ib] | 22 Nm [200 in-Ib]
EFFECTIVE FINGER LENGTH - L . - -
Maximum Moment My 339 Nm [3000 in-lb] I 28 Nm [250 in-Ib]
Maximum Moment Mx 226 Nm [2000 in-Ib] I 22 Nm [200 in-lb]
tCapacities are per set of jaws and are not simultaneous
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HEAVY-DUTY PARALLEL GRIPPERS '

Notes
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