RTH SERIES

3-Jaw Parallel Grippers | Features and Benefits | How To Order

Features: RTH-8M

* Rugged multi-purpose powerful gripper = = = 4

* 8 sizes for small lightweight to very
large and heavy part gripping

* High impact resistant with triple wedge design

* Shielded gripper to repel metal chips/particulates

* Spring assist option maintains grip
in case of air pressure loss

* Purge and scavenge ports for
harsh & clean environments

* Multi-position sensing up to 3 locations

Applications:

* Large round shaped parts

* Automotive engine block and gantry systems
* |deal for very heavy part gripping (USB key shown for scale)

How To Order

Base Model Size Stroke Description Stripper Plate Description
RTH 1M-8M “Blank” Standard “Blank” No Stripper Plate

\l J % o f/sp Seals Description
C-C)-C)-C)-CI-C ) o “Blank’ Buna-N

Stripper Plate

v Viton® High Temperature
Spring Description
“Blank” None

C Spring Closed
o Spring Open

Accessories
Sensor Accessories Model Numbers Part Number Qty/Unit
8mm PNP Magneto Resistive Sensor (90° barrel) w/ M8 Qk. Disc* All Models OHSP-011 1-3t
8mm NPN Magneto Resistive Sensor (90° barrel) w/ M8 Qk. Disc* All Models | OHSN-011 | 1-3t
8mm PNP Magneto Resistive Sensor Short Barrel w/ M8 Qk Disc* All Models | OHSP-017 | 1-3t
8mm NPN Magneto Resistive Sensor Short Barrel w/ M8 Qk Disc* All Models | OHSN-017 | 1-3t
8mm PNP Inductive Sensor w/ M12 Quick Disconnect* RTH-4M, -5M, -6M | OISP-011 | 1-3
8mm NPN Inductive Sensor w/ M12 Quick Disconnect* RTH-4M, -5M, -6M | ©OISN-011 | 1-3
12mm PNP Inductive Sensor w/ M12 Quick Disconnect* RTH-7M, -8M | OISP-017 | 1-3
12mm NPN Inductive Sensor w/ M12 Quick Disconnect* RTH-7M, -8M | oisn-017 | 1-3
M8 Quick Disconnect 2 Meter Cable Length* All Models | CABL-010 | 1-3
M8 Quick Disconnect 5 Meter Cable Length* All Models | CABL-013 | 1-3
M12 Quick Disconnect 2 Meter Cable Length* RTH-7M, -8M | caBL-014 | 1-3t
M12 Quick Disconnect 5 Meter Cable Length* RTH-7M, -8M | CABL-018 | 1-3f
Pneumatic Accessories Model Numbers Part Number Qty/Unit
M5 Adjustable Flow Control RTH-1M, -2M, -3M VLVF-008 1-2
G 1/8” 90° Adjustable Flow Control RTH-4M, -5M, -6M, -7M |  VLVF-005 | 1-2
G 1/4” Adjustable Flow Control RDH-8M |  wvivroi0 | 122

*Sensor and cable sold separately. tExcept RTH-1, 1-2 only.
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RTH SERIES

3-Jaw Heavy-Duty Parallel Grippers | Technical Specifications

Specifications Units
Total Rated Grip Force F N
@ 100 psi [7 bar] w/o Spring Assist [Ibs]
Total Rated Grip Force F N
@ 100 psi [7 bar] with Spring Assist [Ibs]
Total Stroke mm
[in]
Weight kg [Ibs]
Pressure Range w/o Spring bar [psi]
Pressure Range with Spring bar [psi]
Max. Vacuum for Scavenge Port mm Hg [in Hg]
Max. Pressure for Purge Port bar [psi]
Ingress Protection Class (IP)
Displacement cm®
P [in°]
Temperature Range (Buna-N seals) °C [°F]
Temperature Range (Viton® seals) °C [°F]
Actuation (open/close) sec.
mm
Accuracy [in]
Repeatability mm

[in]
Valve to Actuate Single Acting
Valve to Actuate Double Acting

3-way, 2-position

4-way, 2-position

M 1M-L
682 | 443 | 1238 | 812 | 2078 | 1349 | 3644 | 2366
1153] | 100y | 278] | 1183] | [467] | [303] | [819] | [532]
889 | 579 | 1490 | 979 | 2627 | 1708 | 4562 | 2967
[200] | [130] | [335] | [220] | [591] | [384] [1026] [667]
4 8 | 6 | 12 | 8 | 16 | | 20
[0.16] | [0.32] | [0.24] | [0.47] | [0.31] | [0.63] | [0.39] | [0.79]
02506 | 127053 | 108124 | 1.95[43]
2-7 [30-100]
4-7 [60-100] | 3.5-7 50-100] | 3-7 [45-100]
200 [8]
2.1 [30]
IP55
6.5 | 17 | 37 | 80
[0.40] [1.05] [2.30] [4.90]
-35°~80° [-30°~180°
-30°~150° [-20°~300°]

0.06 | 0.07 | 0.08 | 0.1

+0.04 | +0.06
[+0.002] [+0.0024]

+0.02 | +0.03
[+0.001] [+0.0012]

Specifications (cont.)

Total Rated Grip Force F N
@ 100 psi [7 bar] w/o Spring Assist [Ibs]
Total Rated Grip Force F N
@ 100 psi [7 bar] with Spring Assist [Ibs]
Total Stroke mm
[in]
Weight kg [Ibs]
Pressure Range w/o Spring bar [psi]
Pressure Range with Spring bar [psi]
Max. Yacuum for Scavenge Port mm Hg [in Hg]
Max. Pressure for Purge Port bar [psi]
Ingress Protection Class (IP)
Displacement Gl
P [in’]
Temperature Range (Buna-N seals) °C [°F]
Temperature Range (Viton® seals) °C [°F]
Actuation (open/close) sec.
mm
Accuracy [in]
.- mm
Repeatability fin]

Valve to Actuate Single Acting
Valve to Actuate Double Acting

Dimensions and technical information are subject to change without notice

6M 6M-L  7M
6353 | 4125 | 10202 | 6629 | 17165 | 11102 | 35288 | 22784
[1428] | [927] | [2294] | [1490] | [3859] | [2496 | [7933] | [5122]
7877 | 5124 | 13786 | 8971 | 22093 | 14322 | 44354 | 28690
1771] [1152] [3099] [2017] [4967] [3222] [9971] [6450]
13
[0.51] | 02] | [0.63] | [1 26] | [0.98] | [1 97] | [1.38] | [2. 76]
3.9 [8.6] | 7.89 [17.4] 15.7 [34.6] | 43.9 [96.8]
2-7 [30-100]
3-7 [45-100] | 4-7 [55-100] | 3.5-7 [50-100]
20 [8]
2.1 [30]
IP55
180 | 355 | 940 | 2720
[11.0] [22] [57] [166]
-35°~80° [-30°~180°]
-30°~150° [-20°~300°]
0.19 | 0.236 | 0.85 | 1.7
+0.06 | +0.08 | +0.1
[+0.0024] [+0.0031] [+0.0039]
+0.03 | +0.04 | +0.05
[+0.0012] [+0.0016] [+0.002]

3-way, 2-position

4-way, 2-position
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RTH-1M, -1M-L

3-Jaw Parallel Grippers | Dimensions and Technical Specifications
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oo [0.965]
1.7717] Purge/Scavenge ~ [o] 2;'2531 = MISDP e
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o 6.0 9. 15 .| [0.1969FF ¢ ’
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Strok [03138]4’ ~ = 31 @—ﬂ

roke .
s~ @ [1.220
N\ 83F l I THIRD ANGLE
8 R 3screws for PROJECTION
@ | k3 ; M3x6
£
2l 5 [ Model

RTH-TM 9.0[0.354] |12.0[0.472]| 2.0[0.08]
RTH-1M-L 7.0 [0.276] I 10.0 [0.394]| 4.1[0.16]

Dimensions in mm [in]

i

)
o
|I I
20
[0.78]
/@

= . upe
25 Seal Repair Kits RTH-1M
™ 10.098) o0 ~354] Buna-N Seal Repair Kit SLKT-347
43.0 ' Buna-N Rear Inlet Seal Repair Kit ~ SLKT-363
[1.693] Viton® Seal Repair Kit SLKT-347V
-SP: STRIPPER PLATE OPTION Viton® Rear Inlet Seal Repair Kit SLKT-363V
Loading Information
N Ibs. ((BRIE SFORCEAZER FOINGEI)! N lbs. ((iRIII: SFORCEAPER lgNGEI)!
_ with Spring Assist Option _ with Spring Assist Option
[ 31270 WARNING! © 223 50 WARNING!
w267 60 —x DO NOT EXCEED w DO NOT EXCEED
- NN MAXIMUM EFFECTIVE =178 40 TN MAXIMUM EFFECTIVE
4223 50 20¢s1/5 FINGER LENGTHS o N FINGER LENGTHS
£ 175 40 R gl & 134 30 N
o 134 30 T —T ,J = —~
% _— % 89 20 —_—
§ 89 20 i - § —
£ 4510 J—T——RFSLI0 bar Z 4510 0 PSI [0 bar] .
0o | ! 00 !
0 .50 1.00 1.50 2 2.50 3.00 3.50in. 0 .50 1.00 1.50 2 2.50 3.00 3.50 in.
0 13 25 38 51 64 76 89mm 0 13 25 38 51 64 76 89 mm
EFFECTIVE FINGER LENGTH - L 5 EFFECTIVE FINGER LENGTH - L
z
4 % Mz 4 %Mz
J %)f LI X - ¥ %j LI X
; of VT | : of V7 |
il M B ~—F/3 ull NPTYVI < ~—F/3
~__ ¥ My ~_ v My
RTH-1M Static Dynamic m Static Dynamic
Maximum Tensile T 810 N [182 lbs] 89 N [20 lbs] Maximum Tensile T 730 N [164 Ibs] 57 N [13 lbs]
Maximum Compressive € 1060 N [238 Ibs] I 89 N [20 lbs] Maximum Compressive € 960 N [216 Ibs] I 57 N [13 lbs]
Maximum Moment Mx 22 Nm [195 in-lbs] | 2 Nm [18 in-Ibs] Maximum Moment Mx 20 Nm [177 in-lbs] I 1 Nm [9 in-lbs]
Maximum Moment My 28 Nm [248 in-lbs] | 3 Nm [27 in-lbs] Maximum Moment My 23 Nm [204 in-lbs] I 1 Nm [9 in-lbs]
Maximum Moment Mx 18 Nm [159 in-lbs] | 3 Nm [27 in-lbs] Maximum Moment Mx 15 Nm [133 in-lbs] I 1 Nm [9 in-lbs]
tCapacities are per set of jaws and are not simultaneous tCapacities are per set of jaws and are not simultaneous

o pr—
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RTH-2M, -2M-L

3-Jaw Parallel Grippers | Dimensions and Technical Specifications

L 325
[1.280]
56.00
[2.2047] L 255
Purge/Scavenge [1.004] M4x6 DP 83
17.2 port ?[3.268 10.0
@4 H7 [0.675] [ o 062*‘3762 . [0.394]
2 x[0.1575] SF 9.0 13, 15 | (2l02362]SF q
— [0.354] [0.51 I0.059If 900 C STke | | /%{»o
M5x5 DP = [0.3543] [ >
A
o ﬁﬂ Q / SxMé | = ¥ 1 )
37.7 © @ i [& %gO] | .
1.484 } — .
o 40 O> 203 2 B O O
D C’Y\ [0.799] 15 . A Closed Closed
> d ' [0.59] =N 3
® = ! o ©
250 - ] o
[0.334] % Manifold air port o n .;80]
> M3 x 4
Supplied plugged P j; [e)
Close 64 5.2
2*,145)( @[2.520] [J 2'150] 3 x B[0.205]
Sop 9.0 [0.354] 85 56
9.0 [0.354] 0 .9'09] 3[2.205]
20° 4&& 49.0
[1.929] mm [INCH]
4.0 = @—E][
Stroke [0.157] = 36 THIRD ANGLE
Z —
3 53 204171 PROJECTION
o & 3 screws for @ — G
° )| sz M7 O
g8 )
:[ e RTH-2M 13.0[0.512] | 16.5 [0.650] | 3.0[0.12]
B '+ (S N\ + (/7 © RTH-2M-L 10.0 [0.394] I 13.5[0.531]| 6.0 [0.24]
°° M g Dimensions in mm [in]
o v‘_‘
IS @1 \(@ Seal Repair Kits RTH-2M
. 30 Buna-N Seal Repair Kit SLKT-348
[0.118] 11.0 N ir Ki A
570 ~ 0433 Buna-N Rear Inlet Seal Repair Kit SLKT-363
[2.244] sP. STRIPPER PLATE OPTION Viton® Seal Repair Kit SLKT-4348V
el Viton® Rear Inlet Seal Repair Kit SLKT-363V
Loading Information
N Ibs. ?m: FORCE PER lgNgzl)t N Ibs. ((BRI: FORCE PER IgNGEI)!
534120 - with Spring Assist Option, 356 80 - (with Spring Assist Option,
WARNING! WARNING!
S a5 100N DO NOT EXCEED 2 312 70 TN DO NOT EXCEED
ol NS Lo P R,
g 356 80 ao,,;*)b&,‘. £ 223 50 ™~ W
Q267 60| Tl So Pt — 2 178 a0 Sy 2
P J bor)T—r o« L bar) T ——ba
$178 40 — 2 %'34 30 —
N 89 20 =
Z 89 20 °’T—'M‘"] =X T e 0 PS1[0 bor]
| : - .
[V ] T T { o o T T 1
0 .50 1.001.50 2 2.50 3.003.50 4.00 0 .50 1.00 1.50 2 2.50 3.00 3.50 4.00
0 13 25 38 51 64 76 89 102 0 13 25 38 51 64 76 89 102
EFFECTIVE FINGER LENGTH - L EFFECTIVE FINGER LENGTH - L
z z
4 Mz 4 Mz
I -] ; %j T X I -] ; Y T X
: of 1T | : of I |
ull _ewx B —F/3 ull _emx A —F/3
~_ ¥ My ¥ My
RTH-2M Static Dynamic RTH-2M-L Static Dynamic
Maximum Tensile T 1200 N [270 Ibs] 129 N [29 lbs] Maximum Tensile T 1080 N [243 Ibs] 84 N [19 Ibs]
Maximum Comepressive € 1560 N [351 lbs] I 129 N [29 lbs] Maximum Compressive € 1400 N [315 lbs] I 84 N [19 Ibs]
Maximum Moment Mx 45 Nm [398 in-lbs] | 4 Nm [35 in-lbs] Maximum Moment Mx 40 Nm [354 in-lbs] I 3 Nm [27 in-lbs]
Maximum Moment My 64 Nm [566 in-lbs] | 6 Nm [53 in-Ibs] Maximum Moment My 52 Nm [460 in-lbs] | 4 Nm [35 in-lbs]
Maximum Moment Mx 41 Nm [363 in-lbs] | 6 Nm [53 in-lbs] Maximum Moment Mx 33 Nm [292 in-lbs] I 4 Nm [35 in-lbs]

tCapacities are per set of jaws and are not simultaneous

Dimensions and technical information are subject to change without notice

tCapacities are per set of jaws and are not simultaneous
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RTH-3M, -3M-L

3-Jaw Parallel Grippers | Dimensions and Technical Specifications

43.5
[1.713]
Purge/Scavenge e 33.5 ] M59 DP_ 104
port [1.319] 8h7 3[4.094 12.5
@5 H7 20 _ | PLO31505F ¢ [0.492]
2 x[0.1969] SFW 12.0 17 10.079]]
[0.472] [Qﬁﬁ I\ 01 11 _3:)301 C Stroke i PO
|~ Mx5 DP [ 043311 ‘
= 1
46.7 3 xM8 @ "f 20.0
[1.839] == = [0.787]
23.8 20 — B
.1?37] 0.79] ] A Closed Clo
1
32.0 — ]
[1.260] Manifold air X0 1
port o [1.594]
l M4 x 6 ~
Supplied plugg;\@ 1
Close Open 80 20.0 6.8
213.150] [0.787] 3 x ©[0.268]
2XM5X 5 70
bp 9.0 [0.354] 63.5
[2.500] — B[2.756]
15° 15° 64.0
[2.520]
mm [INCH]
s 3 ©]
Stroke [0.177] E 46
= g [1.811] THIRD ANGLE
y é z PROJECTION
] [ E 3 screws for 9 )/
® Sz M9
A G 8 & [ oder
=1 &9 RTH-3M 16.0 [0.630] | 20.5 [0.807] | 3.9 [0.16]
| _— T ® RTH-3M-L 12.0 [0.742] I 16.5[0.650] | 8.0[0.32]
o o m_ 8? ® 1 ® Dimensions in mm [in]
o| =
B Seal Repair Kits RTH-3M
[ONG
= o \NOQ Buna-N Seal Repair Kit SLKT-349
735 T 10157 L 120 Buna-N Rear Inlet Seal Repair Kit SLKT-364
[2.894] [0.472] Viton® Seal Repair Kit SLKT-349V
-SP: STRIPPER PLATE OPTION Viton® Rear Inlet Seal Repair Kit SLKT-364V
Loading Information
N lbs. ((BRIE SFORCEAZER FOINGEI)! N lbs. ((iRIII: SFORCEAPER lgNGEI)!
_ with Spring Assist Option _ with Spring Assist Option
© :Z? f:g i WARNING! © 623140 WARNING!
< N\ DO NOT EXCEED & 533120 TN DO NOT EXCEED
+ 712160 TSN 00 pg MAXIMUM EFFECTIVE ' N MAXIMUM EFFECTIVE
g 623140 % FINGER LENGTHS W 445100 Lops, FINGER LENGTHS
% 534120 ~ 5.5 % 356 80 0 PYy ar,
Q 445100 60‘”% - e \%[5’ 2 g
& 356 80 i . & 267 60 |"ﬁk~ b
2267 60 T = 2‘75“ 1 e
T 178 40 0.PS1[0 bar] . T g9 20 0 PSI [0 bar] ANy
& 2 1 | T
0o 0 1 o0 T T T d
0 .50 1.00 1.50 2.00 2.50 3.00 3.50 4.00 4.50 5.00 5.50 in. 0 .501.001.502.00 2.50 3.00 3.50 4.00 4.50 5.00 5.50 in.
013 25 38 51 64 76 89 102 114 127 140 mm 0 13 25 38 51 64 76 89 102 114 127 140 mm
EFFECTIVE FINGER LENGTH - L 5 EFFECTIVE FINGER LENGTH - L
z
4 %Mz 4 %Mz
%)f LT X LTIl %j LI X
f T f .
o ¢
T ~__ ¥ Mx F/3 ~F3 i ¥ Mx F/3—>] ~—F3
~__ ¥ My ~_ v My
RTH-3M Static Dynamic m Static Dynamic
Maximum Tensile T 1680 N [378 Ibs] 302 N [68 Ibs] Maximum Tensile T 1500 N [337 lbs] 197 N [44 lbs]
Maximum Compressive € 2180 N [490 Ibs] I 302 N [68 Ibs] Maximum Compressive € 1940 N [436 lbs] I 197 N [44 lbs]
Maximum Moment Mx 72 Nm [637 in-lbs] | 11 Nm [97 in-Ibs] Maximum Moment Mx 64 Nm [566 in-lbs] | 7 Nm [62 in-lbs]
Maximum Moment My 102 Nm [903 in-lbs] I 16 Nm [142 in-lbs] Maximum Moment My 81 Nm [717 in-lbs] I 9 Nm [80 in-lbs]
Maximum Moment Mx 66 Nm [584 in-lbs] I 16 Nm [142 in-lbs] Maximum Moment Mx 53 Nm [469 in-lbs] | 9 Nm [80 in-lbs]
tCapacities are per set of jaws and are not simultaneous tCapacities are per set of jaws and are not simultaneous

o pr—
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RTH-4M, -4M-L

3-Jaw Parallel Grippers | Dimensions and Technical Specifications

L 470 __
[1.850]
90.00 35.0
[3.5433] Purge/Scavenge = [1.378] _Mé6x10 DP 129
port ) [10 h7] B[5.079 16.0
29.5 12.0 17, 2.5 @0.393%F [0.630]
@5H7 1162 1 ~ | _@0.393%F
2 x[0.1969] SF [1.162] [0.472] [0.67 [0.098[] <‘£
I\ 14.00 C Stroke ‘
] _[0.5512] b
M5x5 DP —= 1 %%
- 3 x M8 I; = I 1 < @ %é
570 ) FL 250 \ P
[2.244] I == ~ 0.984
30.9 —]
”\\[1 .2‘1 6] ! AClosed Closed ﬁy O T o
20 i f © ) l ©
41.0 [0.79] ‘ ] © S
[1.614] ©© 50.5 \@ @©
l Manifold air port @) [1.988]
M5 x 6
Supplied plugged =1 | | @ @
\
100 215 6.8
2[3.937] [0.846] 3 x B[0.268]
12.0 [0.472]
XMs 90
x5 - 12.0 [0.472] [27_;2;051 2[3.543]
o o 72.0
15 15 [2.835]
mm [INCH]
50 .. 38
Stroke [0.197] & 62
n z_ @ [2.441] THIRD ANGLE
® & PROJECTION
|: ‘092 3 screws for @ @
° I £ MSx10 ©
In 23 G ZPp%e
g RTH-4M 20.0 [0.787] | 25.5 [1.004] | 5.0 [0.20]
P ® + @ RTH-4M-L 15.0 [0.591] |20.5 [0.807]| 10.0 [0.40]
40 ® © ‘ ® © Dimensions in mm [in]
OJC) H [1.57]
@ O u ¢ ® @ Seal Repair Kits RTH-4M
== 40 © Q Buna-N Seal Repair Kit SLKT-350
885 Rain [0‘1'57] e 13{02 Buna-N Rear Inlet Seal Repair Kit SLKT-365
. 0.47
[3.484] t ! Viton® Seal Repair Kit SLKT-350V
-SP: STRIPPER PLATE OPTION Viton® Rear Inlet Seal Repair Kit SLKT-365V
Loading Information
N lbs. GRI}I: ;ORCE PER lgNGER N Ibs. GRI:SFORCEAPER IgNGER
"1558 350 - (with Spring Assist Option) WARNING! "”13250 _ (with Spring Assist Option) WARNING!
i 1335 300 DO NOT EXCEED : N DO NOT EXCEED
' 100 p MAXIMUM EFFECTIVE . 890200 MAXIMUM EFFECTIVE
3 1113 250 0 sl[7bor FINGER LENGTHS w \ 100 RSy, FINGER LENGTHS
5 890 200 % PS,’ S P—— S 668 150 \\ 30 Ps,
w % bar] S v % - —
& 668150 — S % 445100 L bo ——l,
Q 445 100 = Q | ‘I\\N‘.\
T 223 50 Q PS1 [0 bar] AN T 223 50 0 PSI [0 bar] ..
0 0 T \‘ 0 o T ! 1
0 1.00 200 3.00 4.00 500 600 7.00in. 0 100 200 3.00 4.00 500 600 7.00in.
0 15 30 45 60 75 90 178 mm 0 15 30 45 60 75 90 178mm
EFFECTIVE FINGER LENGTH - L EFFECTIVE FINGER LENGTH - L
z
4 Mz 4 %Mz
I -] Y T X I -] %j T X
¥ T ¥ T
L CT l t c l
ull _ewx B —F/3 ull _emx A —F/3
~_ ¥ My ¥ My
RTH-4M Static Dynamic RTH-4M-L Static Dynamic
Maximum Tensile T 2110 N [474 Ibs] 425 N [96 lbs] Maximum Tensile T 1880 N [423 Ibs] 275 N [62 Ibs]
Maximum Comepressive € 2790 N [627 Ibs] I 425 N [96 Ibs] Maximum Compressive € 2490 N [560 Ibs] I 275 N [62 Ibs]
Maximum Moment Mx 92 Nm [814 in-lbs] | 16 Nm [142 in-lbs] Maximum Moment Mx 82 Nm [726 in-lbs] I 10 Nm [89 in-Ibs]
Maximum Moment My 182 Nm [1133 in-lbs] | 22 Nm [195 in-lbs] Maximum Moment My 102 Nm [903 in-lbs] | 13 Nm [115 in-lbs]
Maximum Moment Mx 84 Nm [734 in-lbs] I 22 Nm [195 in-lbs] Maximum Moment Mx 67 Nm [593 in-lbs] I 13 Nm [115 in-lbs]

tCapacities are per set of jaws and are not simultaneous

Dimensions and technical information are subject to change without notice

tCapacities are per set of jaws and are not simultaneous
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RTH-5M, -6M-L

3-Jaw Parallel Grippers | Dimensions and Technical Specifications

57.0

™ [2.244] 7
112.00 42.0
Purge/Scavenge n ™1
4.4094 [1.654] 162
[ | port M6x10 DP 216.378 [5%’7]
B6HT 38.4 14.0 22, 25 .| 10h7 )
1.512] ] [0.551] 10.87] [0.098] ©[0.3937]SF €
2 x[0.2362] SF‘\ : . € strok
N 1 20.00 joe ‘
[¢ /—M5x5 DP - 0.7874
Q ™ 3xMI0 ol = 0
71.0 / I 1.260]
[2.795] ‘O# N s . = o
Z 39.5 —
N I B
[1.555] 24 | A Closed Clo
d 1 0.94] E=F 3
L) . *
53.0 E
[2.087] Manifold air port ©© ’H 630
[2.480] \
l N M5 x 6 @ |0
e Supplied plu ed‘\gsf - l
JO pplied plugg ]
125
5 Close Open ?[4.921] 25.0 8.5
*Glg, 8 15.0 [0.591] [0.984] 3 x 2[0.335]
-3
'1op 15.0 [0.591] 87.0 112
[3.425] D[4.409]
15° 15° 88.0
[3.465]
mm [INCH]
6.0 -~
Stroke [0.236] > 78
<
N ; @ [3.071] THIRD ANGLE
P PROJECTION
'; é 3 screws for © ® ©
° o2 M6x12
Lz
28 (@ Q Q
<% RTH-5M 24.5[0.965] | 30.5 [1.201]| 6.5[0.26]
ge
S + 5 RTH-5M-L 18.0 [0.709] |24.0 [0.945]| 13.0[0.51]
© ‘ ® Dimensions in mm [in]
oo 50 S
[1.95]
o ¢ Seal Repair Kits RTH-5 M
© _1° Buna-N Seal Repair Kit SLKT-351
f— [04]'(;7] 150 Buna-N Rear Inlet Seal Repair Kit SLKT-365
98.5 ' ™~ [0.5'91] Viton® Seal Repair Kit SLKT-351V
3.878 . 8 A
. ! -SP: STRIPPER PLATE OPTION Viton® Rear Inlet Seal Repair Kit SLKT-365V
Loading Information
N lbs. GRIP FORCE PE.R FINGER N Ibs. GRIP FORCE PE_R FINGER
2670 600 (with Spring Assist Option) 1780 400 (with Spring Assist Option)
© WARNING! © WARNING!
E2225 500 DO NOT EXCEED w1558 350 DO NOT EXCEED
R N SN0 4, M EFFECTIVE 1335 300 TN 995, MAXIMUM EFFECTIVE
1780 400 N ‘W 21113 250 I~ &0 ps; 5.57:"’ FINGER LENGTHS
8 1335 300 M\\\ 9 890 200 W\\\
& - & 668150 ————
O 890 200 o | —
z N Z 445100 TR R
L 445 100 0 PSI [0 bar] . et 223 50 r— rJ_i,,] ;‘
o o T T ! o o T T !
0 1.00 2.00 3.00 4.00 5.00 6.00 7.00 8.00 in. 0 1.00 2.00 3.00 4.00 5.00 6.00 7.00 8.00 in.
0 15 30 45 60 75 90 178 203 mm 0 15 30 45 60 75 90 178 203 mm
EFFECTIVE FINGER LENGTH - L EFFECTIVE FINGER LENGTH - L
z
z Mz z Mz
Y T X -] %j LI X
f T f .
I; c l '; c l
T ~__ ¥ Mx F/3 ~F3 i ¥ Mx F/3—>] ~—F3
~_ v My ¥ My
RTH-5M Static Dynamic m Static Dynamic

Maximum Tensile T

Maximum Compressive
Maximum Moment My
Maximum Moment My
Maximum Moment My

2990 N [672 lbs]
3980 N [895 Ibs]
127 Nm [1124 in-lbs]
179 Nm [1584 in-lbs]
117 Nm [1036 in-lbs]

C

tCapacities are per set of jaws and are not simultaneous

@ESTA
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o pr—

674 N [152 Ibs]
674 N [152 Ibs]
25 Nm [221 in-lbs]
35 Nm [310 in-Ibs]
35 Nm [310 in-lbs]

GR-3JP-37

Maximum Tensile T 2680 N [602 Ibs]
3570 N [803 Ibs]

114 Nm [1009 in-lbs]

432 N [97 Ibs]
432 N [97 Ibs]
16 Nm [142 in-lbs]
20 Nm [177 in-Ibs]
20 Nm [177 in-Ibs]

Maximum Compressive €
Maximum Moment Mx
Maximum Moment My 144 Nm [1275 in-lbs]
Maximum Moment Mx 94 Nm [832 in-lbs]

tCapacities are per set of jaws and are not simultaneous

Dimensions and technical information are subject to change without notice



RTH-6M, -6M-L

3-Jaw Parallel Grippers | Dimensions and Technical Specifications

. 720 __
[2.835]
146.00 53.0
[5.7480] Purge/Scavenge = [2.087] - M8x17 DP 205
port 2[8.071 25.0
@6H7 49.0 22 30 . 12 h7 < [0.984]
2 x[0.2362] SF [1.927] [0.87] [0.118|[" | 20.4724SF ‘
200 || 2500  CStroke \ PO
[0.787] - 2%
M5x5 DP 4 [0.9843] ~ 9
- : ; =—ac) O\ =
3 x M10 ° 40.0
87.0 ﬁ B/A f * [1.575] g
[3.425] 502 = =] ¥
i B
NG v at PO PO
¢ . |
o o B2 + ©) | ©)
675 [1.18] ' 83.5
[2.657] '& Manifold air port E’ Y (E
l e o [3.287]
>, . )
O ( Supplied plugged‘\‘E 1 @ @
160 I
Close Open 316.299] 33.0 85
2x G’/ax 8 19 [0.748] [1.299] 3x Q[O.?iz}
311pp 19 [0.748] 109.0 B(5.748]
[4.291]
15° °
s 15 110.0
[4.331]
mm [INCH]
Stroke [0.236] | ™~ é 2 [3]%037] @—ﬂ
z THIRD ANGLE
£ 3 screws for @ @ PROJECTION
° 83 M6x12
Sz
L 22 9 G ™ Model
=
ae RTH-6M 32.0[1.260] | 39.5 [1.555] | 8.0[0.32]
- T @ T @ RTH-6M-L 24.0 [0.945] | 31.5 [1.240] | 16.0 [0.63]
m 67 Dimensions in mm [in]
°° [2.62]
O @ Seal Repair Kits RTH-6M
~ _
| = O (@) @ Buna-N Seal Repair Kit SLKT-352
. 5.0 Buna-N Rear Inlet Seal Repair Kit SLKT-365
121.0 [0.197] N 20.0 Viton® Seal Repair Kit SLKT-352V
[4.764) -SP: STRIPPER PLATE OPTION [0-787] Viton® Rear Inlet Seal Repair Kit  SLKT-365V
Loading Information
N Ibs. GRIP FORCE PER FINGER N Ibs. GRIP FORCE PER FINGER
44501000 (with Spring Assist Option) 3115 700 - (with Spring Assist Option)
[ WARNING! [ i WARNING!
W 2560 800 N DO NOT EXCEED w2670 600 \ DO NOT EXCEED
™ ‘\ 100 Py MAXIMUM EFFECTIVE o 2225 500 ™~ 100 p, MAXIMUM EFFECTIVE
o] N e bary FINGER LENGTHS 5] NN oS 17 4, FINGER LENGTHS
& 2670 600 S 5.5 = N BT ]
) 0 P T~ O 1780 400 SO ——
w J bar] — e 2w = \\,
81780 400 = o 1335 300 G P—r
9 o 9 890 200 ] —
Z 590 200 = Q.PSI [0 bar) . z ——xO.PSI [0 bar] A
| | Y 445 100 i | y
o o0 — d o o L 1
0 1.00 2.00 3.00 4.00 5.00 6.00 7.00 8.00 9.00 10.00 in. 0 1.00 2.00 3.00 4.00 5.00 6.00 7.00 8.00 9.00 10.00 in.
0 30 60 60 90 120 150 180 210 240 254 mm 0 30 60 60 90 120 150 180 210 240 254 mm
EFFECTIVE FINGER LENGTH - L EFFECTIVE FINGER LENGTH - L
z z
4 %Mz 4 Mz
- i %j T X - ; Y T X
: of 1T | : of I |
ull _ewx B —F/3 ull _emx A —F/3
~_ ¥ My ¥ My
RTH-6M Static Dynamic RTH-6M-L Static Dynamic
Maximum Tensile T 4320 N [971 Ibs] 1315 N [296 lbs] Maximum Tensile T 3860 N [868 Ibs] 852 N [192 Ibs]
Maximum Comepressive € 5810 N [1306 lbs] I 1315 N [296 lbs] Maximum Compressive € 5180 N [1165 lbs] I 852 N [192 Ibs]
Maximum Moment Mx 172 Nm [1522 in-lbs] | 45 Nm [398 in-lbs] Maximum Moment Mx 154 Nm [1363 in-Ibs] I 29 Nm [257 in-lbs]
Maximum Moment My 250 Nm [2213 in-lbs] | 65 Nm [575 in-lbs] Maximum Moment My 199 Nm [1761 in-lbs] | 37 Nm [327 in-lbs]
Maximum Moment Mx 164 Nm [1452 in-lbs] | 65 Nm [575 in-lbs] Maximum Moment Mx 131 Nm [1159 in-lbs] | 37 Nm [327 in-lbs]

tCapacities are per set of jaws and are not simultaneous

Dimensions and technical information are subject to change without notice

tCapacities are per set of jaws and are not simultaneous

GR-3JP38 @ESTACD
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RTH-/M, -/M-L

3-Jaw Parallel Grippers | Dimensions and Technical Specifications

184.00 e 920
[7.2441] [3.622]
Purge/Scavenge 70.0 M12x17 DP 258 310
it le - e .
643 . po % [2.756) o 16 h7 @[10.157 [1.220]
& 8H7 [2.531] [1.02] [0.157]|["| [2l0-6299]SF ¢
2 x[0.3150] SF 240 | | C Stroke w
0959 3%
| —G1/8x8[31]DP :
3 xM12 ® 20
106.0 [1.693]
[4.173] 637 (— -
p B
J 2.507 36 ) A Closed Closed
[1.42] =
T 1
87.5
[3.445] Manifold air port 105.0
l M5 x 6 J'e) [4.134]
Supplied plugged I
] 29 43.0 10.3
pen [7.874 : -
2x g 23.0[0.906] 78741 [1.693] 3 x B[0.404]
23.0[0.906] []5439'?] 184
) @[7.244]
. 143.0
15 [5.630]
60 .. mm [INCH]
Stroke [0.236] w 125
= @ [4.921]
o,
Z—w THIRD ANGLE
2 ﬁ 3 screws for PROJECTION
° o M8x19
Sz
|| 58
H L0
1 g RTH-7M 42.0 [1.654] | 51.0 [2.008] | 12.4 [0.49]
S T RTH-7M-L 29.5[1.161] |38.5 [1.516] | 25.0 [0.99]
84 Dimensions in mm [in]
. [3.31]
O l Seal Repair Kits RTH-7M
- Buna-N Seal Repair Kit SLKT-353
6.0 Buna-N Rear Inlet Seal Repair Kit SLKT-365
155.0 ™ [0.236] . 250 e e )
6.102] -SP: STRIPPER PLATE OPTION [0.984] e Seal R SLKT-353V
Viton® Rear Inlet Seal Repair Kit SLKT-365V
Loading Information
N Ibs. GRIP FORCE PER FINGER N lbs. GRIP FORCE PER FINGER
" 8010 1800 - (with Spring Assist Option) WARNING! i 4450 1000 - (with Spring Assist Option) WARNING!
> 71201600 1 DO NOT EXCEED 0 800 DO NOT EXCEED
uy 5230 1300 10 MAXIMUM EFFECTIVE o ) MAXIMUM EFFECTIVE
Q 5340 1200 OPS’/MQ FINGER LENGTHS Q L N e 7 FINGER LENGTHS
3 4450 1000 T : PPSS” %; a:] o} 3670600 R io : SI 5 Z:]
o 3560 800 L T Ty = & 1780 400 Neag:; L.
LZ') 2670 600 | — LZD .
£ 1780 400 10 PSI [0 bar] . I 890 200 e 0 PSI [0 bar] N
890 200 | — —_
o o T d o o !
0 200 4.00 600 8.00 10.00 12.00 14.00 in. 0 200 4.00 6.00 8.00 10.00 12.00 14.00 in.
) 51 102 152 203 250 305 356 mm ) 51 102 152 203 250 305 356 mm
EFFECTIVE FINGER LENGTH - L EFFECTIVE FINGER LENGTH - L
z z
4 Mz 4 Mz
Y T X - Y T X
f T i T
e el
T ~__ ¥ Mx F/3 ~F3 i ¥ Mx F/3—>] ~—F3
~_ v My ¥ My
RTH-7M Static Dynamic RTH-7M-L Static Dynamic

Maximum Tensile T 5400 N [1214 lbs]
7120 N [1601 lbs]
215 Nm [1903 in-lbs]
305 Nm [2699 in-lbs]
Maximum Moment Mx 208 Nm [1841 in-lbs]

tCapacities are per set of jaws and are not simultaneous

@ESTA

1763 N [396 Ibs]
1763 N [396 Ibs]
60 Nm [531 in-lbs]
86 Nm [761 in-lbs]
86 Nm [761 in-lbs]

Maximum Compressive €
Maximum Moment Mx
Maximum Moment My

cOoO GR-3JP-39

o pr—

Maximum Tensile T 4690 N [1054 lbs]
6180 N [1389 Ibs]

186 Nm [1646 in-lbs]

1141 N [257 Ibs]

1141 N [257 Ibs]
39 Nm [345 in-Ibs]
48 Nm [425 in-lbs]
48 Nm [425 in-lbs]

Maximum Compressive €
Maximum Moment Mx

Maximum Moment My 230 Nm [2036 in-lbs]
Maximum Moment Mx 156 Nm [1381 in-lbs]

tCapacities are per set of jaws and are not simultaneous

Dimensions and technical information are subject to change without notice



RTH-8M, -8M-L

3-Jaw Parallel Grippers | Dimensions and Technical Specifications

. 125.0
270.00 [4.921]
10.62 .
(10.6299] Purge/Scavenge ™~ [;;908] - M16x21 DP_ 355 46.0
90.5 port 40 2[13.976] -
— @22 h7 [1.811]
@10H7 [3.564] [1.57] 50 | o[0.8661]SF I
) x[0.3937] SFW 300 | | [0.197] e ]
5 3 [1.181] 34.00 C Stroke ‘ @ P
G1/8 x .31 [8] DP 1.3386) )
® L [8] [ ) S

(e ¢

—

©
3 x M20 ° = 530 “
et WA === 0= 0~ Q)
: 89.2
T
[3.512] 44 ‘ A Closed CIoBsed O ©
) | 0 i

' ©
gl
@ Manifold air port =0 Q 2
‘65 M8 x 10 |
) Supplied plugg;\ﬁ |
[ -
Open 300 60.0 @17.5
2[11.811] [2.362] 3 x[D0.689]
32.0[1.260] 195.0

260

32.0[1.260] [7.677] @[10.236]
*5/"x 196.0
1 [7.717]

mm [INCH]
8.0 7
fe- 2 188
Stroke [0.315] s @ [7.402] @—ﬂ
z THIRD ANGLE
32 3 screws for PROJECTION
° 3o M8x16
Sz
22
£e RTH-8M 57.0 [2.244] | 69.0 [2.717]| 17.7 [0.70]
g2
RTH-8M-L 39.5 [1.555] |51.5 [2.028]| 35.1[1.38]
T Dimensions in mm [in]
A 118
oo [4.65] Seal Repair Kits RTH-8M
l Buna-N Seal Repair Kit SLKT-354
= | Buna-N Rear Inlet Seal Repair Kit SLKT-366
6.0 Viton® Seal Repair Kit SLKT-354V
~10.236] - . 300
-SP: STRIPPER PLATE OPTION [1.181] Viton® Rear Inlet Seal Repair Kit SLKT-366V
Loading Information
N lbs. (GRI}I: ;ORCE PER lgNGEI)! N lbs. (GRI:SFORCEAPER IgNGEI)!
_ with Spring Assist Option _ (with Spring Assist Option,
, 15575 3500 WARNING! o 1125 2500 WARNING!
w 13350 3000 *\ DO NOT EXCEED o N DO NOT EXCEED
o 2500 P 100 MAXIMUM EFFECTIVE P N MAXIMUM EFFECTIVE
{4 11125 2500 N3 PSigy FINGER LENGTHS ] N 100 pg, FINGER LENGTHS
& . 0 PSS & 6675 1500 PS80 Pl bar,
O 8900 2000 \M§ . o ey
& 6675 1500 \ﬁ"""g]_ - % 4450 1000 I L B
w | — S w N
9 4450 1000 — = 0 | T‘\N\
T 5005 500 0 PSI [0 bar] ANy T 2225 500 0 PSI [0 bar] .
o o ! ! o o ! ! d
0 2.00 4.00 6.00 8.00 10.00 12.00 14.00 16.00 in. 0 2.00 4.00 6.00 8.00 10.00 12.00 14.00 16.00 in.
0 51 102 152 203 254 305 356 406 mm 0 51 102 152 203 254 305 356 406 mm
EFFECTIVE FINGER LENGTH - L EFFECTIVE FINGER LENGTH - L
z z
I -] ; %j T X I -] ; %j T X
: of 1T | ; of I |
ull _ewx B —F/3 ull _emx A —F/3
~_ ¥ My ¥ My
RTH-8M Static Dynamic RTH-8M-L Static Dynamic
Maximum Tensile T 8230 N [1850 lbs] 2733 N [614 Ibs] Maximum Tensile T 7080 N [1592 lbs] 1772 N [398 Ibs]
Maximum Comepressive € 10700 N [2405 lbs] I 2733 N [614 Ibs] Maximum Compressive € 9210 N [2070 lbs] I 1772 N [398 lbs]
Maximum Moment Mx 455 Nm [4027 in-lbs] | 131 Nm [1159 in-lbs] Maximum Moment Mx 391 Nm [3461 in-lbs] | 85 Nm [752 in-lbs]
Maximum Moment My 578 Nm [5116 in-lbs] | 167 Nm [1478 in-lbs] Maximum Moment My 428 Nm [3788 in-lbs] | 93 Nm [823 in-lbs]
Maximum Moment Mx 362 Nm [3204 in-lbs] I 167 Nm [1478 in-lbs] Maximum Moment Mx 268 Nm [2372 in-lbs] | 93 Nm [823 in-lbs]
tCapacities are per set of jaws and are not simultaneous tCapacities are per set of jaws and are not simultaneous

Dimensions and technical information are subject to change without notice GR-3JP-40 @ESTACD
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