RUA SERIES

Angular Grippers | Features and Benefits | How To Order

Features:
* Robust, shielded, high force gripper

* Optional springs for part retention in
case of air loss or increased grip-force

* Side or top manifold air ports

* Viton® seals included for high temperatures
-30°C to +150°C [-20°F to +300°F]

* Boot options available for
weld splatter applications

Applications:

* Welding and sandblasting applications
* Paintbooth applications

* Heavy part gripping solutions

RUA-112M

RUA-T162M
e

o RUA-142M
N

(USB key shown
for scale)

RUA-82M

RUA-62M
How To Order
Size Spring Description
Base Model 62M 142M “Blank” None
RUA 82M 162M RE Spring Closed
\ 112m RI Spring Open
Power Description Inductive Case Description
P Pneumatic “Blank” None
KT1 Sensing Range KT1
KT2 Sensing Range KT2

Accessories

Sensor Accessories

Model Numbers Part Number Qty/Unit

NPN Magneto Resistive Sensor with Quick Disconnect* **

PNP Magneto Resistive Sensor with Quick Disconnect* **

NPN Magneto Resistive Sensor 90° with Quick Disconnect* **
PNP Magneto Resistive Sensor 90° with Quick Disconnect* **
Replacement PNP Double Inductive Sensor* t

Quick Disconnect 2 Meter Cable Length*

Quick Disconnect 5 Meter Cable Length*

Quick Disconnect 2 Meter Cable Length (for KT Inductive Sensor)*

*Sensor and cable sold separately. **Piston magnet standard. +Requires KT1 or KT2 sensor option.
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62M, 82M, 112M OHSN-017 1-2

62M, 82M, 112M OHSP-017 1-2
62M, 82M, 112M OHSN-011 1-2
62M, 82M, 112M OHSP-011 1-2

62M, 82M, T12M CABL-010 1-2
62M, 82M, T12M CABL-013 1-2
All Models CABL-014 1-2

I I
I I
I I
All Models | KT15 [ 1
I I
I I
I I

Dimensions and technical information are subject to change without notice



RUA SERIES

Angular Grippers | Technical Specifications

Specifications
Total Rated Grip Force L=25mm [1 in.] @ 0°

@ 7 bar [100 psi], w/spring N [Ibs] 384 [86] | 1228 [276] | 2150 [483]
@ 7 bar [100 psi], w/o spring N [Ibs] 313 [70] | 922 [207] | 1600 360]
Total Stroke 16.8° (per finger) | 15.9° (per finger) | 19.1° (per finger)
Weight kg [Ibs] 03908 | 0700155 | 1.70[3.75]

Pressure Range without springs bar [psi] 2-7 [30-100]
Pressure Range with springs -RE, =Rl bar [psi] 3-7 [45-100]
Ingress Protection Class (IP) IP54
Displacement em?*[in?] 12 [0.73] | 35 [2.14] | 85 [5.19]
Temperature Range (Viton® seals standard) °C [°F] -30°~150° [-20°~300°]
Actuation sec 0.18 | 0.10 | 0.35
Accuracy mm [in] +0.05 [+0.002] | +0.08 [+0.003]
Repeatability mm [in] +0.02 [+£0.0008] | +0.03 [+0.0008]
Valve to Required Actuate Single Acting 3-way, 2-position
Valve to Required Actuate Double Acting 4-way, 2-position
Specifications Units 142M 162M
Total Rated Grip Force L=25mm [1 in.] @ 0° |
@ 7 bar [100 psi], w/spring N [Ibs] 5775 [1298] | 5490 [1234]
@ 7 bar [100 psi], w/o spring N [Ibs] 3941 [886] | 3790 [853]
Total Stroke 17.6° (per finger) | 17.2° (per finger)
Weight kg [Ibs] 4.1 [9.05] | 6.7 [14.8]
Pressure Range without springs bar [psi] 2-7 [30-100]
Pressure Range with springs -RE, -RI bar [psi] 4-7 [60-100]
Ingress Protection Class (IP) IP54
Displacement cm?® [in%] 215[13.2] | 322 [19.7]
Temperature Range (Viton® seals standard) °C [°F] -30°~150° [-20°~300°]
Actuation sec 0.60 | 0.80
Accuracy mm [in] +0.8 [£0.003]
Repeatability mm [in] +0.03 [+0.0008]
Valve to Required Actuate Single Acting 3-way, 2-position
Valve to Required Actuate Double Acting 4-way, 2-position
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RUA-62M

Angular Grippers | Dimensions and Technical Specifications
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53.0
: [2.087] ’
21.5
[0.846]
@3 h7 2 50.8
[@0.1181 SF] 100 | | 16.0 2X G1/8 x 5 DP [ 2.000]
[0.394] [0.630]
—19.0 : 4XD 45
M5 x 7 DP [0.748] [4X@0.177]
E .
240 o ¥
130 [0.945]
[0.512] ] @ 60.0
(@ 2.362]
60 FH i
g Loy
[0.236] E: o T Purge Port
13.00 i~ Open @ 5H9 x 13 DP
[0.5118] [0} Purge / Scavenge/ @ 38.1 h7 [@ 0.1969 SF x 0.512]
Port M5 x 6 DP 350 | [@ 1.5000 SF] al
[1.378] e ose
10 8
[0.3937] 2.6 3.0 . .
[0.102] " 7 ™0.118) S'““";fi';’ air port
375 upplied plugge
[1.476]
48.0
[1.890] ’
-KT: Inductive sensor
76.0
Opened: 13° [2.992] Sensing range
(From close position)
mm [INCH] ] o @y Yellow LED | Green LED
] S I KT1 0°to 3.4° 13.4°t0 16.8°
— =
@—E][ ~ KT2 | 0°to 6.8 | 10°1016.8°
THIRD ANGLE (© J
PROJECTION N
EI i Inductive Sensor
Closed: 3.9° Same attachment
71.0 as gripper
[2.795]
Protective Boots Order #
PVC Sealed Boot Kit (2 interfaces, 1 collar, 1 boot) SLKT-367
Kevlar Sealed Boot Kit (2 interfaces, 1 collar, 1 boot) SLKT-368
Seal Repair Kits Order #
Viton® Seal Repair Kit (Pneumatic) SLKT-156V
Loading Information
N lbs. z
600 1357 z ==
GRIPOFORﬁESPER FINGER l._—. ,__J X L_l R,
at 0° wit ring Assist] (e
o 500 112 (at 0% with Spring Assis) "::"1 YEB d'l
'S
& 400 90 | T F/2 éé F/2
g N Noo 5117 b WARNING! ¢l lr
300 67 DO NOT EXCEED
o N Q 80 PS1 (5.5 bar] MAXIMUM EFFECTIVE S Mx ~—v My
3 \ >< FINGER LENGTHS
z 200 45 N 60 PSI [4.1 bar]
[ Ny RUA-62M Stati
* \\\t\ atic
100 22 oo 0o — ol Maximum Tensile T 236 N [53 lbs]
o ol T Maximum Compressive C 236 N [53 Ibs]
0.5 1"0 1.5 2.0 2“5 5.0 3.5 in. Maximum Moment Mx 12.5 Nm [111 in-lbs]
127 254 381 50.8 635 762 88.9mm Maximum Moment My 34.5 Nm [305 in-lbs]
EFFECTIVE FINGER LENGTH FROM ROTATION AXIS - L Maximum Moment Mz 12.5 Nm [111 in-lbs]
tCapacities are per set of jaws and are not simultaneous
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RUA-82M

Angular Grippers | Dimensions and Technical Specifications

. 570 _ _
[2.244]
210
4 h7 [0.827] 2 69.9
[@ 0.1575 SF] [@ 2.750]
_ 290 150 160 2X G1/8 x 5 DP
Mé x 12 DP [1.142] 0.591] [0.630] 4X D53
[4X @ 0.209]
- T =
Cl || I
@ #}; @ lose G.T . P B ?"
15.00 A r 3 [1,2é0] /@B
[0.591] ] - 2 i N @ 80.0
o) @ [@ 3.150]
> 70 F
SESG e Purge Port
¢ " G Open [0.276] 5 ‘1— urge Po 55 Ho x 13 DP
I [ 0.1969 SF x 0.512]
Purge / Scavenge 508 h7
Port M5 x 6 DP . Close
20.00 | € 1318 | 330 || L22.0000sF
[0.7874] [0.5118] [1.299]
3.1 -~ 30
1221 [ 370 [0.118] Manifold air port
[1_457] - Supplied plugged
500 |
[1.969]
-KT: Inductive sensor
Sensing ran
Opened:13° 850 - (F ro:! cslo:?e :osgi:on)
[3.346] Yelow LED | GreenLED
EI @ || k11 | Cto24 [13510159°
mm [INCH] - KT2 | 0°to48° [11.1°t0199°
@] 1@t
L]
THIRD ANGLE —
PROJECTION EI Inductive sensor
Same attachment
e 780 _ | as gripper
[3.071] ariep
Protective Boots Order #
PVC Sealed Boot Kit (2 interfaces, 1 collar, 1 boot) SLKT-370
Kevlar Sealed Boot Kit (2 interfaces, 1 collar, 1 boot) SLKT-371
Seal Repair Kits Order #
Viton® Seal Repair Kit (Pneumatic) SLKT-157V
Loading Information
z
Z |
N Ibs. GRIP FORCE PER FINGER l |
1000 225 (at 0° with Spring Assist) Jiz=t a5 it X L_\ ’1}
\ = = E Y
S 750 169 \S\ i o T F/2 ﬂ F/2
o WARNING! T
v} N\ oot 7501 DO NOT EXCEED Mx
£ 500 112 §\\ 80PSI 155 ber MAXIMUM EFFECTIVE ~— ~—v My
i NI om0 FINGER LENGTHS
8 250 s6 e )J RUA-82M Static
4 —~ —~——T~ . g o
T [0 P! [0 bar] \5\2:.5;:]‘“‘ Maximum Tensile T 290 N [65 Ibs]
o o T T ! Maximum Compressive € 290 N [65 lbs]
1.0 15 20 25 3.0 35 4.0 45 5.0in. Maximum Moment Mx 19 Nm [168 in-lbs]
25.4 38.1 50.8 63.5 76.2 88.9 101.6 114.3 127mm Maximum Moment My 121 Nm [1071 in-lbs]

EFFECTIVE FINGER LENGTH FROM ROTATION AXIS - L

Dimensions and technical information are subject to change without notice

Maximum Moment Mz 19 Nm [168 in-lbs]
tCapacities are per set of jaws and are not simultaneous
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RUA-112M

Angular Grippers | Dimensions and Technical Specifications

750
[2.953]
320
@ 5 h7 [1.260] @ 95.3
[ 0.1969 SF] [® 3.750]
215 | L 160 2X G1/8 x 8 DP
P 4X D 8.5
M8 x 13 DP [0.846] [0.630] [4X @ 0.335]
ki
(@) ° \2 Close i i) 7,
400 = o
22.1 & [1.575]
[0.870] ] . ° \ 2110.0
\9 ‘ @ 4.331]
= 9.0 P H
@ (0] Open [0.354] I - Purge port
g @ 8 H9 x 13 DP
25.40 L P;rge'c\gcazegge [ 0.3150 SF x 0.512]
B £ ort X
[1.0000] e ]45'702 - L 762h7 Close
| [01 ;; 4ng] [1.772] [©3.0000 SF]
- 31 L 3.0 . .
[0.122) 480 T e év‘amlf'oi? c:" ”°'J
O upplied plugge
[1.890]
660
[2.598]
-KT: Inductive sensor
111.0 P
. 4.370 * ensing range
Opened:13 [ I (From close position)
mm [INCH] E & Yellow LED | GreenLED
@_E][ = KT1 0t01.9° |172°1019.1°
ais 4& 7 % KT2 | 01057° |134°1019.1°
THIRD ANGLE © —
PROJECTION © =
E Inductive sensor

Closed: 6.2°

\ Same attachment
—

102.0 as gripper

[4.016]

Protective Boots Order #

PVC Sealed Boot Kit (2 interfaces, 1 collar, 1 boot) SLKT-373
Kevlar Sealed Boot Kit (2 interfaces, 1 collar, 1 boot) SLKT-374
Seal Repair Kits Order #
Viton® Seal Repair Kit (Pneumatic) SLKT-158V
Loading Information
Z

4

GRIP FORCE PER FINGER

| { |
N Ibs. ° wi i i sHHS I
2500 569+ (at 0° with Spring Assist) S i f v B X
L
2000 449- | T F/2 _E
ct T

N

pr—

o
P
w
Q 1500 37T | a7 b WARNING! ~— v Mx ~— ¥ My
o) DO NOT EXCEED
1000 225NN sor 53601 M EINGER LENGTHS -
3 \ 60 PSI [4.1 bar] RUA-112M Static
£ 500 112 o ﬁ@r )J Maximum Tensile T 290 N [65 lbs]
o o . Maximum Compressive € 290 N [65 lbs]
- o 1 2 3 4 5 6 7in Maximum Moment Mx 19 Nm [168 in-lbs]
0 25 51 76 102 127 152 180mm Maximum Moment My 121 Nm [1071 in-lbs]
EFFECTIVE FINGER LENGTH FROM ROTATION AXIS - L Maximum Moment Mgz 19 Nm [168 in-lbs]
tCapacities are per set of jaws and are not simultaneous
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RUA-142M

Angular Grippers | Dimensions and Technical Specifications

1070
[4.213]
@ 8 H9 x 20 DP
430 @ 0.3150 SF x 0.787
256 m 65 g1 | |
2X @ 0.2360 SF ! ) 1 8.5
[2X @ 0.2360 SF] .l 220 [6X @ 0.335]
270 [0.866] 2X G1/4 x 10 DP
2 x M8 x 18 DP [1.063] | _
° o T a0 | Wive Close
ose C1
550 = »
2.165] 9 ! =)
26.0 1
[1.024] f|@ 90 H— . 1@ 5.512]
N [0.354) " /@ @
X 1D,
Ol d [ 4= v Purge Port
24.0 S Open Open
[0.945] 660 Manifold air
A port
22 f8 Purge / Scavenge ] [2.598] - s
. @ 107.95 h7 Supplied plugged
240 | = [0.8661] Port G1/8 x 8DP 1@ 4.3500]
[0.945] 37 . L 710
[0.146] [2.795]
L 950 _|l. 50
[3.740] [0.197]
-KT: Inductive sensor Sensing range
(F rom close position)
152.5
Opened:13° [6.004] Yellow LED Green LED
KT1 0°to 2.8° 148°1017.6°
mm [INCH] (] @ H KT2 0°to 5.4° 122°1017.6°
[ .
o} |
I I Same attachment
THIRD ANGLE © .
PROJECTION | \C . / as gripper
o] =
Closed: 4.6° \
- 1405 | Inductive sensor
[5.531]
Inductive sensor

Protective Boots Order #

PVC Sealed Boot Kit (2 interfaces, 1 collar, 1 boot) SLKT-376
Kevlar Sealed Boot Kit (2 interfaces, 1 collar, 1 boot) SLKT-377
Seal Repair Kits Order #

Viton® Seal Repair Kit (Pneumatic) SLKT-333V

Loading Information

conranr

z
Z |=
— GRIP FORCE PER FINGER LH_| l r?l
3000 674- (at 0° with Spring Assist) = f Y! EE X &1
L
2500 562 F/2 F/2
S b ;
., 2000 449 WARNING! T "
Q ! X
£ 1500 337 DO NOT EXCEED ~— ~—v My
hd 100 PSI [7 bar] MAXII\éUM EFFéCTI;/E
o FINGER LENGTH
1000 225 N o s 1 bor RUA-142M Static
Z 500 1121\ Maximum Tensile T 630 N [142 Ibs]
o o N Maximum Compressive € 630 N [142 Ibs]
” 1 2 é }; g g ; é 9‘in. Maximum Moment Mx 52 Nm [460 in-lbs]
25 51 76 102 127 152 178 203228mm Maximum Moment My 696 Nm [6160 in-lbs]
EFFECTIVE FINGER LENGTH FROM ROTATION AXIS - L Maximum Moment Mz 52 Nm [460 in-lbs]
tCapacities are per set of jaws and are not simultaneous
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RUA-162M

Angular Grippers | Dimensions and Technical Specifications

- 1195
[4.705]
50.0 @ 10 H9 x 22 DP
0 .9.69] 1429 [@ 0.3937 SF x 0.866]
2X 8 mé [@ 5.626] 6X @11
320 240
[2X @ 0.3150 SF] [1.260] =1 [0.945] 2XG1/4x10DP [6X @ 0.433]
2X M10 x 22 DP —
o g f — - Close
"o Close =
65.0
315 L@ | [2.559] O é
[1.240 1 { | @ 165.0
[D 6.496]
X o 110
280 <O [0.433] | v Purge port
1.102 <D | Open
£ Purge / Scavenge Manifold air port
280 26 18 127.00 h7 ’ P
[1.102] L [1.0236] Port G1/8 x 8 DP [ 5.0000] Suppliedplugged
37 ol
[0.146]
1050 | 6.0
[4.134] [0.236]
-KT: Inductive sensor Sensing range
Opened:13° § 1850 (From close position)
[7.283] Yellow LED | GreenLED
‘ T KT1 0° to 2.4° 14.8°1017.2°
I B
g . KT2 0° to 4.6° 12.6°t017.2°
I 2
L B G *
ﬂﬁ B — T Same uﬂ.uchmenf
I 5 S| e / as gripper
I u )
Ll 2 &
o
S [; 779|§] ——\ Inductive sensor
Closed: 4.3° ’
= Inductive sensor
mm [INCH]
@—ﬂ Protective Boots Order #
THIRD ANGLE PVC Sealed Boot Kit (2 interfaces, 1 collar, 1 boot) SLKT-379
PROJECTION "
Kevlar Sealed Boot Kit (2 interfaces, 1 collar, 1 boot) SLKT-380
Seal Repair Kits Order #
Viton® Seal Repair Kit (Pneumatic) SLKT-335V
Loading Information
z

z
GRIP FORCE PER FINGER

| { <
N Ibs. it Soring Assi E lﬂ
3500 789- (at 0° with Spring Assist) '@I IEL f v B X |

L
3000 674 ‘ F/2
2500 562- cl It

N

N
~
0
w
Q 2000 449 100 PS1 [7 bar] WARNING! ¥ Mx ~—_¥ My
o N\ DO NOT EXCEED
: 1500 337 N[\ 80 Ps1 (5.5 bor] MAXIMUM EFFECTIVE
& 1000 225 - E0PSI 41 b FINGER LENGTHS RUA-162M Static
Z 500 112 \‘ oo 'J Maximum Tensile T 840 N [189 Ibs]
° 0 \F“ : Maximum Compressive € 840 N [189 lbs]
T T T T T 1 .
2 3 4 5 6 7 8 9 10 11in. Maximum Moment Mx 75 Nm [664 in-Ibs]
51 76 102 127 152 178 203 229 254 280mm MaximomiNMoment. MY 1050 Nm [9293 in-Ibs]
EFFECTIVE FINGER LENGTH FROM ROTATION AXIS - L Maximum Moment Mz 75 Nm [664 in-Ibs]
tCapacities are per set of jaws and are not simultaneous

DESTACO GR-ANG-33 Dimensions and technical information are subject to change without notice

pr—




p=
ANGULAR GRIPPERS (@

Notes
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